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NOTES:

1. PROVIDE SIMPSON JOIST HANGERS AT ALL JOIST ENDS, TYP.

SEE PLAN FOR TYPICAL HEADER SIZES

ALL HEADERS AND BEAMS SHALL HAVE SHALL BE SUPPORTED BY (3)2x6 COLUMNS U.N.O. ON PLAN
ALL COLUMN LOAD PATHS ARE TO BE CONTINUOUS TO FOUNDATION WALL OR FOOTING

DAMAGED EXISTING RAFTERS AND JOISTS SHALL BE REMOVED AND REPLACED AS REQUIRED, THEN
FORTIFIED PER PLAN

EXISTING POST, TYP

5%x5% PSL COL \‘

SISTER NEW 2x8 TO EXIST FLOOR JOISTS U.N.O.

EXISTING (2)2x8 BEAM

NEW 5/x14 LVL BEA

NEW (2)2x8 WINDOW HDR,

TYP UN.O.

SISTER (2)2x8 TO EXIST EXISTING JOIST

SISTER (2)2x8 TO EXIST EXISTING JOIST
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5/52.0

x5%

PSL COL

N |

SISTER NEW 2x12 LVL

NOTE: REPAIR OR EXTEND EXIST
FLOOR JOIST W/ (2)2x8 U.N.O.

CONSULT W/E.O.R. FOR SPANS

SISTER_NEW (2)2x12

11/52.0

A 4

SISTER NEW 3%x14 LWL
HDR/BEAM TO EXIST HDR

LARGER THAN 15'-0"

m SISTER NEW (2)2x12 TO EXIST EXISTING BEAM

10/52.0

5/

4 x5}’2

EXISTING 4x8 BEAM

PSL COL

8/52.0

NEW 5%x14 LVL BEAM

11/52.

—TYP

NEW (2)2x8 WINDOW HDR,
TYP UN.O.

14/32.0

SISTER NEW 2x12 o _ | SISTER NEW (2)2x12

TO EXIST 2x JOISTS

TO EXIST 2x JOISTS

TO EXIST 2x JOISTS ' TO EXIST 2x JOISTS

SISTER NEW 2x6 TO EXIST LEDGER,
TYP @ ALL EXTERIOR BEARING WALLS
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BEARING WALL

SHEAR WALL

BEAM

HSS COLUMN

COLUMN FROM ABOVE
COLUMN BELOW

COLUMN ABOVE AND BELOW
HOLD—-DOWN

STEEL MOMENT CONNECTION
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