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WALL MOUNTED CONDUIT DETAIL

E402 SCALE: NONE

HEIGHT AND WIDTH OF FLOATING WALL
YARIES. REFER TO ARCHITECTURAL
DRAUINGS.
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RECEPTACLE LOCATION AT FLOATING WALL FIXTURES
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E402 SCALE: NONE
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VOLTAGE AS
INDICATED ON PP | [ YATT sTOPPER:
LIGHTING PLAN. BZ-102 DUAL VOLTAGE POUER PACK:
(MAY BE 120 T 1. FULLY SELF-CONTAINED TRANSFORMER AND
OR 2TV ) RELAT.

T = 2. ZERO CROSSING FOR RELIABILITY AND

3 £ 3 % INCREASED LIFE.
3. PLENUM RATED.
1 4. DUAL 120/211 VAC.
¥ § 5. OVERCURRENT PROTECTION (LOW VOLTAGE).
6. HOLD ON AND HOLD OFF INFUTS
° ° CEILING
MOUNTED
Common o 0s SENSOR
24vDC

E402 SCALE: 3/4"=1'-0" (SURFACE MOUNT ON CABINET)

JUNCTION BOXES

SIDE BY SIDE JUNCTION BOXES

NOTE: DO NOT MOUNT POUWER
PACKS CLOSER THAN &-12
INCHES FROM SENSOR.

8 OCCUPANCY SENSOR WIRING DIAGRAM

E4 02 SCALE: NONE

CONTINUOUS WALL SURFACE
AROUND PIFPE, SEE WALL
TYPES AND FINISH SCHEDULE
FOR DETAILS

SEAL TO MEET UL SYSTEM
WL-1227 FOR PIFPE

PENETRATIONS AND WL -3223
FOR CABLE PENETRATIONS

PATCH TIGHT @ ALL PARTITION
AND FLOOR PENETRATIONS.
UON. FINISH TO MATCH
ADJACENT. (TYP.)

CONDUIT
FINISHED WALL SURFACE

NOTE:
PENETRATION SHOULD BE — —

WIPED CLEAN OF ANY
PARTITION FINISH.

B. SECTION A. ELEVATION

4  CONDUIT AT METAL STUD WALL

E402 SCALE: NONE

TRANSFORMER ( [TR] )

REAR DOOR
pusH-suttoNy

S

——— CLASS |l Low
YOLTAGE WIRING,
16 AUG MINIMUM

BELL IN
CORRIDOR

. ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL 122/12 VOLT
TRANSFORMER FOR OFPERATION OF REAR DOORBELL. MOUNT
TRANSFORMER ADJACENT TO PANEL: TRANSFORMER SHALL BE EDWARDS

* 88-250 OR EQUIVALENT.

2. AT REAR DOOR, ELECTRICAL CONTRACTOR SHALL FURNISH AND
INSTALL A DOORBELL PUSH-BUTTON SURFACE MOUNTED ON OUTSIDE
OF ENTRY DOOR MOUNT PUSH-BUTTON @ 4'-5" AFF OR AS REQUIRED
BY LANDLORD. PUSH-BUTTON SHALL BE EDWARDS %22 OR

EQUIVALENT.

3. BELLS SHALL BE MOUNTED ON WALL AT [2'-2". USE EDWARDS * 660
OR EQUIVALENT INSTALLED IN A WALL MOUNTED BOX WITH WHITE

LOUVERED COVER FPLATE.

/ DOORBELL DETAIL

E402 SCALE: NONE
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