
SURFACE MOUNT PEOPLE


TRACKER


X1


H4W


PT


SURFACE MOUNT


EMERGENCY LIGHTS AT


MAIN SALES.


FIRE RATED CEILING


ASSEMBLY 

RECESS FIXTURES AT LOWERED GYP

CEILING IN FITTING ROOM AREA AND


REAR ENTRANCE


B/O CHANDELIER CAGE


8'-6" A.F.F.


B/O TRACK


10'-4" TYP.


B/O PENDANT

10'-4" TYP.


B/O LANDLORD CEILING

12'-7" A.F.F


B/O DUCT


10'-0" TYP.


B/O SPRINKLER LINE

11'-8" A.F.F


LANDLORD PROVIDED

SPRINKLER TO RUN


ABOVE EXPOSED


DUCTWORK


B4W-1 

SUSPENDED SPEAKER


T/O SPEAKER

10'-4" TYP.


3/4"= 1'-0"


1 MOUNTING HEIGHT DIAGRAM


WIRE TIE: 18 ga.


GYPSUM BOARD PANELS


ANGLE MOLDING: SECURED


TO WALLS. ARMSTRONG


PART NO. - 7838


24" O.C.

24" O.C.
SPACING

SPACING


SUSPENSION WIRE: 12 ga.

SPACING @ 4'-0" O.C. (MAX.)


MAIN BEAM: SLOTTED,


HEAVY DUTY COLD ROLLED


STEEL. ARMSTRONG PART

NO. - HD8906


CROSS/FURRING TEE:

ARMSTRONG PART NO. -
XL8945


THE SUSPENDED GYPSUM


BOARD CEILING FRAMING SHOWN


IS BASED UPON THE


ARMSTRONG DRYWALL GRID &

FRAMING SYSTEM. USG CEILING


SYSTEM IS SIMILAR & AN


ACCEPTED SUBSTITUTE.

CONSULT W/ OWNER &


ARCHITECT IF MFG. CHANGES


ARE MADE. THE USE OF BLACK


IRON & HAT CHANNEL IS NOT AN

ACCEPTED SUBSTITUTE AS LIGHT


FIXTURE HOUSINGS WILL NOT


ADEQUATELY CLEAR FRAMING.


NTS 

2 TYPICAL SUSPENDED CEILING LAYOUT DETAIL 

NOTE: TIE OFFS MUST BE TO


STRUCTURAL SYSTEM.  ONLY

MINOR CONNECTIONS ALLOWED


TO FLOOR DECK. 

CEILING

10'-10" AFF


SUSPENDED

CEILING- REFER TO


2/A220 FOR DETAILS


L.L. PROVIDED


RATED CEILING-

VERIFY HEIGHT
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 C 3


 C 3


EXISTING COLUMN


M 9


EQ EQ 

SURFACE MOUNT FIXTURE- C21-

OVERLAP FIXTURES SEE 8/A220


SUSPENDED

CEILING- REFER TO


2/A220 FOR DETAILS


53

4"


5 3 4"


1'-5" 1'-5"


CL


EQ EQ


1- 1/2"= 1'-0"


6 CEILING COVE SECTION DETAIL


L.L. PROVIDED CEILING

12'-4 1/2" AFF


1
'-
0
"


TYPICAL CEILING OUTLET- ORIENT LONG

DINESION OF OUTLET PARALLEL TO CEILING


GRID LINE AS SHOWN


NOTE: OUTLETS PLACED IN DRYWALL AND / OR


WHITE PAINTED CEILINGS TO RECEIVE WHITE


OUTLETS & COVERS. OUTLETS PLACED IN

STAINED OR NATURAL WOOD CEILINGS TO


RECEIVE BLACK OUTLETS & COVERS.


CEILING GRID LINES


TYPICAL CEILING HOOK 

ⴂ


ⴂ


NTS


4 DETAIL - CEILING HOOK AT LOWERED GYP CEILING 

NTS 

3 DETAIL - TYPICAL CEILING OUTLET 

4
/A

2
2
0



UNISTRUT SWIVEL HANGAR


#M2350,


HOT-DIPPED GALVANIZED -
SUPPLIED AND INSTALLED BY


GC.


STEEL COUPLER NUT


UNISTRUT - #HRCN050 TO BE


FLUSH WITH FINISH CEILING.


LOCATE PER SHEET A200


UNISTRUT CHANNEL P1000


STEEL FENDER WASHERS AS

SPACER


STEEL BOLT


THREADED ROD TO


STRUCTURE ABOVE


USG CEILING SUSPENSION

SYSTEM


2X4 F.R.T. WOOD BLOCKING


5
8
" GYP. BD 

1
5



8
"


5 8
 "

G.C. ENSURE THAT CEILING


HOOK ASSEMBLY (BOLT,


WASHERS & STEEL COUPLER)

ARE WELDED TOGETHER & TO


UNISTRUT CHANNEL TO


PREVENT ACCIDENTAL


LOOSENING. G.C. MAY USE

LOCTITE THREAD LOCK IN


LIEU OF WELDING.


PAINT PANEL DOOR TO MATCH


GYPSUM BOARD CEILING


COLOR


INTEX FORMS INC., PHONE: (650) 654-7855 OR

APPROVED EQUAL 

2'-0"


ROUGH OPENING


1'-6"


PANEL SIZE


NOTE:


1. G.C. TO LOCATE CEILING ACCESS PANELS AS

REQUIRED FOR EASY ACCESS TO SERVICE

HVAC COMPONENTS & LANDLORD


EQUIPMENT.


2. ACCESS PANELS LOCATED ON A PLASTER

SURFACE MUST BE ABLE TO RECEIVE


PLASTER FINISH-ACCESS PANEL SHOULD BE

FLUSH TO ADJACENT WALL


3. REFER TO 4/A433 & 5/A433 FOR ACCESS


PANELS AT FRONT AND REAR ENTRY


METAL STUD


1'-63

4"


ROUGH OPENING 

1'-6"


DOOR


ACUDOR PRODUCTS #UF-5000 18" X 18" (973)


575-5120 OR APPROVED EQUAL


SALES: GYP. BD. CEILING 

BOH: NON-RATED CEILING 

1'-75

8"


ROUGH OPENING


1'-6"


DOOR


ACUDOR PRODUCTS #FW-5050 18" X 18" (973)


575-5120 OR APPROVED EQUAL


BOH: RATED CEILING 

GYP. BD. CEILING


METAL STUD


GYP. BD. CEILING 

NTS 

5 CEILING ACCESS PANELS 

BOH CORRIDOR TOILET ROOM


3/4" PLYWOOD SHEATHING (A/C)


SEAL W/ URETHANE SCREWS TO


JOISTS @ 6" O.C., JOISTS SHALL


BE 20 GA. @ 12" O.C.


2"x6" (NOMINAL) WOOD

STUD


3 5/8" METAL STUDS @ 16" O.C.


(SEE PLANS)


5
8
" GYP. BD. @ CLG. &
WALLS


6" METAL JOIST @ 12" O.C.


G.C. SHALL PROVIDE JOIST

END CLIPS AS REQUIRED


EL: 8'-0" AFF


GYP. BD. CEILING


EL: 8'-6" AFF


B/O FRAMING


3/4"= 1'-0"


7 SECTION AT B.O.H. PLATFORM 
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6"= 1'-0"


8 DETAIL AT COVE LIGHTING


STAGGER COVE

LIGHTING LAYOUT WITH


OVERLAP FOR EVEN


ILLUMINATION 
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