MITER WOOD
RAIL

MITER CORNER OF
WOOD FINISH
BEYOND

CONCEALED STL
TUBE BELOW

7 DETAIL AT LANDING CORNER

~ \WOOD HANDRAIL
JOINT LOCATION

PROVIDE FULL 2X WD
BLOCKING IN BETWEEN
TUBES FOR FASTENING
OF WOOD FINISH

SEE STRUCT DWGS FOR
LANDING CONSTRUCTION

STL PL BASE CONNECTION

SEE STRUCTURAL

EDGE OF FINISHED FLOOR

MITER CORNER OF
WOOD FINISH
BEYOND

MINIMIZE JOINTS AT
TRANSITION FROM
HORIZONTAL TO SLOPE

3-11"

N

1||

\
L

3"

P

7

7

Oll

211"
3|_1 1l|

23" CLR
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y | ——— 1.5"X 1.5" HRS TUBE HANDRAIL

WELDED TO STEEL BRACKET AT EACH
GUARDPOST LOCATION
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HRS 1/2" DIA HANDRAIL BRACKET

SEE 4/A432 FOR NOTES ON SIDE ELEVATION / T

3"

HRS GUARDPOST PIPE
SEE STRUCTURAL DWGS

3" WIDE X 7" THICK HRS BAR

BEYOND

WELDED TO STEEL TUBE SECTIONS
SEE STRUCTURAL DWGS

ROUTER 1/4"X 1/2" EDGE IN TIMBER FOR

CONTINUOUS STL BAR

M 4)

STL TUBE CONCEALED CONNECTION
UNDER EXPOSED GUARDPOST
FIELD VERIFY HEIGHT AT EACH POST

1/8" DECORATIVE HRS COVER
CONTINUOUS BETWEEN FINISHED
FLOOR AND WD COVER

SCHEDULED WOOD FLOOR

3/4" PLYWOOD SUBFLOOR

SEE AXON AND STRUCTURAL FOR
LOCATIONS AND SPECIFICATION ——

WD BLOCKING AS REQUIRED J
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A501 SCALE: 3"=1-0"

HANDRAIL BEYOND
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é T/O HANDRAIL B
3-0" ABOVE RAMP FLR

1.5" X 1.5" HRS TUBE HANDRAIL
WELDED TO STEEL BRACKET AT EACH
GUARDPOST LOCATION

HRS 1/2" DIA HANDRAIL BRACKET
WELD TO WALL PL

HRS PL 2" WIDE X 3" TALL X 1/4" THICK
WALL MOUNTED BRACKET PLATE
2 BLACK LAG BOLTS PER BRACKET

SCHEDULED WALL PARTITION

2l|

6 DETAIL AT HANDRAIL BRACKET
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1/2" THICK PLYWD O G- CONNECTION OF TUBE TO WOOD
,,,,,,,,,,,,,,,, ] FRAMING - SEE STRUCTURAL
1/8" THICK DECORATIVE
HRS COVER I
CONTINUOUS AT SIDE
OF RAMP ————__ |
FINISHED FLOOR —— SEE STRUCTURAL FOR PL AND
FASTENER INFORMATION
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5 SECTION AT RAMP GUARDRAIL AT STRUCTURAL POST
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ALIGN WITH BOLT HEAD CONTINUGUS AT SIDE ‘ WD RIM JOIST
ABOVE OF RAMP | SEE STRUCTURAL
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QEESFQL'?@ | | ~———— 2X STUD END WALL
PLATE BEYOND —— | | SEE STRUCTURAL FOR FASTENING
1/2" THICK PLYWD i AND SPACING
~ —— |
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. ‘ SUPPORT BEYOND. SEE 5/A501
(NI ) ) ) ) ) ) ) ) ) T |
|

A501 SCALE: 3" =1"-0"

4  SECTION AT RAMP GUARDRAIL

WD RAIL

RAMP STUD WALL FRAMING
- SEE STRUCT DWGS

STL BASE PL CONNECTION
SEE STRUCT DWGS

RIM JOIST
SEE STRUCT

PLY SUBFLR

2 DETAIL AT SINGLE GUARDPOST

TYP GUARDRAIL POST
CONNECTION TO STL TUBE
SEE STRUCT DWGS AND
5/A501

STL TUBE
SEE STRUCTURAL DWGS

INFILL BETWEEN
STL TUBES WITH
WD 2X
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CUT FACE OF
TIMBER RAIL
PERPENDICULAR
TO GROUND TO
MATCH WD RAIL
BELOW

A501 SCALE: 3"=1-0"

FOR FASTENERS SEE NOTES

SEE 5/A501

ON 4/A501 \ 2
WOOD FINISH H
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1/2" THICK PLYWD

STL FINISH PL CONTINUES TO END - 3n
SEE ELEVATION

—— SEE STRUCTURAL FOR PL AND
FASTENER INFORMATION
KEEP CONCEALED

PLYWOOD BLOCKING AND
COUNTERSUNK FASTENERS, AS
REQUIRED TO KEEP CONCEALED
AT UNIQUE PLATE CONDITION
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SCHEDULED WOOD FLOOR

PLYWOOD SUBFLOOR
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3 DETAIL AT ENDCAP AND HANDRAIL RETURN TO FLOOR
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UNDERNEATH RAIL:
BEGIN STL TOP BAR
11/2" FROM END TO
MATCH BOTTOM
BAR BELOW

END GUARDRAIL
POST

WOOD FINISH

M[4)

MITER JOINT AT END CAP

//// PROVIDE BLOCKING AND 1/2"
7 PLYWD BACKING BETWEEN
-7 STL TUBE AND FINISH PL

1/8" THICK DECORATIVE STL PL AT BASE
FASTEN TO PLY BACKING

EDGE OF FINISHED FLR ~

CONCEALED STEEL TUBE
SUPPORT

CONCEALED STL BASE PL
CONNECTION
SEE STRUCTURAL DWGS

FACE OF DECORATIVE STL
PLATE 3/4" IN FRONT OF
BEGINNING OF RAMP

MITER CORNERS OF
WOOD END CAP

\ TOP AND BOTTOM OF

CAP TO MATCH SLOPE
OF WOOD SURROUND
THESE FACES ARE

~ NOT CUT

—— END TO BE
PERPENDICULAR TO
FLOOR
THIS IS THE CUT FACE

1  DETAIL AT ENDCAP AND HANDRAIL RETURN TO FLOOR
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