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4' OCTAGONAL BOX BY G.C.

GC. TO ROUTE FLEXIBLE
CONDUIT TO FIXTURE -
WIRE TIE TO CHAIN AS

f REQUIRED

; HANGING CHAIN
!

' FLUORESCENT LIGHT FIXTURE

d b SEE ARCH. DUGS FOR
MOUNTING HEIGHT

1 CHAIN HUNG FLUORESCENT LIGHT DETAIL
E401 SCALE: 1-1/2"=1'-0"

2

ROOF STRUCTURE
DO NOT ATTACH TO DECK

4' OCTAGONAL BOX BY GC.
\STEM MOUNTING PLATE
12" OD. STEM

STEM MOUNTING PLATE

4' OCTAGONAL BOX BY GC.

WITH RIGID CONDUIT STEMS SHALL
USE A BOX COVER WITH "SWIVEL
FIXTURE HANGER" AT THE
NON-LUMINAIRE END OF THE CONDUIT

PURSUANT TO NEC 314.23-H-2, ALL
PENDANT FIXTURES SUSPENDED | . ——EXIT SIGN

SEE ARCH. DUWGS FOR
MOUNTING HEIGHT

2 PENDANT B.O.H. EXIT SIGN DETAIL
E401 SCALE: 1-1/2"=1'-0"

3/4' CONDUIT WITH CATS CABLE TO DATA CABINET

EXISTING WOOD CEILING

O
| \ J-BOX

\PENDANT MOUNTING KIT

NETWORK CAMERA AXIS MODEL
NO. 3204

PEOPLE TRACKER SYSTEM NOTES:

PTI. THE NOMI PEOPLE TRACKER SYSTEM 19 COMPRISED OF A FIXED CCTY CAMERA AT THE
ENTRANCE TO THE BUILDING. THE SYSTEM IS POWERED ENTIRELY THROUGH A LOW
VYOLTAGE CATS CABLE. NO LINE VOLTAGE POWER IS REQUIRED. ALL INFORMATION
COLLECTED IS TRANSMITTED THROUGH THE STORE WI-FI SYSTEM TO AN INTERNET BASED
SOFTWARE APPLICATION THAT 1S REMOTELY ACCESSED BY THE UOI IT TEAM.

PT2. E.C. TO PROVIDE A J-BOX MOUNTED TO EXISTING CEILING. J-BOX TO BE 3'-@' FROM
THRESHOLD OF DOOR WITHIN THE STORE FOR NOMI CAMERA. E.C. TO PROVIDE A 2/4'
CONDUIT WITH CATS CABLE FROM J-BOX TO DATA CABINET LOCATION. LEAVE A 1© FOOT
LONG LOOP AT EACH END. FINAL CONNECTIONS, SYSTEM START UP AND TESTING BY UOI
YENDOR.

PT3. ONE CAMERA IS TO BE PLACED AT EACH T1'-&' MAXIMUM WIDE ENTRY SECTION. THE
CAMERA IS THE AXIS M3204 AND 1S TO BE MOUNTED 3'-@"' FROM THE FACE OF THE ENTRY
DOOR(S).

PT4. AT HARD LID CEILING 22'-2"' OR LOWER, THE CAMERA SHOULD BE SURFACE MOUNTED TO A
JUNCTION BOX. THE CAMERA SHOULD BE LOCATED SO THAT THERE ARE NO VISUAL
OBSTRUCTIONS BETWEEN THE CAMERA AND THE ENTRY. THE CAMERA SHOULD BE
SPECIFIED AND INSTALLED WITH THE OPTIONAL AXIS 5225-24]1 DROP CEILING MOUNTING
KIT. IT IS IMPERATIVE THAT THE ELECTRONICS FOR THE SYSTEM ARE PROPERLY
RECESSED IN THE CEILING.

PTS. ELECTRICAL CONTRACTOR SHALL COORDINATE EXACT REQUIREMENTS WITH VENDOR PRIOR
TO ROUGH-IN AND COMMENCEMENT OF WORK.

4 PEOPLE TRACKER SYSTEM
E401 SCALE: NONE

DUST DEPUTY
PRE-FILTER SYSTEM
SUPFLIED BY UO.lL.

EL.: 1'-2" AFF.

¢ OF WALL RECEPTACLE ™~

6" DEEP X 4'-2"' LONG
WALL SHELF ¢ WALL
BRACKETS BY G.C.

EL.: 6'-2" AFF.

SWITCHED DUPLEX
RECEPTACLE BY GC.

@
@

[ — WET - DRY VACUUM
SUPPLIED BY UO..

TOP OF SHELF \

| CONDUIT ¢ BOXES CAN

BE SURFACE MOUNTED
OR CONCEALED IN WALL-
COORDINATE WITH U.O.I.

PROJECT HANAGER\

WALL SWITCH BY GC. -
YERIFY LOCATION WITH

PLANS ¢ ELEVATIONS —\

EL: 4'-2"' AFF. N
¢ OF WALL SWITCH

3 SHOP VACUUM /DUST DEPUTY DETAIL

E401 SCALE: 1"=1'-0"

ALL MOUNTING/CONNECTOR
HARDWARE NECESSARY FOR
INSTALLATION OF THE TRACK PER
THE DRAWINGS SHOULD BE
PROVIDED BY E.C.

\

FLOOR / ROOF DECK

4' OCTAGONAL BOX BY G.C.

GC. TO ROUTE FLEXIBLE CONDUIT
TO FIXTURE - WIRE TIE TO
THREADED ROD AS REQUIRED

%'¢ THREADED ROD BY GC.

UNISTRUT Plo@g CHANNEL
NUT, FENDER WASHER 4
LOCKNUT BY GC.

Piooo UINISTRUT BY G.C.
LIGHTING TRACK

—

SEE ARCH. DUGS FOR @
TRACK MOUNTING HEIGHT

BALLAST MODULE
TRACK LIGHT HEAD

5 TRACKLIGHT MOUNTING DETAIL

E401 SCALE: 1-1/2"=1'-0"

Date: 09/22/1
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