


THIS IS NOT A PERMIT/CONSTRUCTION CANNOT COMMENCE UNTIL THE
PERMIT IS ISSUED
Building or Use Permit Pre-Application
Attached Single Family Dwellings/Two-Family Dwelling

Multi-Family or Commercial Structures and Additions Thereto
In the interest of processing your application in the quickest possible manner, please complete the Information below for a Building or
Use Permit.
NOTE**If you or the property owner owes real estate or personal property taxes or user charges on ANY PROPERTY within
the City, payment arrangements must be made before permits of any Kind are accepted.

. = A L ek
Location/Addressof Construction (include Portion of Building) -‘F'/_,;' 3 /Mibhee ST (6 Loan i) FLOOL, FPORTt0M or BASEMEN r>
Total Square Footage of Proposed Structure STICC s¢g xt Square Footage of Lot
Tax Assessor's Chart, Block & Lot Number Owner: Telephone#:
> C > .t £ HOniARDH GOLAEAFEARL LD o Gl J 3O
cm:m(j;?i'; Block# ﬂ/ / l,ot#C@J 7 7H#-/C 3C
Owner's Address; @Buyefs Name (If Applicable) Cost Of Work: /95 Fee
SR M AREE ST, /t/ylé-" A. arCerE $ I HOO SL))C‘L)
PopRrtean 8, nE a0/
Proposed Project Description:(Please be as specific as possible)
OUTrSed < S e N
Contractor's Name, Address & Telephone Rec'd By, 2
EH Clonher SpLe AN ME ’Ci:j’/
CurrentUse:  yra e a0 7 Proposed Use: Qo c7rsse SP[ACE

Separate permits are required for [nternal & External Plumbing. HVAC and Electrical installation.
«All construction must be conducted in compliance with the 1996 B.O.C.A. Building Code as amended by Section 6-Art II.
«All plumbing must be conducted in compliance with the State of Maine Plumbing Code.
«All Electrical Installation must comply with the 1996 National Electrical Code as amended by Section 6-Art 111.

*HVAC(Heating, Ventililation and Air Conditioning) installation must comply with the 1993 BOCA Mechanical Code.
Y ou must Include the following with you application:

" OF BUILDING INSPECTION
1) ACopy of Your Deed or Purchase and Sale Agreement DEFE% OF PORTLAND, ME

2) A Copy of your Construction Contract, if available -T
3) A Plot Plan/Site Plan |
Minor or Major site plan review will be required for the above proposed projects. The attached
checklist outlines the minimum standards for a site plan.
4) Building Plans
Unless exempted by State Law, construction documents must be designed by a regis
A complete set of construction drawings showing all of the following elements of construction:

. Cross Sections w/Framing details (including porches, decks w/ railings, and accessory structures)
. Floor Plans & Elevations

. Window and door schedules

. Foundation plans with required drainage and dampproofing

Electrical and plumbing layout. Mechanical drawings for any specialized equipment such as furnaces, chimneys, gas

equipment, HVAC equipment (air handling) or other types of work that may require special review must be included.
Certification

I hereby certify that 1 am the Owner of record of the named property, or that the proposed work is authorized by the owner of record and that T have been authorized by the

owner to make this application as his/her authorized agent. [ agree to conform to all applicable laws of this jurisdiction. In addition, if a permit for work described in this

application is issued, | certify that the Code Official's authorized representative shall have the authority to enter all areas covered by this permit at any reasonable hour to
enforce the provisions of the codes applicable to this permit.

Signature of applicant: DAt 5 s '
ALl B Ll p 3-29- 97

Building Permit Fee: $25.00 for the 1st $1000.cost plus $5.00 per $1,000.00 construction cost thereafter.
Additional Site review and related fees are attached on a separate addendum



RE: Application for sign permit for THE CLOWN, 123 Middle St., Portland, ME 04101

—_

. Proof of Insurance - attached

)

. Letter of Permission from owner - attached

3. & 4. Plan of lot - attached

wn

. Hanging Sign 3.5 feet by S feet =17.5 square feet
6. Sketch - attached

Materials: MDO plywood
[lumination: lights as shown in diagram
Construction method: Y5 inch rebar super structure laminated inside the sign



Ram Asset Management, Inc.
21 Middle Street

Portland, ME 4101
207-774-1030
Fax 207-774-6020

March 15, 1999

Ms. Kyle Wolfe
d/b/a The Clown
RR 1, Box 614C
Deer Isle ME 04627
Dear Kyle:

Just a short note to let you know that Howard Goldenfarb, as owner of 123 Middle Street
Partnership, has approved your proposed sign as submitted.

Please give me a call if you have any questions.
Sincerely,

;Q\m I\ Q&’CQ\ *

“ Anne D. Weigel, CPM”*
President

AW/sc

enc.
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hursday January 21, 1593 241 PM To" Kyle Wolfs Frem Edward Congon Fage 1 of 2

Q The Clown sign iron superstructure for
Portland, Maine

Scale T1/2"=1"'0"
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-AANCE BINDER

sRARY INSURANCE CONTRACT, SUBJECT TO THE CONDITIONS SHOWN CN THE REVERSE SIDE OF THIS FORM

TE (MM.D

03/23/99

1YY

«fle B. Grindle Agency
«ter Dodge Agency,inc.)
PO Box 814
Blue Hill

E‘." T IMPANY SINDER ©
AL Na, Exl
Hanover insurance Company
— . -

X | am X foor am

ME 04614 03/22/99 08:00 | oy 05/03/99 =
X | THIS BNOER IS ISSUED 10 EXTEND COVERAGE IN THE ABOVE NAMED COMPANY
j B LoD CER. BRHRIN **  ODP 5374832-01

Cots 36-0124

The Clown
Kyle Wolfe & Martin Kolk
PO Box 651

Stonington ME 04681

é‘héﬁ:l‘(ﬁov\?n as The Clown located at 123" \iiddfe' Streat in Portland,
ME 04101

COVERAGES

LIMITS

£ OF INSURANCE COVERAGE FORMS ‘
[] & L
| B . o g
Businessowners Liability
CIAL GENEBAL LIABILTT S
5 & CONT OR'S PAO s 1000000
5 50000
RE FOR CLAIMS MAQE S 5000
T [ S
T El S
S
Oy “A Al S
S
S
) — I a | AT S VEHIC
QLIS $
Gh
S
S
FAGESS LIABLLIT s
UMBHELLA FTIR S
(ITHER THAN- LA A FOF AIMS MADE S
5 S
L EMPLOYE

NAME & ADDRESS

ACORD 75-S (12/93)

NOTE: IMPORTANT STATE INFORMATION ON REVERSE SIDE

/£ )
TTTTICATET e ( 2 ’ |
Robert M. Clapp { [{\’(“L‘(‘

© ACORD

M e
M Uoger

SAL




CONDITIONS

This Company binds the kind(s) of insurance stipulated on the reverse side The Insurance 1S subject fo the
terms. conditions and limitations of the policy(ies) in current use by the Company

This binder may be cancelled by the Insured by surrender of this binder or by written notice to the Company
stating when cancellation will be effectve. This binder may be cancelled by the Company by nolice to the
Insured in accordance with the policy conditions This binder is cancelled when replaced by a policy. If this
binder is not replaced by a policy. the Company is enfitled to charge a premium for the binder according to the
Rules and Rales in use by the Company

Applicable in California

When this form is used to provide insurance in the amount of one million dollars ($1 000.000) or more. the title
of the form 15 changed from “Insurance Binder" to "Cover Note

Applicable in Delaware

The mortgagee or Obligee of any mortgage or other nstrument given for the purpose of creating a lien on real
property shall accept as evidence of insurance a written binder issued by an authorized insurer or its agent if
the binder includes or i1s accompanied by: the name and address of the borrower the name and address of the
lender as loss payee: a description of the insured real property; a provision that the binder may not be canceled
within the term of the binder unless the lender and the insured borrower receve written notice of the cancel-
lation at least ten (10) days prior to the cancellation; except in the case of a renewal of a policy subsequent to
the closing of the loan, a paid receipt of the full amount of the applicable premium. and the amount of
insurance coverage.

Chapter 21 Title 25 Paragraph 2119

Applicable in Nevada

Any person who refuses to accept a binder which provides coverage of less than $1.000.000.00 when proof is
required: (A) Shall be fined not more than $500.00. and (B) is liable to the party presenting the binder as proof
of insurance for actual damages sustained therefrom

ACORD 75-S (12/93)

SAL



SIGNAGE PRE-APPLICATION

PLEASE ANSWER ALL QUESTIONS

5 &
ADDRESS: /A3 b E S ZONE: K-
OWNER: /’/J';p 22 A Clopent AL P
APPLICANT: Api e A LRol £E ABA FTHE ClLeln)
ASSESSOR NO.
PLEASE CIRCLE APPROPRIATE ANSWER

SINGLE TENANTLOT? YES @O MULTI-TENANT LOT? YES NO
FREESTANDING SIGN? (ex. Pole Sign) YES (N0) - DIMENSIONS HEIGHT

MORE THAN ONE SIGN? YES ( G)  DIMENSIONS HEIGHT-
SIGN ATTACHED TO BLDG.? FES NO DIMENSIONS __ 285" feg &7 | = 17 ¢

MORE THAN ONE SIGN?  YES 0> DIMENSIONS \

AWNING: YES @ ISAWNING BACKLIT? YES NO HEIGHT OFF SIDEWALK
IS THERE ANY MESSAGE, TRADEMARK OR SYMBOL ON IT?

LIST ALL EXISTING SIGNAGE AND THEIR DIMENSIONS: Meae

R f}

*+* TENANT BLDG. FRONTAGE (IN FEET): Ci i, O
**%  REOUIRED INFORMATION '

AREA FOR COMPUTATION

YOU SHALL PROVIDE:
A SITE SKETCH AND BUILDING SKETCH SHOWING EXACTLY WHERE
EXISTING AND NEW SIGNAGE IS LOCATED MUST BE PROVIDED. SKETCHES
AND/OR PICTURES OF PROPOSED ARE ALSO REQUIRED.

SIGNATURE OF APPLICANT:____ _X4& & cletie DATE 2 8o 7




e e ——— e

BUILDING PERMIT REPORT

pATE: 13 #Pn] 97 avoress:_ 123 mudd/e ST CBL:_ (28 ’“’7}4/@/?
REASON FOR PERMIT: '5‘117 . '
BUILDING OWNER:___“ose g0 o @zg/éq' I

PERMIT APPLICANT: Ec/ (grclea 7

USE.GROUP__ 7 74 4% 4 __ BOCA1996 CONSTRUCTION TYPE

CONDITION(S) OF APPROVAL

This permit is being issued with the understanding that the following conditions are met:

Approved with the following conditions: X /4 ]

e

(S

N o

11

12.
13.

16.

17.

This permit does not excuse the applicant from meeting applicable State and Federal rules and laws.

Before concrete for foundation is placed, approvals from the Development Review Coordinator and Inspection Services must be obtained.
(A 24 hour notice is required prior to inspection)

Foundation drain shall be placed around the perimeter of a foundation that consists of gravel or crushed stone containing not more than
10 percent material that passes through a No. 4 sieve. The drain shall extend a minimum of 12 inches beyond the outside edge of the
footing. The thickness shall be such that the bottom of the drain is not higher than the bottom of the base under the floor, and that the
top of the drain is not less than 6 inches above the top of the footing. The top of the drain shall be covered with an approved filter
membrane material. Where a drain tile or perforated pipe is used, the invert of the pipe or tile shall not be higher than the floor
elevation. The top of joints or top of perforations shall be protected with an approved filter membrane material. The pipe or tile shall be
placed on not less than 2" of gravel or crushed stone, and shall be covered with not less than 6" of the same material. Section 1813.5.2
Foundations anchors shall be a minimum of %" in diameter, 7" into the foundation wall, minimum of 12" from commners of foundation and
a maximum €' o.c. between bolts. (Section 2305.17)

Waterproofing and damp proofing shall be done in accordance with Section 1813.0 of the building code.

Precaution must be taken to protect concrete from freezing. Section 1908.0

It is strongly recommended that a registered land surveyor check all foundation forms before concrete is placed. This is done to verify
that the proper setbacks are maintained.

Private garages located beneath habitable rooms in occupancies in Use Group R-1, R-2, R-3 or I-1 shall be separated from adjacent
interior spaces by fire partitions and floor/ceiling assembly which are constructed with not less than I-hour fire resisting rating. Private
garages attached side-bv-side to rooms in the above occupancies shall be completely separated from the interior spaces and the attic area
by means of % inch gypsum board or the equivalent applied to the garage means of ¥4 inch gypsum board or the equivalent applied to the

garage side. (Chapter 4, Section 407.0 of the BOCA/1996)
All chimneys and vents shall be installed and maintained as per Chapter 12 of the City’s Mechanical Code. (The BOCA National

Mechanical Code/1993). Chapter 12 & NFPA 211
Sound transmission control in residential building shall be done in accordance with Chapter 12, Section 1214.0 of the City’s Building

Code.

Guardrails & Handrails: A guardrail system is a system of building components located near the open sides of elevated walking surfaces
for the purpose of minimizing the possibility of an accidental fall from the walking surface to the lower level. Minimum height all Use
Groups 42", except Use Group R which is 36". In occupancies in Use Group A, B, H-4,1-1,1-2, Mand R and public garages and open
parking structures, open guards shall have balusters or be of solid material such that a sphere with a diameter of 4" cannot pass through
any opening. “Guards shall not have an omamental pattern that would provide a ladder effect. (Handrails shall be a minimum of 3e4" but
not more than 38". Use Group R-3 shall not be less than 30", but not more than 38".) Handrail grip size shall have a circular cross section
with an outside diameter of at least 1 ¥4" and not greater than 2", (Sections 1021 & 1022.0) - Handrails shall be on both sides of

stairway. (Section 1014.7)
Headroom in habitable space is a minimum of 7'6". ( Section 1204.0)
Stair construction in Use Group R-3 & R-dis a minimum of 10" tread and 7 %" maximum rise. All other Use Group minimum 1

tread, 7" maximum rise. (Section 1014.0)
The minimum headroom in all parts of a stainway shall not be less than 80 inches. (6'8") 1014.4 _
Every sleeping room below the fourth story in buildings of Use Groups R and -1 shall have at least one operable window or exterior door

approved for emergency egress or rescue. The units must be operable from the inside without the use of special knowledge or separate
tools. Where windows are provided as means of egress or rescue they shall have a sill height not more than 44 inches (11 18mm) above
the floor. All egress or rescue windows from sleeping rooms shall have a minimum net clear opening height dimension of 24 inches
(610mm). The minimum net clear opening width dimension shall be 20 inches (508mm), and a minimum net clear %pening of 5.7 sq. fi.

(Section 1018.6) o o
Each apartment shall have access to two (2) separate, remote and approved means of egress. A single exit is acceptable when it exits
directly from the apartment to the building exterior with no communications to other apartment units. (Section 1010.1) b <ol

; se

All vertical openings shall be enclosed with construction having a fire rating of at least one (1) hour, including fire doors wit
closer’s. (Over 3 stories in heicht requirements for fire rating is two (2) hours.) (Section 710.0)



18. The boiler shall be protected by enclosing with (1)hour fire rated construction including fire doors and ceiling, or by providing automatic
extinguishment. (Table 302.1.1)

19. All single and multiple station smoke detectors shall be of an approved type and shall be installed in accordance with the provisions of
the City’s Building Code Chapter 9, Section 920.3.2 (BOCA National Building Code/1996), and NFPA 101 Chapter 18 &19. (Smoke

detectors shall be installed and maintained at the following locations):

° ~In the immediate vicinity of bedrooms
] In all bedrooms
. In each story within a dwelling unit, including basements

In addition to the required AC primary power source, required smoke detectors in occupancies in Use Groups R-2, R-3 and -1 shall
receive power from a battery when the AC primary power source is interrupted. (Interconnection is required) Section 920.3.2.

20. A portable fire extinguisher shall be located as per NFPA #10. They shall bear the label of an approved agency and be of an approved
type. (Section 921.0)

21. The Fire Alarm System shall maintained to NFPA #72 Standard.

22. The Sprinkler System shall maintained to NFPA #13 Standard.

23. All exit signs, lights and means of egress lighting shall be done in accordance with Chapter 10 Section & Subsections 1023.0 & 1024.0
of the City’s Building Code¢. (The BOCA National Building Code/1996)

24. Section 25-135 of the Municipal Code for the City of Portland states, “No person or utility shall be granted a permit to excavate or open

any street or sidewalk from the time of November 15 of each year to April 15 of the following year”.
The builder of a facility to which Section 4594-C of the Maine State Human Rights Act Title 5 MRSA refers, shall obtain a certification

25.
from a design professional that the plans commencing construction of the facility, the builder shall submit the certification the Division of
Inspection Services.

26. Ventilation shall meet the requirements of Chapter 12 Sections 1210.0 of the City"s Building Code. (Crawl spaces & attics).

<L 27. All electrical, plumbing and HVAC permits must be obtained by a Master Licensed holders of their trade. No closing in of walls until

all electrical (min. 72 hours notice) and plumbing inspections have been done.

28. All requirements must be met before a final Certificate of Occupancy is issued.

29. All building elements shall meet the fastening schedule as per Table 2305.2 of the City’s Building Code (the BOCA National Building
Code/1996).

30. Ventilation of spaces within a building shall be done in accordance with the City’s Mechanical Code (The BOCA National Mechanical
Code/1993). (Chapter M-16)

31 Please read and implement the attached Land Use Zoning report requirements.

32. Boring, cutting and notching shall be done in accordance with Sections 2305.4.4, 2305.5.1 and 2305.5.3 of the City’s Building Code.

33. Glass and glazing shall meet the requirements of fChapter 24 of the buildingye. N

3 Al Signage Shall be done ja gaccordarce with SecTyern 3102.4

34,
A ot 740 C. 'X;/ But[//wz/y Cocde (The BoCg tTigza L BmLa/m/fC’ﬂﬂ’e///??() l,

PSH 12-14-98

**On the basis of plans submitted and conditions placed on these plans any deviations shall require a separate approval.



