
City of Portland, Maine - Building or Use Permit Application 
389 Congress  Street, 04101 Tel: (207) 874-8703, Fax: (207) 874-8716 029 A003001 
Location of Construction: 

5 Milk St 
Business Name: 

Same 
LessedBuyer's Name 

Camda Bank 

Owner Name: 

Milk Street Associates Llc 
Contractor Name: 

Portland Safe 
Phone: 

208-893- 1800 

Permit Taken By: 

cih 

1. This permit application does not preclude the 
Applicant(s) from meeting applicable State and 
Federal Rules. 

Building permits do not include plumbing, 
septic or electrical work. 
Building permits are void if work is not started 
within six (6)  months of the date of issuance. 
False information may invalidate a building 
permit and stop all work.. 

2. 

3. 

Date Applied For: 

09/2 1 /200 1 

I 

Permit Type: 

Alterations - Commercial 

Permit Fee: Cost of Work: CEO District: 

$324.00 I 1 $50,000.00 I 1 I 
FIRE DEPT: 

Signature: 
2EDESTRIAN 

Action: 0 Approved 0 Approved w/Conditions rJ- Denied 

Signature: Date: 

Special Zone o r  Reviews 

0 Shoreland 

0 Wetland 

Subdivision 

0 Site Plan 

Zoning Approval 

Zoning Appeal 

0 Variance 

0 Miscellaneous 

0 Conditional Use 

Interpretation 

0 Approved 

0 Denied 

>ate: 

Historic Preservation 

0 Not in District or Landmark 

n Does Not Require Review 

0 Requires Review 

0 Approved 

Approved w/Conditions 

0 Denied 

)ate: 

CERTIFICATION 
I hereby certify that I am the owner of record of the named property, or that the proposed work is authorized by the owner of record and that 
I have been authorized by the owner to make this application as his authorized agent and I agree to conform to all applicable laws of this 
jurisdiction. In addition, if a permit for work described in the application is issued, I certify that the code official's authorized representative 
shall have the nuthority to enter all areas covered by such permit at any reasonable hour to enforce the provision of the code(s) applicable to 
such permit. 

SIGNATIJRE OF APPLICANT ADDRESS DATE PHONE 

RESPONSIBLE PERSON IN CHARGE OF WORK. TITLE DATE PHONE 





BUTLDNG PERMIT REPORT 

4 t 
USE  GROUP:^^ COX L STRUCTIONTYPE: CONS~UCTION COST: 5q UN-OPER%IIT  FEES: 

The City's Adopted Building Code (The BOCA National BuiIding Code/1999 with City Amendments) 
The  City's Adopted hfecbanical Code (The BOCA National hlecbanical CodeA993) 

L 

COhDITIONfS) OF APPROVAL 

This p r it  is being issued with the understanding that the following conditions shall be met:* /, 21, 2-2, 23 %2':1 k& &-A Q3/F&13c, Sz/ 

. 

. 
3. 

This permit docs not excuse the applicant Eom meeting applicable State and Federal rules and laws. 
Before concrete for foundation is placed, approvals Eom the Development Review Coordinator and Inspection Services must be obtained. (A 
24 hour notice is required prior to inspsction) "a LOT LIXES SHALL BE CLEARLY ~~D BEFORE CALLING." 
Foundation drain shall be placed around the perimeter of a foundation that consists ofgravel or crushed stone containing not more than IO 
percent material that passes through a NO. 4 sieve. The drain shall extend a minimum of 12 inches bzyond the outside edge of the footing. The 
thickness shdl  be such that the bottom of the drain is not higher than the bottom of the base under the floor, and that the top of the drain is not 
less than 6 inches above the top of the footing. The top of the drain shall be covered with an approved filter membrane material. Where a dram 
tile or ~ r f o r a t e d  pipe is used, the invert of the pipe or tile shall not be higher than the floor elevation. The top ofjoints or top ofperforations 
shall be protected with an approved filter membrane material. The pipe or tile shall be placed on not less than 2" ofgravel or crushed stone, and 
shall be covered H' 

Foundations anc 
ma?cimum 6' 0 . between bolts. Section 2305.17 
Waterproofin and dampproofing shall be done in accordance with Section 18 13.0 of the building code. 

It is sfrongIy recommended that a registered land sweyor  check all foundation foms before concrete is placed This is done to veri@ tha the 
proper sctbacks are maintained. 
Private p a g e s  located beneath habitable rooms in occupancies in Use Group R-I, R-2, R-3 or 1-1 shall be separated from adjacent interior 
spaces by fire partitions and floodceiling assembly which arc constructed with not less than I-hour fire resisting rating. Private mazes  attached 
Side-bv-sid? to rooms in the above occupancies shall be completely separated from the interior spaces and the m i c  area bfmeans of !4 inch 
E p s u m  boaid or the equivalent applied to the ga-cge side. (Chapter 4, Section 407.0 of the BOCA/1999) 

9. & I  chimneys and vents shall be installed and m3inbined as psr Chapter I2 of the City's bIr.chanica1 Code. (The BOCA National blechmical 
CodJl993). Chapter I2 8: NFPA 2 I 1  

10. Sound m m i s s i o n  control in residential building shall be done in accordance with Chapter 12, Section 1214.0 of the City's Building Ccde. 
11. Guardrails 8: Hmdrails: A guardrail s);stem is a srstem of building components located near the open sides ofelevated walking surfaces for the 

purposc of minimizing the possibilin. o f  an accidental fall fiom the walking surfacr to the lower level. Minimum height all Use Groups 42". In 
occupancies in Use Group A, B.HJ,  1-1, 1-2, hi, R, public garages and open parking structures, open guards shall have blusters or be of solid 
matcrial such that a sphere with a diameter of4" cannot pass through any opening. Guards shall not have an o m e n t a l  pattern that would 

not less than 6' of the same material. Section 1813.5.2 
4. 

5. 
6. Precaution m f t be taken to prottct concrete and masonr).. Concrete Sections 1908.9-19.8.IO/Masonry Sections 21 11.3-21 11.4- 
7. 

8. 

n shall be a minimum of %" in diameter, 7" into the foundation wall, minimum of 12" fiom corners of foundation and a 

12. 
13. 

11. 
15. 
16. 

17. 

- . -  

provide a ladder effect. Handrails shall be a minimum of3J" but not more than f8'*. Exception: Haxlrails that form part o f a  guard shall have 
a height not less than 36 inches (9 11 mm) and not more than 42 inches (IO67 mm). Handrail gn'p size shall have a cbcular cross section with a? 
outside diameter of at least 1 %" and not greater than 2". (Sections 102 1 I% 1022.0). Handrails shall k on both sides of stairway. (Section 

Hcadrmm in habitable space is a minimum of 7'6'. (Section 12040) 
Stair construction in Use Group R-3 & R-J is  a minimum of IO" tread and 7 %" r n a ~ h . ~ u m  rise. All other Use Croup minimum I I"  &ad, 
7' maximum rix. (Section 1014.0) 
?he minimum headroom in all parts of a st3irway shall not be less than 80 inches. (6'8'3 1014.4 
The hfinirnurn required width of a corridor shall bs determined by the most restrictive of the criteria H c r  section 101 1.3 but not less then 36'. 
Every slerpin,o room below the fourth stop in buildings of Use Groups R and 1-1 shall have at least one operable window or exterior door 
approved for emergency egress or rescue. The units must be operable fiom the inside without the use ofspecid knowledge or separate tools. 
Uhere nindows are provided as means of cgess  or rescue they shall have a sill height not mort than 4-1 inches (1 I18mm) above the floor. All 
egress or rescue windows f?om sleeping rwms shall have a minimum net clear opening height dimension of 2-1 inches (610mm). The rn*hknun 
net c lev opening widrh dimension shall & 20 inches (SOS)mm, and a minimum net clear opening of 5.7 sq. !I. (Section 1010.4) 
Each apartment shall have access to hvo (2) separate, remote and approved means of egress. A single exit is acceptable when it  exits directly 
E-om the apartmsnt to the building exterior with no communications to other apartment units. (Section IOIO. I) 

1014.7) R-3 (OAT & TW'O FAbIILY DiaLLISGS) GU,iRD HEIGHT IS 36" bIIh73lUhL 

18. All vertim-l openins  shall & enciosed with construction haiing a fire rating of at Ieast one ( 1 )  hour, including fire doors with self closurs's. 

19. The boiler shall be protected b? enclosing with ( I )  hour firs rated construction including fue dcors and ceiling. or by providing automatic 
(Over 3 stories in height requirements for fiit ratins is two (2)  hours. (Section 710.0) 

extinguishment. (Table 302.1.1) 



L 
20. All single and multiple station smoke detectors shall be ofan approved type and  shall be installed in accordance with the provisions oFthe City's 

Building Code Chapter 9, Section 920.3.2 @OCA National Building Code/l999), and NFPA 101 Chapter 18 8; 19. (Smoke detectors shall be 
installed and maintained at the following locations): 
e In the immediate vicinity of bedrooms 
0 Inallbedrooms 
e In each story within a dwelling unit, including basements 

extinguisher shall k located as per NFPA # 10. They shall bear the label of an approved agency and be of an approved ope. 

maintained to NFPA #72 Standard ' 
maintained to NFPA # 13 Standard. 

with Chapter 10 Section & Subsections 1023.0 & 1024.0 of the 

25. Section 25 - 135 of the blunicipal Code for the City of Portland states, "No person or utility shall be granted a permit to excavate or open any 
sweet or sidewalk from the time of November 15 of each year to April IS of the following year". 

design professional that the plans commencing construction of  the facility, the builder shall submit the certification the Division of Inspection 
services. 

27. Ventilation and access shall meet h e  requirements of Chapter 12 Sections 1210.0 and I21 1.0 of the City's Building Code. (Crawl spaces 8; 
attics). 

electrical (min. 72 hours notice) and Dlumbino inswctions have been done. 
29. All requirements must be met before a fid Certificate ofoccupancy is issued 
30. All building elements shall meet the fastening schedule as per Table 2305.2 of the City's Building Code (?be BOCANational Building 

I 
tj 26. The builder of a facility to which Section 4594-C of the Maine State Human Rights Act Title 5 MRSA refers, shall obtain a certification fiom a 

@S. .M electrical, plumbing and W A C  permits must be obtained by Master Licensed holders of their trade. No closinz in of walk ontil all 

.QI CdeA996). 
'ventilation of spaces within a building shall be done in accordance with 
C o d d l  993). (Chapter hl-16) 
Please read and implement the attached Land Use Zoning report 
Boring, cutting and notching shall be done in awrdance with 

34. Bridging shall comply with Section 2305.16. 

36. All flashing shall coniply with Section 1JM3.10. 
37. a1 signage shall be done in accordance wih Section 31 02.0 signs of  the City's Building Code, (The BOCAPZational Building Coddl999). 

g35. Glass and glazing shall meet the requirements ofchapter 24 of the building code. (Safety GIan'ng Section 2306.0) 

I 
I 

. Mi had  Wugen pection Sewice Xhager  
&A h.< 

PSH I W L c n  

**This permit b hcrertith h u e d ,  on the b u s  of plan3 submitted and cooditiocu placed on these plans any deviation3 ibrll require a separate approval 

***THIS PERiCIIT HAS BEEN ISSUED WITH THE UNDERSTANDING THAT ALL THE 
COXDITIOXS OF THE APPROVAL SHALL BE COiMPLETED. THEREFORE, BEFORE THE 
WORK IS COiMPLETED A IZEI'ISED PLAN OR STATELVENT FROM THE PERMIT HOLDER 
SHALL BE SUBMITTED TO THIS OFFICE SHOWXG OR EXPLAINIXG THAT THE 
CONDITIONS HAVE BEEX MET. IF THIS REQUIREMENT IS NOT RECENED YOUR 
CERTIFICATE OF OCCUPANCY SHALL BE WITHHELD. ( You ShalL.@II for Inspections ) 

****ALL PLANS THAT REQUIRE A PROFESSIONAL DESIGNER'S SEAL, (AS PER SECTION 
114.0 OF THE BUILDING CODE) SHALL ALSO BE PRESENTED TO THIS DIVISION ON AUTO 
CAD LT. 2000, DXF FORblAT OR EQUIVALENT. 

*****CERTEICATE OF OCCUPAKCY FEE S50.00 


