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1.1
1.1 

36" HIGH COUNTER


WITH BASE AND


WALL CABINETS


18" SIDELITE


SD


FE


EXIT


E
X

IT



EXISTING WALL


TO REMAIN


NEW 36" BIRCH FULL LITE


DOOR, CLEAR SEAL


FINISH WITH LEVER


HARDWARE, TYP., UNO


NEW 36" BIRCH FULL LITE


DOOR, CLEAR SEAL


FINISH WITH LEVER


HARDWARE, TYP., UNO


NEW 36" BIRCH FULL LITE


DOOR, CLEAR SEAL


FINISH WITH LEVER


HARDWARE, TYP., UNO


EXISTING PIPE


COLUMN TO


REMAIN


EXISTING PIPE


COLUMN TO


REMAIN

EXISTING PIPE


COLUMN TO


REMAIN


NEW


SHELVING


NO WORK AT EGRESS


COMPONENTS AND


COMMON AREAS


EXISTING WOOD


COLUMN TO REMAIN


EXISTING WOOD


COLUMN TO REMAIN


EXISTING WOOD


COLUMN TO REMAIN


32" HIGH ADA SINK


WITH LEVER


FAUCET


6'-0" DUAL SWING DOUBLE


DOOR WITH PUSH PULL


AT FRAMELESS GLASS


WALL SYSTEM


EXISTING WOOD


COLUMN TO REMAIN


SD P.S.


P.S.


EXISTING WOOD


COLUMN TO REMAIN

OCCUPANT LOAD

USE GROUP CLASSIFICATION

TYPE OF CONSTRUCTION

TOTAL AREA OF WORK

ACTUAL BUILDING AREA

BUILDING HEIGHT


BUILDING AREA LIMITATION - SQ. FT. (TABLE 503)


BUILDING HEIGHT LIMITATION - STORIES (TABLE 503)

STREET FRONTAGE INCREASE (150%) - SQ. FT.


AUTOMATIC SPRINKLER SYSTEM AREA INCREASE (200%) - SQ. FT.

AUTOMATIC SPRINKLER SYSTEM HEIGHT INCREASE

FIRE SUPPRESSION:

EXIT ACCESS FIRE RATINGS:

FIRE WALLS:

    PARTY WALLS

    STAIR ENCLOSURES

    SHAFTS

    EXIT ACCESS CORRIDORS

FIRE PROTECTION OF STRUCTURE:

    PRIMARY STRUCTURAL FRAME

    LOAD BEARING WALLS - EXTERIOR

    LOAD BEARING WALLS - INTERIOR

    NON-LOAD BEARING WALLS - EXTERIOR

    NON-LOAD BEARING WALLS - INTERIOR

    FLOOR CONSTRUCTION

    ROOF CONSTRUCTION

GENERAL NOTES:

IBC 2009 CODE DATA

30 PEOPLE


BUSINESS


3B

3,029 SF


+/- 28,314 SF  (+/-9,438 SF PER FLOOR)

(3) THREE STORIES


N/A


YES-ETR

N/A


NFPA 101 2009 & NFPA 220 2006 CODE DATA


INTERIOR FINISHES:

WALLS AND CEILINGS:  CLASS A, B OR C

FLOORS:  CLASS 1 OR 2

F.F.E. SHALL MEET NFPA 265 AND 701.


OCCUPANT LOAD

USE GROUP CLASSIFICATION

TYPE OF CONSTRUCTION

TOTAL AREA OF WORK

ACTUAL BUILDING AREA

BUILDING HEIGHT


BUILDING AREA LIMITATION - SQ. FT. (TABLE 503)


BUILDING HEIGHT LIMITATION - STORIES (TABLE 503)

STREET FRONTAGE INCREASE (150%) - SQ. FT.


AUTOMATIC SPRINKLER SYSTEM AREA INCREASE (200%) - SQ. FT.

AUTOMATIC SPRINKLER SYSTEM HEIGHT INCREASE

FIRE SUPPRESSION:

EXIT ACCESS FIRE RATINGS:

FIRE WALLS:

    PARTY WALLS

    STAIR ENCLOSURES

    SHAFTS

    EXIT ACCESS CORRIDORS

FIRE PROTECTION OF STRUCTURE:

    PRIMARY STRUCTURAL FRAME

    LOAD BEARING WALLS - EXTERIOR

    LOAD BEARING WALLS - INTERIOR

    NON-LOAD BEARING WALLS - EXTERIOR

    NON-LOAD BEARING WALLS - INTERIOR

    FLOOR CONSTRUCTION

    ROOF CONSTRUCTION

GENERAL NOTES

N/A

N/A


N/A


N/A


ETR

ETR

ETR


ETR


ETR

ETR

ETR

ETR


ETR


ETR


ETR


                        :  OCCUPANT LOAD:

SECOND FLOOR BUSINESS - 3,029 SF


100 SF/PERSON = 30 PEOPLE


TOTAL OCCUPANT LOAD       30 PEOPLE


30  PEOPLE


BUSINESS


3(000)

3,029 SF


(3) THREE STORIES


N/A


YES-ETR

N/A


N/A

N/A


N/A


N/A


ETR

ETR

ETR


ETR


ETR

ETR

ETR

ETR


ETR


ETR

ETR


+/- 28,314 SF  (+/-9,438 SF PER FLOOR)


                        :  OCCUPANT LOAD:

SECOND FLOOR BUSINESS - 3,029 SF


100 SF/PERSON = 30 PEOPLE


TOTAL OCCUPANT LOAD       30 PEOPLE


EXISTING WALL


TO REMAIN


NEW WALL


EXISTING WALL TO


BE REMOVED


1


1.1


- LIFE SAFETY AND FIRE ALARM SYSTEMS

SHALL BE RECONFIGURED AND

INSTALLED PER NFPA 72 AND PER CITY

OF PORTLAND CODE.


- A SEPERATE PERMIT AND CITY

APPROVED CONTRACTOR IS REQUIRED.


- ALL STROBES TO BE 30 CANDELA

UNLESS OTHERWISE NOTED.


- SYSTEM SHALL BE SUPERVISED BY AN

OFF- SITE CERTIFIED BY THE CITY OF

PORTLAND THIRD PARTY


-INTEGRATE NEW EQUIPMENT INTO

EXISTING SYSTEM @ SUITE 602


STROBE


FIRE EXTINGUISHER IN

RECESSED CABINET


HORN/STROBE


EXIT LIGHT


EMERGENCY BACKUP

LIGHT


LIFE SAFETY

LEGEND:


FE


E XIT


HEAT & CO DETECTOR

HD


SMOKE DETECTOR,

BUSINESS
SD


ELEC. RECEPTACLE

(INSTALL PER CODE & AS SHOWN)


PULL STATION
P.S.


CHECK BY


MLM


DRAWN BY


JME


PROJECT


OCTOBER 2014
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2ND FLOOR OFFICE


4 MILK STREET


PERMIT SET:  OCTOBER 31, 2014


SECOND FLOOR PLAN

1/4" = 1'-0"


DEMOLITION NOTES


GENERAL NOTES


PROJECT NOTES PROJECT DIRECTORY


MECHANICAL NOTES


KEY PLAN

N.  T.  S.


AREA OF

NEW WORK


EXTENT OF WORK
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EXTENT OF WORK
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