(" GENERAL NOTES

I DRAMNG NOTES:
CONTRACTOR TO FURNISH AND INSTALL ALL NOTED LABOR AND MATERIALS UNLESS OTHERMSE NOTED

2, COVE COMPLIANCE:
ALL WORK SHALL CONFORI TO THE LATEST EQITION OF STATE, LOCAL AND OTHER CODES WHICH APPLY
TO IS PROJECT OF HAVE JURISDICTION

5, COORINATION

IT15 THE RESPONSIBILITY OF THE CONTRACTOR 70 COORDINATE ALL DISCIPLINES AND TRAVES SO THAT ALL
BULDING SYSTEMS AND COMPONENTS CAN BE ASSEMPLED WITHOUT CONFLICT, IN THE EVENT THAT THE
CONSTRUCTION DOCUKENTS DEFINE CONPITIONS 'WHICH PROHIZIT, OR IMAY PROHIBIT SUCH ASSEMPLY, THE
CONTRACT SHALL BRING TO THE ARCHITECTS ATTENTION, IN WRITING AND IN A TIRIELY FASHION, SUCH
CONDITION, THE CONTRACTOR SHALL NOT PROCEED WITH RELATED WORK WITHOUT A WRITTEN RESOLUITION
CLARIFICATION FROM THE ARCHITECT, THE CONTRACT AND HIS/ HER SUBCONTRACTORS SHALL BE
RESPONSIPLE FOR PROVIDING MATERIALS AND SYSTERS SHOWN IN THE CONSTRUCTION DOCUMENTS
REGAROLESS OF WHERE THE INFORKATION 15 LOCATED, \WHERE COMPONENTS OF A SYSTER ARE
INICATED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL LABOR AND FIATERIALS
NECESSARY 10 COMPLETE THE SYSTEM.

4. DISCREPANCIES & CLARIFICATIONS:

THIS PROJECT INVOLVES THE FIT-UP OF AN EXISTING BULDING, EXISTING PIMENSIONS SHOWN ON THE
DRAMNGS ARE BELIEVED TO BE ACCLRATE, BUT CANNOT BE GUARANTEED, MEASURE AND VERIFY
PIMENSIONS IN FIELD PRIOR TO FAZRICATION AND CONSTRUCTION, I 15 THE RESPONSIELITY OF THE
CONTRACTOR 1O BRING THE ARCHITECTS ATTENTION, INARITING, ANY DISCREPANCEES OR AKBICUITIES IN
THE DRAMINGS AND OR SPECIFICATIONS,  THE CONTRACTOR SHALL NOT PROCEED WITH RELATED WORK
WITHOUT AWRITTEN RESOLUTION OR CLARIFICATION FROK THE ARCHITECT,

%, LAYOUT:

UNLESS INDICATED OTHERWISE, CENTER WALL FRARING AND PARTITION FRARING ON COLURN LINES AND
FLOOR PLAN DIMENSIONS ARE TO CENTER OF FRARING, FACE OF CONCRETE, FACE OF CiU OR FRO
COLUMN CENTERLINES, UNLESS INDICATED OTHERMSE, DOORS AND WINDO'WS ARE DIMENSIONED 7O
CENTERLINES UNLESS INDICATED OTHERMSE,

6. CENTERING:

UNLESS INDICATED OTHERWISE, CENTER BULDING ELEKENTS WITHIN OR BETWEEN OTHER BULDING
ELEMENTS WHEN CONDITIONS OR THE DRAMNGS INDICATE OR IMPLY THAT SLICH 15 THE INTENT, WHETHER
OR NOT DINENSIONS ARE INCLUZED,

7. SYMMETRY:

WHERE CONDITIONS OR THE DRAMNGS INVICATE OR IIPLY THAT SYMMETRY 15 INTENIED, INFORMATION
PROVIDED AT ONE SIDE APPLIES EQUALLY TO BOTH SIDES, UNLESS CONDITIONS CLEARLY PRECLUJE SUCH
FPPLICATION,

8. ACCESAPILITY

ALL HANDICAPPED ACCESSIPLE BATHROOIS, GRAB PARS AND DOOR OPENINGS SHALL MEET THE
REQUIREKENTS OF THLE 94-248, CHAPTER % OF THE KAINE HUMAN RICHTS COMMISSON THLE LATEST
EDINON, THE DEPARTHENT OF JUSTICE ADA STANDARDS FOR ACCESSIBLE DESION,

9, DRAMNG SCALES:

WORK FROM THE GIVEN DIMENSIONS ONLY. SCALE 15 INDICATED ON THE DRAMINGS FOR CONVENIENCE
ONLY, 1715 NOT INTENDED THAT INFORMATION BE DETERMINED BY SCALING THE DRAMNGS SINCE SOME
ITERS MAY NOT BE 10 SCALE.

10, WATER-RESISTANT G2
INSTALL WATER-RESISTANT GYPSUM WALL POARD IN ALL REST ROOKS, TOLET ROOKS OR AT ANY WALL
WITH PLUMBING FIXTURES,

10A, HCH IMPACT G2
INSTALL HICH IMPACT GYPSUM WALL BOARD IN ALL STARWELLS,

Il INTERIOR ELE/ATIONS:

INTERIOR ELEVATIONS MAY BE REVERSED FROK AND OR SIMLAR TO ACTUAL CONDITIONS, SEE FLOOR
PLANS FOR WINDOW AND DOOR QUANTITIES AND LOCATIONS, FOR CASEWORK LAYOUTS, AND FOR
MONITOR LOCATIONS.,

12, BULDING INSLLATION:

PROVIOE A5 INDICATED IN WALL. SECTIONS AND IN ACCORDANCE WITH PARTITION TYPES, WHETHER OR NOT
SHOWN IN DETALS AND OTHER DRAMINGS FOR CLARITY, INSLLATION MAY NOT BE SHOWN IN SOME CASES,
EENTITI5 70 PE PROVIDED,

12, BLOCKING:

INSTALL BLOCKING PEHIND ALL SLRFACE-APPLIED FIXTURES, TRIK, CASEWORK, SHELVES, BRACKETS, TOLET
ACCESSORIES, CHAR RALS, PICTURE RALS, GRAZ BIRS, BASE HOLDINGS AND AS OTHERWISE REQUIRED,
WHEN SUCH ITEMS ARE APPLIED ON STLD WALLS,

14, PENETRATIONS AT STRUCTURAL MEMBERS:
PEFORE PENETRATING JOISTS, PEARS OR OTHER STRUCTURAL MEMPERS, CONSLLT WITH THE ARCHITECT,

12, DAMAGED WORK:

PULDING OR SITE COMPONENTS WHICH ARE AFFECTED BY NEW WORK, DEROLITION, OR WHICH MAY BE
DAACED BY THE CENERAL CONTRACTOR OR ANY SUZ-CONTRACTOR SHALL BE REPLACED OR RESTORED
TO ORIGINAL CONPITION AND COLOR 1O MEET THE APPROVAL OF THE ARCHITECT,

16, ULITES:

VERIFY THE SITE AND LOCATION OF ALL UNDERCROUND UTILITIES AND REPORT ANY DISCREPANCIES 7O THE
ARCHITECT IN WRITING, DO NOT PROCEED WITH WORK UNTIL THE DISCREPANCY HAS BEEN RESOLVED 1O
THE SATISFACTION OF THE ARCHITECT,

17, RATED CONSTRUCTION:

PROVIVE RATED CONSTRUCTION AS REQUIRED BY CODE, AS SPECIFIED, AND AS INDICATED ON DRAMNGS,
IT15 THE RESPONSIBILITY OF THE CONTRACTOR 70 PROVIE AND INSTALL AL CORPONENTS REQUIRED 7O
CREATE SUCH RATED CONSTRUCTION, REGAROLESS OF WHETHER OR NOT SUCH COMPONENTS ARE
INICATED. PROVIDE CONTINUITY OF SUCH RATED CONSTRUCTION AROUND AND BETWEEN SPACES
INCLUPING: AT CHASES AND AT FLOORS, 7O FMANTAIN COMPLETE SEPARATIONS, EVEN IF NOT SPECIFICALLY
INDICATED,

18. SHOP DRAMNGS:

SUBMIT SHOP DRAMNGS 1O THE ARCHITECT FOR REVIEW PRIOR 1O FABRICATIONS SUBMITTALS REQUIRED
INCLUZE, PUT ARE NOT LIMITED 10 SHOP DRAMNGS FOR ALL PREFACRICATED CONCRETE, STEEL,
MILLWORK, SIGNAGE, SAMPLES OF ALL PROPOSED PANTS, METALS, WALL COVERINGS, LAKINATES, SOLID
SLRFACE MATERIALS, CERAMIC TILE AND HARDWARE, SUMIT FAANUFACTURERS DATA FOR ALL LICHTING
SYSTERS AND HARDWARE,

12, PERMITS:
THE GENERAL CONTRACTOR SHALL OPTAN AND PAY FOR ANY BULDING PERMITS REQURED AND CARRY ANY
INSLRANCE COVERAGES REQUIRED.

20, INTERIOR FINISHES:
ALL INTERIOR FINISHES AND FURNISHINGS ARE TO PE CLASS A FIRE-RATED AND ARE 1O CORPLY WITH
SECTION 920 O BOCA INTERIOR FLAWE SPREAD.

iR ELECTRICAL DESION:
REFER TO ELECTRICAL DRAMNGS AND SPECIFICATIONS,

22, WASTE REMOVAL:
THE GENERAL CONTRACTOR SHALL TASPOSE OF ALL WASTE AND DEBRIS OFF THE PRERISES,

2%, LANOLORD COORDINATION:

THE GENERAL CONTRACTOR KUST COORDINATE WITH THE BLILDING OWNER AL ACTIVITIES INCLUZING BUT
NOTLIMITED 70 WORK WHICH WILL CENERATE EXCESAVE NOISE AND MODIFICATIONS 7O UTILITIES, WORK
MUST NOT INTERFERE WITH EXISTING SMOKE DETECTORS, ALARMS OR BULDING SYSTER FANAGEMENT,

24, TEMPORARY FACLITES:

PROVIVE ALL TEMPORARY FACILITIES AND SERVICES, CONSTRUCTION AND SUPPORT FACILITES, AND
SECLRITY AND PROTECTION AS NEEDED 10 PROTECT NEW AND EXISTING CONSTRUCTION FOR THE DLRATION
OF ACOMPLETE INSTALLATION,

2%, FINAL CLEANING:
EMPLOY EXPERIENCED WORKERS FOR FINAL CLEANING, CLEAN EACH SURFACE 1O THE CONDITION
EXPECTED IN A COMMERCIAL BULDING CLEANING PROGRAA,

26, MANUFACTURERS INSTRUCTIONS:
ALL HATERIALS AND EQUIPMENT SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S SPECIFICATIONS,

27, CUARANTEE:

OUARANTEE ALL MATERIALS AND WORKMANSHIP SHALL PE CUARANTEED FOR A PERIOD OF ONE YEAR FROM
THE DATE OF FINAL ACCEPTANCE LNLESS OTHERMSE SPECIFIED FOR A LONGER PERIOD OF TIME ON A
CERTAN ITERA,

28, ASBESTOS:
ALL FATERIAL USED FOR THE CONSTRUCTION OF THS PROJECT, WHETHER BULDING FATERIALS OR
APPLRTENANCES, SHALL BE NON-ASBESTOS CONTANING MATERIAL,

29, HAZAROOUS FUMES:

THE CENERAL CONTRACTOR SHALL CONFIRM THAT ALL HATERIAL AND FINISHES SPECIFIED AND THEIR
FABRICATION OR INSTALLATION WILL NOT RELEASE FUHES OR AROMAS DURING CONSTRUCTION WHICH IAY
PE AHAZARD OR NUISANCE 10 PERSONNEL.,

20,  PESTCONTROL:
SEAL AND CALLK AROUND ALL PENETRATIONS, CRACKS AND CREVICES AND ANY OPENINGS CAPAELE OF
HAREORING INSECTS AND ROVENTS,

2, EXPOSED UTLITES:

ALL EXPOSED UTILITY WIRES AND PIPES, ELECTRICAL, PLUMBING, ETC, SHALL BE INSTALLED IN A WAY THAT
DOES NOT OZSTRUCT OR PREVENT THE CLEANING OF FLOORS, WALLS AND CEILING AREAS, THEY SHALL CE
INSTALLED A MINIMUEL OF 6" OFF FLOORS AND ' OFF WALLS, CELINGS AND ADJACENT PIPES,

22, OWNER SUPPLEED EQUIPMENT:

CQUPKENT INFORMATION AND SPECIFICATIONS ARE 70 PE THE MOST CLRRENT AVALACLE AT THE TIME OF
DOCUMENTATION PREPARATION, THE CENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING 'WITH
THE OWNER THE EXACT DIMENSIONS AND EQUIPMENT CONNECTION REQUIREMENTS INCLLZING ELECTRICAL
CIRCUIT REQUREMENTS OF EQUIPMENT 1O PE SUPPLIED, THE CENERAL CONTRACTOR SHALL MAKE AL
FINAL CONNECTIONS AS NOTED ON THE DRAWINGS, INSTALL THE SET UP IN WORKING ORVER, CHECK
WARRANTIES, TEST AND NOT VOID WARRANTIES, THE GENERAL CONTRACTOR SHALL COORDINATE WITH THE
OWNER DELIVERY, STORAGE AND INSTALLATION OF ALL OWNER SUPPLIED EQUIPKENT, THE CENERAL
CONTRACTOR SHALL STORE EQUIPMENT IF REQUESTED BY THE OWNER UNTIL INSTALLATION. SEE DRAMNGS
FOR OTHER O'WNER SUPPLIED CENERAL CONTRACTOR INSTALLED ITERIS,

2%, FRE PROTECTION NOTE:

EXISTING SPRINKLER HEADS, ALARM SYSTER AND DETECTORS ARE 10 BE MODIFIED TO CONFORM WITH THE
PROPOSED PLAN. COORDINATE WITH THE ARCHITECT, ANY MODIFICATION OR LOCATIONS WHERE EXISTING
ARE AFFECTED BY THE NEW DESION,

%4, SOLS AT FOOTINGS:
REPORT THE LOCATION OF ALL INSUTABLE SOILS AND MATERIALS BELOW ANTICIPATED LEVEL OF
FOOTING TO THE ARCHITECT PRIOR TO THE SETTING OF FORKS,

29, ACCESS PANELS:
CONTRACTOR 15 RESPONSILE FOR COORDINATING QUANTITY AND LOCATION OF ALL REQUIRED ACCESS
PANELS FOR ALL MEP CONTROLS, CLEANOUTS, DAKPERS, PULL BOXES, ETC,

26, EXSTING HAZARDOUS MATERIALS:

ALL HAZARDOUS MATERIALS INCLUPING BUT NOT LIITED 7O ASBESTOS AND LEAD PANT ARE 10 BE
HANDLED, ENCAPSULATED, ABATED AND DISPOSED OF IN ACCORDANCE WITH ANY AND ALL FEDERAL,
STATE AND LOCAL REQUIREHENTS AND REGULATIONS,

57, INDUSTRY STANDARDS:
ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH INDUSTRY STANDARDS, STANDARDS INCLUDE BUT
ARE NOT LIMITED 7O THE FOLLOWING,

ARNA AMERICAN ARCHITECTURAL KANUFACTLRES ASSOCIATION

Al AMERICAN CONCRETE INSTIUTE

ANSI AMERICAN NATIONAL STANDARDS INSTITUTE

ASTHA AMERICAN SOCIETY FOR TESTS AND MATERIALS

AN ARCHITECTURAL WOODWORK INSTITUTE "CLSTOM CRADE"
ANS AMERICAN WELDING SOCIETY

1GMA INSLLATING GLASS ANLFACTURERS ALLIANCE

NAAM NATIONAL ASSOCIATION OF ARCHITECTURAL METAL MANUFACTURES
NRCA NATIONAL ROCFING CONTRACTORS ASSOCIATION

NTCA NATIONAL TILE CONTRACTORS ASSOCIATION

SHACNA SHEET METAL AND AR CONDITIONING NATIONAL ASSOCIATION
WOMA WINDOW AND DOOR MANUFACTURERS ASSOCIATION
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