
3" SPRINKLER RISER 

RELOCATE


SPRINKLER


PIPE - V.I.F.


2" SPRINKLER RISER


EXISTING ELEC.


PANELS


EXISTING GLASS


WALL AND DOORS


TO REMAIN


BAY 1


003


BAY 2


004


BAY 3


103 

ENTRY


104


CONFERENCE


ROOM 1


001


CONFERENCE


ROOM 2


002


CONFERENCE


ROOM 4


102


FURR OUT WALL AS REQUIRED


102.1


104.1


RECEPTION 

NEW MILLWORK STATION -

LOCATE AROUND EXISTING


WINDOW LOCATIONS
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G1


NEW CARPET, TYPCIAL


EXISTING CARPET TO REMAIN


1A


NEW GLASS WALL


AND DOOR TO


MATCH EXISTING 

EXISTING CARPET TO REMAIN


RELOCATED STAIR


DOOR.  G.C. TO


CONFIRM 60


MINUTE FIRE


RATING, CLOSER


AND PANIC


HARDWARE


1'-0" 

105.1 
G1


G1


8
'-
7
"


12'-31

2" 

83

4"


CONFERENCE


ROOM 5


105


HVAC SUPPLY AND RETURN


DUCTWORK WILL FEED THROUGH


THIS WALL (AND RECONNECT WITH


DIRECT VET'S SPACE AND REMAIN


EXPOSED).


INFILL WALL


WITH GWB,


STUDS AND WALL


AND SOUND


BATT INSULATION


NEW WALL


GWB, 3-5/8" STUDS


AND SOUND BATT


INSULATION


EACH NEW CONFERENCE ROOM TO INCLUDE:


- HDMI (AT TABLE TOP HEIGHT AND TV


- POWER (AT TABLE TOP HEIGHT AND TV HEIGHT)


- VOICE


- ACOUSTIC SEALANT AT GLAZING PANEL SEPARATION


1


8'-7"


2A


106.1


1
2
'-
3

1



2
"


FIRE RATING UL NUMBER STC RATING IIC RATING


1 HOUR
1A


GRAPHIC DEPICTION (SECTION) DESCRIPTION


TYPE


- NEW METAL FRAMED WALL


SYSTEM TO TERMINATE AT BOTTOM


OF EXISTING CEILING DECK


- 5

8" TYPE 'X' GWB


- 35

8" METAL STUDS AT 16" O.C.


- 31

2" SOUND BATT INSULATION


-5

8" TYPE 'X' GWB


CEILING


DECK


FIRE RATING UL NUMBER STC RATING IIC RATING


N/A N/A N/A
G1


GRAPHIC DEPICTION (SECTION) DESCRIPTION


TYPE 

- NEW METAL FRAMED WALL SYSTEM


(WITH 2" DEEP LEG TOP TRACK)


FASTENED THROUGH TO CONCRETE


CEILING DECK


- CONTRACTOR TO CONFIRM HEIGHT


OF SOFFIT WITH GLASS INSTALLER


- NEW 1" BOTTOM RAIL WITH HIDDEN


TOP RAIL FRAMELESS GLASS


SYSTEM


N/A 

GLASS


CEILING


DECK


2" DEEP LEG


TOP TRACK


NOTES:


1.) ALL NEW SOFFITS AND WALLS TO BE ACOUSTICALLY INSULATED, TYPICAL.


2.) CONTRACTOR TO CONFIRM HEIGHTS OF SOFFITS WITH GLASS INSTALLER


WHERE APPLICABLE


3.) FURNITURE LAYOUT SHOWN FOR GRAPHIC PURPOSES ONLY


20 GAUGE


35

8" METAL


STUDS


5

8" GWB


CONTRACTOR TO CONFIRM


HEIGHT OF SOFFIT WITH


GLASS INSTALLER


11

4"


BOTTOM


TRACK


2" DEEP LEG


TOP TRACK


FIRE RATING UL NUMBER STC RATING IIC RATING


2 HOUR
2A


GRAPHIC DEPICTION (SECTION) DESCRIPTION 

TYPE


- (2) LAYERS 5

8" TYPE 'X' GWB


- 35

8" METAL STUDS AT 16" O.C.


- 31

2" ROXUL FIRE BATT INSULATION


-(2) LAYERS 5

8" TYPE 'X' GWB


CEILING


DECK

2" DEEP LEG


TOP TRACK 
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