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TILE

GENERAL

Static Coefficient of Friction: For tile installed on walkway surfaces, provide products with the following
values as determined by testing identical products per ASTM C 1028:

1 Level Surfaces: Minimum 0.6.
2. Step Treads: Minimum 0.6.
3. Ramp Surfaces: Minimum 0.8.

Submittals: In addition to Product Data for each type of tile and setting material indicated, submit the
following:

1 Samples of each type and composition of tile and for each color and texture required, at least 12
inches square, mounted on braced cementitious backer units, and with grouted joints.

2. Master Grade Certificates: For each shipment, type, and composition of tile, signed by tile
manufacturer and Installer.

PRODUCTS
Manufacturers. Subject to compliance with requirements, provide products by one of the following:
1 Tile Products:

a Natural Stone Tile: Flat tile, 3/8 inch thick, 12" x 12" granite collection as manufactured
by DalTile.
1. GF1 SantaCdiliaYelow G287
2. GF 2: Tropical Brown G294
3. GF3: Madura Gold G317

b. Granite Wall Base: DalTile — Granite Collection 3/8 inch thick. Color to match adjacent
field.

2. Tile-Setting and -Grouting Materias:
a DalTile Company.

ANSI Standards for Tile Installation Materials. Provide materials complying with referenced ANSI
standards.

Colors, Textures, and Patterns: For tile, grout, and other products requiring selection of colors, surface
textures, patterns, and other appearance characteristics, comply with the following requirements:

1 Match colors, textures, and patterns indicated by referencing manufacturer's standard designations
for these characteristics.
2. Provide Architect's selections from manufacturer's full range of colors, textures, and patterns for

products of type indicated.
Factory Blending: For tile exhibiting color variations within the ranges selected during Sample

submittals, blend tile in the factory and package so tile units taken from one package show the same range
in colors as those taken from other packages and match approved Samples.
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Factory-Applied Temporary Protective Coating: Where indicated under tile type, protect exposed
surfaces of tile against adherence of mortar and grout by precoating them with a continuous film of
petroleum paraffin wax, applied hot. Do not coat unexposed tile surfaces.

Waterproofing for Thin-Set Tile Installations: Provide products that comply with ANSI A118.10. Use
crack suppression waterproof membrane fabric reinforced — L aticrete Blue 92 and/or Laticrete 9235.

Setting Materials: Asfollows:
1 L atex-Portland Cement Mortar: ANSI A118.4, composed as follows:
a Mixture of Dry-Mortar Mix and Latex Additive: Mixture of prepackaged dry-mortar mix
and liquid-latex additive complying with the following requirements:

1) Latex Additive: Acrylicresin.
Grouting Materials; Asfollows:
1 Polymer Modified Tile Grout: ANSI A118.7, color as indicated, for joints 1/8 inch or wider.

Elastomeric Sealants: Provide manufacturer's standard chemically curing, elastomeric sealants of base
polymer and characteristics indicated that comply with applicable requirements of Division 7 Section
"Joint Sealants.”

Miscellaneous Materials: Asfollows:

1 Trowelable Underlayments and Patching Compounds. Latex-modified, portland-cement-based
formulation provided or approved by manufacturer of tile-setting materials for installations
indicated.

2. Metal Edge Strips: Zinc alloy or stainless steel strips. 1/8 inch wide at top edge with integral
support and anchorage to substrate.

EXECUTION

Provide concrete substrates for tile floors installed with dry-set or latex-portland cement mortars that
comply with flatness tolerances specified in referenced ANSI A108 series of tile installation standards for
installations indicated.

1 Use trowelable leveling and patching compounds per tile-setting material manufacturer's written
instructions to fill cracks, holes, and depressions.
2. Remove protrusions, bumps, and ridges by sanding or grinding.

Blending: For tile exhibiting color variations within the ranges selected during Sample submittals, verify
that tile has been blended in the factory and packaged so tile units taken from one package show the same
range in colors as those taken from other packages and match approved Samples.

ANSI Tile Installation Standards: Comply with parts of ANSI A108 series of tile installation standards in
"Specifications for Installation of Ceramic Tile" that apply to types of setting and grouting materials and
to methods indicated.

Extend tile work into recesses and under or behind equipment and fixtures to form a complete covering
without interruptions, unless otherwise indicated. Terminate work neatly at obstructions, edges, and
corners without disrupting pattern or joint alignments.

Accurately form intersections and returns. Perform cutting and drilling of tile without marring visible
surfaces. Carefully grind cut edges of tile abutting trim, finish, or built-in items for straight aligned
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joints. Fit tile closely to electrical outlets, piping, fixtures, and other penetrations so plates, collars, or
coversoverlap tile.

Jointing Pattern: Lay tile in grid pattern, unless otherwise indicated. Align joints where adjoining tiles
on floor, base, walls, and trim are the same size. Lay out tile work and center tile fields in both directions
in each space or on each wall area. Adjust to minimize tile cutting. Provide uniform joint widths, unless
otherwise indicated.

Expansion Joints: Locate expansion joints and other seal ant-filled joints, including control, contraction,
and isolation joints, where indicated during installation of setting materials, mortar beds, and tile. Do not
saw-cut joints after installing tiles.

1 Locatejointsin tile surfaces directly above jointsin concrete substrates.
2. Prepare joints and apply sealants to comply with requirements of Division 7 Section "Joint
Sealants.”

Grout tile to comply with the requirements of the following tile installation standards:

1 For ceramic tile grouts (sand-portland cement, dry-set, commercial portland cement, and latex-
portland cement grouts), comply with ANSI A108.10.

Install waterproofing to comply with waterproofing manufacturer's written instructions to produce a
waterproof membrane of uniform thickness bonded securely to substrate.

Do not install tile over waterproofing until waterproofing has cured and been tested to determine that it is
watertight.

Floor Tile Installation: Install tile to comply with requirements indicated, including those referencing
TCA installation methods and ANSI A108 series of tile installation standards.

1 Joint Widths: Install tile on floors with the following joint widths:
a Granite Tile: 1/4inch.

2. Back Buttering: For installations indicated, obtain 100 percent mortar coverage by complying
with applicable special requirements for back buttering of tile in referenced ANSI A108 series of
tile installation standards.

3. Metal Edge Strips: Install at locations indicated or where exposed edge of tile flooring meets
carpet, wood, or other flooring that finishes flush with top of tile.

Cleaning: On completion of placement and grouting, clean all ceramic tile surfaces so they are free of
foreign matter. Use cleaning materials and methods that comply with tile and grout manufacturers
written instructions.

1 Remove temporary protective coating by method recommended by coating manufacturer that is
acceptable to brick and grout manufacturer. Trap and remove coating to prevent it from clogging
drains.

END OF SECTION 09310
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