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SECTION 07920 - JOINT SEALANTS 

1.1 GENERAL 

A. Preconstruction Joint-Sealant-Substrate Tests:  Submit substrate materials, representative of actual joint 
surfaces, to joint sealant manufacturer for laboratory testing of joint sealants for adhesion to primed and 
unprimed substrates and for compatibility with joint substrates and other joint-related materials. 

B. Submittals:  In addition to Product Data, submit the following: 

1. Samples of each type and color of joint sealant required. 
2. Test reports for joint sealants evidencing compliance with requirements. 

1.2 PRODUCTS 

A. Elastomeric Sealant Manufacturers:  Subject to compliance with requirements, provide sealants by one of 
the following: 

1. Silicone Sealants: 
 
a. Dow Corning - “790 Silicone”. 
b. GE Silicones - Silpruf”. 
c. Sonneborn Building Products Div., ChemRex Inc. - “Omni Seal”. 

B. Compatibility:  Provide joint sealants, backings, and other related materials that are compatible with one 
another and with joint substrates under conditions of service and application, as demonstrated by testing 
and field experience. 

C. Colors:  Provide colors indicated for exposed joint sealants or, if not indicated, as selected by Architect 
from manufacturer's full range for this characteristic. 

D. Elastomeric Sealant Standard:  Comply with ASTM C 920 and other requirements indicated for each 
liquid-applied chemically curing sealant of base polymer specified below: 

1. Medium-Modulus Neutral-Curing Silicone Sealant:  Type S; Grade NS; Class 25; with the 
additional capability, when tested per ASTM C 719, to withstand 50 percent movement in both 
extension and compression for a total of 100 percent movement and still comply with other 
requirements of ASTM C 920; and as follows: 

a. Uses NT, G, A, and O. 
b. Uses NT, M, G, A, and O. 

2. Mildew-Resistant Silicone Sealant:  Type S; Grade NS; Class 25; Uses NT, G, A, and O; 
formulated with fungicide; intended for sealing interior joints with nonporous substrates exposed 
to high humidity and temperature extremes. 

E. Latex with Silicone Sealant:  ASTM C 834.  Acceptable manufacturers are:  DAP, Red Devil. 

F. Acoustical Sealant for Exposed and Concealed Joints:  Nonsag, paintable, nonstaining latex with silicone 
sealant complying with ASTM C 834. 
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G. Acoustical Sealant for Concealed Joints:  Nondrying, nonhardening, nonskinning, nonstaining, gunnable, 
synthetic-rubber sealant recommended for sealing interior concealed joints to reduce airborne sound 
transmission. 

H. Sealant Backings, General:  Nonstaining; compatible with joint substrates, sealants, primers, and other 
joint fillers; approved for applications indicated by sealant manufacturer based on field experience and 
laboratory testing. 

I. Cylindrical Sealant Backings:  ASTM C 1330, of type indicated below and of size and density to control 
sealant depth and otherwise contribute to producing optimum sealant performance: 

1. Type C:  Closed-cell material with a surface skin. 

J. Bond-Breaker Tape:  Polyethylene tape or other plastic tape recommended by sealant manufacturer for 
preventing sealant from adhering to rigid, inflexible joint-filler materials or joint surfaces at back of joint. 

K. Primer:  As recommended by joint sealant manufacturer where required for adhesion of sealant to joint 
substrates indicated. 

1.3 EXECUTION 

A. General:  Comply with joint sealant manufacturer's instructions for products and applications indicated. 

B. Sealant Installation Standard:  Comply with ASTM C 1193. 

C. Acoustical Sealant Application Standard:  Comply with ASTM C 919 for use of joint sealants in 
acoustical applications. 

END OF SECTION 07920 


