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SECTION 07841 - THROUGH-PENETRATION FIRESTOP SYSTEMS 

1.1 GENERAL 

A. Performance Requirements:  Provide through-penetration firestop systems that are produced and installed 
to resist spread of fire according to requirements indicated, resist passage of smoke and other gases, and 
maintain original fire-resistance rating of assembly penetrated. 

1. F-Rated Systems:  Provide through-penetration firestop systems with F-ratings indicated, as 
determined per ASTM E 814, but not less than that equaling or exceeding fire-resistance rating of 
constructions penetrated. 

2. T-Rated Systems:  For the following conditions, provide through-penetration firestop systems with 
T-ratings indicated, as well as F-ratings, as determined per ASTM E 814, where systems protect 
penetrating items exposed to potential contact with adjacent materials in occupiable floor areas: 

a. Penetrations located outside wall cavities. 
b. Penetrations located outside fire-resistive shaft enclosures. 
c. Penetrations located in construction containing fire-protection-rated openings. 
d. Penetrating items larger than 4-inch- diameter nominal pipe or 16 sq. in. in overall cross-

sectional area. 

3. For through-penetration firestop systems exposed to view, traffic, moisture, and physical damage, 
provide products that after curing do not deteriorate when exposed to these conditions both during 
and after construction. 

a. For piping penetrations for plumbing and wet-pipe sprinkler systems, provide moisture-
resistant through-penetration firestop systems. 

b. For floor penetrations with annular spaces exceeding 4 inches in width and exposed to 
possible loading and traffic, provide firestop systems capable of supporting floor loads 
involved either by installing floor plates or by other means. 

c. For penetrations involving insulated piping, provide through-penetration firestop systems 
not requiring removal of insulation. 

4. For through-penetration firestop systems exposed to view, provide products with flame-spread 
ratings of less than 25 and smoke-developed ratings of less than 450, as determined per 
ASTM E 84. 

B. Submittals:  In addition to Product Data for each type of product specified, submit the following: 

1. Shop Drawings:  For each through-penetration firestop system, show each kind of construction 
condition penetrated, relationships to adjoining construction, and kind of penetrating item.  
Include firestop design designation of testing and inspecting agency acceptable to authorities 
having jurisdiction. 

2. Product Certificates:  Signed by manufacturers of through-penetration firestop system products 
certifying that products furnished comply with requirements. 

3. Product Test Reports:  From a qualified testing agency indicating through-penetration firestop 
system complies with requirements, based on comprehensive testing of current products. 

C. Fire-Test-Response Characteristics:  Provide through-penetration firestop systems that comply with the 
following requirements and those specified in "Performance Requirements" Paragraph: 
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1. Firestopping tests are performed by a qualified testing and inspecting agency.  A qualified testing 
and inspecting agency is UL or another agency performing testing and follow-up inspection 
services for firestop systems acceptable to authorities having jurisdiction. 

2. Through-penetration firestop systems are identical to those tested per ASTM E 814 and bear 
classification marking of qualified testing and inspecting agency. 

1.2 PRODUCTS 

A. Products:  Subject to compliance with requirements, provide one of the through-penetration firestop 
systems indicated for each application that are produced by one of the following manufacturers. 

B. Manufacturers:  Subject to compliance with requirements, provide products by one of the following: 
 
1. DAP Inc. 
2. 3M Fire Protection Products. 
3. United States Gypsum Company. 
4. Dow Company. 

C. Firestopping, General:  Provide through-penetration firestop systems that are compatible with one 
another, with the substrates forming openings, and with the items, if any, penetrating through-penetration 
firestop systems, under conditions of service and application, as demonstrated by through-penetration 
firestop system manufacturer based on testing and field experience. 

D. Accessories:  Provide components for each through-penetration firestop system that are needed to install 
fill materials and to comply with "Performance Requirements" Paragraph.  Use only components 
specified by through-penetration firestop system manufacturer and approved by the qualified testing and 
inspecting agency for firestop systems indicated.  Accessories include, but are not limited to, the 
following items: 

1. Permanent forming/damming/backing materials. 
2. Temporary forming materials. 
3. Substrate primers. 
4. Collars. 
5. Steel sleeves. 

E. General:  Provide through-penetration firestop systems containing the types of fill materials indicated in 
the Through-Penetration Firestop System Schedule at the end of this Section by reference to the types of 
materials described below.  Fill materials are those referred to in directories of the referenced testing and 
inspecting agencies as fill, void, or cavity materials. 
 
1. Latex Sealants:  Single-component latex formulations that after cure do not re-emulsify during 

exposure to moisture. 
2. Silicone Foams:  Multicomponent, silicone-based liquid elastomers that, when mixed, expand and 

cure in place to produce a flexible, nonshrinking foam. 

1.3 EXECUTION 

A. General:  Install through-penetration firestop systems to comply with "Performance Requirements" 
Paragraph and firestop system manufacturer's written installation instructions and published drawings for 
products and applications indicated. 
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B. Install forming/damming/backing materials and other accessories of types required to support fill 
materials during their application and in the position needed to produce cross-sectional shapes and depths 
required to achieve fire ratings indicated. 

C. Identify through-penetration firestop systems with pressure-sensitive, self-adhesive, preprinted vinyl 
labels.  Attach labels permanently to surfaces of penetrated construction on both sides of each firestop 
system installation where labels will be visible to anyone seeking to remove penetrating items or firestop 
systems.  Include the following information on labels: 

1. The words:  "Warning--Through-Penetration Firestop System--Do Not Disturb.  Notify Building 
Management of Any Damage." 

2. Contractor's name, address, and phone number. 
3. Through-penetration firestop system designation of applicable testing and inspecting agency. 
4. Date of installation. 
5. Through-penetration firestop system manufacturer's name. 
6. Installer's name. 

END OF SECTION 07841 


