
OCCUPANCY SENSOR DIAGRAM - SINGLE LEVEL SWITCHING
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LIGHTING CONTROL SYSTEM RISER DIAGRAM
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CEILING SENSOR WITH 0-10V DIMMING
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DO NOT POWER MORE THAN DEVICES, SENSOR OR

SLAVE PACKS, FROM A SINGLE POWER PACK.
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NOTES:

1. BASIS OF DESIGN: LIGHTING CONTROL SYSTEM

IS BASED ON ETC, ECHO 8-ZONE CONTROLLER.

ALL MODEL NUMBERS ARE ETC, UNLESS NOTED

OTHERWISE.
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TELECOMMUNICATION RISER DIAGRAM

NONE
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DATA CLOSET 104

DATA 207

OWNER SUPPLIED

TELECOMMUNICATION RACK

(TYP OF 2)

PROVIDE NEW CAT. 6 PATCH

PANEL(S) AS REQUIRED TO

SUPPORT NEW DATA DROPS

PLUS 25% SPARE (TYP FOR

BOTH DATA RACKS)

CATEGORY 6 CABLE - PROVIDE

(1) CABLE PER JACK INDICATED

(4)

INDICATES NUMBER OF JACKS IN

A SINGLE GANG FACEPLATE - IF

NO NUMBER IS INDICATED,

PROVIDE (2) DATA JACKS

PROVIDE NEW WALL MOUNTED OPTICAL

FIBER INTERCONNECT CENTER  (TYP

FOR EACH DATA CLOSET)

FIRST FLOOR SPACES

CATEGORY 6 CABLE - PROVIDE

(1) CABLE PER JACK INDICATED

(4)

INDICATES NUMBER OF JACKS IN

A SINGLE GANG FACEPLATE - IF

NO NUMBER IS INDICATED,

PROVIDE (2) DATA JACKS

SECOND FLOOR SPACES

PROVIDE 12-STRAND 50/125 MULTIMODE

(OM3) OPTICAL FIBER IN 4" CONDUIT WITH

INNERDUCT TO MAIN EQUIPMENT ROOM

TO MAIN EQUIPMENT ROOM

FIRESTOP NEW PENETRATIONS AS

REQUIRED TO COMPLY WITH ANSI/UL 1479

AND ARCHITECTURAL SPECIFICATIONS (TYP)

TELECOMMUNICATION RISER NOTES:

1. ALL HORIZONTAL CABLING AND ASSOCIATED JACKS (BOTH ENDS) SHALL BE GREEN.

2. HORIZONTAL CABLING SHALL BE SUPPORT BY CABLE TRAY WITHIN DATA CLOSETS.

OTHERWISE, A NON-CONTINUOUS PATHWAY (J-HOOKS) SHALL BE UTILIZED ABOVE

ACCESSIBLE CEILING AND CONDUIT SHALL BE USED IN NON-ACCESSIBLE AREAS.

3. ALL HORIZONTAL AND BACKBONE CABLING SHALL BE PLENUM RATED.

4. CAT. 6A SHALL BE UTILIZED FOR WIRELESS ACCESS POINT LOCATIONS ONLY.

DOOR CONTROL DETAIL

NONE

J11

DOOR 1

GRADE

DOOR POSITION

SWITCH (TYP.)

ELECTRIFIED DOOR

STRIKE (BY DIV 8)

CARD READER

.

3" ABOVE STRIKE CUTOUT

DOOR CONTROL NOTES:

1. COORDINATE WITH OWNER'S SECURITY VENDOR BEFORE

DOING ANY WORK.

2. COORDINATE EXACT LOCATIONS AND MOUNTING

REQUIREMENTS ON ALL CONDUITS AND BOXES WITH

OWNER'S SECURITY VENDOR.

3. ELECTRIC DOOR STRIKES WILL BE FURNISHED AND

INSTALLED BY THE DOOR HARDWARE CONTRACTOR.

4. DOOR POSITION SWITCHES, CARD READERS, AND DOOR

CONTROL CABLING SHALL BE FURNISHED AND INSTALLED

BY OWNER'S SECURITY VENDOR.
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ELECTRICAL DETAILS

E-501

SMRT Architects and Engineers
144 Fore Street
Portland, Maine 04104

1.877.700.7678
www.smrtinc.com

ARCHITECTURE ENGINEERING PLANNING INTERIORS ENERGY

ISSUED FOR CONSTRUCTION

02.13.18

BANGOR SAVINGS BANK -

RENOVATIONS TO 280 FORE

STREET

T C
rchitectural

Group Inc.
40 Summer St., Suite 4 Bangor, ME 04401

NOTE:

1. SEE SHEET E-001 FOR LEGEND AND GENERAL NOTES.

LOBBY FEATURE PENDANT ELEVATION

1/4"=1'-0"
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