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P33
Date: 04/07/15
- (1) LAYER OF 5/8" TYPE 'X' GYPSUM BOARD EACH SIDE OVER 3
5/8" METAL STUDS AT 16" O.C. TIGHT TO UNDERSIDE OF
CONCRETE STUCTURE ABOVE. PROVIDE SOUND ATTENUATION
FIRE BLANKETS (SAFB) FULL WIDTH OF STUD CAVITY FOR STC. 50.
P36

1-HOUR FIRE PARTITION WITH 1 LAYER OF 5/8" TYPE X' GYPSUM
BOARD EACH SIDE WITH AN ADDITIONAL LAYER OF 5/8" TYPE 'X'
T = GYPSUM BOARD ON ONE SIDE ONLY OVER 3 5/8" METAL STUDS

= 0 AT 16" O.C. TIGHT TO UNDERSIDE OF CONCRETE STRUCTURE
ABOVE. PROVIDE SOUND ATTENUATION FIRE BLANKETS (SAFB)
FULL WIDTH OF STUD CAVITY FOR STC 54. 1-HOUR FIRE RATED
WALL ASSEMBLY PER U.L. #U465. FIREPROOF ALL PENETRATIONS.

P43

SHAFT SIDE

2-HOUR FIRE SHAFT WALL CONSISTING OF 2 LAYERS OF 5/8" TYPE
B P CEES N - 'X" GYPSUM BOARD OVER 2 1/2" 'C-H' SHAPED METAL STUDS AT 24"
0.C. W/ 1" GYPSUM BOARD SHAFT LINER PANEL (SHAFT SIDE) TIGHT

— ——— — TO CONCRETE STRUCTURE ABOVE. PROVIDE SOUND ATTENUATION
A B C B FIRE BLANKETS (SAFB) FULL WIDTH OF STUD CAVITY FOR STC 50. 2-
HOUR FIRE RATED ASSEMBLY PER U.L. #U415. FIRE PROOF ALL

ROOM SIDE PENETRATIONS.

27'-11 5/8" 6'-10"

“ P86
| 28'-35/8" 6'-25/8"
27'-11 5/8" 6'-10" - " 1-HOUR FIRE BARRIER CONSISTING OF 1 LAYER OF 5/8" TYPE 'X'
L 10 5/8" GYPSUM BOARD BOTH SIDES WITH AN ADDITIONAL LAYER OF 5/8"
1 TYPE 'X' GYPSUM BOARD ON ONE SIDE ONLY OVER 8" METAL
~ Z STUDS AT 16" O.C. TIGHT TO UNDERSIDE OF CONCRETE

— N

STRUCTURE ABOVE. PROVIDE SOUND ATTENUATION FIRE
BLANKETS (SAFB) FULL WIDTH OF STUD CAVITY FOR STC 54. 1-
HOUR FIRE RATED WALL ASSEMBLY PER U.L. #U465 FIREPROOF
ALL PENETRATIONS.

-
[

WALL LEGEND

——— — ———

Y | |
1 - -
@ \\ J L o
| L 4P ‘ ‘
[ . 4 W DOUBLE-QUEEN

o STAIR 2 |
200ST2 T EXISTING WALL
o
2 _ — p— — — _ L e ey
5 EXISTING 1 HR RATED PARTITION | PATCH AND REPAR GYPSUMBOARD ~ =———————- DEMOLISHED WALL
! MAINTAIN FIRE RATING AND AT TRANSITION TO NEW WALL AND
3 @ . . . . _ _ _ FIREPROOF ALL PENETRATIONS. : l ﬁlél/bl'g%lsPHREIESP ;(()E INSTALLATION OF [————1 NEWWALL-REFER TO WALL TYPES FOR CONSTRUCTION
, Acc | GENERAL NOTES
: Nl * T - B .
N 5
- WA l 1. ALL DIMENSIONS TO NEW CONSTRUCTION ARE TO THE FACE OF FRAMING. ALL DIMENSIONS TO EXISTING
il 28'- 3 5/8" +/- . e-25m A n CONSTRUCTION ARE TO THE FACE OF FINISH.
FIELD VERIFY 7 ’ i ‘ W 2. ALL DIMENSIONS SHALL BE FIELD VERIFIED. NOTIFY ARCHITECT IF EXISTING CONDITIONS DEVIATE FROM
@ B B B B A - - - = N NEW : : P LOF 3 THOSE SHOWN IN THESE DRAWINGS.
e f o DOUBLE-QUEEN '
\ . ‘ ~ 3. OWNER HAS FIRST RIGHT OF REFUSAL ON DEMOLITION ITEMS. GC TO COORDINATE WITH OWNER ON
) WHICH ITEMS SHALL BE SALVAGED FOR RE-USE.
L ”/ _____
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- | ; ; | \ ° ' DOOR. USED PER CODE. MODIFY EXISTING SPRINKLER HEADS AS REQUIRED FOR NEW CONSTRUCTION PER NFPA 13,
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@ o - | - __ _ _ ! ! | EVIDENCE OF ALTERATIONS. PAINT/RE-WALLCOVER ENTIRE WALLS WHERE NEW CONSTRUCTION OCCURS.
| T 1 EXISTING WINDOW 1l
| | g
_ / ! N ‘ SILLS TO REMAIN 1 10. FIRE RATED DOORS SHALL MEET NFPA 80.
< | REMOVE GYPSUM ——™ } | - : Yl E “,/: | 11. INTERIOR NON-STRUCTURAL METAL FRAMING SHALL BE MINIMUM 20 GAUGE, 16" .C. UNLESS NOTED
~ ESS@%@NVE’OOD | ROLL BACK EXISTING CARPET ' 5| 4 T = OTHERWISE.
% S | :(E - - ~N |
2 BLOCKING PER | } | XVBII-I[EEESTEEQCU%FFEE S\TCCEODRLTFL?A?GR o % - e 12. PROVIDE 5/8" GYPSUM BOARD AT ALL LOCATIONS EXCEPT PROVIDE 5/8" TYPE 'X' AT FIRE-RATED PARTITIONS
©-| — 3 INTERIOR DESIGN — — — | B o TRUCTION. RENGTALL 58 NEW — AND TYPE 'C' AT FIRE-RATED CEILINGS.. PROVIDE GREEN BOARD AT ALL WALLS AND CEILINGS IN RESTROOMS.
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N || | — SN . } TWO FINISH COATS OF AN INTERIOR SEMI-GLOSS ACRYLIC ENAMEL. PAINT MANUFACTURER SHALL BE
L | P |\ AGE CARPET , EQUIVALENT TO SHERWIIN-WILLIAMS. COLOR TO BE SELECTED BY INTERIOR DESIGN DRAWINGS.
| PATCH AND REPAIR EXISTING VAPOR " N | BASE AND REUSE g iy
BARRIER AT EXTERIOR WALL PRIOR TO l | ON NEW WALL. ‘ ! 16.  PROVIDE TOILET AND BATH ACCESSORIES, PER SCHEDULE.
INSTALLATION OF NEW 5/8" GYPSUM BOARD. i | N
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@ -2 — I 1 1 1— ‘ i : = - o P36 20. VERIFY FURNITURE SIZE AND LOCATION PRIOR TO ELECTRICAL, TV, OR PHONE WORK.
2] I
|
- A | \
L e | | PROVIDE DUSTPROOF TEMPORARY
\ @ w | \ CONSTRUCTION PARTITION AT PUBLIC i
| PERIMETER OF CONSTRUCTION AREA. i
} CONSTRUCT WITH FIRE-RETARDANT- I
| TREATED PLYWOOD ON INSIDE OF 1
7 — — 5 — —— — | —METAL STUD PARTITION WITH 6-MIL Il
/ ) J POLYETHYLENE SHEET BEHIND GYPSUM | Il
Ll L BOARD ON PUBLIC SIDE. OVERLAP AND I
REMOVE GYPSUM —| il | TAPE FULL LENGTH OF JOINTS. PROVIDE ‘ I
BOARD AND 1 TEMPORARY CONSTRUCTION DOOR L .
PROVIDE WOOD L. WITH SMOKE SEALS. PROVIDE 7 e ‘4q3___ o _ -—
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