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Dimnension includes elacical feed and wire bending radius.

EI‘Fijtﬁliiln'g facts

A Progeam of the U.S. D0

Light Output (Lumens) 1505
Watts 36.75
Lumens per Watt (Efficacy) 41
gﬂﬂf%mm{m 83
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Daylight

Al cenuits, exizepl LED Lumen Malngnance, i Soeording 1o [ESNA LM-79-2008;
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== See www.lightingfacts.com/products for details.

Registraticn Numbzr PNES-DZAREM (7242013}
Mgl Humber 0.0SV213K S045YML1 A6
Type: Gther

sl raferences 36° line 2.0 asymmetric fixiurs i V2HO 3000K.
Lighting Facis for additional beam spreads and light aulput levsls
may be obiained fram o Lighting
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io Lighting’s line series 2.0 is 2 low voliage linsar flooglig
brightnass LEDs. series 2.0 may be specified for interio rior applications and may
be ardered in nominal lengths of 18", 36%. 54" and 72", Th sa asymmetric beam
spread 1s excellent for wall washing, sign lightng or ;,a*i‘w—;. applications. series 2.0's
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Projectad averags rated life is 50.000 hours at 70% of lamp lumen output. Ambient
termperature surrounding the fixturs shall not excesd 122°F (50°C).

Light Qutput

Asymmetric series 2.0 is available with four lumen outputs for white light only. Refer to light
outpui tables for footcandle values at various distances. All values beiow represent the initial
raw lumens of the LED. |ES format photometry of Lighting Facts labels represent actual light
output measured in lumens and candle power. Light Output losses include eptical, then‘ra!
and power supply inefficienciss. IES LM-78 format files may be obtained from the factory or
downloaded from www.iolighting.com. All products have a CRI greater than 80. Results are
typical measursments

>> 2-step MacAdam Binning.

___SandardOutput  MidOutput VeryHighOutput = V2HO =
I[\iIT!AL LUMENS

2700K White: 252 Ims/ft 420 Ims/it 504 ms/it 785 Ims/ft

S000K White: 264 Ims/Tt 440 Ims/Tt 528 imsitt 823 Ims/tt

3500K White: 271 Ims/it 452 Ims/ft 542 Ims/it B45 Ims/ft

-IOODK White: 276 Ims/ft 460 !msht 880 Ims!ﬂ

:52 Ims/ft

FOWER OI‘JSUMPTION‘

3.52 wfft 5.28 w/ft 7.35 wift 1052 wift
Mon-standard color tsmperaturas available as a custom offering for a modest additional cost and lead-time.
* Power Consumption dos not include power supply losses.

Construction

Heavy-duty aluminum haousing provides required thermal management. Precision optlics
are composed of a customized acrylic material offering excellent light transmission and UV
stability. High strength adhssive bonds the housing and patented optical assembly. Exterior
rated fixtures are sealed for life, while interior rated fixtures are designed with a quick
disconnect to enable the printed circuit board to be changed in the field,

Mounting Options
series 2.0 may be surface mounted. side surface mountsd or surface mounted with
field adjustability and lockable aiming.

Electrical

4'-0", 14 AWG UV rated electrical feed is side mounted to snable continuous row
mounting. For detailed information regarding remote distance limitations, power supply
options, and dimming options consult the io website fwww.iolighting.com) or an io
representative

DRIVER REMOTE DISTANGE
45'-0" (14.0m) w/14AWG
71'-0" {21.6m) w/12AWG
120°-0" (36.6m) w/10AWa

Finish

Anodized aluminum finish is standard. Custom finishes may be available upon request,
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G FLOOD LIGHTING {3000K WHITE)

EXTERIOR COVE DETAILS (i.e., canopies)
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LIGHT QUTPUT CONVERSION TABLE
Standard | High | VeryHigh | o0
Output Output Output
2700K White 0.44M p.720 0.95% 1.400
3000K White 0.47M 0.75% 1.000 1.4
3500K White 0.48 0.77¢ 1.030 1510
4000K White 0.470 0,750 1.ogm 1470 Visit www.jofighting.com o
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INTERIOR — Lens Clips 30" 0.C. EXTERIOR — Lens Clips 15" 0.0,
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100 Surface (io part #: LA.BK.SURFMT)

101 Side surface (io part-#: LA.BK.WALLMT)

102 Field adjustable with lockable aiming (jo part #: LA.BK.ADJMT)
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g; 8 w 2080 GOASYM 90°ASYM ACTUAL {in/mm)
5| % 05 9.0 H0 18 18" (17.71'/449.83
(2] B 05V 20 VHO 8. MOUNTIN 3% 86" ??_-.f ?';"fam ?r:,:j
|2 S 05V2 2.0V2HO 100 Surface BA Al ey e il
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|E 2. LOCATION 102 Fieid adjustable T2 TR (BTG A5
| & | 8 6. FINISH 8. VOLTAGE / DIMMING
5| : 1 Anodized aluminum SIDE FEED STANDARD
§| 3 oL 2 Custam color 1 ‘;‘%‘f
7 27K White 2700K" L
§_| T e T BLACK TO MATCH 3 120y Wil
:E 4K White 4000'}(" CAN OPY B Other (International voltage)
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9. SPECIFY DRIVER /
DIMMING

Note; If not specified viherwise,

io will supply 100 waft drivars;

Dovatoad Power Supply specification

sheel from www.iofighting.com.
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