Technical Data — (continued)

® UL Listed Models and Ratings
Cperating Voltage |,
(Spocial Applstion) oy Sogheg i _ Stro
[PEF @ UL19?1] 5525_['2] m MDLEHH“Q Cﬁflzz Reviewed for‘Code 4Cc4>rT|pIiance

Models™ (VDCIVRMS) _|(VDCIVRMS) Approvedwith Conditions

ZR-MC 160-330 | 200-310 [ — [ Wall 15/30/7 062113
ZR-HMC 16.0-33.0 200-310 | — Wall 135y Date:

ZR-MC-C 16.0-330 200-310 | — Ceiling 1530775795
ZR-HMC-C 16.0-330 200-210 | — Ceiling 116177

ZH-MC 16.0-330 200-310 X Wall 153075110

ZH-HMC 16.0-330 200-31.0 X Wall 135185

ZH-MC-C 16.0-330 200-310 X Ceiling 15/30/75/95
ZH-HMC-C 16.0-33.0 200-310 [ X Ceiling 115177

ZH 16.0-33.0 200-310 | X |Wall or Ceiling — —

*Ayailable in red and white

®UL Current Ratings (2R Strobe Only)
Maximum RMS Current {AMFPS)

MC HMC MC-C HMC-C
15cd | 30cd | ¥5cd |110cd| 135cd | 185cd |(15cd | 30cd | 75cd [ 95cd |(115cd{ 177ed
DC |16-33VDC |0.064 [0.095 |0.175]| 0.233 || 0.315 | 0.445](0.069 |0.111 [0.200 [0.264 || 0.318 [ 0.445
FWR |16-33VRaS|0.108 |0.164 [ 0.268 | 0.368 || D.452 | 0.684 (| 0117 [0.180 |0.297 | D395 | 0.452| 0.6584

® UL Current Ratings ZH Horn[Strobe
Maximum BEM3S Current {AMPS)

Horn MC HMC MC-C HMC-C

Setting] 15cd [30cd | 75cd [110cd|{ 135cd | 185¢cd || 15cd | 30cd [ 75cd | 85cd (|115cd | 177cd
High* | 0.078 [0.113[0.195 | 0.259 || 0.371| 0.506 || 0.087 | 0131 0.232 |0.292 | 0.371| 0.506
Low * | 0.070 0107 [0.185 | 0.246 || 0.324 | 0455 |0.075]0.121] 0.213|0.277 )| 0.324 | 0.4:35
High= | 0.141 | 0.200{0.302 | 0.406 || 0.521| 0.722 |0.149| 0.216] 0.331 |0.435) 0.521| 0.722
Low * 10123 | 01790250 | 0.391 || 0.497 | 0.699 |[0.131]0.195) 0.3159|0.421 || 0.497 | 0.699

* Cumrent Draw is the same for the Continuous Hom;
Code 3 Hom and March Time Setiings

Details for Ordering — (Including Mounting Options & Agency Approvals)

DC | 16-33VDC

FWR|16-33VRMS

Agency Approvals

[ Description Mounting|, |,y c|Fm|csem
Number | Number Options*
ZH-R 500-636159 | ZHorn: Red B,D,E,F X X X X
ZH-W 500-636160 | Z Horn: White B,D,E,F X X X X
ZH-MC-R 500-636161 | Z Horn: Multi Candela (Wall), Red B,D,E,F X X X X
ZH-MC-W | 500-636162 | Z Horn: Multi Candela (Wall), White B,D,E,F X X X X
ZH-HMC-R | 500-636163 | Z Horn: Hi Multi Candela (Wall), Red B,D,E,F X X X X
ZH-HMC-W | 500-636164 | Z Horn: Hi Multi Candela (Wall), White B,D,E,F X X X X
ZH-MC-CR | 500-636165 | Z Horn: Multi Candela (Ceiling), Red B,D,E,F X X X X
ZH-MC-CW | 500-636166 | Z Horn: Multi Candela (Ceiling), White B,D,E,F X X X X
ZH-HMC-CR | 500-636167 | Z Horn: Hi Multi Candela (Ceiling), Red B,D,E,F X X X X
ZH-HMC-CW | 500-636168 | Z Horn: Hi Multi Candela (Ceiling), White B,D,E,F X X X X
ZR-MC-R 500-636169 | Z Strobe: Multi Candela (Wall), Red B,D,E,F X X X X
ZR-MC-W 500-636170 | Z Strobe: Multi Candela (Wall), White B,D,E,F X X X X
ZR-HMC-R | 500-636171 | Z Strobe: Hi Multi-Candela (Wall), Red B,D,E,F X X X X
ZR-HMC-W | 500-636172 | Z Strobe: Hi Multi-Candela (Wall), White B,D,E,F X X X X
ZR-MC-CR | 500-636173 | Z Strobe: Multi Candela (Ceiling), Red B,D,E,F X X X X
ZR-MC-CW | 500-636174 | Z Strobe: Multi Candela (Ceiling), White B,D,E,F X X X X
ZR-HMC-CR | 500-636175 | Z Strobe: Hi Multi Candela (Ceiling), Red B,D,E,F X X X X
ZRS-HMC-CW | 500-636176 | Z Strobe: Hi Multi Candela (Ceiling), White B,D,E,F X X X X
ZBB-R 500-636193 | Accessory — (Includes base, dust cover, mounting screws and installation sheet)
ZBB-W 500-636194 | Accessory — (Includes base, dust cover, mounting screws and installation sheet)
X = listed / approved * = Refer to catalog sheet #: 2585 for detailed mounting options

Notice: This marketing catalog sheet is not intended to be used for system design or installation purposes.
For the most up-to-date information, refer to each product’s installation instructions.
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