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HTRI Series Interface Modules
Models HTRI-D, HTRI-R and HTRI-S

(NC) contacts
e Integral SPDT relay on Model HTRI-R (up to 4 amps)
¢ Dual input on Model HTRI-D, using a single address
e Polarity insensitive with SureWire™ technology

e Multi-color light-emitting diode (LED) indicates status

[green/amber/red]

e Easy front access to programming port and wiring terminals
e Mounts 4-inch square, 2-%"-deep box (or double-gang box)

¢ Dynamic supervision
e Comes with 5-x-5" faceplate
¢ Two-wire operation

e Model DPU programs and verifies address of the device

and tests for proper functionality

e Electronic address programming is easy and dependable

e ®UL Listed & ®ULC Listed;
FM, CSFM and NYMEA Approved

ARCHITECT AND ENGINEER SPECIFICATIONS

¢ Interfacing and supervising normally open (NO) or normally closed
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Product Overview

The Siemens Industry, Inc. — Fire Safety HTRI Series
Intelligent interface modules are designed to provide
the means of interfacing direct shorting devices to
the FireFinder XLS and FS-250 Fire Alarm Control
Panel loop circuit.

The HTRI Series modules provide the most advanced
method of address programming and supervision on
the market — combined with sophisticated control
panel communication. Each HTRI Series interface
module incorporates a microcomputer chip. The
HTRI Series microcomputer chip technology and its
sophisticated bi-directional communication
capabilities with the control panel, achieve the state
of an ‘intelligent device.’

Specifications

The HTRI Series intelligent interface modules are
available in three (3) models. Models HTRI-S and
HTRI-R are designed to monitor a (NO) or (NC) dry
contact.

The interface module reports the status of the (NO)
or (NC) contact to the control panel. Model HTRI-S
can only monitor and report the status of the contact,
while Model HTRI-R incorporates an addressable Form
Crelay.

The Model HTRI-R relay and contact device input are
controlled at the same address. For the control panel
system, the relay and input contact can be controlled
as a separate function. The relay is typically used
where control or shunting of external equipment is
required.

The Model HTRI-D is a dual-input module that is
designed to supervise and monitor two (2) sets of dry
contacts. Model HTRI-D only requires one (1)
address, but responds independently to each input.
Model HTRI-D is ideal for monitoring a water-flow
switch and its respective valve tamper switch.

Model HTRI has a multi-color LED that flashes ‘green’
when operating in normal; ‘amber’ if unit is in trouble
condition, and ‘red’ to indicate a change of state.
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