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From FACP or


Previous


Device


MSM-KD - Manual Station


MSM-K - Manual Station
 3.6K


EOL


To Next


Addressable


Device


HTRI-M


RD BK


OR


OR


Green Wire On HTRI-M


Must Be Connected To


Equipment Ground


(Not The SLC Drain)


+ + -


(+)


(-)


From


Previous


Device


Or FACP


To Next


Device


Or EOL


(+)


(-)


(-)


(+)


From FACP


or previous


device


To next


device


����


Supervised Switch


Normally Open or


Normally Closed


3.5mA current max


Cable length max 200 ft, 18 AWG


NOTE:


This terminal shall


be connected to


equipment ground.


(-)


(+)
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GRN


HTRI-D


����


NC


S1


S2


(-)


(+)


From FACP


or previous


device


To next


device


����


Supervised Switch


Normally Open or


Normally Closed


3.5mA current max


Cable length max 200 ft, 18 AWG


NOTE:


This terminal shall


be connected to


equipment ground.


(-)


(+)
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GRN


HTRI-S


NC


1b


6
FACP or


previous


device


(-)


(+) (+)


(-)


To next


detector


or


device

DB-11 Base


5


1a


Mounted on DB-11


or DB-HR


Detector Base


OH921Addressable Photoelectric Detector


HI921 Addressable Thermal Detector


Ceiling


FACP or


previous


device


(-)


(+)
 (+)


(-)


To next


detector


or


device


Used for OH921,


and HI921 Detectors


DB-HR Relay Base


3 1/2" Deep


Switch Box


(By Others)


(For Flush


Mtg)


MSM-BOX


(For Surface


Mtg)


C
 L H
 C
 L H


120 V


(-)


(+)
 (+)


(-)


To next


detector


or


device
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From FACP or


Previous


Device


BK


3.6K


EOL


To Next


Addressable


Device


HTRI-M


RD


OR


OR


Green Wire On HTRI-M


Must Be Connected To


Equipment Ground


(Not The SLC Drain)


Device


Used for OH921,


and HI921 Detectors
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MANUAL PULL STATION
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