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1/8" = 1'-0"


1
MEZZANINE FLOOR PLAN


1/8" = 1'-0" 

4 ROOF PLAN - NEW WORK


1/8" = 1'-0" 

3 ROOF PLAN - DEMOLITION 

OFFICE FINISHES:


FLOOR:  STAINED CONCRETE TOPPING SLAB


WALL BASE: 5/4" x 8" HARDWOOD,  - STAINED TO BE


SELECTED BY ARCH


WALLS: PAINTED GYPSUM - COLOR TBD


STOREFRONT: LEAR ANODIZED ALUMINUM,


1" IGU ARGON FILLED WITH LOW e


AND SOLAR BAN 60 OR APPROVED


SIMILAR


CEILING: PAINTED BEADBOARD ON CURVED CEILING


PAINTED GYPSUM ALL OTHER CEILINGS


CASEWORK: HARDWOOD VENEER w/ SOLID WOOD EDGING


OR CUSTOM RECLAIMED


CASEWORK TBD


DECK FINISHES:


FLOOR: TILE - ROCKWOOD


HANDRAIL/RAILING: SEE DETAIL


MILLWORK/ TBD/TBD


COUNTERTOP


FINISHES


1/2" = 1'-0"


5 ROOF DETAIL - TIE-OFF DETAIL
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