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F-1] FLOOR SYSTEM

1. Concrete
2. Deck — Metal deck.

3. Joists - Existing bar joists, spaced a max of 5 ft. OC.

—

ROOF
- SEE DTL. 4/A3.02

FASTENERS TYP. *\

1/8" x 1" CONT
NON CURRING
BUTYL TAPE

OUTSIDE FOAM

CLOSURE STRIP

PRE FINISHED BASE
FLASHING

WEEP HOLE

PREFINISHED
FLASHING

SEALANT —

METAL FLASHING

TYPAR

BITUTHANE FLASHING

ALUM. OR VINYL
WINDOWS

- COLOR TO MATCH

WINDOW

FASTENERS TYP.

PREFINISHED
"J' TRIM

OUTSIDE FOAM
CLOSURESTRIP

T
|
1/8" x 1" CONT—
NON CURRING |
BUTYL TAPE |
i

|

|

~—— LOW PERM PRIMER

BITUTHANE FLASHING

CONTINUOUS
'Z' GIRT

CORRUGATED METAL
SIDING

SEAL or TAPE EDGES
CONTINUOUS AND ALL
PENETRATIONS PER
MANUF,

RECOMMENDATIONS
(BY INSTALLER)

TYPAR COMMERCAIL WRAP

R-19 FIBERGLASS INSUL.

6" STL. STUD

5/8" DENSGLASS

OR DUROCK
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RC1 Roof Assembly

1. EPDM

2. Densdeck

3. 3" Poly-iso rigid insulation

4. Relocated existing decking or new metal decking — see structural

5. Relocated and sloped roof joists
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5| WALLTYPES
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W=1] EXTERIOR WALL — FROM 4'—0" ABOVE FIRST FLOOR FINISHED FLOOR

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

—

y\ !i 93 o

W-2] EXTERIOR WALL — TO 4’—0” ABOVE FIRST FLOOR FINISHED FLOOR(FLOOD PROOF)

Siding — Metal panel and mounting system.
2" Poly - Iso - Rigid Insulation

Sheathing - %" Densglass
Studs - 6" Galv. steel studs at 16" OC.

Gypsum Board - 5/8 in. thick, 4 ft wide Type X "Sheetrock" brand wallboard.
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112"=1-0"

6” 4” 2”0

Siding — Metal panel and mounting system.

2" Poly - Iso - Rigid Insulation

Sheathing -- %" Durock

Studs — 6" Galv. steel studs at 16" OC.

Interior Finish - 1/2 in. thick, Exterior Grade plywood
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