Inspections Division

AdMesh Viny! Coated Scrim 9x9

AdMesh Vinyl Coated Serim 9xg fs a Tightweight, parous fabric that
allows ai to flow through it. 1t is ideally sulted for signs, harners

ar as a protactive harier for scaffolding or bleachers. AdMesh Vinyl
Coated Sctim 9x9 can he used on most inkjet printing machines orcan
he sereen printed.

Applications:
Sereen printing

of Greater Portland

Propertles Test Methud Results
 Support Cloth 939 10000 Polyester
Weight _ 5041 b5 2 yd’
Type of Coaling ) PvC
| Width o 62"
Tensile Strength | s1ob(warp » fil1): 200 % 204 Jhs/inch
»  Heal Sealable

o Breathable
+  Flexible
«  HighTensile Strength

o ot i Tear Reststant

fAvailable Colors:

Standard Green Red

Staridard Jrange Bermuda Biue
BF Dlue Black
Standard Yelow C. Graen
Fluorescant Drange Gatumn Yellow

The aliove information on physical and chamical characterlstics is based

upoti test believed o e reliale. The values are intented only as a sousce

of Information. They ave given without guaranty and do not constitute a warranty.
The purchagar shauld independently determing prior {o use, he suitabllity of
this material for his/her specific purpost. {Data reprasents averages and s not
intended For use as a specifization.)




