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WATER SERVICE TRENCH DETAIL

N.T.S.


NOTE:

1.  RAMPS SHALL BE CONSTRUCTED IN


ACCORDANCE WITH AMERICANS WITH


DISABILITIES ACT (ADA).


2.  THE FULL DEPTH AND WIDTH OF THE


RAMP PER SECTION 4.29 OF THE ADA.


DETECTABLE WARNINGS SHALL


CONSIST OF RAISED TRUNCATED


DOMES A DIAMETER OF 0.90 INCHES, A


HEIGHT OF NOMINAL 0.20 INCHES AND


A SPACING OF 2.35 INCHES CENTER TO


CENTER.  THESE SHALL CONTRAST


VISUALLY WITH ADJOINING SURFACES.


3.  A TACTILE WARNING STRIP IS


REQUIRED WHERE RAMP ABUTS AREA


USED BY MOTORIZED VEHICLES.
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BARRIER FREE RAMP DETAILS

N.T.S.


BACKFILL WITH EXCAVATED


MATERIAL OR SELECT


BACKFILL AS REQUIRED
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STABILIZED CONSTRUCTION ENTRANCE DETAIL

N.T.S.


NOTE:


CONTRACTOR SHALL ADD STONE TO OR REMOVE AND RECONSTRUCT


THE STABILIZED CONSTRUCTION ENTRANCE AS MUD/SILT MATERIAL


ACCUMULATES


EXISTING


PAVEMENT
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EXISTING GROUND


FILTER FABRIC


MIRAFI 600X OR EQUAL
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