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BIKE HITCH MOUNTING DETAILB
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GALVANIZED U-CHANNEL

POST, 1.88 LBS/FT, SEE

DETAIL 'D' THIS SHEET
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SEWER PIPE

KOR-N-SEAL OR EQUIVALENT

FLEXIBLE PIPE CONNECTOR

PIPE CLAMPS, TYP

KORBAND

POSITION PIPE FLUSH WITH

INNER WALL

CONCRETE MANHOLE/

CATCH BASIN WALL

N.T.S.

PIPE CONNECTION TO EXISTING STRUCTURE DETAIL

D G INTERNATIONAL BARRIER FREE SYMBOL
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NOTE:

BARRIER FREE STALLS SHALL BE

DELINEATED WITH THIS SYMBOL

IN WHITE MARKING.
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REINFORCED CONCRETE PAD DETAILK
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FINISHED STREET GRADE

WIDTH VARIES

4" LOAM, SEED,

AND MULCH AS

DIRECTED BY

CITY ENGINEER

10" AGGREGATE BASE COURSE, TYPE "B" GRAVEL 

7" REVEAL

BRICKS LAID FLAT

1" DRY SAND-CEMENT MIX (6:1) FOR BASE

CLEAN SAND SWEPT INTO JOINTS

2" HOT BITUMINOUS PAVEMENT, GRADING "B" (19 mm)

GRANITE CURB

BRICKS TO BE USED:

NEW CONSTRUCTION:

4"x8" PINE HALL PATHWAY PAVER BRICK; MFG. BY PINE HALL BRICK CO., MADISON, NORTH CAROLINA.LACHANCE ITEM # 193623,

PINE HALL PATHWAY PAVER BRICK.

REPAIR /MAINTENANCE TO EXISTING BRICK SIDEWALKS: VERMONT PAVER; SUPPLIED BY GAGNE AND SONS.

SPECIFICATION NUMBER:“VERMONT BACKER BRICK”, ITEM NUMBER # VBBB

5' MINIMUM

N.T.S.

BRICK SIDEWALK WITH BITUMINOUS BASE

CITY OF PORTLAND

H

N.T.S.

BITUMINOUS CONCRETE PAVEMENT SECTION

STANDARD DUTY

I

4" BASE GRAVEL, MDOT 703.06 TYPE A (2" MINUS)

1

3

4

" HOT BITUMINOUS CONCRETE BINDER

PAVEMENT, ___mm

12" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)

1

1

4

" HOT BITUMINOUS CONCRETE SURFACE

PAVEMENT, 9.5mm

COMPACTED SUBGRADE IN ACCORDANCE

WITH THE GEOTECHNICAL REPORT AND

THE PROJECT SPECIFICATIONS

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE

SPECIFICATIONS AND THE GEOTECHNICAL REPORT.

N.T.S.

VERTICAL GRANITE CURB DETAILL

NOTES:

1. VERTICAL GRANITE CURB TO MEET MeDOT STANDARD SPECIFICATIONS

2. JOINTS SHALL BE MORTARED

3. JOINT SEPARATION SHALL BE 

1

4

" AND 

5

8

"

4. MAX. LENGTH OF STRAIGHT CURB STONES = 8'; MIN. LENGTH = 4'

5. CIRCULAR CURB REQUIRED FOR RADIUS LESS THAN 50'
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GRANITE CURB

(MEDOT 609 STANDARD)

P.C. CONC. PAVING

OR ASPHALTIC

CONCRETE PAVING

1
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" EXPANSION

JOINT FOR P.C.

CONC. PAVING ONLY

4" MIN. FOR AT LEAST

2

3

 OF LENGTH

6"

7
"


