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B10

5'-0" x 5'-0"
SUMP PIT
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SUMP PIT

U
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0'-3"  x 0'-3" EXG.
DRAINAGE TRENCH
AROUND PERIMETER

62 SF

ELEV.
MACH. RM

B01

ELEV. 1 PIT

CORRIDOR
B00

LAUNDRY CHUTE - NEW
MASONRY ENCLOSURE,
PATCH SLAB AS NECESSARY

EXISTING CHIMNEY STACK

62 SF

ELEV.
MACH. RM

B02

946 SF

UNFINISHED
B04

SUMP
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B12
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BOB

1514 SF

UNFINISHED
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8
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2
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2
A3.02

2.5
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1
A3.01

1
A3.01

PROVIDE LEVEL TRANSITION,
PROVIDE PIPE TO CONNECT TRENCH ON
EITHER SIDE OF PASSAGE TO MAINTAIN
UNINTERRUPTED DRAINAGE TO SUMP, INFILL
TRENCH TO LEVEL

LOW HEAD ROOM -
7'-0"

853 SF

HALL
B20

LAUNDRY
CHUTE
TERM.

B24

1 HOUR RATED WALL
ENCLOSURE AT LAUNDRY
CHUTE TERMINATION
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STAIR A
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1
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TRASH

B10B

103 SF

FREEZER
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MECHANICAL
B21

B10

B12

B02 B01
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22'-7 3/8" 6'-10 13/16"
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6'-6" 5'-8"
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8'-3"

10
"

6'
-2

 1
/4

"

7'-0"

ABANDONED STAIR
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W2

W2

W2

W5
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W2

W2

W2

W2

W6W6W6

W6

W6

W2

W2

W2

PATCH AS NECESS. AT
REMOVED RAISED PAD

PATCH AS NECESS. AT
REMOVED RAISED PAD

MAINTAIN DRAINAGE
TRENCH - TYP.

SCRAPE & PAINT ALL METAL
SHELVING AND CAGES - RESTORE

GATE HARDWARE  - TYPICAL.
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-1

0 
1/

4"

2'
-1

1 
5/

8"

SERVICE
ELEV.

W2

B11

ELEV.
VEST.

250 SF

REFRIG.
RECYC.

B10C

6'-1" 1'-0"

1'
-0

"
11

'-0
"

9'-6" 6"

B10B

B10C

ROOMS B10B & B10C WALLS. WALLS ARE TO BE CONSTRUCTED
ON 1/4" BITUMEN FELT PARTITION BEARING PAD. IN LIEU OF 5/8"
GYPSUM INTERIOR SHEATHING IS TO BE MR BOARD. CLAD
INTERIOR OF SPACES FLOOR TO DECK IN FRP SEALED PANELS.
ENSURE CONTINUITY OF SEALANTS AT ALL JOINTS AND
PENETRATIONS WITH APPROPRIATE UL SEALANT. PROVIDE
WEATHER SEALS AND TRANSITION AT DOORS.

NEW WALL  - STUD & GYP. BD.

NEW CMU WALL

NEW MASONRY INFILL

EXISTING CMU WALL

EXISTING STUD WALL

EXISTING MASONRY WALL

DEMO AND REMOVE

NEW WALL - 1 HOUR

NEW WALL - 2 HOUR

EXISTING DOOR

NEW DOOR

NEW WALL - SMOKE PART.
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WALL SECTION

SECTION DETAIL

PLAN DETAIL

WALL TYPE

FLOOR TYPE
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0 4'-0"2'-0" 8'-0" 16'-0" 1/8" = 1'-0"
1 SUB-BASEMENT - NEW WORK PLAN

 1/8" = 1'-0"
WALL TYPES LEGEND

 1/4" = 1'-0"
SYMBOL LEGEND
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SEE A1.01 FOR NEW WORK AND EDGE OF SLAB LEGEND
AND GENERAL NEW WORK NOTES,
SEE GN1.1 FOR GENERAL PROJECT NOTES


