
1ST FLOOR
62'-8 3/8"

2ND FLOOR
74'-8 3/8"

3RD FLOOR
85'-8 3/8"

4TH FLOOR
96'-8 3/8"

LOWER LEVEL
49'-2 1/2"

SUB-BASEMENT
39'-9"

5TH FLOOR
106'-8 3/8"

6TH FLOOR
116'-8 3/8"

7TH FLOOR
126'-8 3/8"

ROOF
139'-8 3/8"

ROOF ACCESS - STAIR B
141'-0 3/8"

ROOF - STAIR B - ROOF
ACCESS

149'-4 3/8"

LANDING - FEDERAL
STREET

58'-7 3/8"

EXISTING UNCLAD STAIR
PENTHOUSE AT HISTORIC
STAIR TO RECEIVE NEW
FIBERCEMENT CLADDING

EXISTING METAL

NEW WINDOWS CUT INTO
EXIST EXTERIOR WALL

BUILDING BEYOND

NEW COPPER FACE
TO EXIST CANOPY

REMOVE EXIST VENT, INSTALL
NEW WINDOW

REMOVE EXIST WINDOW AND INFILL
OPENING WITH BRICKWORK AND
CAST STONE TO MATCH EXISTING

FIBER CEMENT PANELS

MECHANICAL UNIT

REMOVE EXIST VENT,
INSTALL NEW WINDOW

NEW ROOF

NEW BRICK THIS SIDE
TO MATCH EXISTING
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ROOF LEVEL

CLEAN & PAINT
CANOPY SUPPORT RODS

REPAIR CANOPY

NEW DOOR TO HISTORIC ORIGINAL

REMOVE VENT & BRICK & INFILL WITH
CAST STONE TO MATCH

REMOVE
EXIST VENT,

INSTALL NEW
WINDOW

DEMO SILL & MASONRY DOWN TO SIDEWALK

REPAIR EXISTING CONCRETE
CURB AT THESE LOCATIONS

REPAIR AREAS OF
PATCHED STONE, TYP.

REPAIR CRACKED & DAMAGED
CAST STONE

GRIND RUST FROM ALL EXPOSED
LINTELS AND COAT WITH EPOXY, TYP.

REPAIR CAST STONE AT CANOPY, BOTH SIDES

CAST IRON SURROUND TO REMAIN, BOTH SIDES

CLEAN COPPER EXPANSION PLATE

REPAIR AREAS OF
PATCHED STONE, TYP.

CLEAN MILDEW STAINS FROM
FACE OF GRANITE AS NEEDED

REMOVE GRAFFITI

EPOXY COAT METAL FASTENERS

WRAP HEAD & JAMBS OF MASONRY
OPENING OF EXISTING WINDOW

WITH 1/4" BENT ALUM. PLATE

REMOVE EXISTING
CAULKING & REPAIR WITH

MORTAR TO MATCH
EXISTING

REPAIR CRACK

REMOVE LOOSE CONCRETE
FROM UNDERSIDE OF CANOPY
AND REPAIR

REPAIR

REPAIR CRACKS AT EXISTING LOW RELIEF CAST
STONE FRIEZE AND PILASTER
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EXTENT OF REPOINTING WORK

EXCHANGE STREET
ENTRY

60'-0 3/8"

NEW STAIR DOGHOUSE

8'-6"

6'-3"
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17'-0"31'-0 1/2"

NEW SCUPPER

26'-0"26'-0"24'-0"

NEW SCUPPER

REPLACE IN KIND ALL
CHIMNEY CAPS

A2.07
1

A2.03
4

INTERIOR WALL TO BE PAINTED DARK GRAY
AT HOUSEKEEPING WINDOW LOCATIONS &
EXISTING SASHES TO BE REPLACE WITH
OBSCURED GLAZING (FROSTED)

A2.07
4

10
A3.22

NEW ROLLING OVERHEAD DOOR AT
SERVICE ELEVATOR ENTRANCE.  SEE
2/A2.04 FOR ALTERNATE VIEW

REMOVE EXISTING
SIDEWALK WINDOWS AND

REPLACE IN KIND WITH
TEMPERED GLAZING, TYP.

EXPANDED ELEVATOR SHAFT

NEW ADDITION

NEW CORRIDOR ADDITION EXG. STAIR PENTHOUSE

EXISTING STEEL & GLASS WINDOW TO REMAIN - CLEAN
REPAIR & PAINT.  PROVIDE NEW PERIMETER SEALANT

REMOVE DOCK BUMPERS & SILL AND
REPAIR/RECONSTRUCT CAST STONE BEHIND

AAAAAA
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SCRAPE & PAINT
EXISTING GAS LINE

10

A5.02

10

A5.02

WALL RECESSED KNOX BOX

MARKET STREET

EXCHANGE STREET
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0 4'-0"2'-0" 8'-0" 16'-0" 1/8" = 1'-0"
1 EAST ELEVATION - MARKET STREET ELEVATION

KEY PLAN
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