
1ST FLOOR
62'-8 3/8"

2ND FLOOR
74'-8 3/8"

3RD FLOOR
85'-8 3/8"

4TH FLOOR
96'-8 3/8"

LOWER LEVEL
49'-2 1/2"

SUB-BASEMENT
39'-9"

5TH FLOOR
106'-8 3/8"

6TH FLOOR
116'-8 3/8"

7TH FLOOR
126'-8 3/8"

ROOF
139'-8 3/8"

EXISTING BRICK TO REMAIN.
PATCH AND REPAIR.

EXISTING BRICK TO REMAIN.
PATCH AND REPAIR.

CLEAN & PAINT
CANOPY SUPPORT RODS

REMOVE LOOSE CONCRETE
FROM UNDERSIDE OF CANOPY,

REPAIR & COAT

REMOVE ALUM. FACING ON
CANOPY, RESTORE ORIGINAL

BRONZE  DETAILS

REMOVE WINDOWS AND
INFILL OPENINGS

REMOVE WINDOW AND
WALL BELOW SILL AND INSTALL DOOR

NEW STAIRCASE ADDITION

NEW DOOR TO MATCH ORIGINAL,
SEE A8.03 AND A8.04

NEW BRICK TO MATCH EXISTING
ON NEW/RELOCATED  ELEVATOR
SHAFT WALL

FIBER CEMENT PANELS

REPLACE EXISTING
WINDOW

G A N N E T T
B U I L D I N G

3 9 0

CLEAN MILDEW STAINS
FROM FACE OF GRANITE &

JOINTS AS NEEDED

CLEAN WATER STAINS FROM
LEAKY CANOPY ABOVE

REMOVE GRAFFITI

REPAIR STONE AT ANCHOR
LOCATIONS, BOTH SIDES

REPAIR STONE AT ANCHOR
LOCATIONS, BOTH SIDES

REPAIR CAST STONE

CLEAN EXISTING ALUMINUM
WINDOW TRIM, BOTH SIDES

REPAIR CRACKED GRANITE

REPAIR MORTAR JOINT

G A N N E T T
B U I L D I N G

3 9 0

A2.04
4

EXISTING BRICK

EXISTING STAIR PENTHOUSE

NEW ROOF EDGING, COLOR TO
BE SELECTED BY ARCHITECT
FROM MAN. FULL RANGE OF
COLORS

ROOF EDGING, COLOR TO BE
SELECTED BY ARCHITECT FROM
MANF. FULL RANGE OF COLORS

NEW COPPER COPING, SEE A5.01

NEW COPPER COPING, SEE A5.01

A2.07
5

A2.03
5

FULL DIAMETER LAUNDRY
CHUTE VENT THROUGH ROOF

WITH EXPLOSION CAP

NEW COPPER CAP FLASHING
ON EXISTING CHIMNEY

REMOVE SALT STAINS;
RE-HONE AND POLISH  MARBLE CLADDING FULL
LENGTH OF ELEVATION

CLEAN CORRUGATED COPPER,
BOTH SIDES

B

1ST FLOOR
62'-8 3/8"

2ND FLOOR
74'-8 3/8"

3RD FLOOR
85'-8 3/8"

4TH FLOOR
96'-8 3/8"

LOWER LEVEL
49'-2 1/2"

SUB-BASEMENT
39'-9"

5TH FLOOR
106'-8 3/8"

6TH FLOOR
116'-8 3/8"

7TH FLOOR
126'-8 3/8"

ROOF
139'-8 3/8"

ROOF - STAIR B - ROOF
ACCESS

149'-4 3/8"

EXISTING ELEVATOR
PENTHOUSE

EXISTING DOOR TO FIRE ESCAPES
TO BE REMOVED. NEW WINDOWS
INSTALLED TO MATCH ADJACENT
ALUMINUM WINDOWS

EXISTING FIRE ESCAPE TO BE
REMOVED.

NEW ROOFTOP UNIT

NEW DOOR TO
MATCH ORIGINAL, EE

A8.03 & A8.04
REMOVE EXIST VENT,
INSTALL NEW WINDOW

REMOVE & REPLACE WINDOW TO
MATCH ADJACENT ALUM. WINDOWS

REMOVE EXIST VENT,
INSTALL NEW WINDOW

GL
AS

S

REPAIR AREAS OF INFILL AT FIRE
ESCAPE ANCHOR LOCATIONS WITH
MASONRY TO MATCH ADJACENT,
TYPICAL

REBUILD WHERE CORNICE
HAS BEEN REMOVED FOR
FIRE ESCAPE

REPAIR GROUT JOINTS

CLEAN/REPAIR FACE
OF CAST STONE

REPAIR DISCOLORED
AREA

REPAIR PATCHWORK TO
EXISTING CAST STONE

REPAIR DAMAGED CAST STONE

REPAIR CAST STONE AT FIRE
ESCAPE ANCHOR LOCATION

REMOVE NEW SLOPED CONCRETE PARGING &
RESTORE TO ORIGINAL CONDITION

REPAIR CRACKS WITH RESTORATION
MORTAR

9 1/2"

A2.05
1

10
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 R
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O
IN

T
10

%
 R
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O
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T

GL
AS

S

A2.07
2

NEW STAIR
PENTHOUSE

REMOVE & REPLACE SIDEWALK WINDOWS IN KIND
WITH TEMPERED GLAZING, TYP. - SEE WINDOW
DETAILS

L L R R

M

E

D

D

C

D

6TH FLOOR
116'-8 3/8"

7TH FLOOR
126'-8 3/8"

3 4 5 6 7 9 1082.5

LANDING - ROOFTOP
EXIT ACCESS

118'-11 3/8"
5

A2.03

5
A2.03

EXISTING STAIR
DOGHOUSE - REPAIR &

STRIP PAINT FROM
EXISTING LEAD-COATED

COPPER SIDING

EXIT CORRIDOR

ANGLED IN VIEW 8'-10"

NEW STAIR TOWER

11'-6 1/2"

10
'-0

"A5.01
5

A5.01
3

TOOTH IN NEW
MASONRY WALL TO

MATCH EXISTING

FIBERCEMENT
PANEL SIDING

2'
-3

"

7TH FLOOR
126'-8 3/8"

34567

910

8

5
A2.03

5
A2.03

NEW BRICK CLADDING TO
MATCH EXISTING, TOOTH NEW
MASONRY INTO EXISTING

. .

EXISTING ELEV. TOWER
AND OVERRUN

EXIT CORRIDOR

ANGLED IN VIEW

NEW STAIR TOWER

20'-6 9/16"

NEW TAPERED
INSULATION ROOFING,
COVERBOARD, AND
EPDM MEMBRANE

REBUILT PARAPET CAP

ADDED ELEV. TOWER
AND OVERRUN

REPOINT EXISTING MASONRY WALL

EXISTING STEEL FIXED
WINDOW - PAINT,

REPAIR & SEAL

7TH FLOOR
126'-8 3/8"

B C

1
A3.01

1
A3.01

D

LANDING - ROOFTOP
EXIT ACCESS

118'-11 3/8"

A5.02
1

A5.02
2

A5.02
4

NEW STAIR TOWER

17'-5 1/4"

RECONSTRUCTED ELEV.
TOWER AND OVERRUN
BEYOND

NEW BRICK CLADDING
TO MATCH EXISTING,
TOOTH NEW MASONRY
INTO EXISTING

SALVAGED STEEL
WINDOW REINSTALLED
IN REBUILT WALL -
PAINT REPAIR & SEAL
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0 4'-0"2'-0" 8'-0" 16'-0" 1/8" = 1'-0"
2 NORTH ELEVATION - CONGRESS STREET ELEVATION

0 4'-0"2'-0" 8'-0" 16'-0" 1/8" = 1'-0"
1 SOUTH ELEVATION - FEDERAL STREET ELEVATION

 1/8" = 1'-0"
3 ROOFTOP CORRIDOR - WEST ELEVATION

 1/8" = 1'-0"
4 ROOFTOP CORRIDOR - EAST ELEVATION

 1/8" = 1'-0"
5 ROOFTOP COORIDOR - NORTH ELEVATION
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