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4 - MEETING RAIL

2 - JAMB

1 - SILL

EXISTING STEEL LINTEL

UPPER SASH OF EXISTING
METAL FRAME WINDOW

EXISTING WOOD APRON

EXISTING PLASTER WALL
APPLIED DIRECTLY TO MASONRY
WALL - REPAIR AS NECESSARY

EXISTING METAL FRAME
WINDOW

EXISTING BLOCKING

LINE OF EXISTING MASONRY
WALL BEYOND
EXISTING CAST STONE SILL -
REPAIR AS NECESSARY

EXISTING PLASTER WALL
APPLIED DIRECTLY TO
MASONRY WALL - REPAIR AS
NECESSARY

EXISTING WOOD TRIM AT
JAMBS & HEAD

EXISTING METAL FRAME WINDOW

FACE OF EXISTING APRON
BELOW

EXISTING WOOD STOOL

EXISTING WOOD STOOL

EXISTING WOOD EXTENSION
JAMB WITH EXPOSED
FASTENERS & BRASS FINISH
WASHERS
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EXISTING WOOD EXTENSION
JAMB WITH EXPOSED SCREWS
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REPAIR AS NECESSARY

LOWER SASH OF EXISTING
METAL FRAME WINDOW
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JAMB WITH EXPOSED
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WASHERS

EXISTING WOOD EXTENSION
JAMB WITH EXPOSED
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WASHERS
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APPLIED DIRECTLY TO
MASONRY WALL
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EXISTING WOOD TRIM AT
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EXISTING WOOD EXTENSION
JAMB WITH EXPOSED SCREWS
& BRASS FINISH WASHERS

EXISTING METAL FRAME
WINDOW

3 - MULLION

EXISTING SHIMS

EXISTING BATT INSULATION IN
CAVITY

EXISTING BREAK METAL
EXTERIOR TRIM, PTD.

EXISTING WOOD-FRAMED BOX
MULLION

EXISTING WOOD STOOL

PLASTER WALL RETURN
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5 - HEAD

4 - MEETING RAIL

2 - JAMB

1 - SILL

EXISTING PLASTER WALL,
TO REMAIN

UPPER SASH OF EXISTING
WINDOW

NEW METAL STUD WALL

SALVAGED WOOD APRON,
REINSTALLED

NEW GYP FINISH

EXISTING WINDOW

NEW SOLID BLOCKING

LINE OF EXISTING MASONRY WALL
BEYOND
EXISTING CAST STONE SILL -
REPAIR AS NECESSARY

EXISTING PLASTER
WALL, TO REMAIN

SALVAGED WOOD TRIM AT
JAMBS & HEAD - REFINISHED &
REINSTALLED

NEW METAL STUD WALL

EXISTING WINDOW

FACE OF SALVAGED
APRON BELOW

NEW WOOD STOOL WITH
PROFILE TO MATCH
EXISTING

NEW WOOD STOOL WITH PROFILE
TO MATCH EXISTING

SALVAGED WOOD EXTENSION
JAMB WITH EXPOSED
FASTENERS & BRASS FINISH
WASHERS - REFINISH &
REINSTALL

3 
1/

2"
1 

1/
8"

9"

SALVAGED WOOD EXTENSION
JAMB WITH EXPOSED SCREWS
& BRASS FINISH WASHERS

EXISTING MASONRY WALL

LOWER SASH OF EXISTING
WINDOW

SALVAGED WOOD EXTENSION
JAMB WITH EXPOSED
FASTENERS & BRASS FINISH
WASHERS

SALVAGED WOOD EXTENSION
JAMB WITH EXPOSED
FASTENERS & BRASS FINISH
WASHERS

SALVAGED WOOD TRIM AT
JAMBS & HEAD - REFINISH &
REINSTALL

NEW GYP WALL

NEW METAL STUD WALL

2 1/16"

NEW GYPSUM RETURN
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NEW BLOCKING IN CAVITY
AS NEEDED
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2 1/16"

SALVAGED WOOD TRIM AT
JAMBS & HEAD - REFINISH &
REINSTALL

SALVAGED WOOD EXTENSION
JAMB WITH EXPOSED SCREWS
& BRASS FINISH WASHERS -
REFINISH & REINSTALL

EXISTING WINDOW3 - MULLION

EXISTING SHIMS

REMOVE WOOD TRIM, FILL
CAVITY WITH NEW LOW-
EXPANSION FOAM INSULATION,
REINSTALL TRIM

EXISTING BREAK METAL
EXTERIOR TRIM, PTD.

EXISTING WOOD-FRAMED BOX
MULLION

NEW WOOD STOOL TO
MATCH EXISTING

7 3/16"

EXISTING PLASTER WALL -
STABILIZE OR REMOVE LOOSE
PLASTER TO MAINTAIN LEVEL
SURFACE

3 7/8"

3 7/8"

3 7/8"

1 
1/

4"

NEW GYP WALL

NEW SPRAY FOAM INSULATION
AT WALL CAVITY

REMOVE PLASTER THIS AREA
AND PROVIDE SOLID BLOCKING
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0 3" 6" 1'-0"1 1/2" 3" = 1'-0"
1 EXISTING WINDOW & TRIM DETAILS

0 2'-0" 4'-0" 8'-0"1'-0" 3/8" = 1'-0"
NEW WINDOW ELEVATIONS

0 3" 6" 1'-0"1 1/2" 3" = 1'-0"
2 EXISTING WINDOW DETAILS WITH NEW FURRING WALL & TRIM

• REPLACE ANY DAMAGED WINDOW TRIM IN KIND & PAINT OR STAIN TO SUIT.  REFER TO FINISH SCHEDULE.
• TRAVEL STOP TO BE ADDED TO ALL GUESTROOM WINDOWS ALLOWING NO MORE THAN A 4" CLEAR VERTICAL OPENING.
• VERIFY ALL REPLACEMENT WINDOW DIMENSIONS IN FIELD TO ENSURE PROPER FIT & ALIGNMENT WITH ADJACENT WINDOWS.

WINDOW SCHEDULE

Type Mark
R.O.

Type Manufacturer Model Detail CommentsWidth Height

A 4'-0" 6'-0" Universal 1199 2/A8.10
B 4'-0" 7'-0" 2-Double Hung Universal 1199 2/A8.10
C 3'-9" 5'-9" Double Hung Universal 1199 2/A8.10
D 3'-9" 6'-0" Double Hung Universal 1199 2/A8.10
E 3'-9" 7'-0" Double Hung Universal 1199 2/A8.10
F 3'-9" 7'-6" Double Hung Universal 1199 2/A8.10
G 3'-4" 6'-0" Double Hung Universal 1199 2/A8.10
H 3'-4" 7'-0" Double Hung Universal 1199 2/A8.10
J 4'-0" 2'-0" Press Hotel Basement Window Marvin 4/A8.11
K 4'-4" 3'-2" Fixed Marvin 4/A8.11
L 4'-4" 3'-6" Fixed Marvin 4/A8.11
M 4'-4" 7'-6" Double Hung Universal 1199 2/A8.10
N 4'-4" 7'-0" Double Hung Universal 1199 2/A8.10
P 4'-0" 3'-6" Press Hotel Basement Window Marvin 4/A8.11
Q 4'-0" 2'-6" Press Hotel Basement Window Marvin 4/A8.11
R 4'-0" 3'-0" Press Hotel Basement Window Marvin 4/A8.11
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