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EXISTING CMU WALL

EXISTING STUD WALL

EXISTING MASONRY WALL
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NEW WALL - 1 HOUR

NEW WALL - 2 HOUR

EXISTING DOOR
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NEW WALL - SMOKE PART.
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FREIGHT
ELEVATOR

DEMO STAIR
TO LOWER LOWER

EXISTING STAIR  TO BE
ABANDONED IN PLACE

A

A

A.8

B.4

DD

C.1

C.5
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2.5

2.5

DEMO & REMOVE
ELECTRICAL PANEL

DEMO & REMOVE
RAISED CONCRETE PAD

DEMO & REMOVE
RAISED CONCRETE PAD

DEMO MASONRY WALL
AND SPACE BEHIND FOR
LAUNDRY CHUTE

DEMO & REMOVE PLASTER
CEILING & FRAMING THIS AREA

REMOVE EXISTING FREIGHT
ELEVATOR CAR, DOORS, AND

ASSOCIATED
INFRASTRUCTURE

METAL CAGING TO BE
REMOVED/SALVAGED
OWNER TO HAVE THE
FIRST RIGHT OF
REFUSAL

EXISTING SHELVING
TO BE SALVAGED
OWNER TO HAVE THE
FIRST RIGHT OF
REFUSAL

1
A3.01

1
A3.01

NOTES:

• ALL STEEL COLUMNS THIS LEVEL ARE ENCASED IN CONCRETE
• STEEL BEAMS THIS LEVEL ARE TYPICALLY CONCRETE ENCASED

WITH EXPOSED BOTTOM FLANGES

EXISTING THICKENED
SLAB ABOVE TO REMAIN

1
A3.02

1
A3.02

17.7

17.7

SUMP SUMP
EXISTING DEPRESSED SLAB

7'-8"

1. DEMOLISH AND REMOVE INTERIOR
PARTITIONS AS INDICATED BY DASHED LINES
AND AS NOTED ON THE PLANS AND/OR FOR
THE PREPARATION OF THE WORK AS
INDICATED ON OTHER DRAWINGS.

2. DEMOLISH AND REMOVE ALL EXISTING
MECHANICAL, AND PLUMBING SYSTEMS.
ELECTRICAL SYSTEMS REMOVED
THROUGHOUT BUILDING - SEE ELECTRICAL
PLANS FOR SALVAGE AND MAINTAINING OF
ELECTRICAL SERVICE GEAR IN ELECTRICAL
ROOMS FOR RE-USE.

3. ANY NECESSARY SHORING IS THE
RESPONSIBILITY OF THE CONSTRUCTION
MANAGER OR DESIGNATED SUB-CONTRACTOR.
ASSUMED BEARING LOCATIONS THROUGH
BUILDING ARE TO BE VERIFIED PRIOR TO ANY
DEMOLITION OF MAJOR BUILDING
COMPONENTS AND FINDINGS COMMUNICATED
TO THE ARCHITECT AND ENGINEER.

4. AT ALL NEW MASONRY OPENINGS, AT NEW
DOORS, ETC., MASONRY SHALL RETURN INTO
OPENING AND BE TOOTHED-IN WITH LIKE
MATERIAL AND FINISH TO PROVIDE CLEAN
MASONRY OPENING FOR NEW WORK.

5. SALVAGE ALL WOOD TRIM FOR RE-USE. ALL
MATERIAL MUST BE CATEGORIZED AND
STORED IN PROTECTED AREA.

6. EXISTING ELEVATOR CARS AND HOIST
EQUIPMENT TO BE REMOVED AND SHAFTS
PREPARED FOR NEW WORK.
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EXISTING
SUMP PIT

FREIGHT
ELEVATOR

EXISTING STAIR
TO LOWER LEVEL

EXISTING
6'0" x 4'8"

SUMP PIT

EXISTING STAIR TO
LOWER LEVEL

EXISTING
TRENCH

DRAIN

EXISTING OPENING
7'-0" x 6'-1"

EXISTING
ELECTRICAL
PANEL

EXISTING RAISED
CONCRETE PAD

EXISTING RAISED
CONCRETE PAD

ABOVE:
EXISTING THICKENED
CONCRETE SLAB AT
HISTORIC SCALE

EXISTING RAMP

EXISTING SEWER OUTLET
79" ABOVE SLAB

EXISTING SEWER
OUTLET
84" ABOVE SLAB

EXISTING METAL
CAGING

EXISTING SHELVING

1
A3.01

1
A3.01

NOTES:

• ALL STEEL COLUMNS THIS
LEVEL ARE ENCASED IN
CONCRETE

• STEEL BEAMS THIS LEVEL ARE
TYPICALLY CONCRETE
ENCASED WITH EXPOSED
BOTTOM FLANGES SEE BEAM
ENCLOSURE TYPE 2

ABOVE: EXISTING PLASTER AND CONCRETE CEILING

EXISTING
PERIMETER

TRENCH,
TYPICAL THIS

LEVEL

EXISTING FREIGHT
ELEVATOR

EXISTING CONCRETE
ENCASED COLUMN,

TYP.

EXISTING STAIR TO
LOWER LEVEL

1
A3.02

1
A3.02

17.7

17.7
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 1/8" = 1'-0"
WALL TYPES LEGEND

0 4'-0"2'-0" 8'-0" 16'-0" 1/8" = 1'-0"
2 SUB-BASEMENT - DEMOLITION PLAN
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1 SUB-BASEMENT - EXISTING CONDITIONS PLAN
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