®
(2

® 6 ®© ® ® 0 0O 00 ® ® @ @@ e ® |
CELING LEGEND 2 AN MEETING STRUCTURE e

\43.09/ ROOM #2__ EXISTING STREET ~ STORAGE
005 LEVEL WINDOWS

TYPES ?

Reviewed for Code Compliance

01 4 Inspections Division
Approved with Conditions

WOMEN Date: 01/22/14

PAINTED EXPOSED PNT. EXP. 004

I

MEN
003

STRUCTURE | LAUNDRY STRUCTURE

021
RESTORED CONCRETE STRUCTURE
TREATED WITH STAIN /SEALANT

AS NOTED/APPROVED BY ARCHITECT

|
|
| |
|
|

INSULATED GYP BD. CEILING
CEILING

2X4 ACOUSTIC
TILE CEILING

— — A.6

LLC
P.O. Box 7486
Portland, ME 04112

<m

WOOD SLAT
CEILING

=

/
119 Development,

f—

Prepared For:

i
PNT. EXP.

%§~A_
o o T

(e

_ STRUCTURE /1 STOB§§E @

Mjw T N

— ikt
PREFUNCTION T e e
IGALLERY

LIGHTING

RECESSED LIGHT ©

WALL SCONCE LIGHT @

1T

LR

. I T T
. SR R P e e

-

<]

=

<)

—

2X4 FL. LIGHT

|

T =
&)
/HP16
@

CGEQ

1X4 FL RESCENT TROFFER
UORESC © =

TRACK LIGHTING

®
N
Consultant

BATHROOM COVE FOR E—
LIGHTING AND MECHANICAL

SEE ELECTRICAL DRAWINGS AND
SPECIFICATIONS FOR LIGHTING TYPES

MECHANICAL

%

/

-
y

%
\
\
\
©)
CHETYPI
architects

o |lleNT. EXP.
% p3|| STRUCTURE
- : L

R e R ]
e ﬁ\ﬁw y‘

|
PNT. EXP.

| -
|

| STRUCTURE
| | |

|

|

|

\
|
| |
6'-6 6'-6 5'-4" 1'-2" |
RETURN BREAK 4 f T ® | | |

ROOM MENS | WOMENS \ \ FITNESSJ 24 \we JAN. COATS | T@T | PNT. EXP.
|
|

|
EMPLOYEE / y ot

SUPPLY

»
| |

023 024 025 026 027 028 009 b STRUC]\URE o WH

LINEAR SUPPLY — N O
8) MEETING (77

- 2 1) BOH@ BOARD MEETING
AR \43.02/ @ © © O, © Q ® D© \a3.027AcCESSY ROOM | ®@ @ROOM #1A |~ ROOM #1B

HEAT PUMP 011 010 001A 001B

|

)
</
(207) 772-6022 Fax (207) 772-4056

S
-
a

48 Union Wharf Portland, Maine 04101

2 |LOWER LEVEL - RCP

SEE MECHANCIAL DRAWINGS AND | 1/8"=1'-0 020" 440 8-0" 160"
SPECIFICATIONS FOR MECHANCIAL
UNITS AND DIFFUSER TYPES

NOTE: ALL AREAS IN THE SUBBASEMENT ARE
LI FE SAF ETY EXPOSED PAINTED EXISTING STRUCTURE UNLESS
ﬂ NOTED OTHERWISE OR REQUIRED BY EQUIPMENT
—
g &

DRY
LIFE SAFTY DEVICES, SEE _STORAGE

ELEC. & FA DRAWINGS
® O 310

®
@)

390 CONGRESS STREET
PORTLAND, ME 04101

A NANANANAN
SIS TU S m UV SSSSS

/\H

l

l
Project

AN
——

SN
SRy

SRS

o®
s

FREEZER K W T W ' lroom | . W © | MECHANICAL W

B21 W
N | \

COOLER 1 Exp. , — || =

1| STRUCTURE || \ &= ©

®
PRODUCE D T | L SE MR- ; I il
S

L — — — — — — 7 —
SMOKE SCREEN — ‘\\‘ke“:“‘\\\‘\‘kg“&‘\‘\\\‘\\“‘
_ W NN |

SEE ELECTRICAL DRAWINGS AND
SPECIFICATIONS FOR LIGHTING TYPES

@

ANV

S BEER

- B B . T o T T S ——— N LR ] ‘ L

] T T 1B

eSS = Il ELEV. 1 PIT = = UNFINISHED
| “ 3 ®BE == B22

n N =K $ N W 1514 SF W

GENERAL CEILING NOTES

1. FULL BUILDING; EXISTING BUILDING STRUCTURE IS
COMPRISED OF A MIXTURE OF CONDITIONS
INCLUDING; FIRE RATED STEEL & CONCRETE AND
UNTREATED STRUCTURE. WORK IS TO COMPLY
WITH CONSTRUCTION RATING REQUIREMENTS
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SHOW IN LIFESAFETY DOCUMENTS, COLUMN, WALL
AND FLOOR UL ASSEMBILIES, TO PROVIDE FOR A
FULL AND COMPLETE RATED BUILDING
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ASSEMBILIES AS NOTED GOVERNING CODES, T | i : | EE E

REGULATIONS AND RATED ASSEMBILIES:

INCLUDING BUT NOT LIMITED TO THE IBC, NFPA, AND H———— 83— | H—% —
BY THE AHJ. SEE A4.00-A4.03 FOR GENERAL f T RE ‘ - :
CONSTRUCTION CONDITIONS.

2. SUBBASEMENT - TREAT PARTIALLY EXPOSED
BEAMS WITH INTUMESCENT FIRE RATED PAINT.

3. LEVEL 1 RESTAURANT - REMOVE PLASTER & LATH
BEAM WRAP TO CONCRETE BEAM WRAP. PLUG,
PATCH AND RESTORE EXG CONCRETE TO LEVEL
SPECIFIED BY RESTAURANT DESIGNER.
RESTORATION TO INCLUDE CASTING OF CAPITALS
AT COLUMNS TREATED WITH INTUMESCENT PAINT
(5B & 5C).

4. LEVELS 2-7 GUESTROOMS ARE COMPRISED OF 3
GENERAL CEILING AREAS; ENTRY AREAS,
BATHROOM BLOCK (BATHROOM, CLOSET, MISC),
AND LOFTED GENERAL AREAS. CEILINGS IN ENTRY

11EB I
AND BATHROOM AREAS ARE TYPICALLY NOTED
ON RCP.
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5. LEVELS 2-7 GUESTROOMS: WHERE CLOSETS - - o o - o - - o o o o - -

OCCUR AWAY FROM THE BATHROOM BLOCK \ \ \ | REFRIG. | REFRIG. \ \ | |
PROVIDE GYPSUM CEILING AT THE HEIGHT OF THE
BATHROOM WHETHER SHOWN OR NOT. RECYC.__ TRASH __|
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AT

CHANNEL CEILINGS APPLIED TO DECK, TYPICALLY.
7. LEVELS 2-7 GUESTROOMS; IN ADDITION OR IN a

CONCERT WITH STRUCTURE RATING WORK WRAP A @ @ @ @ @ @ @
ALL EXISTING BEAMS WITH GYPSUM AS SHOWN IN w

TYPICAL INTERIOR DETAILS , SEE TYPICAL GUEST
ROOM BEAM WRAP IN A-400 SERIES.

6. LEVELS 2-7 GUESTROOMS; IN LOFTED GENERAL B10C B10B
AREAS APPLY 5/8" GYPSUM BD ON 1/2" HAT
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