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PRODUCT INFORMATION ™ PRODUCT INFORMATION ™ Date: 04/03/15
CEATURES, TrueAlert™ ES (STYLE 4 SLC) VISIBLE ONLY NOTIFICATION APPLIANCES 49VO SERIES CEATURES, TrueAlert™ ES (STYLE 4 SLC) VISIBLE ONLY NOTIFICATION APPLIANCES 49VO SERIES —
. . AN N
INDIVIDUALLY ADDRESSED WALL MOUNT VISIBLE WEATHERPROOF CONFIGURATION INDIVIDUALLY ADDRESSED WALL MOUNT VISIBLE APPLIANCE CONFIGURATION SETTINGS B R T s C *:J N
NOTIFICATION APPLIANCES WITH EFFICIENT ELECTRONIC DIP SWITCH NOTIFICATION APPLIANCES WITH EFFICIENT ELECTRONIC POSITION 1: CONFIGURATION CONTROL — LOCAL &/OFQ, PANEL (ON) CONFIGURATION CONTROL OR WHITE SKIRT NO. 4905-9940 Z
HIGH INTENSITY XENON STROBE PROVIDES: APPLIANCE CONFIGURATION SETTINGS ACCESSABLE FROM REAR HIGH INTENSITY XENON STROBE PROVIDES: POSTION 20 AUDIBLE VOLME o HICH gOEFrF ’oLgFF( N) APPLANCE DIP SWITCH BACKPLATE — ) 22
o SUPERVISION OF EACH INDIVIDUAL APPLIANCE'S WIRING AND POSITION 1: CONFIGURATION CONTROL — LQCAL &OFQ, PANEL (ON) « SUPERVISION OF EACH INDIVIDUAL APPLIANCE’S WIRING AND POSITION 4: LEGACY NAC MODE — SET TO OFF ACCESSABLE FROM REAR ~
CONNECTIONS POSITION 23 AUDIBLE VOLUME - HIGH gOFF, LOW (ON) CONNECTIONS POSITION 5.6.7 UNUSED — SET TO OFF — i Q 8
o ABILITY TO CONNECT USING "T” TAPPING FOR CLASS B/STYLE 4 POSITION 3 CANADIAN HORN MODE — SET TO _OFF < ABILITY TO CONNECT USING "T” TAPPING FOR CLASS B/STYLE 4 POSITION 8 CLEAR/COLOR LENS — ALARM (OFF), ALERT (ON)  COVER OPTIONAL — Q X
POSITION 4: LEGACY NAC MODE — SET TO OFF , <
CIRCUTS TO SIMPLIFY WIRING DOSTION 567 UNUSED = SeT 16 OFF CIRCUITS TO SIMPLIFY WIRING LENS COVER FOR 0 - o
o HORNS CONTROLLED SEPARATELY FROM STROBES ON THE SAME ,6,7: - « HORNS CONTROLLED SEPARATELY FROM STROBES ON THE SAME COLORED LENS Q : 2
2-WIRE CIRCUIT ALLOWING "ON—UNTIL-SILENCED” AND POSIION 8: ~ CLEAR/COLOR LENS — ALARM (OFF), ALERT (ON) 2-WIRE CIRCUIT ALLOWING "ON—UNTIL-SILENCED” AND "@ V) E: L33
ON-UNTIL RESET". IMPORTANT! ON—UNTIL RESET". IMPORTANT! ~— / 0 (EB 223
o XENON STROBE OUTPUT IS MANUALLY SELECTABLE FOR 15, 30, 75, o XENON STROBE OUTPUT IS MANUALLY SELECTABLE FOR 15, 30, 75, , Baman S Oxr
110, 135 AND 185 CANDELA OR "FACP”. THE "FACP” SETTING ALLOWS WALL MOUNT INSTALLATION 110, 135 AND 185 CANDELA OR "FACP”. THE "FACP” SETTING ALLOWS WALL MOUNT INSTALLATION H/ — =/ % | - 233
THE 4100 TO PROGRAM THE CANDELA SETTING. HEIGHT REFERENCE THE 4100 TO PROGRAM THE CANDELA SETTING. HEIGHT REFERENCE / . | 8388
o IN/OUT WIRING ACCESSIBILITY FROM FRONT OF HOUSING PROVIDES ELECTRICAL BOTTOM OF LENS « IN/OUT WIRING ACCESSIBILITY FROM FRONT OF HOUSING PROVIDES ELECTRICAL BOTTOM OF LENS 4" SQUARE x 1 1/2" DEEP BOX 8 | & E8F
EASY ACCESS FOR INSTALLATION, INSPECTION, AND TESTING BOX OUTLINE IS ETHER EVEN WITH WEATHER PROOF BOX 1-5/8" DEEP EASY ACCESS FOR INSTALLATION, INSPECTION, AND TESTING BOX OUTLINE IS EMHER EVEN WITH 2] (RACO NO. 231 OR 232) S | 8 K=
o MAGNETIC TEST DIAGNOSTICS TO ASSIST CHECKOUT AND TESTING OR SLIGHTLY ABOVE SIMPLEX. 49WPBB_AWOWR o MAGNETIC TEST DIAGNOSTICS TO ASSIST CHECKOUT AND TESTING OR SLIGHTLY ABOVE SUPPLIED BY CONTRACTOR 2
OF APPLIANCES AND WIRING N S— BOTTOM OF SIMPLEX 49059899 OF APPLIANCES AND WIRING ‘ BOTTOM OF INTENSITY SELECTION  NOTE: NO CONDUIT ENTRY IN
* UL LISTED TO STANDARD 1971 COMPATABLE. BOXES * UL LISTED TO STANDARD 1971 COMPATABLE. BOXES THE REAR OF THE BACK BOX
CONDUIT CUTOUTS ARE PROVIDED ADDRESS SETTING PLUG, ACCESSIBLE
LED INDICATOR AND MAGNETIC TEST FEATURE: ON ALL FOUR SIDES. LED INDICATOR AND MAGNETIC TEST FEATURE: oP SWITCH ONLY FROM REAR OF
o LED INDICTOR CAN BE ELECTED TO DISPLAY EACH POLLING CYCLE o LED INDICTOR CAN BE ELECTED TO DISPLAY EACH POLLING CYCLE MAGNETIC TEST ACCESSABLE. FROM REAR HOUSING; FACTORY
TO INDICICATE APPLIANCE SUPERVISION TO INDICICATE APPLIANCE SUPERVISION LOCATION goDJTlgngLSEDFAé:YP'PANEL
o WHEN THE TrueAlert CONTROLLER IS IN DIAGNOSTIC MODE, THE TT-IEPAEBZI'ZIREEI?E%EE%ETFI\II%FT ADDRESS. SETTING INTENSITY SELECTION o WHEN THE TrueAlert CONTROLLER IS IN DIAGNOSTIC MODE, THE T':IFEPAEJTZIREESE%EEEEWT :
MAGNETIC TEST PULSES THE LED TO INDICATE APPLIANCE ADDRESS 80" LESS THAN B AMD NOT PLUG, ACCESSIBLE MAGNETIC TEST PULSES THE LED TO INDICATE APPLIANCE ADDRESS 80" s Thal 8o anD NOT SEMI=FLUSH MOUNTING STROBE INTENSITY SETTING
AND IS SELECTABLE TO ALSO BRIEFLY FLASH THE STROBE TO MIN. CREATER THAN 96" ABOVE R DIP SWITCH ONLY FROM REAR OF AND IS SELECTABLE TO ALSO BRIEFLY FLASH THE STROBE TO MIN. )
[R HOUSING; FACTORY GREATER THAN 96” ABOVE VIEWABLE THROUGH THE
CONFIRM OPERATION THE FINISHED FLOOR. E .Q SETTING 'lS FACP CONFIRM OPERATION THE FINISHED FLOOR. TrueAlert V/O UNITS— DIP SWITCH ADDRESS CHART RIGHT SIDE OF THE COVER
TrueAlert 2-WIRE_ADDRESSABLE CONTROL OF VISIBLE “L"QSET%',S TEST SURFACE MOUNTING CONTROLLED BY PANEL. TrueAlert 2—-WIRE_ADDRESSABLE CONTROL OF VISIBLE RESERVED FOR DIP SWITCHES 5 & 6—>
AND AUDIBLE NOTIFICATION ACTIVATES APPLIANCES WITH: AND AUDIBLE NOTIFICATION ACTIVATES APPLIANCES WITH: ERVD O <
o HORNS SOUNDED AS TEMPORAL OR MARCH TIME PATTERN, OR ON STROBE INTENSITY SETTING o HORNS SOUNDED AS TEMPORAL OR MARCH TIME PATTERN, OR ON MOUNTING INSTRUCTIONS:
CONTINUOUSLY, CONTROLLED SEPARATELY FROM VISIBLE APPLIANCES LSB MSB TrueAlert V/O UNITS— DIP SWITCH ADDRESS CHART CONTINUOUSLY, CONTROLLED SEPARATELY FROM VISIBLE APPLIANCES 1S3 VSB 0000 | 1000 [0100 [1100
ON THE SAME TWO-WIRE CIRCUIT ON THE SAME TWO-WIRE CIRCUIT 5 o000 s 137 18 1. BRING THE BUILDING WIRING THROUGH THE RECTANGULAR OPENING IN THE BACKPLATE.
| >] RESERVED FOR <—DIP SWITCHES 5 & 6—> MOUNTING INSTRUCTIONS: | = 2. CONNECT THE BUILDING WIRES TO THE BACKPLATE.
TrueAlert NOTIFICATION APPLIANCE DESIGN PROVIDES I FUTURE USE SPECIFICATIONS: | [ 1000 | 1 7 | 35 | 49
FLEXIBLE, EASY, AND CONVENIENT FLUSH OR SURFACE WALL BOX MOUNTING 123456 78 © SET THE APPLINCE ADDRESS AND CONFIGURATION SETTINGS : f [T23% 678 | 0100 2 8 [ 34 | 50 3. SECURE THE BACKPLATE TO THE ELECTRICAL BOX BY USING THE PROVIDED HARDWARE.
inlul=I=]=]u]n 0000 | 1000 ) 0100 |1100 - : STROBE: ] T DIP SWITCHES | 1100 ] 3 | 19 [ 35 | 51 INSTALLED WITH THE WRITING "INSTALL THIS SIDE UP” AT THE TOP.
SPECIFICATIONS: = 0000 | 0O 16 | 32 | 48 2. BRING THE BUILDING WIRING THROUGH THE RECTANGULAR OPENING IN THE APPLIANCE. RATED VOLTAGE RANGE: 17 TO 31 VRMS 1=0N = 1 THRU 4 [0010[ 4 20 | 36 | 52
STROBE: 1000 | 1 7 133 [ 49 3. ASSEMBLE THE HOUSING ONTO THE WEATHERPROOF BACKBOX ASSURING SUPERVISORY REQUIREMENTS: 1 UNIT LOAD C NoT 1010 5 21 | 3/ |53 4. ATTACH THE COVER TO THE APPLIANCE.
RATED VOLTAGE RANGE: 23 TO 31 VRMS (=" 0100 2 8 | 34 |50 EVEN CONTACT WITH THE GASKET AROUND THE PERIPHERY STROBE FLASH RATE: 1 Hz USED 0110 6 | 22 | 38 | 54 5. SET THE APPLIANCE ADDRESS AND CONFIGURATION SETTINGS.
SUPERVISORY REQUIREMENTS: 1 UNIT LOAD 1=0N 0=0FF UNS%TD DIP SWITCHES | 1100 | 3 9 135 | 51 ' 11101 7 23 | 99 | 55 6. ATTACH THE ASSEMBLED APPLIANCE ONTO THE BACKPLATE
STROBE FLASH RATE: 1 Hz 1 THRU 4 (00101 4 20 | 36 | 52 4. USING THE MOUNTING HOLES INDICATED IN THE FIGURE ABOVE, ASSEMBLE THE MODEL NUMBER| COVER |LETTERING | LENS ~|CURRENT VALUES ARE UL 1971 MAX RATING FOR THE GIVEN VOLTAGE LEVEL 0001 8 24 | 40 | 56 ‘ ‘
UL 1971 UL 1638 TR 2)(1)118 g g % gz’: HOUSING TO THE BACKBOX. TIGHTEN THE SCREWS TO RECOMMENDED TORQUE COLOR | COLOR | COLOR [ VOLTAGE I~ 15cd 0cd Z5ed [ 110cd 1 T35¢d T 1850 1001 1% %2 j:; gg
MODEL NUMBER |HOUSING | LETTERNG | | -, 049" C 00 C 10 —35 C 10T 7 T 25 T 39 55 5. ASSEMBLE THE COVER TO THE WEATHERPROOF BACKBOX USING THE CLEAR 12; 35&”3 3047 3057 1 0190 811 % *86126$4 *2()2221 0T T T T 27 T 45 59
15¢d 75cd | WP 75cd |WP 185cd| WP 75¢d WP 185cd 0001] 8 | 24 | 40 | 56 SCREWS PROVIDED. TIGHTEN THE SCREWS TO RECOMMENDED TORQUE. 49VO-WRF(-BA)|  RED WHTE  1iBER 7 T25 vRws | 0.05¢ | 0078 | 0128 | 0184 | 011 : 00111 12 | 28 | 44 [ 60
49VO-WRFO(=BA)| RED WHITE |23 VRMS [ 0.060 | 0.160 | 0.160 | 0.185 | 0.212 | 0.239 1001 9 | 25 | 41 |57 BLUE. [17 VRMS | 0.067 | 0103 | 0171 | 0.250 | *0.282 10111 13 | 29 | 45 | 61
49VO-WWFO—BA | WHITE RED |23 VRMS| 0.060 | 0.160 | 0.160 | 0.185 | 0.212 | 0.239 OT0T[ 10 | 26 | 42 [ S8 ¥10cd | *20cd | *45cd | #75cd | *95¢d NOT O1111 14 | 30 | 46 | 62
49VO—-APPLW=0 23 VRMS | 0.060 | 0.160 | 0.160 | 0.185 | 0.212 0.239 o1 11 1 27 L 45 | 59 23 VRMS | 0.054 SUPPORTED nitLe | o 1y L8
WP BACKBOX AND ULC RATINGS 0011 12 gg 441 60 49VO-WWF(~BA)| WHITE Rep | OREEN VRS T 0067 8%? %11%? 81223 **%221812
49V0—APPLW-CO COgE§A§A§%E$ED ;;OLJ;\;E g?i% 03?%% 071522 2)?” 12 30 12 g; 49V0 490 49V0 49V0 *3cd *7cd | *i5cd | *30cd | *37cd 49V0 49V0 49V0 49V0
: - - 1111 15 | 31 | 47 | 63 RED [23 VRMS | 0.054 | 0078 | 0128 | 0. 0211
49V0-WRFO-C RED | WHITE |23 VRMS 0.143 0.150 0.168 1 2 1 2 1 2 1 2 17 VRMS | 0.067 0.103 0.171 8;2; *+() 289 1 2 1 2 1 2 1 2
. -@® CKI@ H ~® CKI®)+ -@® CKI@ + -@® CKI@)+ ‘ : : . : -@® CKI@ + ~® CKI@® + -@ CKI@ + -@ CKI@ +
GENERAL SPECIFICATIONS: , , , * VISIBLE OUTPUT RATING FOR THE GIVEN LENS COVER COLOR AT THE APPLIANCE SETTING.
HOUSING DIMENSIONS (INCLUDING LENS): 5 1/8”" H X 5" W X 2 5/8" D (130 mm X 127 mm X 67 mm) % 17 VOLT CURRENT SHOWN AT THE HIGH CANDELA SETTINGS IS FOR USE WITH 4009T ONLY.
TEMPERATURE RANGE: 31" TO 120 F (~35' 10 49' C) FROM TrueAlert COMPATIBLE  f/c _ / [\ sic- sie- /N J) e/ )/ FROM TrueAlert COMPATIBLE (¢ _ / [\ sic- sie- /N J\ se-/ )/
HUMIDITY RANGE: 10% TO 93% NON—-CONDENSING AT 104' F (40" C) SLC CONTROLLER (SEE NOTES) 13[¢ + T 7\ SLC CONTROLLER (SEE NOTES) 3¢ + ) m— 7
CONNECTIONS:  TERMINAL BLOCKS FOR 18 TO 12 AWG + SLC + SLC + + SLC + SLC +
WIRING NOTES: WIRING NOTES:
: GENERAL SPECIFICATIONS: 1. REFER TO FIELD WIRING DIAGRAMS OF THE DRIVING TrueAlert COMPATIBLE CONTROLLER FOR ADDITIONAL SLC WIRING INFORMATION.
1. REFER TO FIELD WIRING DIAGRAMS OF THE DRIVING TrueAlert COMPATIBLE CONTROLLER FOR ADDITIONAL SLC WIRING INFORMATION. . ] » » » 2. NOTIFICATION APPLIANCES ARE RATED PER INDIVIDUAL NAMEPLATE LABEL.
2. NOTIFICATION APPLIANCES ARE RATED PER INDIVIDUAL NAMEPLATE LABEL. HOUSING DIMENSIONS (INCLUDING LENS): 5 1/8" H X 5° W X 2 5/8" D(130 mm X 127 mm X 67 mm) 3. MAINTAIN CORRECT POLARITY ON TERMINAL CONNECTIONS. DO NOT LOOP WIRES UNDER TERMINALS.
3. MAINTAIN CORRECT POLARITY ON TERMINAL CONNECTIONS. DO NOT LOOP WIRES UNDER TERMINALS. TEMPERATURE RANGE: 32" TO 120" F (0" TO 49" C) ) 4 ALL TrueAlert SLC WIRING CONNECTIONS ARE SUPERVISED AND POWER—LIMITED.
4. ALL TrueAlert SLC WIRING CONNECTIONS ARE SUPERVISED AND POWER-LIMITED. HUMDITY RANGE: _ 10% TO 95% NON-CONDENSING AT 104 F (40" C) 5. POWERING THE V/O FROM AN APPLIANCE POWER SOURCE LESS THAN 17 VDC OR GREATER THAN 32 VDC MAY CAUSE PERMANENT DAMAGE
CONNECTIONS:  TERMINAL BLOCKS FOR 18 TO 12 AWG : :
5. POWERING THE V/O FROM AN APPLIANCE POWER SOURCE LESS THAN 17 VDC OR GREATER THAN 32 VDC MAY CAUSE PERMANENT DAMAGE. TO THE V/O UNIT.
TO THE V/O UNIT.
6. THE TrueAlert V/O CAN ONLY BE OPERATED THROUGH A 4009 TrueAlert ADDRESSABLE CONTROLLER OR TrueAlert COMPATIBLE FACP. 6. THE TrueAlert V/O CAN ONLY BE OPERATED THROUGH A 4009 TrueAlert ADDRESSABLE CONTROLLER OR TrueAlert COMPATIBLE FACP. —
™
PRODUCT INFORMATION - TrueAlert™ ES (STYLE 4 SLC) AUDIBLE /VISIBLE NOTIFICATION APPLIANCES 49AV SERIES — —
FEATURES: WHEN SURFACE MOUNTING USE O oD
INDIVIDUALLY ADDRESSED WALL MOUNT AUDIBLE/VISIBLE APPLIANCE CONFIGURATION SETTINGS RED SKIRT NO. 4905-9937
NOTIFICATION APPLIANCES WITH EFFICIENT ELECTRONIC POSTION 1: CONFIGURATION, CONTROL — LOCAL (0FF). PANEL (ON) CONFIGURATION CONTROL  BACKPLATE OR WHITE SKIRT NO. 4305-9940 1 .-
HORN AND HIGH INTENSITY XENON STROBE PROVIDES: POSITON 2: AUDIBLE VOLUME . HIGH (OFF), LOW_ (ON) APPLIANCE DIP SWITCH —= m Q=
e POSITION 3: CANADIAN HORN MODE — SET TO OFF ACCESSABLE FROM REAR == -
o SUPERVISION OF EACH INDIVIDUAL APPLIANCE'S WIRING AND POSITION 4: LEGACY NAC MODE — SET TO OFF 0P o<Ao
CONNECTIONS N POSITION 5,6,7: UNUSED — SET TO OFF COVER OPTIONAL 98 TS5 =
* ABILITY TO CONNECT USING "T” TAPPING FOR CLASS B/STYLE 4 POSITION 8: CLEAR/COLOR LENS — ALARM (OFF), ALERT (ON) LENS COVER FOR Q <<
CIRCUTS TO SIMPLIFY WIRING COLORED LENS LLI w0
o HORNS CONTROLLED SEPARATELY FROM STROBES ON THE SAME Nl =
2-WIRE CIRCUIT ALLOWING "ON—UNTIL—SILENCED” AND DC L o
"ON-UNTIL RESET” USING A SINGLE ADDRESS IMPORTANT! Stmpie oo
» XENON STROBE OUTPUT IS MANUALLY SELECTABLE FOR 15, 30, 75, WALL MOUNT INSTALLATION al 0O ~— O
110, 135 AND 185 CANDELA OR "FACP”. THE "FACP”" SETTING ALLOWS o
THE 4100 TO PROGRAM THE CANDELA SETTING. HEIGHT REFERENCE S——"__= 4” SQUARE x 1 1/2" DEEP BOX EE
o IN/OUT WIRING ACCESSIBILITY FROM FRONT OF HOUSING PROVIDES ELECTRICAL BOTTOM OF LENS = (RACO NO. 231 OR 232) B §
EASY ACCESS FOR INSTALLATION, INSPECTION, AND TESTING BOX OUTLINE IS EITHER EVEN WITH SUPPLIED BY CONTRACTOR ql |2
o MAGNETIC TEST DIAGNOSTICS TO ASSIST CHECKOUT AND TESTING OR SLIGHTLY ABOVE ' Sl |3
OF APPLIANCES AND WIRING BOTTOM OF E L INTENSITY SELECTION ~ NOTE: NO CONDUIT ENTRY IN = Py
e UL LISTED TO STANDARD 1971 FOR STROBE 1 COMPATABLE BOXES IRE ADDRESS SETTING E;htﬂ‘@ F@%%SRS%E OF THE REAR OF THE BACK BOX H M
e UL LISTED TO STANDARD 464 FOR HORN MAGNETIC TEST DIP SWITCH HOUSING: FACTORY @ :
LED INDICATOR AND MAGNETIC TEST FEATURE: LOCATION ACCESSABLE FROM REAR SETTING ’IS FACP. ;§ g
o LED INDICTOR CAN BE ELECTED TO DISPLAY EACH POLLING CYCLE CONTROLLED BY PANEL. gl |g
TO INDICICATE APPLIANCE SUPERVISION NFPA 72 REQURES THAT B =
o WHEN THE TrueAlert CONTROLLER IS IN DIAGNOSTIC MODE, THE e THE ENTIRE LENS BE NOT SEMI=FLUSH MOUNTING  grene iaensity SETTING o
MAGNETIC TEST PULSES THE LED TO INDICATE APPLIANCE ADDRESS LESS THAN 80° AND NOT TrueAlert A/V UNITS— DIP SWITCH ADDRESS CHART VIEWABLE THROUGH THE &
AND IS SELECTABLE TO ALSO BRIEFLY FLASH THE STROBE TO MIN. GREATER THAN 96 ABOVE ruehlert A/ RIGHT SIDE OF THE COVER =
CONFIRM OPERATION : RESERVED FOR < DIP SWITCHES 5 & 6—>) 8|a
TrueAlert 2—WIRE ADDRESSABLE CONTROL OF VISIBLE FUTURE USE 2|e
AND AUDIBLE NOTIFICATION ACTIVATES APPLIANCES WITH: 5550 T 7000 To00 11100 MOUNTING INSTRUCTIONS: al&
« HORNS SOUNDED AS TEMPORAL OR MARCH TIME PATTERN, OR ON ola
ON THE SAME TWO-WIRE CIRCUIT 1000 | 1 7 | 335 | 49 2. CONNECT THE BUILDING WIRES TO THE BACKPLATE. =l I
%88 % 8 gg 2(1) 3. SECURE THE BACKPLATE TO THE ELECTRICAL BOX BY USING THE PROVIDED HARDWARE. £[o
SE’S_E%BFQCARTA'%’;ISVBLTAGE CANGE 17T 31 VRMS DIR SMTCHES oto 1120 35 52 INSTALLED WITH THE WRITING "INSTALL THIS SIDE UP” AT THE TOP. S
SUPERVISORY REQUIREMENTS: 1 UNIT LOAD STROBE FLASH RATE: 1 Hz 2)(1”1?) g %; gg gi 4. ATTACH THE COVER TO THE APPLIANCE. 2l
VODEL NUMBER| HOUSING | LETTERING | LENS [CURRENT VALUES ARE UL 1971 MAX RATING FOR THE GVEN VOLTAGE LEVEL 1110 | 7 | 23 | 39 _| 55 3. SET THE APPLIANCE ADDRESS AND CONFIGURATION SETTINGS.
COLOR | COLOR |COLOR [VOLTAGE | 15cd 30cd 75cd | 110cd | 135cd | 185cd 0001] 8 | 24 | 40 | 56 6. ATTACH THE ASSEMBLED APPLIANCE ONTO THE BACKPLATE. mE
49AV-WRF(-BA) RED WHITE | o\ pan [23 VRMS | 0.059 0.067 0.107 | 0.139 0.166 | 0.215 1001 | 9 25 | 4 | 57 Bk
49AV-WWF(-BA)[__ WHITE RED 17 VRMS | 0.074 0.085 0.140 | 0.185_| *0.221 | _**0.290 ?1811 11(1> gg i% gg LSlB ﬂsa %
AMBER/ |23 VRMS |__0.066 | 0.088 | 0.137 | 0.192 | 0.219 NOT R R | > wlx
BLUE' [17 VRMS | 0.079 | 0.113 | 0.180 | 0.258 | *0.290 | opPORTED 3|ZK]
Fl0cd | *20cd | *#5cd | *75cd | *95cd 1111713 120 [745 61| f [T2345678] | 2 E
COLORED LENS KIT ort1] 14 | 30 146 [ 62 |, oMM UEE M -
ORDERED SEPARATELY | GREEN [23 VRMS | 0.066 | 0.088 | 0.137 | 0192 | 0.219 NOT s T3 T4 T a5 1=ON 0=OFF
17 VRMS | 0.079 | 0.113 | 0.180 | 0.258 |**0.290 | SUPPORTED
*3cd *7cd *15cd | *30cd | *37cd
RED [23 VRMS | 0.066 | 0.088 | 0.137 | 0.192 | 0.219 NOT )
17 VRMS |_0.079 | 0.113 | 0.180 | 0.258 | *%0.290 | SUPPORTED o N o 4NV DRAWNBY: {0
* VISIBLE_OUTPUT RATING FOR THE GIVEN LENS COVER COLOR AT THE APPLIANCE SETTING. 1 5 1 5 1 5 1 5 CHECKED BY]1G
** FOR USE WITH 4009T ONLY. _ CKT(®) + _@ CKT@ + _ CKT(®) + _ CKT(® + ISSUE DATE: | 4/24/14
HORN: SOUND OUTPUT CHARACTERISTICS: 2400 TO 3700 Hz SWEEP, MODULATED AT 120 Hz JOB #: 977465501
VOLTAGE 17 VRMS 23 VRMS 31 VRMS FROM TrueAlert COMPATIBLE {SLC _ / \_ [\ sc- sic- / \ /| sc-/ / PROJECT #: | 147:PRE-BOOKED
SOUND TYPE | STEADY | CODED STEADY | CODED | STEADY | CODED SLC CONTROLLER (SEE NOTES) 1S[C + I ST [ o SIMPLEXGRINNELL© 2013
SETTING HIGH] LOW | HIGH Low | HIGH | LOW | HiGH] Low | HIGH | Low | HIGH Low WIRING NOTES: SYSTEM:
RO 187818161 83.4] 77.0 | 901 83.6185.7 | 80.1 | 919 |86.9 | 87.9] 82.1 1. REFER TO FIELD WIRING DIAGRAMS OF THE DRIVING TrueAlert COMPATIBLE CONTROLLER FOR ADDITIONAL SLC WIRING INFORMATION. FIRE ALARM SYSTEM
o4 TRaT B i et K A it I et IRl Rl I Ry 2. NOTIFICATION APPLIANCES ARE RATED PER INDIVIDUAL NAMEPLATE LABEL. SHEET.
ANECHOC 3. MAINTAIN CORRECT POLARITY ON TERMINAL CONNECTIONS. DO NOT LOOP WIRES UNDER TERMINALS. '
CHAMBER  |91.7|85.4| 91.7|85.4 | 94.1|88.1|94.1| 88.1 | 96.1 {90.6 | 96.1| 90.6 4. ALL TrueAlert SLC WIRING CONNECTIONS ARE SUPERVISED AND POWER-LIMITED.
: 5. POWERING THE A/V FROM AN APPLIANCE POWER SOURCE LESS THAN 17 VDC OR GREATER THAN 32 VDC MAY CAUSE PERMANENT DAMAGE.
GENERAL SPECIFICATIONS: HORN SOUND OUTPUT (dBA) @ 10 FT. (3m): T0 THE A/V UNIT. WIRING TYPICALS
HOUSING DIMENSIONS (INCLUDING LENS): 5 1/8" H X 5" W X 2 5/8" D (130 mm X 127 mm X 67 mm) 6. THE TrueAlert A/V CAN ONLY BE OPERATED THROUGH A 4009 TrueAlert ADDRESSABLE CONTROLLER OR TrueAlert COMPATIBLE FACP.
TEMPERATURE RANGE: 32 TO 120° F (0" TO 49° C)
HUMIDITY RANGE: 10% TO 93% NON—CONDENSING AT 104’ F (40° C)
CONNECTIONS: ~ TERMINAL BLOCKS FOR 18 TO 12 AWG

IMPORTANT NOTICE TO USER: By accepting or using this drawing and/or the information contained herein, the user agrees to the following terms and conditions: The electronic information in the drawing may be subject to intentional or unintentional alteration. Any use, reuse, copying modification or alteration of the information contained herein shall be at the sole risk of the user. This information may not be sold or transferred to any third party, used on other projects or additions to the project for which it was prepared, or used for completion of this project by any third party. SimplexGrinnell disclaims all |

files by the user or any third party and such use will be a user's sole risk. User shall, to the fullest extent permitted by law, defend, indemnify, and hold SimplexGrinnell harmless from any and all claims for loss, damage or injury arising directly or indirectly therefrom.




