REMOVE EXISTING FLOORING AT ENTIRE LOBBY.
PREP FLOOR ACCORDING TO MANUFACTURER'S
INSTRUCTIONS/SPECIFICATIONS. INSTALL 12" x

oue: QT8I 24" DALTILE COLORBODY PORCELAIN
GRIGIO P402 TEXTURED IN PATTERN AS SHOWN
Remove existing plastic laminate panel, AND ACCORDING TO MANUFACTURER'S
clean/prep wall for new plastic laminate INSTRUCTIONS/SPECIFICATIONS. GROUT TO
panel. Reuse existing stainless steel ATCH COLOR OF TILE.
fastener at existing locations. New
fastener as required. Lamin-Art SCHLUTER METAL TRANSITION
Pearlescence platinum chrysalis finish A. & STRIP-INSTALL ACCORDING TO
Typical at north and south walls. MANUFACTURER'S SPECS/INSTRUCTIONS
Remove existing elevator carpeting.\l
Clean/prep elevator floor. 'Trilogy' tile by | REMOVE EXISTING FLOORING AT ENTIRE LOBBY.
Mats, Inc. Color: Portabello. Install new PREP FLOOR ACCORDING TO
matting accordingto manufacturer's MANUFACTURER'SINSTRUCTIONS/SPECIFICATIONS
specifications/instructions. — FOR INSTALLATION OF RECESSED ENTRANCE
MATTING, GREEN MATS BY AMERICAN FLOOR
+ MATS "WALK WELL" RECYCLED RUBBER TIRE -
/ \ v ROYAL GREY AT AREA SHOWN.
II
|« Existing stainless o //
steel walls to remain. 7
ypical at east and west walls. ’/’
FLOOR PLAN
ELEVATOR CAB f
1 (EXISTING SPACE)
& TILE LAYOUT PATTERN
1 / 2 " — 1 ! O "
1 NOTES:
. . A. REMOVE EXISTING GWB CEILING
Py sy AND ALL COMPONENTS OF
ELEVATOR CAB CEILING: LIGHTING LEGEND il il EXISTING LIGHTING FIXTURES.
Stainless steel ceiling panel frame to Al LIGHTOLIER DIRECT MOUNT — . — REWIRE ACCORDING TO PLAN.
remain. Remove existing acrylic panel, VETRO LED 2-3/8" PENDANT Al © INSTALL NEW GWB CEILING, FURR
replace with Abet Laminati PS SERIES 3500K @ r ;‘j B ©A1 AS NECESSARY.
Diafos #3012. Cut Diafos to fit existing INNER ACRYLIC SAO1IL PAINT TWO COATS PRIMER, TWO
stainless steel panel frame, cut Diafos and REMOTE COATS TOPCOAT INTERIOR LATEX,
\\\\\\\” I;\””’// finish Diafos edge according to TRANSFORMER. FLAT. PAINT COLOR TO BE
Seel g, manufacturer's PROVIDE DIMMERS. SELECTED BY ARCHITECT.
\\\Q/%., g - ../ P specifications/instructions. @ Al Al ALL EXISTING MECHANICAL,
S Ay VE‘;: Existing lighting\o rgfmain. PLUMBING, AND LIFE SAFETY
== MARK L. 3 = - -
=i N 0 GWB CEILING 50 UNITS TO REMAIN. PLUMBING PIPES
= $ Al N PAINTED P3 N Al TO BE PAINTED SAME COLOR AS
s - - N ~ CEILING (P3).
2,6 ) 2,6 2’76” 2’76”
_g’ Al Al g B. TYPICAL ON ALL PAINTED SURFACES:
- - CLEAN/PATCH/PREP SURFACE. APPLY TWO
TS\I\SFTE(EHEIEIC?{I(I)\I(? AI:IJI(;J)II{IE TO ! ! COATS PRIMER, FINISH WITH TWO LAYERS
REMAIN. INSTALL NEW TOPCOAT INTERIOR LATEX PAINT FLAT FOR
SWITCH 'PL ATES. SWITCH = WALLS AND CEILING, SATIN FOR TRIM
PLATES TO BE DETERMINED.  QATT ol 0O, AND DOORS.
ELEVATOR CAB © £

1/2" = 1-0"

A R K 45 EXCHANGE STREET‘LDBBY FLOOR PLAN & LIGHTING PLAN A-12
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