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DB-11 Detector Base

DB-HR Relay Base


Used for OOH941, 00HC941,
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4" oct. X 2 1/8" deep (surface or flush)
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If cast box is

 required,we suggest


 Stonco #75.
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FC 922 BATTERY CALCULATIONS


DESCRIPTION                                                           STANDBY CURRENT (A)                        ALARM CURRENT (A)


STANDARD OPERATING UNIT                                                .125                                                           .125


252 POINT PERIPHERY BOARD                                              .115                                                           .115


NAC EXPANDER                                                                       .025                                                            .025


NAC LOAD (4 CKTS)                                                                 .000                                                           3.198


RS-485 MODULE                                                                       .055                                                            .055


REMOTE ANNUNCIATOR (2)                                                    .068                                                           .068


DACT                                                                                           .025                                                           .025


OH921 SMOKE DETECTOR (9)                                                .00252                                                      .00252


FDCIO422 I/0 MODULE                                                             .00100                                                      .00100


MSM-KD/HTRI-M MANUAL STATION (13)                               .01820                                                      .01820


HTRI-S SINGLE INPUT MODULE                                              .00140                                                     .00140


HTRI-D DUAL INPUT MODULE                                                 .00140                                                      .00140


TOTAL CURRENT                                                                         .438                                                          3.636


STANDBY TIME (24 HOURS)                                                   10.50 A/hr


ALARM TIME (5 MINS)                                                                                                                                .030 A/hr


A/hr REQUIRED (NO RESERVE)                                                                    10.80


BATTERY RESERVE                                                                                         125%


A/hr REQUIRED WITH RESERVE                                                                    13.50


BATTERY SIZE PROVIDED                                                                               18 A/hr


GENERAL NOTES


OCCUPANCY CLASSIFICATION


31 EXCHANGE/46 MARKET ST IS CLASSIFIED AS A MIXED OCCUPANCY. THE BASEMENT &


PARTIAL 1ST FLOOR OF 31 EXCHANGE (FUJI RESTAURANT) IS CLASSIFIED AS ASSEMBLY. THE

RETAIL SPACE ON THE 1ST FLOOR OF 31 EXCHANGE (10000 VILLAGES) MERCANTILE, AND THE

UNOCCUPIED SPACE (BASEMENT & 1ST FLOOR) OF 46 MARKET SHALL BE CONSIDERED


ASSEMBLY FOR ANTICIPATION OF FUTURE USE. THE SECOND & 3RD FLOORS OF BOTH

BUILDINGS ARE CLASSIFIED AS BUSINESS & RESIDENTIAL. DUE TO THE FACT THAT THERE IS

ONLY ONE MEANS OF EGRESS ALL OCCUPIED SPACE OF THE SECOND & 3RD FLOORS ARE


CONSIDERED 31 EXCHANGE ST.


FIRE DEPARTMENT NOTIFICATION


MASTER BOX


- MASTER BOX SHALL ACTIVATE ON ANY ALARM THROUGHOUT BOTH 31 EXCHANGE & 46

MARKET. ALARM WILL RING INTO PORTLAND FIRE DEPARTMENT AS 31 EXCHANGE ONLY


CENTRAL STATION


- CENTRAL STATION SHALL RECEIVE POINT BY POINT SIGNALS DISTINGUISHING A CONDITION IN

31 EXCHANGE VS 46 MARKET. COORDINATE FINAL ZONE LIST WITH PORTLAND FIRE

DEPARTMENT TO ENSURE PROPER DIRECTION IN THE CASE OF A FIRE.


1. ALL WIRING SHALL BE IN ACCORDANCE WITH THE NATIONAL ELECTRIC CODE (NFPA 70)

ARTICLE 760. ALL SUPERVISED CKTS ARE CLASSIFIED AS POWER LIMITED

2. EFS TO MAKE ALL FINAL CONNECTIONS IN THE FACP. DO NOT APPLY POWER TO ANY


EQUIPMENT UNTIL AN EFS TECHNICIAN IS ON SITE AND HAS AUTHORIZED

3. AVOID SPLICING WHERE UNNECESSARY. SYSTEM SHALL BE WIRED DEVICE TO DEVICE AS

SHOWN ON FIELD PLANS.


4. NO PARALLEL BRANCHING OF WIRING ON SUPERVISED CKTS IS PERMISSIBLE AND POLARITY

MUST BE OBSERVED.

5. ALL FIELD WIRING MUST BE CHECKED FOR SHORTS AND GROUNDS BEFORE CONNECTIONS


TO THE CONTROL PANEL ARE MADE

6. RESIDENTIAL UNITS SHALL BE EQUIPPED WITH AUDIBLE HORNS TO ACHIEVE THE NFPA 72

REQUIREMENT OF 75 DB AT THE PILLOW


7. WHERE EACH BUSINESS TENANT OCCUPIES SEPARATE LEASED SPACE AUDIBLE/VISUAL

NOTIFICATION IS PROVIDED.

8. FIRE ALARM SYSTEM IS DESIGNED PER NFPA 101 AND REQUIREMENTS DERIVED FROM


INDEPENDENT CODE REVIEW AND LIFE SAFETY EVALUATION DATED 12/11/2013.


SYMBOL LEGEND


QTY SYMBOL DESCRIPTION MODEL BACK BOX
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FACP FIRE ALARM CONTROL PANEL
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