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Air Velocity within the duct system    
 

Grease accumulation prevention system:    
 

Cleanouts:    
 

Grease Duct enclosure:    
 

Exhaust Termination: Roof    Wall _   
 

Fire Suppression System:    
 

Exhaust fan mounting and clearance from the roof / wall or Combustibles: 
 

 
 
 
 
 

Exhaust fan distance from property lines:     
 

Exhaust fan distance from other vents or openings:    
 

Exhaust fan distance from adjacent buildings:    
 

Exhaust fan height above adjoining grade:    
 

3. Hood Specs 
 

Style of Hood:   _   
 

Type of Filter:    
 

Height of filter above nearest cooking surface:    
 

Capacity of hood CFM: _   
 

Make up Air system description and capacity: 
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	Air Velocity within the duct system: Yes - 850 cfm
	Grease accumulation prevention system: Bucket, drain cup 
	Cleanouts: Clean out door - UL listed
	Grease Duct enclosure:  None required
	Roof: 
	Wall:   X
	Fire Suppression System: Pyro-chem PCL 300
	Exhaust fan mounting and clearance from the roof  wall or Combustibles 1: 
	Exhaust fan mounting and clearance from the roof  wall or Combustibles 2: Yes - new exhaust fan replacing old existing fan.
	Exhaust fan distance from property lines: -
	Exhaust fan distance from other vents or openings:  Exceeds 10 ft
	Exhaust fan distance from adjacent buildings:  Exceeds 10 ft
	Exhaust fan height above adjoining grade: 15-20 ft
	Text1: RAM II Renovators
	Type of Filter: Baffle
	Height of filter above nearest cooking surface: approx 4 ft
	Capacity of hood CFM: 800 cfm
	Make up Air system description and capacity 1:   None


