
Dimensions: 40" x

40" round

Materials: 3/4"

MDO Primed &

Painted with high

performance vinyl

applied to both

sides. Installation

and mounting: 50"

Metal Triangle Ball

Lighted Bracket. 
Mount sign bracket

plate measuring 3”

x 17” to brick

building face using

four 5/16 x 1-3/4 or

2” galvanized lag

screw with ½” dia

cement anchor

sleeved. Additional

fastener may be

used depending on

the condition of the

bricks/building and

weight of sign. Any

wiring will be done

separately by a

licensed

electrician. 

Scope of Work:


1) Add new sign


and lighted bracket to


brick face of building


at the same location of


current sign bracket.


Sign will be hung with


sign clips bolted


through the face,


suspended by a


stainless steel chain


with stainless steel


anchor slip attaching


the chain to the sign


clips and bracket.
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Owner 10/16/15 09:34:42: Dimensions: 40" x 40" round
Materials: 3/4" MDO Primed & Painted with high performance vinyl applied to both sides. Installation and mounting: 50" Metal Triangle Ball Lighted Bracket. 
Mount sign bracket plate measuring 3� x 17� to brick building face using four 5/16 x 1-3/4 or 2� galvanized lag screw with �� dia cement anchor sleeved. Additional fastener may be used depending on the condition of the bricks/building and weight of sign. Any wiring will be done separately by a licensed electrician.
Owner 10/16/15 10:31:42: Scope of Work:1)	Add new sign and lighted bracket to brick face of building at the same location of current sign bracket. Sign will be hung with sign clips bolted through the face, suspended by a stainless steel chain with stainless steel anchor slip attaching the chain to the sign clips and bracket.

