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IBC Details Code Review Code Summary IBC NFPA > —42 3 43
, Existing Use M (Mercantile) Mecantile — 2
303.1 Use: Assembly Group A-2 (Nightclubs, Restaurants, Bars) Proposed Use A-2 (Nightclub) Assembly \ -5 oo%
311.3  Use: Storage Group S-2 (Parking Garages, open and closed) s '—AJ-” |7,_$J_,, |67J-” zz = el Q% O5
Existing Fire Protection Not sprinkled same Q('\ ll 1 1-¢" 1 1=""1 1= - EXISTING DOOR TO PE REMOVED < %_c; g%
406.3.2 Defined as open parking garage Proposed Fire Protection Sprinkled tenant space same J T 1 1 17 1 - 3 S+2®
406.3.4 Open parking garage does have other uses within the structure in compliance with 508.4 o _ ) 5o - gggg §
410.2  Structure in space will be a platform and not a stage. IE)r(cl)St?sgezlrF?rél,ilrg:m Eirr]:r;cl);\rl:w for tenant space 2:2: L/ 91 . L O[ B 525R0
410.4  Platform Construction can be anything allowed by construction type P P P L \\Q“ N
503 Use Group S-2 Const. Type IIB 3 stories  26,000sf  55'tall 0ss area 3213sf with 420sf mezzanine same _72 <|r N g @ o
Use Group A-2 Const. Type IIB 2 stories  9,500sf 55' tall X <jl'_ \ =
Use Group M Const. Type |IB 2 stories 12,500sf  55'tall Q') . ) L'|:J
505.1  Clear height above and below the mezzanine shall be 7'-0” minimum. o ,L 1-0" . 5
505.2 Mezzanine area limited to 1/3 of space APPLICANT —TLN _'TN E:E
505.3  One means of egress allowed in mezzanine if common path of travel is not exceeded Ken Bell |Z'—|” <'r 0
505.4  Mezzanine may be enclosed if occupant load is under 10 372 Broadway Apt 4 1 1 52"
506.3  Whole building will not be sprinklered, so increase of area does not apply gggfgzg?rlgazgd’ ME 04106 —_ —
508.4.4 Required separations: (While space is sprinkled, the building is NOT considered to be) kenbellhospitality@gmail.com
A & S-2, NS 1 hour
A&M,NS  2hour I\ MEZZANINE  FLAN
508.4.4.1Required separations shall be fire barriers. Ao T+ 1, . .
2-hour wall, U411 w 0 4=0 SCALE: /4" = [-0
2-hour ceiling and floor, L505 —
707.3.8 2-hour Fire Barrier separation between Uses T iy L o—0" J
707.5  Shall be continuous from slab to underside of floor decking. e ’ ’
707.5.1 Supporting construction must have the same rating.
712.3  2-hour Horizontal Assembly rating between Uses N —;@
| N
803.9  Class C Finishes for A-2 spaces Q? ® - EXISTING NON-FRIMARY EXIT REMAINS UNCHANGED 2, I EXISTING NON-FPRIMARY EXIT T¢ BE REMOVED a
D , Iz o, 4
903.2.1.2A-2 NFPA 13 fire sprinkler required for occupant load ¥ s s
906.1 Fire extinguisher required in kitchen o g | T . . . =
907.2.1 Manual Fire alarm required for occupancy of 300 or more )_9J2_~ 7 19—|" |
o . :
1Q04.1.1 Occupancy Load: 294 occupants (Se on sheet A1.1) - — ul\ =
1005.1 Total required clear egress width (0.2”): 617 (367 door 327 & 160 occupants) | g 5»4 ‘ w U
1006.3 Emergency lighting required along path of egress | T o) <ZE Ll
1008.1.10 Panic hardware required at exits © ) Z o Z Wl
1009.6.3 Underside of stair should have 1-hour rating Ql [ (E M E % 2
1011.1 Exit signs are required L(:\qng Al © o 3 o ww
1013.1 Guards not required for stage |7’—||J2—“ <|\_ T i \L Lo = >
1014.3 Common path of travel limit: 75' o ‘“'@Q EXISTING PARTITION WALL ]
18121 El.ﬁ.tance between ’Fwo eX|ts.. sha.ll no:c be' less than 1/3 the length of the rnammum overall diagonal of the space ::::}:;::: A qg EYISTING PARTITION/WALL —lgN AND SINKS T BE REMOVEP s
. xit access travel distance limit: 250' (with sprinkler) (measured along aisles) | -0 A" TO BE REMOVED Y N 44
1018.4 Max dead end corridor: 20’ y B % R
1021.1 Two exits required EXISTING PARTITION WALL—— 775 i 5 SS
1028.2 Main exit shall provide at least 50% egress capacity TO BE REMOVED - - ' 1 o o <'; E oo
1028.8 Common path of travel limit: 30' (for any seat) I i ,L >0 J_ 4 < e —aeTin
I I
NFPA 101 Detailed Code Review CRY)
3.3.32.5  Existing Building, New Use EXISTING COOER DOORS TO BE REMOVED N i < E z
6.1.2.1 Assembly Occupancy 'Q o ; T
Ordinary Hazard of contents = z <
Occupancy Load: 296 (See table on seetA 1) (g)/u &0@@ =i ) J
.3.3. ofalrequired clear egress width(0-2%): 6] door 32” & 160 occupants) NN e Kbp)/ ‘&X\% z O
13.1.7.1.1 Occupant load shall not exceed 1 person per 5sf “l‘ " $® N i m o n
13.2.2.2.3 Panic Hardware required for occupancy over 100 Q g\ @@%\ Q< LL n
43.7.2.1 Change of use in the same hazard category: mercantile to assembly < $ Q.
Use Existing chapter for most conditions: Chapter 13 Existing Assembly Occupancies § w
Use New chapter for sprinkler, detection and alarm systems: Chapter 12 New Assembly Occupancies z
13.2.4.2 Two means of egress allowed for occupancy under 600
13.2.5.1.2 Common path limit: 20' for any number of occupants H
75" for less than 50 occupants EXISTING STAR TO BE REMOVED I-
13.2.5.1.3 Dead end corridor limit: 20' 160 OCOUPANT m
13.3.3.3 Wall and ceiling materials shall be Class A, Class B or Class C, for occupant load under 300. CAPACITY L
13.3.4.1.1 Fire alarm system is required for occupancy of over 300 REMAINS I N | % = H
13.3.5.1 Sprinkler system is required UNCHANGED :Z :: é O E x
I |l L
ADA Detailed Code Review —r I | % E 7 m
36.402 Alterations S — ” o “ — ——
36.403 Path of Travel (disproportionality: 20%) 0 5—0 =0 ,L P—lo : "
Priority List: — N o
Entrance . g f‘:ll 8 -
Route to altered Area = wa g !
I D :
Restroom T I\ 0 - - Y
Phones . =0 oA
Drinking Fountains
Parking, storage, alarms etc , 249" =0 =0 7=l
213.3 Toilet Compartments: (1) Wheelchair accessible (604.8.1) R W W
If over six compartments (1) ambulatory accessible (604.8.2) A ]EEEDEEEE] []EEEDEEEE
Urinals: (1) is accessible (605) J I
o lece : : I
Sinks: (1)is accessible (606) EXISTING ENTRY DOORS T PE RELOCATED m MA ‘ N LEVEL PLA!\‘
W A SCALE: |/4" = |-0"




