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FINISH NOTES


WINDOW TRANSOM TO ALIGN WITH

DOOR TRANSOM
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FIRE RATING


3/4 HR DOOR

3/4 HR GLAZING
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NOTES


SEE LIFE SAFETY PLAN A0.1


3 x OPERABLE LEAVES

1 x  POCKET


FLUSH PANEL


FLUSH PANEL


1 HOUR


1-WAY (FROM BELOW)


1 HR FIRE BARRIER


2-WAY


LOAD BEARING


1 HOUR


LOAD BEARING


INSTALL STRICTLY PER

UL # U305


INSTALL STRICTLY PER

UL # L501


SMOKE BARRIER


1 HOUR


INSTALL STRICTLY PER

UL # L524


INTUMESCENT PAINT

 APPLIED STRICTLY PER


MANUFACTURER'S

RECOMMENDATIONS &


RELEVANT INDEPENDENT

TEST CERTIFICATES


INTERIOR
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LEVEL 3
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LEVEL 3


LEVEL 2


4
 3

/4
"


A


B 

C 

D 

5/8" GYP. BOARD TYPE C,

TYPE X, TYPE X1


2x4 MIN. STUDS @ 16" O.C.


5/8" GYP. BOARD TYPE C,

TYPE X, TYPE X1


3/4" WOOD FINISH FLOOR


2x10 MIN. FLOOR JOISTS

AT 16" O.C. MAX.


5/8" GYP. BOARD TYPE C,

TYPE X, TYPE X1


3/4" MIN. SUB-FLOOR

SHEATHING


3/4" WOOD FINISH FLOOR


3/4" MIN. SUB-FLOOR

SHEATHING


BEAM CAGE W/ # 25 MSG STUDS,

2 1/2" WIDE W/ 1" LEGS.


STEEL COLUMN - SEE

STRUCTURAL DRAWINGS

(MIN. BEAM SIZE FOR UL


CERTIFIED TESTED ASSEMBLY

 = W8x15)


(2) 5/8" GYP. BOARD TYPE C,

TYPE X, TYPE X1


JOISTS


INTUMESCENT PAINT APPLIED

TO ALL EXPOSED SURFACES OF

COLUMN - SHIELD INDUSTRIES


"FORCEFIELD FIREGUARD E-84"

WATER BASED,  LOW VOC


STEEL COL. - SEE STRUCTURAL

DRAWINGS


AT FLOOR/CEIL.


AT WALL


AT COLUMN


AT BEAM
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WINDOW SCHEDULE
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DOOR SCHEDULE


3

FIRE RATED ASSEMBLIES


08/31/16


