
                 B U ILD IN G  C O D E &  LIFE SA FETY 


N FPA  101 (2009)  Life Safety C ode &  IB C  2009


G eneral Project D escription:


This project is a new  interior fit-up for a B ranch B ank.  The First Floor w ill occupy 5,411


a Second Floor (C arriage Floor) w ill occupy 2,426 s.f. for a total O ccupancy of 7,857 s.f


The B ank w ill occupy approxim ately 70 %  of the G round First Floor space of a existing

Story B uilding. The original building w as constructed as the "C asco B ank B lock" B uildin


building is a M ixed U se O ccupancy consisting of  M ercantile and B usiness U se G roups.


_______________________________________________________________________


Building D ata:


    O ccupancy:    

                                 

B usiness G roup B                                        IB C  Section 304


    

N ew  B usiness  O ccupancies                 N FPA  101 C hapter 38


    C onstruction Type:                                V B  C om bustible U nprotected


    Fire Suppression System :                      Supervised Sprinkler system  (per N FPA  72) in accordance per N 


    Fire A larm  and D etection System           per N FPA  72  and  IB C  Section 907


_______________________________________________________________________


M eans of Egress:


   

O ccupant load factor - First Floor :            5,431 s.f. / 100 s.f.  pp = 55 persons           N FPA  101 Table 7.3.1


   O ccupant load factor - Second Floor :         2,426 s.f. / 100 s.f.  pp = 25 persons          N FPA  101 Table 7.3.1


    M inim um  w idth corridors:                          50 or less  =  36" / 50 or m ore 44"             N FPA  101 Section


    M in. num ber of required exits - First Floor         2  required; 3 provided                      N FPA  101 Section


    M in. num ber of required exits - Second Floor     1 required;  2 provided                      N FPA  101 Section


    C om m on path of  travel:                             Sprinkled 100'  m ax. /  44'-0"  A ctual        N FPA  101 Section


    D ead end corridors:                                    Sprinkled 50' m ax.  /  47'-0" A ctual            N FPA  101 Section


    M inim um  exit access rem oteness:              1/3  diagonal w ith sprinkler  

140


3

 =  47'        N FPA  101 Section 7.5.1.3


    Exit A ccess Travel D istance:                      Sprinkled 300'  m ax. / 92'-0" A ctual           N FPA  101 Section


_____________________________________________________________________________________


Fire R atings ( IB C  2009 - type 5B  construction)


Building Elem ents :                                         Fire rating                                                 C ode R eference


    Structural Fram e :                                         0 hours                                                        IB C  Table 601


    Exterior B earing W alls :                               0 hours                                                        IB C  Table 601


    Interior B earing W alls :                                0 hours                                                        IB C  Table 601


    Interior N on-B earing W alls :                        0 hours                                                        IB C   Table 601


    Floor C onstruction :                                      0 hours                                                        IB C   Table 601


    R oof  C onstruction :                                     0 hours                                                         IB C   Table 601


Interior Fire Separation :


    Existing Stair (vert. exit enclosure ) w alls :   1 H our                                                      per N FPA  80  Tab


    D raftstopping in attics :                                N ot R equired                                             IB C  Section 771.4


    Exit A ccess C orridor w alls : (G reater than 30)


         Sprinklered                                               0 hour                                                        Table 1018.1


         N on-sprinklered                                        1 hour                                                        Table 1018.1


_____________________________________________________________________________________


Interior Finshes:

   (W alls, C eilings &  Floors)


                                                                        SPR IN K LER ED         N O N -SPR IN K LER ED 


    Exit  Enclosures &   Exit A ccess C orridors     C lass B                              A                        IB C   2009  Tabl


    C orridors                                                         C lass C                              B 


    R oom  W alls, C eilings and C orridors:             C lass C

                  c               

IB C   2009  Table 803.9


    Interior Floor Finish:                                      C lass 2 - D O C  FF-1 "pill test"                    IB C    2009 Secti


_____________________________________________________________________________________


N O TE:


 1.  Portable Fire Extinguishers m ust be sized and located per N FPA  10 per Table 906.3(1)  and the


      Local Fire D epartm ent.


_____________________________________________________________________________________
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