
FLOOR PLAN NOTES
A. GENERAL CONTRACTOR TO VERIFY ALL DIMENSIONS AND
NOTIFY STARBUCKS CONSTRUCTION MANAGER OF ANY
DISCREPANCIES PRIOR TO CONSTRUCTION.  ALL DIMENSIONS
TO BE TAKEN FROM DESIGNATED DATUM POINT.

B. IF EXISTING EXTERIOR ENTRANCE THRESHOLD EXCEEDS
REQUIRED AMERICAN’S WITH DISABILITY ACT (ADA) MAXIMUM
HEIGHT OF 1/2" (10MM), REMOVE AND REPLACE WITH
ACCESSIBLE THRESHOLD.  RAISED THRESHOLDS AND FLOOR
LEVEL CHANGES AT ACCESSIBLE DOORWAYS TO BE BEVELED
WITH A SLOPE NO GREATER THAN 1:12.

C. GENERAL CONTRACTOR TO PROVIDE FIRE TREATED WOOD
STUD BLOCKING, OR EQUIVALENT TO SUPPORT ANY WALL
ATTACHMENT AND/OR SIGNAGE.

D. ALL DOORS TO PROVIDE 3’-0” (900MM) MINIMUM CLEAR
OPENING WHEN OPENED TO 90 DEGREE POSITION UNLESS
OTHERWISE NOTED.

E. VERIFY ALL EXISTING DOORS, HARDWARE AND FRAMES
MEET STARBUCKS AND/OR CODE REQUIREMENTS.

F. INSTALL 1/4" (6MM) GREEN BOARD ON BACKBAR WALL PER
SPECIFICATION.

1. ALIGN FINISHED FACE OF WALL TO EXISTING FINISH.

2. EXISTING COLUMN.

3. PROVIDE FIRE-TREATED WOOD BLOCKING AS
REQUIRED TO SUPPORT ANY WALL ATTACHMENTS.

4. INSTALL 5/8" TILE BACKER BOARD ON BACKBAR /
WORKROOM WETSIDE WALLS.

5. CONSTRUCT NEW FULL-HEIGHT WALLS AS INDICATED.

6. INSTALL NEW INTERIOR DOORS AS INDICATED.

7. GC TO VERIFY ALL EXISTING DOOR SEALS ARE IN
SATISFACTORY CONDITION; REPAIR/REPLACE DOOR
SWEEPS AND GASKETS AS NEEDED ON DOORS AS
REQUIRED.

8. EXISTING DOOR TO REMAIN.

9. PAINT DOORS AS INDICATED. SEE INTERIOR
ELEVATIONS FOR DETAILS.

10. REFER TO SHEETS I-501 AND I-502 FOR DETAILS.

SHEET NOTES

EXISTING COLUMN

NEW PARTIAL HEIGHT WALL

NEW FULL HEIGHT WALL

EXISTING WALL

TYPE E

SET #6
(1)  CYLINDRICAL PRIVACY LATCHSET:  FALCON T301 Q (FIC) 626 FINISH
(3)  DOOR HINGES 4.5 X 4.5 (NRP):  STANLEY FBB179, US32D FINISH
(1)  DOOR CLOSURE:  LCN 4041, ALUMINUM FINISH
(1)  DOOR STOP WITH HOOK:  ROCKWOOD 473, 626 FINISH
(1)  KICK PLATE 10X34:  ROCKWOOD 10X34, 630 FINISH
(1)  RUBBER SILENCER:  GLENN-JOHNSON 64

DOOR HARDWARE

DID X0009

Construction:

SC = Solid Core
HM = Hollow Metal
AL = Aluminum Storefront
WD = Wood Storefront
E = Existing

Glazing:

T = Solid Core
W = Hollow Metal

Rating:

NR = Non-Rated
1HR =1 hour
2HR =2 hour

Miscellaneous:

U = 1/2" undercut

Frame:

AL = Aluminum Storefront
HM1 =Hollow Metal Single Rabbet
HM2 =Hollow Metal Double Rabbet
HM3 =Hollow Metal Single Rabbet for CMU
HM4 =Hollow Metal No Rabbet

DOOR LEGEND
New Partition Wall to 6" (152mm) Above
Ceiling (Moisture resistant gypsum board on
one side only)
20 Ga 3-5/8" (86 mm) metal studs 16"
(406mm) O.C. with 5/8" (16 mm) Type "X"
GWB on one or both sides to minimum of 6"
(152 mm) above ceiling grid.  Drywall screws
@ 12" (305 mm) O.C., 45 degrees.  Metal stud
reinforcement @ 48" (1219 mm) O.C. above
ceiling line to structure above.
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5"

New Plumbing Wall 6" (152mm) Above
Ceiling
20 Ga 6" (152 mm) metal studs 16" (406 mm)
O.C. with 5/8" (16 mm) moisture resistant
gypsum board on both sides to minimum 6"
(152 mm) above ceiling.  Secure moisture
resistant gypsum board to studs with drywall
screws at 10" (254 mm) O.C. at panel edges
and 12" (305 mm) O.C. at intermediate
supports.  45 degree metal stud reinforcement
@ 48" (1219 mm) O.C. above ceiling line to
structure above.
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New Partition Wall to 6" (152 mm) Above
Ceiling
(Moisture resistant gypsum board on both
sides)

20 Ga 3-5/8" (86 mm) metal studs 16" (406
mm) O.C. to structure above with 5/8" (16
mm) Green Board on restroom side to
ceiling and 5/8" (16 mm) Type "X" GWB on
other side to minimum 6" (152 mm) above
ceiling grid.  Secure Green Board to studs
with drywall screws at 10" (254 mm) O.C. at
panel edges and 12" (305 mm) O.C. at
intermediate supports.
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New Partial Height Wall

20 Ga 3-5/8" (86 mm) metal studs 16" (406
mm) O.C. with 5/8" (16 mm) Type "X" GWB on
both sides to specified height.  Drywall screws
@ 12" (305 mm) O.C.

13

5"

Existing Wall1
Symbol Item Weight Height Approximate Width

Workroom Handsink 125LBS 3'-0" to 3'-4" 2'-6" Behind Sink

Shelves Above 3-Comp
Sink

200LBS 5'-8" to 6'-0" 6'-0" Centered Above
3-Comp Sink

Upper Storage Cubbies 300LBS 6'-1" to 7'-10" Extent of Backbar Upper
Casework

Provide fire treated 2x6 or 2x8 wood stud blocking as required to support any wall attachments.

Restroom Hand Dryer 200LBS 3'-0" to 4'-0" 2'-0" Starting 6" From
Wall Corner

A

B

C

H

Wood Wall Cladding 300LBS 4'-0" to 9'-0" See PlanJ
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These Drawings and Specifications are
confidential and shall remain the sole property of

Starbucks Corporation.  They shall not be
reproduced (in whole or in part), shared with third
parties or used in any manner on other projects or
extensions to this project without the prior written

consent of Starbucks Corporation.  These
drawings and specifications are intended to

express Design Intent for a prototypical Starbucks
store (which is subject to change at anytime) and
do not reflect actual site conditions.  Neither party
shall have any obligation nor liability to the other

(except as stated above) until a written agreement
is fully executed by both parties.

Starbucks Coffee Company

Architect of Record

RLEED     AP:

325 N. LaSalle St.   Suite 700   Chicago, IL 60654

NORR
ARCHITECTS PLANNERS

t 312.424.2400   f 312.424.2424   www.norr.com
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DOOR SCHEDULE - "D"
DESIGN ID COUNT DESCRIPTION RESP. COMMENTS

X0009 1 Double Door Backbar Eliason Door VD Locknet. Finish: Witchcraft PLAM.
DOOR

13156 1 DOOR - SINGLE FLUSH - 900MM 35IN VD Locknet. Finish: P534.

WALL LEGEND - FLOOR PLAN

DOOR TYPE & HARDWARE LEGEND
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