414 412 410 408 406 404 402 INSTALL HOIST BEAM

| | ——EXISTING ROOF BEAM

120

71"

611"

II\E/I)I(EIZS;,L\T\ICI;NE I:t @ @ “] : \ NEW ELEVATOR STOP
ABOVE | ®

1110 1/2

[~ EXISTING CHIMNEY

® :
4-10 3/16
©=

i@
(e
++

13-11/2

X | g
413 W - " 401
| —— SOLID PARTITION TO

ENCLOSE

47'-1 3/4"

i
1

DN .
411 405 STARWELL
8'-4"
409 407 ® 2
PATCH & REPAIR DRYWALL 2
1l (e}
< =p
403 ‘wn S| %
T A gle
= SANORE P
S s
Al : s | Sl
312" =| %
| 193 1/2 | - E E E Lg
23-115/16" ] U "‘g N
% \ ATH FLOOR PLAN 4 | SECTION A T = S
| SCALE: 1/8"=1-0" | SCALE: 1/8"=1-0" @) o ~|
: Y
- — < oI =
1 1 ] E——n ¥
S
o Il
314 312 310 308 306 =
(2 —
7 GENERAL NOTES: o
304 ~ 302 §
1. ALL CORRIDOR WALLS REQUIRED 4 HR RATED CONSTRUCTION. ANY NEW a
WALLS OR REPAIRS TO BE § GYP EACH SIDE 2X4 WOOD STUB "
CONSTRUCTION «
ﬂ@ 2. ALL UNIT DOORS TO MUST BE SMOKE SEALED
/o . 3. ALL STAIR DOORS TO BE 1 HR RATED WITH CLOSERS AND EXIT —
P ® HARDWARE E
e 2 .
@l h v 4. ALL SHAFTS WALLS REQUIRED TO BE 1 HR. EXISTING STAIRS ARE 2 ~ oY,
£ B 1l HRS (2 LAYERS § GYP EACH SIDE 2X4 WOOD STUD WALL) SO ALL ~ H B
® W REPAIRS TO MATCH 2 HR RATING. R EE
v =
o ﬂ W w 5. ALL EXIT STAIRS TO HAVE RAILS ON BOTH SIDES. - (Lg % §
@ 7 .
6. REPAIR ALL MEZZANINE STAIRS WHERE NECESSARY. STARRS TO = < Z S =
313 @ 311 309 —_— 301 MEZZANINE TO HAVE 36” HANDRAIL ON OPEN SIDE. ANY NEW STAIR OR ~ < <
\
EXISTING GAS LINES TO RAIL CONSTRUCTION TO MATCH CODE. = A < o=
305 ENCLOSE AND PROVIDE m < %
U oN ACCESS TO. 7. REMOVE AND RELOCATE GAS PIPES IN EXIT STAIRS < O =9
[ ) —
1 > <
PATCH & REPAIR DRYWALL 307 — m
3 O
§ v—
A

|

1 | 3RD FLOOR PLAN
| SCALE: 1/8"=1'-0"

A1.02




