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BEAM REPLACEMENT DETAIL
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NOTES:
1.  CONTRACTOR TO FIELD VERIFY ALL EXIST DIMENSIONS, AND

SIZE OF EXIST BOLTS, SHEAR TABS, AND WIDE FLANGE
BEAM.

2. EXIST STEEL MUST BE SAND BLASTED CLEAN AND PAINTED
AS PER SPECIFICATIONS PRIOR TO REPLACING BEAM.

3. ANY DAMAGE TO CONCRETE FLOOR SLAB SHALL BE
REPAIRED PRIOR TO INSTALLATION OF NEW W BEAM.

4. ALL BOLTS SHALL BE A325 (GALV).

5. ALL STEEL SHALL BE A36 MIN.
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MISC REFPAIR DETAILS AND NOTES

NOTES:

Designed Scale

1. REPAINT ALL LEVEL IDENTIFIERS AND SAFETY YELLOW PAINT ATS AS NOTED
AFFECTED BY THIS WORK. o Dote
ATS 11/30/15

2. NOTIFY ENGINEER OF ALL SEVERE STEEL BEAM/COLUMN/DRAIN
L/NE SECT/ON LOSS. Chet:j;;M Beck'e}r;abgl\/umber

3. NOTIFY ENGINEER OF LEAKING DRAIN LEADERS.

REFERENCE SHT S1.0 FOR FURTHER STEEL PREPARATION AND
PAINTING REQUIREMENTS.

THIS DRAWING IS AN INSTRUMENT OF SERVICE AND SHALL REMAIN THE PROPERTY
OF BECKER STRUCTURAL ENGINEERS INC. IT SHALL NOT BE REPRODUCED, COPIED,
LENT OR DISPOSED OF DIRECTLY OR INDIRECTLY NOR USED FOR ANY PURPOSE ®

OTHER THAN FOR WHICH IT IS SPECIFICALLY FURNISHED AND MUST BE RETURNED
TO BECKER STRUCTURAL ENGINEERS INC. ON COMPLETION OF WORK, IF REQUESTED.




