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THE NOTES ON THESE DRAWINGS ARE NOT INTENDED TO REPLACE THE SPECIFICATIONS.
SEE SPECIFICATIONS FOR REQUIREMENTS IN ADDITION TO THE GENERAL NOTES.
INCONSISTENCIES BETWEEN THE DRAWINGS AND THE SPECIFICATIONS SHALL BE BROUGHT
TO THE ATTENTION OF THE STRUCTURAL ENGINEER PRIOR TO PROCEEDING WITH THE
AFFECTED WORK.

ALL WORK SHALL COMPLY WITH THE 2009 EDITION OF THE INTERNATIONAL BUILDING CODE
(IBC) AND 2009 INTERNATIONAL EXISTING BUILDING CODE (IEBC).

A ORIGINAL DESIGN LOADS (CODE): BOCA 1978
B. CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL EQUIPMENT USED
DOES NOT EXCEED EXISTING BUILDING DESIGN LOADS.

ALL DIMENSIONS AND CONDITIONS MUST BE VERIFIED IN THE FIELD. ANY DISCREPANCIES
SHALL BE BROUGHT TO THE ATTENTION OF THE STRUCTURAL ENGINEER BEFORE
PROCEEDING WITH THE AFFECTED PART OF THE WORK.

STRUCTURAL DRAWINGS SHALL BE USED IN CONJUNCTION WITH JOB SPECIFICATIONS.

THE REPAIRS TO THIS STRUCTURE HAVE BEEN DESIGNED TO RE—ESTABLISH THE
STRUCTURAL INTEGRITY OF THE STRUCTURE AFTER THE REPAIRS ARE COMPLETE. IT IS
THE CONTRACTOR’S SOLE RESPONSIBILITY TO DETERMINE PROCEDURES AND SEQUENCE TO
INSURE THE SAFETY OF THE BUILDING AND IT'S COMPONENTS DURING THE RESTORATION.
THIS INCLUDES THE ADDITION OF NECESSARY SHORING, SHEETING, TEMPORARY BRACING,
TEMPORARY PARTITIONS, VEHICLE AND PEDESTRIAN PROTECTION, GUYS OR TIE DOWNS.
SUCH MATERIAL SHALL REMAIN THE PROPERTY OF THE CONTRACTOR AFTER COMPLETION
OF PROJECT.

SECTIONS AND DETAILS SHOWN SHALL BE CONSIDERED TYPICAL FOR SIMILAR CONDITIONS
AS DETERMINED BY THE STRUCTURAL ENGINEER.

THE CONTRACTOR SHALL SUBMIT COMPLETE SUBMITTALS (AS NOTED IN THE
SPECIFICATIONS) FOR ALL PARTS OF THE WORK INCLUDING DESCRIPTION OF SHORING AND
CONSTRUCTION METHODS AND SEQUENCING, WHERE APPLICABLE. NO PERFORMANCE OF
THE WORK INCLUDING, BUT NOT LIMITED TO, DEMOLITION OF EXISTING STRUCTURE OR
FABRICATION OR ERECTION OF NEW STRUCTURAL ELEMENTS, SHALL COMMENCE WITHOUT
REVIEW OF THE SHOP DRAWINGS BY THE STRUCTURAL ENGINEER

ALL APPLICABLE FEDERAL, STATE, AND MUNICIPAL REGULATIONS SHALL BE FOLLOWED,
INCLUDING THE FEDERAL DEPARTMENT OF LABOR OCCUPATIONAL SAFETY AND HEALTH ACT.

CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGE TO VEHICLES, PROPERTY AND
PUBLIC CAUSED BY THEIR WORK.

CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS, LICENSES AND GOVERNMENT
FEES AS REQUIRED. THE CONTRACTOR SHALL COMPLY WITH CODES, ORDINANCES, RULES,
REGULATIONS, ORDERS AND OTHER LEGAL REQUIREMENTS OF THE PUBLIC AUTHORITY,
WHICH BEAR ON THE PERFORMANCE OF THE WORK.

CONTRACTOR IS RESPONSIBLE FOR ALL TRAFFIC CONTROL DURING THE PROJECT. A
SCHEDULE FOR SPACES REQUIRED SHALL BE PRESENTED TO THE OWNER OR GARAGE
MANGER ONE WEEK IN ADVANCE AND UPDATED WEEKLY DURING THE PROJECT.

THE EXISTING BUILDING SHALL REMAIN IN OPERATION FOR THE DURATION OF THE
PROJECT. THE CONTRACTOR SHALL PROVIDE ALL TEMPORARY CONTROLS NECESSARY TO
ALLOW FOR THE BUILDING OPERATIONS.

CONTRACTOR SHALL PROVIDE AND MAINTAIN REQUIRED DUST BARRIERS, BARRICADES,
PROTECTION AND WARNING LIGHTS IN GOOD WORKING CONDITION UNTIL COMPLETION OF
WORK REQUIRING SUCH PROTECTION AND THEN REMOVE THE SAME. ALL SIGNS,
BARRIERS, AND BARRICADES SHALL COMPLY WITH FEDERAL STATE AND LOCAL LAWS AND
REGULATIONS.

CONTRACTOR SHALL MAINTAIN PREMISES FREE FROM ACCUMULATIONS OF WASTER MATERIAL
AND RUBBISH. PRECAUTIONS SHOULD BE TAKEN TO MINIMIZE DUST FROM ENTERING THE
BUILDING. ALL DUST AND DEBRIS CREATED BY THE WORK WITHIN THE BUILDING SHALL
BE REMOVED AND THE WORK AREAS CLEANED.

CONTRACTOR SHALL DETERMINE THE NEED FOR ALL DISCONNECTION AND/OR TEMPORARY
OR PERMANENT REROUTING OF EXISTING UTILITIES, INCLUDING ELECTRICAL AND PLUMBING

AND COORDINATE WITH THE GARAGE OWNER/MANAGER.

IF WORK RESTRICTS ACCESS TO ANY MEANS OF EGRESS CONTRACTOR SHALL SUPPLY ALL
TEMPORARY SIGNAGE, BARRIERS TO REDIRECT PATRONS TO THE NEAREST EXIT OR DOWN
THE RAMP. A MINIMUM OF ONE STAIR TOWER MUST REMAIN COMPLETELY ACCESSIBLE
DURING THE WORK. IFF ACCESSED TO THE ELEVATOR IS RESTRICTED AT ANY LEVEL
PROVIDE SIGNAGE INDICATING NO ACCESSIBLE PARKING ON THAT LEVEL.

20 PARKING SPACES WILL BE AVAILABLE TO THE CONTRACTOR MONDAY THROUGH FRIDAY.
ADDITIONAL PARKING SPACES ARE AVAILABLE ON THE WEEKEND. CONTRACTOR TO
PROVIDE ALL TRAFFIC OPERATIONS DURING CONSTRUCTION.

THIS DRAWING IS AN INSTRUMENT OF SERVICE AND SHALL REMAIN THE PROPERTY

OF BECKER STRUCTURAL ENGINEERS INC. IT SHALL NOT BE REPRODUCED, COPIED,
LENT OR _DISPOSED OF DIRECTLY OR INDIRECTLY NOR USED FOR ANY PLURPOSE

PAINTING NEW & EXISTING STEEL:

1. MAINTAIN ENVIRONMENTAL CONDITIONS (TEMP, HUMIDITY, AND VENTILATION) WITHIN THE LIMITS
RECOMMENDED BY THE MANUFACTURER FOR OPTIMUM RESULTS. DO NOT APPLY COATINGS
UNDER ENVIRONMENTAL CONDITIONS OUTSIDE MANUFACTURER'S ABSOLUTE LIMITS.

2.  FIELD PAINT ALL FIELD WELDED CONNECTIONS AND PUNCHED HOLES. PROVIDE THREE COAT
SYSTEM ON ALL FIELD PAINTING.

3. OLD COATINGS SHOULD BE TESTED FOR LIFTING. IF LIFTING OCCURS, REMOVE THE LIFTED
COATING. REMOVE ALL CRACKED AND PEELING PAINT.

4. PREP ALL EXPOSED STEEL TO SSPC—-SP6 COMMERCIAL BLAST CLEANING. CLEAN STEEL
REMOVE ALL RUST AND CORROSION. NOTIFY ENGINEER OF SEVERE SECTION LOSS OF
ELEMENTS.

5. PRIOR TO COATING ALL SURFACES MUST BE DRY, CLEAN, FREE OF OIL, GREASE, FORM
RELEASE AGENTS, CURING COMPOUNDS, LAITANCE, OTHER FOREIGN MATTER AND BE
STRUCTURALLY SOUND.

6. COMPLY WITH ALL MANUFACTURERS RECOMMENDATIONS.

7. PRIMER, INTERMEDIATE AND TOP COAT ARE TO BE DIFFERENT COLORS SO OWNER
REPRESENTATIVE CAN CONFIRM THAT EACH COAT HAS BEEN APPLIED.

8.  MANUFACTURER: SHERWIN WILLIAMS OR PPG PITTSBURGH PAINTS. REFERENCE
SPECIFICATIONS FOR APPROVED PRODUCTS.

9.  STEEL BEAMS, COLUMNS, AND MISC ITEMS.
A. 1ST COAT: EPOXY PRIMER
B. 2ND COAT: EPOXY INTERMEDIATE COAT
C. 3RD COAT: POLYURETHANE TOP COAT

STRUCTURAL STEEL NOTES

1.  STRUCTURAL STEEL FABRICATION, ERECTION, AND CONNECTION DESIGN SHALL CONFORM TO
AISC “SPECIFICATION FOR THE DESIGN FABRICATIONS, AND ERECTION OF STRUCTURAL STEEL”
LATEST EDITION, AND THE “CODE OF STANDARD PRACTICE”, LATEST EDITION.

2. STRUCTURAL STEEL: STEEL PLATES, SHAPES, AND BARS, CONFORM TO ASTM A36 UNLESS
NOTED OTHER WISE (U.N.O.). STRUCTURAL STEEL SHAPES DESIGNATED ON THE DRAWINGS
FOR WIDE—FLANGE SECTIONS: ASTM A992 (ASTM A572 GRADE 50 WITH SPECIAL
REQUIREMENTS PER AISC TECHNICAL BULLETIN #3 DATED MARCH, 1997)

3. STRUCTURAL TUBING: CONFORM TO ASTM A500 GRADE B46 KSI.

WHERE WELDING IS INDICATED, ALL WELDING SHALL CONFORM TO AWS D1.1—LATEST EDITION.
ELECTRODES SHALL CONFORM TO AWS AS5.1 E70XX SERIES WITH PROPER ROD TO PRODUCE

OPTIMUM WELD (LOW HYDROGEN)

5. PROVIDE ALL MISCELLANEOUS ANGLES, PLATES, ANCHOR BLOTS ETC., SHOWN ON
ARCHITECTURAL DRAWINGS FOR SUPPORT OF BLOCKING, PARAPETS, FINISHES, ETC.
COORDINATE WITH MISCELLANEOUS METAL FABRICATOR TO ENSURE COMPLETE COVERAGE OF
ALL [TEMS.
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