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24" x 36"

TrueAlert"NON—ADDRESSABLE MULTI-HI CANDELA VISIBLE

PRODUCT INFORMATION

FEATURES:
« UL LISTED TO STANDARD 1971
* ADA COMPATIBLE
SYNCHRONIZATION FLASH RATE MODE FOR USE WITH:

* SEPARATE STROBE SYNCHRONIZATION MODULES THAT ARE AVAILABLE

FOR CLASS B OR CLASS A OPERATION

* SEPARATE SMARTSYNC CONTROL MODULES (SCMs) THAT PROVIDE

CLASS B OR CLASS A OUTPUT FROM CONVENTIONAL NAC INPUTS

SPECIFICATIONS:

« HOUSING DIMENSIONS: 5-1/8" H X 5" W X 2-3/4" D (130mm X 127mm X 70mm)

« TEMPERATURE RANGE: 32°F TO 122°F (0 TO 50°C)

* HUMIDITY RANGE: 10% TO 93% NON—CONDENSING AT 100°F (38'C)

» TERMINAL BLOCKS FOR 18AWG TO 12AWG; TWO WIRES PER

TERMINAL FOR IN/OUT WIRING.
WIRING:

4905-9931 ADAPTER PLATE~\

1. NOTIFICATION APPLIANCES ARE RATED PER INDIVIDUAL NAMEPLATE LABEL.
2. MAINTAIN CORRECT POLARITY ON TERMINAL CONNECTIONS. DO NOT LOOP

WIRES UNDER TERMINALS.

3. ALL NAC WIRING CONNECTIONS ARE SUPERVISED AND POWER-LIMITED.

4. SEE INSTALLATION INSTRUCTIONS (579-859) FOR ADDITIONAL INFORMATION.

STROBE:

« RATED VOLTAGE RANGE: UL LISTED: 16 VDC TO 33 VDC PER UL 1971
ULC LISTED: 20 VDC TO 30 VDC PER ULC S526-M878

* FLASH RATE: 1Hz

* SYNCHRONIZED MODE NAC LOADING: MAXIMUM OF 35 SYNCHRONIZED STROBES PER NAC CIRCUIT.

*CURRENT DRAWS REFLECT STROBE FLASHING

(WALL MOUNT)

[—

/— 2975-9145 BOX
A

| | =

o

GUARD (SHOWN HERE FOR

b

OPTIONS)

=l

| o

STANDARD ELECTRICAL BOX MOUNTING ——1|
4" SQUARE BOX, 1-1/2" DEEP

SURFACE MOUNTING

_

SURFACE MOUNT ADAPTER SKIRT
1 ?/8" (41mrrL1J)r DEEP.
CONDUIT CUTOUTS ARE PROVIDED

ON ALL FOUR SIDES.

4905-9961 OPTIONAL WIRE

0 REFERENCE ONLY, CAN BE
USED ON OTHER MOUNTING

NOTIFICATION APPLIANCE

WHEN SURFACE MOUNTING USE
RED SKIRT NO. 4905-9937 OR
WHITE SKIRT NO. 4905-9940

4" SQUARE x 1-1/2" DEEP BOX

ALTERNATE BACK BOXES
1. 2 GANG 1-1/2" DEEP BOX
2. SINGLE GANG 1-1/2" DEEP BOX

SEMI=FLUSH MOUNTING

\

TO ADDITIONAL NOTIFICATION
APPLIANCE DEVICE OR RETURN

TrueAlert” NON—ADDRESSABLE

PRODUCT INFORMATION
FEATURES:

e UL LISTED TO STANDARD 1971 FOR INDOOR APPLICATIONS
WITH SELECTABLE STROBE INTENSITY SETTINGS

e UL LISTED TO STANDARD 1638 FOR OUTDOOR APPLICATIONS

» UL LISTED TO STANDARD 464

* INDOOR APPLICATIONS ARE ADA COMPATIBLE
SYNCHRONIZATION FLASH RATE MODE FOR USE WITH:

* SEPARATE STROBE SYNCHRONIZATION MODULES THAT ARE AVAILABLE
FOR CLASS B OR CLASS A OPERATION

« SEPARATE SMARTSYNC CONTROL MODULES (SCMs) THAT PROVIDE
CLASS B OR CLASS A OUTPUT FROM CONVENTIONAL NAC INPUTS

SPECIFICATIONS:

* HOUSING DIMENSIONS: 5-1/8" H X 5" W X 2-3/4" D (130mm X 127mm X 70mm)
« UL 1971 LISTED TEMPERATURE RANGE: 32°F TO 122'F (0°C TO 50°C)
e UL 1638 LISTED TEMPERATURE RANGE: —31°F TO 150°F (-35°C TO 66°C)
32°F TO 122°F (0°C TO 50°C)
« UL 1971 LISTED HUMIDITY RANGE: 10% TO 93% NON—CONDENSING AT 100°F (38°C)
« UL 1638 LISTED HUMIDITY RANGE: UP TO 98% AT 104°F (40°C)

* TERMINAL BLOCKS FOR 1BAWG TO 12AWG; TWO WIRES PER
TERMINAL FOR IN/OUT WIRING.

» UL 464 LISTED TEMPERATURE

WIRING:

RANGE:

1. NOTIFICATION APPLIANCES ARE RATED PER INDIVIDUAL NAMEPLATE LABEL.
2. MAINTAIN CORRECT POLARITY ON TERMINAL CONNECTIONS. DO NOT LOOP

WIRES UNDER TERMINALS.

3. ALL NAC WIRING CONNECTIONS ARE SUPERVISED AND POWER-LIMITED.
4. SEE INSTALLATION INSTRUCTIONS (579-857) FOR ADDITIONAL INFORMATION.

WEATHERPROOF

WP BOX
OUTLINE

IMPORTANT!
WALL MOUNT INSTALLATION
HEIGHT REFERENCE

81" MINIMUM
TABS

TO MOUNTING

NFPA 72 REQUIRES THAT
THE ENTIRE LENS BE NOT
LESS THAN 80" AND NOT
GREATER THAN 96" ABOVE
THE FINISHED FLOOR.

V=

SURFACE MOUNTING

MULTI-CANDELA AUDIBLE /VISIBLE NOTIFICATION APPLIANCE

WEATHER PROOF BOX 1-1/2" DEEP
SIMPLEX 4905-9828 RED

SIMPLEX 4905-9829 WHITE
CONDUIT CUTOUTS ARE PROVIDED
ON ALL FOUR SIDES.

TO ADDITIONAL NOTIFICATION
APPLIANCE DEVICE OR RETURN

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

03/14/14

HOUSING | LETTERING |  STROBE RMS CURRENT @ =, TO FACP FOR STYLE Z APPLICATION —, TO FACP FOR STYLE Z APPLICATION
MODEL NUMBER | COLOR | COLOR | RATING | 16 VDC [ 18 VDC [ 24 VDC ( ) ( IF LAST DEVICE ON CIRCUIT IN A AUDIBLE: RO A MPITIBLE SMPLEX ( ) ( IF LAST DEVICE ON CIRCUIT IN A
4906-9109 RED WHITE | 135cd | 314 mA | 279 mA | 209 mA — — STYLE Y APPLICATION PLACE A _ , + | —X STYLE Y APPLICATION PLACE A
e T « RATED VOLTAGE RANGE: UL LISTED: 16 VDC TO 33 VDC PER UL 464 SMARTSYNC CONTROL  ¥—— e 2 — T
177¢cd 390 mA | 347 mA | 260 mA TERMINALS 3 & 4 ARE NOT USED 10K 1/2W END-OF LINE RESISTOR MODULE (SCM) 4905-9938 TERMINALS 3 & 4 ARE NOT USED 10K 1/2W END-OF LINE RESISTOR
185cd | 409 mA | 364 mA | 273 mA HORN_OUTPUT OR. SIMPLEX. 4905-9914
4906-9111 | WHITE | RED 135¢d | 314 mA | 279 mA | 209 mA 16 VDC 24 VDC 33 VDO OR 9922 SYNC CUBE -
177cd | 390 mA | 347 mA | 260 mA : == % == CHAMBER  "STEADY | CODED | STEADY | CODED | STEADY | CODED % =
185cd | 409 mA | 364 mA | 273 mA @ S N N REVERBERANT | 81 DBA|76 DBA| 84 DBA|79 DBA| 86 DBA| 82 DBA — @ e N
(= (= (@
@ @ @) C ) ANECHOIC | 96 DBA |93 DBA| 99 DBA|96 DBA|101 DBA 98 DBA @) @
WALL MOUNT INSTALLATION B A e ﬂ@® Q DI_ t Q DI_ STROBE = ﬂ@ ® Q Dl_
SMARTSYNC CONTROL | : L]
HEIGHT REFERENCE gnglePL(g)szgggEg;’f’a = — — e « RATED VOLTAGE RANGE: UL LISTED: 16 VDC TO 33 VDC PER UL 1971, UL 1638 AND UL 464 S
ELECTRICAL BOTTOM OF LENS N\ * FLASH RATE: 1Hz
BOX OUTLINE IS EITHER EVEN WITH OR 9922 SYNC CUBE D) )
> CITHER EVEN Wit \ « NAC LOADING: MAXIMUM OF 24 STROBES PER NAC CIRCUIT.
BOTTOM OF *
‘ cop ST OF CURRENT DRAWS REFLECT STROBE FLASHING WITH AUDIBLE ON
1 ! VODEL NUMBER | HOUSING [LETTERING] STROBE | UL 1971 RATINGS @ 52F T0 122F (0'C 10 50C)
_ - T COLOR | COLOR | RATING 16 VDC 18 VDC 24 VDC
@ (@) i@, {@) 4906-9131 RED WHITE égcd 29014 mﬁ\ 1881w mﬁ\ %6 mﬁ\
~ 4906-9132 WHITE RED £ m m m
NFPA 72 REQUIRES THAT 75¢d 249 mA 221 mA 66 _mA
, THE ENTIRE LENS BE NOT UL 1638 RATINGS @ 32°F 10 122'F (0°C T0 50°C)
80 LESS THAN 80" AND NOT INTENSITY SELECTION 16 VDC 18 VDC 24 VDC INTENSITY SELECTION
MIN. GREATER THAN 96” ABOVE PLUG, ACCESSIBLE ONLY WP75¢cd 205 mA 182 mA 137 mA PLUG, ACCESSIBLE ONLY
THE FINISHED FLOOR. FROM' REAR OF HOUSING; UL 7538 RATNGS & —31F T0 150F (=35C 10 65°) FROM' REAR OF HOUSING;
FACTORY SETTING IS 15cd EVOC SUSC AT FACTORY SETTING IS WP75
STROBE INTENSITY WP75¢d 277 mA 246 _mA 185 mA STROBE INTENSITY
VIEWING SLOT VIEWING SLOT
(SIMPLEX 2088-9021) PRODUCT INFORMATION
SPECIFICATIONS: FEATURES:
« POWER REQUIREMENTS: ;2 \r/nDAC PEEVK((:)S|1T|1()5N V%C « FREE-RUN, CONTROLLED FROM A STANDARD FIRE ALARM
: : ANY SINGLE GANG BOX CONTROL PANEL NOTIFICATION APPLIANCE CIRCUIT (NAC) WHEN SURFACE. MOUNTING. USE 4" SQUARE x 1 1/2° DEEP BOX
. : _ X
RELAY: UL. RECOGNIZED SPDT SUPPLIED BY CONTRACTOR OR SIMPLEX SMARTSYNC TWO-WIRE. CONTROL RED SKIRT NO. 4905-9937 SUPPLIED BY CONTRACTOR
« CONTACT RATING: 10 AMPS @ 115VAC . gggEDC%l:\TRF&L T%\llg E(E)DE[E)LESEE%NTOC(%LE%FL’J%F&L CAUTION: DO NOT BRING CONDUIT
- - . : . , THROUGH THE REAR OF THE
« APPROVALS: U.L. RECOGNIZED COMPONENTS OPERATING AT A SYNCHRONIZED 1 Hz FLASH RATE.
o DIMENSIONS: 1-1/2"H X 1" W X 7/8” D COVER PLATE * CLASS B (STYLE Y) OPERATION REQUIRES CONNECTION

(38.1mm H X 25.4mm W X 22.225mm D)

« 6" 18 AWG WIRE LEADS

WIRING:
e ALL WIRING TO COMPLY WITH LOCAL CODE.

« MAINTAIN CORRECT POLARITY

» CONDUCTORS MUST TEST FREE OF ALL GROUNDS.

SUPPLIED BY CONTRACTOR

BLU

10.0 AMP
CONTACTS
7N\

YEL | ORG

RELAY ENERGIZED LED \.

| |
& N/C N/O

WHT| BLK

115VAC @15 mA | N | H

24VAC @ 15mA
24VDC @ 15mA

RED)

=
(@]

TO A COMPATIBLE SIMPLEX SMARTSYNC NAC OR TO
SMARTSYNC CONTROL MODULE (SCM) 4905-9938

* CLASS A (STYLE Z) OPERATION IS SUPPORTED BY USING

THE 4905-9938 SCM
SPECIFICATIONS:

* HOUSING DIMENSIONS (INCLUDING LENS) : 5 1/8"H X 5" W X 1 1/2"D
(130 MM x 127 MM x 70 MM)

* HOUSING COLOR: RED WITH WHITE "FIRE” LETTERING

 TEMPERATURE RANGE: 32° F TO 122" F (0" TO 50° C)
* HUMIDITY RANGE: 10% TO 93% NON—CONDENSING AT 100" F (38" C)
» CONNECTIONS TERMINAL BLOCKS FOR #18 AWG TO #12 AWG (SOLID)
* RATED VOLTAGE RANGE: 16 TO 33 VDC

e SOUND OUTPUT CHARACTERISTICS: 2400 TO 3700 Hz SWEEP,
MODULATED AT 120 Hz RATE

DESCRIPTION:

« STANDARD (FREE—RUN) OPERATION MODE: IN FREE—RUN MODE;
A POSITIVE VOLTAGE FROM THE CONTROLLING NAC WILL ACTIVATE
THE HORN ACCORDING TO THE DESIRED OUTPUT OF CONTINUOUS
OR CODED OUTPUT PER THE NAC'S CAPABILITIES.

o SMARTSYNC MODE: WHEN SELECTED FOR THE SMARTSYNC MODE
AND USED WITH COMPATIBLE SIMPLEX CONTROL, THIS HORN CAN
BE WIRED ONTO THE SAME TWO-WIRE NAC CIRCUIT AS VISIBLE
APPLIANCES BUT WITH A SEPARATELY CONTROLLED OPERATION.
TYPICAL APPLICATIONS ARE AUDIBLE NOTIFICATION ACTIVATED

AS "ON—UNIT-SILENCED" AND VISIBLE NOTIFICATION APPLIANCES

ACTIVATED "ON-UNIT-RESET.” IN ADDITION, VISIBLE APPLIANCES
(STROBES) ON THE SAME CIRCUIT ARE ACTIVATED WITH
SYNCHRONIZED FLASHES (SYNC MODE).

FROM A COMPATIBLE SIMPLEX
SMARTSYNC NAC OR FROM

SMARTSYNC CONTROL

MODULE (SCM) 4905-9938

CURRENT RATINGS
VOLTAGE 16 VDC 24 VDC 33 VDC
CURRENT 21 mA 23 mA 27 mA
HORN SOUND OUTPUT RATINGS @ 10 FT. (3m)

VOLTAGE 22 VDC 24 VDC 33 VDC

SOUND TYPE * STEADY | CODED | STEADY | CODED | STEADY | CODED
REVERBERANT CHAMBER

UL 464 TEST 86 dBA| 83 dBA| 89 dBA| 85 dBA| 92 dBA| 88 dBA
ANECHOIC CHAMBER |90 dBA( 86 dBA|91 dBA| 86 dBA| 92 dBA| 88 dBA

* CODED VALUES ARE TYPICAL OF THE OUTPUT MEASURED WITH A TEMPORAL
CODED OR A MARCH TIME CODED PULSE AND WITH A SOUND LEVEL METER
READING ON A 'FAST" SETTING. UNDER THE SAME TEST CONDITIONS, CODED
HORN OUTPUT "PEAK™ SOUND LEVEL READINGS ARE TYPICALLY 4 dBA HIGHER.

MARTSYNC
ON

’

SEMI=FLUSH MOUNTING

—

FREE-RUN

NOTE: SWITCH SW1 AND NAC + AND — TEST POINTS
ARE ACCESSIBLE AFTER MOUNTING WITH THE
COVER REMOVED.

TO ADDITIONAL NOTIFICATION
APPLIANCE DEVICE OR RETURN

—— —— X TO FACP FOR STYLE Z APPLICATION

—_——

IF_ LAST DEVICE ON CIRCUIT IN A
STYLE Y APPLICATION PLACE A
10K 1/2W END-OF LINE RESISTOR
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