
5/8" GWB ON BOTH SIDES TO
UNDERSIDE OF STRUCTURE

CONT. ACOUSTICAL BATT INSULATION, 3.5" THICK

SCHEDULED WALL BASE

DECK

ACOUSTICAL SEALANT

4 7/8"

PARTITION TYPE TO DECK
A

1/
2"

METAL STUDS @ 16" O.C., SLAB TO SLAB

SCHEDULED CEILING SEE RCP FOR SPEC. AND
HEIGHTS

CEILING HEIGHT

ACOUSTICAL GASKET OR FLEXIBLE
SEALANT

20 GA. CONT. METAL STUD FLOOR RUNNER

SLOTTED DEFLECTION TRACK

DO NOT FASTEN GWB TO SLOTTED DEFLECTION
TRACK

M
in

.

G.C. TO COORDINATE GAP
AND SEALANT JOINT SIZE
WITH MAXIMUM
ANTICIPATED
STRUCTURAL
DEFLECTION

A 4-7/8" (3-5/8" MTL. STUDS); HEIGHT LIMIT 15'-7", STC45; 20 GA.

5/8" GWB ON BOTH SIDES TO 6" ABOVE CEILING

CONT. ACOUSTICAL BATT INSULATION, 3.5" THICK

SCHEDULED WALL BASE

DECK

4 7/8"

B

METAL STUDS @ 16" O.C.

SCHEDULED CEILING SEE RCP FOR SPEC. AND
HEIGHTS

CEILING HEIGHT

ACOUSTICAL GASKET OR FLEXIBLE SEALANT

20 GA. CONT.  METAL STUD FLOOR RUNNER

6"

PARTITION TYPE TO 6" ABOVE CEILING

B 4-7/8" (3-5/8" MTL. STUDS); HEIGHT LIMIT 15'-7", STC35; 20 GA.

BRACE TO CEILING FOR PARTITIONS
LONGER THAN 8'-0"

5/8" GWB ON BOTH SIDES TO 6" ABOVE
CEILING

SCHEDULED WALL BASE

DECK

4 7/8"

PARTITION TYPE NON-INSULATED 6" ABOVE CEILING
D

METAL STUDS @ 16" O.C.

SCHEDULED CEILING SEE RCP FOR SPEC. AND
HEIGHTS

CEILING HEIGHT

ACOUSTICAL GASKET OR FLEXIBLE SEALANT

20 GA. CONT. METAL STUD FLOOR RUNNER

D 4-7/8" (3-5/8" MTL. STUDS); HEIGHT LIMIT 15'-7", STC31; 20 GA.

6"

BRACE TO CEILING FOR PARTITIONS
LONGER THAN 8'-0"

5/8" GWB ON ONE SIDE TO 6" ABOVE
CEILING

SCHEDULED WALL BASE

DECK

4 1/4"

PARTITION TYPE FURRED
E

20 GA. METAL STUDS @ 16" O.C., SLAB
TO SLAB

SCHEDULED CEILING SEE RCP FOR SPEC. AND
HEIGHTS

CEILING HEIGHT

ACOUSTICAL GASKET OR FLEXIBLE SEALANT

20 GA. CONT. METAL STUD FLOOR RUNNER

E 4-1/4" (3-5/8" MTL. STUDS); 20 GA.

BRACE AS REQUIRED

SLOTTED DEFLECTION TRACK

6"

5/8" GWB ON BOTH SIDES TO UNDERSIDE OF
STRUCTURE

SCHEDULED WALL BASE BEYOND

DECK

 SLOTTED DEFLECTION TRACK

4 7/8"

3 5/8" CEILING RUNNER TRACK: MIN. 20 GA. GALV.
STEEL CHANNEL (1 1/4" MIN. FLANGE)
RUNNER INSTALLED INSIDE U- SHAPED DEFLECTION
CHANNEL

GLASS PARTITION TYPE
L

3 5/8" , 20 GA. METAL STUDS @ 16" O.C. TO
UNDERSIDE OF STRUCTURE

SCHEDULED CEILING SEE RCP FOR SPEC. AND
HEIGHTS

CEILING HEIGHT (DOES NOT ALWAYS
ALIGN WITH HEADER)

FR SEALANT

WOOD BLOCKING

1"

3 5/8" 20 GA. METAL STUD BRACE

5/8" GWB SOFFIT HEADER, SEE ELEVATION
FOR HEIGHTS

1" x 2" CHANNEL

1"

1" x 1" US26D SATIN CHROME CHANNEL

NEOPRENE GASKET FOR GLASS SETTING

1/2" TEMPERED
GLASS

SCHEDULED FINISH FLOOR

2 
1/

2"

1/4" WIDE SILICONE
BUTT GLAZING JOINT AT
GWB JAMB BEYOND

GWB JAMB BEYOND

5/8" GWB ON BOTH SIDES TO UNDERSIDE OF
STRUCTURE

 3.5" THICK CONT. ACOUSTICAL BATT INSULATION

SCHEDULED WALL BASE

DECK

ACOUSTICAL SEALANT

G.C. TO COORDINATE GAP AND
SEALANT JOINT SIZE WITH
MAXIMUM ANTICIPATED
STRUCTURAL DEFLECTION

PARTITION TYPE ACOUSTICAL
N

2 ROWS OF 3 5/8"METAL STUDS @ 16" O.C.

SCHEDULED CEILING SEE RCP FOR
SPEC. AND HEIGHTS

CEILING HEIGHT

20 GA. CONT. METAL STUD FLOOR RUNNER

SLOTTED DEFLECTION TRACK

DO NOT FASTEN GWB TO SLOTTED DEFLECTION
TRACK

ACOUSTICAL SEALANT

M
in

.

3 5/8"  3/4" AIRSPACE

CONT. NEOPRENE GASKET

9"
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ISSUED FOR CONSTRUCTION

A0.07

May 11, 2015 15051.00

PARTITION TYPES

1 MONUMENT SQUARE

Portland, ME

BANK OF AMERICA

BANK OF AMERICA - 9TH &

10TH FLOORS

 3" = 1'-0"
2

PARTITION TYPE N - ACOUSTICAL


