
EDGE OF DOOR FRAME BEYOND

SCHEDULED DOOR - SEE PARTITION PLAN
AND DOOR SCHEDULE FOR MORE
INFORMATION

VINYL REDUCER STRIP AT CENTER LINE OF
DOOR, WHERE OCCURS - SEE FINISH
SCHEDULE SHEET FOR MORE INFORMATION

SCHEDULED FLOORING - SEE MATERIALS &
FINISH PLAN FOR MORE INFORMATION

RESILIENT FLOOR CARPET
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CLEAR SILICONE SEALANT

METAL STUD

GYPSUM BOARD

FIXED GLASS PANEL

VARIES; SEE ELEVATIONS

PIVOT HINGE GLASS
DOOR, 1/2" TEMPERED

PARTITION TYPE 'L' FRAMELESS
GLASS, AS SCHEDULED

DRYWALL

6" STRIPS OF 20 GAUGE SHEET METAL OR 3/4"
F.R. PLYWOOD BETWEEN STUDS

REFER TO PLAN FOR MILLWORK LOCATIONS

COORDINATE EXACT LOCATIONS WITH MILLWORK INSTALLERS REQUIREMENTS

T.O. WALL CABINET

B.O. WALL CABINET

T.O. BASE CABINET

T.O. TOE KICKSHELVING STANDARDS

BASE CABINET

WALL CABINET

REFER TO ELEVATIONS FOR
HEIGHTS

PROVIDE BLOCKING WHERE
SHELVING IS SHOWN @ 12"
SPACING

EXTRUDED ALUMINUM FRAME

METAL STUD

PARTITION AS SCHEDULED

1 
1/

2"
.

JAMB SHOWN BEYOND

GLAZING BEAD

GLAZING, 1/2" TEMPERED

EXTRUDED ALUMINUM FRAME

METAL STUD
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1 1/2".

SILL SHOWN BEYOND

GLAZING BEAD

GLAZING, 1/2" TEMPERED

1'
 -

 1
1 

3/
4"

13 5/8"

SIGN TYPE SW.1.1
REMOVABLE 1/8" X 3/8" X 10 7/8"
MAGNETIC ACRYLIC PANEL FOR
PAPER DIRECTORY

PHONE  MOUNTED TO LOWER
PANEL;  CISCO 7906G;  7"W X 6"D X
6.5"H

ADA PUSH PADDLE AUTOMATIC
DOOR OPENING DEVICE

5" X 3" POLYCARBONATE CARD
READER SWIPE PAD;  PLACE 1 1/2"
FROM BOTTOM EDGE AND 1 1/4"
FROM SIDE.

SCHEDULED
PARTITION AS

BLOCKING SECURED INTO
WALL STUDS

CHIEF PAC5111 RECESSED
WALL ENCLOSURE

5/16" X 1 1/2" LAG BOLTS WITH 5/16"
FLAT WASHERS TYPICAL 8

65
" 

A
F

F

POWER AND DATA OUTLET;
REFER TO TECHNOLOGY AND
ELECTRICAL DRAWINGS

DOOR FRAME HEADER

METAL STUD

SHIM AS REQUIRED

PARTITION AS SCHEDULED

DOOR AS SCHEDULED

1 
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2"
.

WOOD BLOCKING

GWB
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DOOR JAMB

HINGE REINFORCEMENT

1 1/2"

DOOR AS SCHEDULED

DOOR SEAL

METAL STUD

WOOD BLOCKING

GLAZING BEAD

GWB

4 
7/

8"
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1 1/2"1 1/2".

HINGE
REINFORCEMENT

GLAZING, 1/2" TEMPERED

DOOR SEAL

DOOR AS SCHEDULED

EXTRUDED ALUMINUM FRAME

METAL STUD

WOOD BLOCKING

GLAZING BEAD

GLAZING, 1/2" TEMPERED

EXTRUDED ALUMINUM FRAME

SCHEDULED FLOORING

1 
1/

2"
.

JAMB SHOWN BEYOND

PARTITION AS SCHEDULED

EXISTING SUBFLOOR

WOOD BLOCKING
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ISSUED FOR CONSTRUCTION
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May 11, 2015 15051.00

TYPICAL DETAILS

1 MONUMENT SQUARE

Portland, ME

BANK OF AMERICA

BANK OF AMERICA - 9TH &

10TH FLOORS

 12" = 1'-0"
9

RESILIENT FLOORING TO CARPET TRANSITION UNDER DOOR

 3" = 1'-0"
4

TYP. FRAMELESS SIDELIGHT OPENINGS & DOOR JAMB DETAIL

 3" = 1'-0"
10

BLOCKING DETAIL AT MILLWORK & SHELVING

 6" = 1'-0"
5

TYP. DETAIL AT GLAZING HEAD - ALUM. FRAME

 6" = 1'-0"
6

TYP. DETAIL AT GLAZING JAMB - ALUM. FRAME

 3" = 1'-0"
8

SECURE ENTRY DIRECTORY DETAIL
 1 1/2" = 1'-0"

11
LCD MOUNTING BRACKET

 6" = 1'-0"
1

TYP. DETAIL AT DOOR HEAD - ALUM. FRAME

 6" = 1'-0"
2

TYP. DETAIL AT DOOR JAMB - ALUM. FRAME

 6" = 1'-0"
3

TYP. DETAIL AT DOOR/SIDELIGHT - ALUM. FRAME
 6" = 1'-0"

7
TYP. DETAIL AT GLAZING SILL - ALUM. FRAME


