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2| NoTSED DEMOLITION PLAN .

SYMBOL DESCRIPTION REMARKS
s EXISTING PARTITION TO REMAIN
————=— EXISTING PARTITION TO BE DEMOLISHED
————— EXISTING &YP. CEILING TO BE DEMOLISHED
_. EXISTING DOOR TO BE REMOVED
N

EXISTING DOOR TO REMAIN

AREA NOT IN CONTRACT

©)

REMOVE EXISTING INTERIOR PARTITION (OR PORTION OF EXISTING
INTERIOR PARTITION) WHERE INDICATED ON PLAN; REMOVE ANY
EXISTING SWITCHES, PONER/COMMUNICATION OUTLETS, ETC. AS
REQUIRED; REMOVE ALL CABLING BACK TO ITS SOURCE SO THERE
ARE NO "LIVE WIRES".

&C TO REMOVE DOOR, FRAME, AND/OR SIDELIGHT AT THIS
LOCATION. SALVAGE FOR POSSIBLE REUSE.

REMOVE EXISTING WALL COVERING. PATCH & REPAIR WALL AS
REQUIRED TO RECEIVE NEW FINISHES.

REMOVE PORTION OR ENTIRE EXISTING CEILING TILE SYSTEM; REFER
TO SHEET A/2.06. SALVAGE/PROTECT ALL LIGHT FIXTURES FOR
REUSE.

. REFER TO MEP DOCUMENTS FOR EXTENT OF DEMOLITION OF HVAC
AND ELECTRICAL SYSTEMS.

2. THE EXTENT OF DEMOLITION WITHIN UNHATCHED AREA:

e INTERIOR PARTITIONS AND ALL ASSOCIATED COMPONENTS
AS INDICATED ON PLAN.

e ALL DOORS AND DOOR FRAMES UN.O.; SALVYAGE FOR
POSSIBLE RE-USE.

e ALL FINISHES (L.E. WALLCOVERING, FLOORING, WALL BASE,
ETC.) UN.O.; SAND/SKIM AND PATCH/PREP TO RECEIVE NEW
FINISHES AS REQUIRED.

o ALL MILLWORK AND ALL ASSOCIATED COMPONENTS UN.O.
e ALL DATA CABLING NOT BEING REUSED. REMOVE ALL
CABLING BACK TO ITS SOURCE SO THERE ARE NO "LIVE
WIRES",
3. G.C. TO PROTECT EXISTING WALLS (IF INDICATED TO REMAIN).

4. &.C. TO VISIT SITE TO UNDERSTAND ALL EXISTING CONDITIONS
PRIOR TO SUBMITTING BID.

5. &6.C. TOREMOVE ALL EXISTING FLOORINES, INCLUDING BASES.
PATCH ¢ REPAIR FLOOR AS REQUIRED TO RECEIVE NEW FLOOR
FINISHES.

6. REFER TO FLOOR PLANS FOR SCOPE OF DEMOLITION AND
LOCATION. ALL DIMENSIONS TO BE VERIFIED IN FIELD.

0.0 GENERAL DEMOLITION NOTES:

0.0. DEMOLITION CONSISTS OF PERFORMING ALL DEMOLITION OF EXISTING
CONSTRUCTION WHICH IN ITS PRESENT POSITION WILL INTERFERE WITH THE
COMPLETED NEW CONSTRUCTION AND TO PERFORM ANY OTHER CUTTING OR
PATCHING OF EXISTING CONSTRUCTION AS SHOWN ON THE DRAWINGS.

0.0.2 CLEAN BASE BUILDING CURTAINWALL GLASS, FRAMES AND SILLS OR DRIPS,
SPILLS AND DEBRIS. REPAIR ANY DAMAGE CAUSED BY DEMOLITION.

0.0.3 ALL EXISTING DOORS, FRAMES, DOOR HARDWARE, LIGHT FIXTURES, SWITCHES
NOT BEING REUSED FOR THIS PROJECT SHALL BE STORED FOR THE TENANT
OR ONNER AS REQUIRED. CONSULT WITH ARCHITECT FOR VERIFICATION.

0.0.4 PATCH ALL FLOOR, CEILING AND WALL SURFACES AS WELL AS ALL ADJACENT
SURFACES EFFECTED BY DEMOLITION WITH SIMILAR MATERIALS AS
NECESSARY TO ACHIEVE UNIFORM, NEW APPEARANCE (1.E. GWB PERIMETER
WALLS, DEMISING WALLS, CORE ETC.). PATCHES SHALL BE IMPERCEPTIBLE.

0.05 IN ALL AREAS WHERE DEMOLITION (REMOVAL OF PARTITIONS, ETC.) CAUSES
UNEVENNESS IN THE FLOOR. THE CONTRACTOR SHALL PATCH TO LEVEL THE
FLOOR TO RECEIVE FINISHED FLOORING.

ol DEMOLITION INCLUDES BUT IS NOT LIMITED TO THE FOLLOWING:

0.0. FURTHER DEMOLITION ADMINISTRATIVE REQUIREMENTS ARE TO BE PROVIDED
PER SPECIFICATIONS SHEET OR MANUAL. IF NEITHER 1S PROVIDED, PLEASE
CONTACT ARCHITECT IMMEDIATELY FOR VERIFICATION.

Ol PARTITIONS

A. REMOVAL OF EXISTING PARTITIONS, INCLUDING DOORS, FRAMES, AND
THERMOSTATS, ELECTRICAL WITHIN PARTITIONS SHALL BE REMOVED AS
INDICATED ON THE DRAWINGS. 6C TO RELOCATE ANY THERMOSTAT TO A
LOCATION SUITABLE BY ARCHITECT AND MEP ENGINEER.

B. ALL EXISTING DOORS DESIGNATED FOR REMOVAL INCLUDING FRAMES
SHALL BE REUSED WHERE THE SAME TYPE DOOR 1S APPLICABLE UN.O.. ALL
REUSED DOORS TO BE REFINISHED / REPAINTED AS SPECIFIED WITH
BLEMISHES REPAIRED. ALL EXISTING HARDWARE SHALL BE RETAINED FOR
REUSE AS NOTED IN THE DEMOLITION PLAN STANDARDS. ANY MATERIALS
SHALL BE GROUPED AND STACKED NEATLY IN ONE LOCATION. PROTECT
ALL ITEMS FROM DAMAGE. IF ITEMS REMOVED ARE NOT REQUIRED BY
EITHER OWNER OR TENANT THEY SHALL BECOME THE PROPERTY OF THE
CONTRACTOR AND REMOVED FROM THE SITE AS WORK PROGRESSES.

C. NHERE SLAB TO SLAB NONBEARING PARTITIONS ARE REMOVED, THE
DEMOLITION CONTRACTOR SHALL REMOVE ALL OF THE PARTITION
INCLUDING THAT PORTION ABOVE THE CEILING AS WELL AS ANY
MECHANICAL FASTENERS.

Ol2 CEILING
A. REMOVE SPECIFIED LIGHTS (REFER TO CEILING PLAN IF REQUIRED).
B. REUSE GRID AS NOTED IN THE DEMOLITION PLAN STANDARDS. REPAIR ANY
DAMAGE TO EXISTING GRID IF IT 1S REUSED.
C. EXISTING LIGHT FIXTURES, DIFFUSERS, EXIT SIGNS, ETC. SHALL BE REUSED
AS NOTED IN DEMOLITION PLAN STANDARDS IF IN GOOD CONDITION.
PROTECT AND NUMBER IN ONE LOCATION. COORDINATE WITH ARCHITECT.
0.3 FINISHES
A. REMOVE EXISTING WALLCOVERINGS AND FLOOR FINISHES, INCLUDING
CARPET, RESILIENT FLOORING, ETC., WALL BASE AND ANY TRIM UN.O.
0.4 PONER AND COMMUNICATION
ALL ELECTRICAL, TELEPHONE, DATA AND PLUMBING ITEMS NOT TO REMAIN IN
EXISTING LOCATION SHALL BE REMOVED BACK TO SOURCE JUNCTION BOX,
INCLUDING ALL CONDUIT.
O.15 HYAC
A. SALYAGE FOR REUSE DIFFUSERS (INCLUDING SLOT DIFFUSERS) AS NOTED
ON DEMOLITION PLAN STANDARDS.
B. LEAVE PERIMETER SLOT AND ANY ASSOCIATED DUCTWORK INTACT.
C. LEAVE MAIN DISTRIBUTION TRUNK INTACT. TEMPORARILY SUSPEND
SECONDARY DUCTS
0..6 PLUMBING
A. SPRINKLER MAIN, PIPING AND HEADS ARE TO REMAIN FOR FUTURE
RELOCATION.
B. ALL PLUMBING SUPPLIES AND DRAINS THAT ARE TO BE DEMOLISHED ARE
TO BE REMOVED BACK TO SOURCE OR WET COLUMN.

0.2.0 DEBRIS REMOVAL

0.2 CONDUCT DEMOLITION OPERATION AND THE REMOVAL OF DEBRIS AND
EQUIPMENT TO INSURE MINIMUM INTERFERENCE WITH EXISTING BUSINESS
OPERATION. CONSULT WITH BUILDING OWNER FOR ANY RULES AND
REGULATIONS REGARDING HOURS, DUMPSTERS AND REMOVAL. ELEVATOR
MUST BE PROTECTED AND TIMING MUST BE COORDINATED WITH BUILDING
ONNER. INSURE PROTECTION OF PERSONS AROUND THE DEMOLITION AREA. USE
TEMPORARY ENCLOSURES AND OTHER SUITABLE METHODS TO LIMIT THE
AMOUNT OF DUST AND DIRT RISING AND SCATTERING IN THE AIR TO THE
LOWEST PRACTICAL LEVEL. CONTRACTOR SHALL KEEP DEMOLITION DEBRIS
OUT OF THE BUILDING CORRIDORS.

0.2.2 RELOCATION OF ITEMS INVOLVED IN THE WORK IS SUBJECT TO THE
CONTRACTOR'S ABILITY TO DO SO WITHOUT PERMANENTLY DAMAGING OR
MARRING THE ITEMS TO BE RELOCATED. IF THE CONTRACTORS IS UNABLE TO
RELOCATE THE ITEMS AS PRESCRIBED. SUBSTITUTION OF NEW MATERIAL IN
LIEU OF RELOCATION |1S ACCEPTABLE. CONTRACTOR MAY ELECT TO USE NEW
MATERIALS TO MATCH EXISTING IN LIEU OF RELOCATION AT HIS OWN
CONVENIENCE FOR NO ADDITIONAL COST.

0.23 DEBRIS RESULTING FROM THE DEMOLITION AND CONSTRUCTION SHALL BE
REMOVED FROM THE BUILDING SITE ON A DAILY BASIS.

024 CLEAN ADJACENT WORK OF DUST, DIRT AND DEBRIS CAUSED BY DEMOLITION
OPERATIONS. RETURN ADJACENT AREAS TO CLEAN CONDITION (SIMILAR TO
PRIOR DEMOLITION) AFTER COMPLETION.

0.3.0 MISCELLANEOUS REQUIREMENTS

03.1 IF CONTRACTOR DISCOVERS EXISTING CONDITIONS WHICH ARE NOT INDICATED
ON THE DRAIINGS. CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY
BOTH VERBALLY AND IN WRITING PRIOR TO PROCEEDING WITH THAT PORTION
OF THE WORK.

0.3.2 EACH SPECIFIC ITEM OF CUTTING, PATCHING OR FITTING 1S NOT NECESSARILY
DESCRIBED INDIVIDUALLY HEREIN. ABSENCE OF A SPECIFIC INSTRUCTION FOR
CUTTING, PATCHING OR FITTING SHALL NOT RELIEVE THE CONTRACTOR FROM
RESPONSIBILITY TO PERFORM AS REQUIRED COMPLETING THE WORK.
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This drawing is the property of Associated Space
Design, Inc. and is not to be reproduced or copied in
whole or in part. It is not to be used on any other project
and is to be returned upon request. Scales as stated
herein are for reference only as normal reproduction
processes may alter the accuracy of original drawings.
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