SECTION 09380 INTERIOR STONEWORK (CONT.)

09350-31 PROHIBIT ALL FOOT TRAFFIC FROM USING INTERIOR STONE FLOORS FOR AT LEAST 3 DAYS FOLLOWING INSTALLATION.

09350-32 WHEN RECOMMENDED BY THE STONE MANUFACTURER, APPLY A PROTECTIVE COAT OF NEUTRAL PROTECTIVE CLEANER TO
COMPLETED FLOORS. PROTECT INSTALLED STONE WORK WITH KRAFT PAPER OR OTHER HEAVY COVERING DURING THE
CONSTRUCTION PERIOD TO PREVENT DAMAGE AND WEAR.

09380-33 STONE INSTALLER 1S TO PROVIDE 1/8" ZINC STRIP FOR ALL TRANSITIONS FROM STONE TO CARPET. UNLESS NOTED
OTHERWISE BY DETAILS AND/OR NOTES WITHIN THESE DRAWINGS.

09350-34 SEPARATE WASTE IN ACCORDANCE WITH THE WASTE MANAGEMENT PLAN, IF APPLICABLE, AND PLACE IN DESIGNATED AREAS
IN THE FOLLOWING CATEGORIES FOR RECYCLING:
A.  HALF TILES AND LARGER: SET ASIDE FOR REUSE BY OWNER OR NONPROFIT ORGANIZATIONS SUSCH AS HABITAT FOR
HUMANITY.
B. BROKEN TILE, CUTOFFS SMALLER THAN I/2 TILE, AND EXCESS MORTAR AND GROUT: CRUSH FOR USE AS MOSAIC,
SUB-BASE, OR FILL.

09360-35 EXTRA STOCK: FURNISH EXTRA STOCK OF QUANTITY EQUAL TO 5% OF AMOUNT INSTALLED, IN FULL-SIZE UNITS, FOR EACH
TYPE, COLOR, SIZE AND FINISH INCLUDED IN THE WORK. ALL PRODUCTS SUPPLIED SHALL BE DELIVERED IN ORIGINAL,
UNOPENED PACKAGES WITH LABELS IDENTIFYING PRODUCTS LEGIBLE AND INTACT.

09350-36 AlL PRODUCTS SUPPLIED SHALL BE STORED IN A DRY ENCLOSURE AND PROTECTED FROM THE WEATHER, DIRECT SUNLIGHT,
SURFACE CONTAMINATION, AGING, DAMAGING TEMPERATURES, DAMAGE FROM CONSTRUCTION TRAFFIC, AND OTHER
POTENTIAL ADVERSITIES. DAMAGED MATERIALS SHALL BE REMOVED FROM THE JOBSITE.

SECTION 09500 ACOUSTICAL TILE CEILINGS

09500-1 PROVIDE MANUFACTURER'S STANDARD UNITS OF CONFIGURATION INDICATED THAT COMPLY WITH ASTM El264
CLASSIFICATIONS AS DESIEGNATED BY REFERENCE TO TYPES, PATTERNS, ACOUSTICAL RATINGS, AND LIGHT REFLECTANCE,
UNLESS OTHERWISE NOTED.

09500-2 SUSPENSION SYSTEM ATTACHMENT DEVICES SHALL BE FIXED FOR FIVE (5) TIMES DESIEN LOAD INDICATED IN ASTM C635,
TABLE |, DIRECT HUNG, UNLESS OTHERWISE NOTED.

09500-3 WIRE FOR HANGERS AND TIES SHALL MEET ASTM A64l, CLASS |, ZINC COATING, SOFT TEMPER.

09500-4 PROVIDE WIRE SIZED SO THAT STRESS AT THREE (3) TIMES HANGER DESIEN LOAD (ASTM C635, TABLE |, DIRECT HING)
SHALL BE LESS THAN YIELD STRESS OF WIRE, BUT PROVIDE NOT LESS THAN O.106" DIAMETER (12 GAUGE).

09500-5 ACOUSTICAL CEILINGS SHALL BE INSTALLED TO COMPLY WITH THE FOLLOWING STANDARDS:
A.  CISCA "CEILING SYSTEMS HANDBOOK"
B. AS5TM €636 "STANDARD FOR INSTALLATION OF CEILING SUSPENSION SYSTEMS"
C. ASTM G636 AND E580 AS APPLICABLE TO ACOUSTICAL SNAP-IN METAL PAN CEILINGS.

09500-6 WHERE ACOUSTICAL PANEL CEILINGS ARE REQUIRED TO COMPLY WITH A FIRE HAZARD CLASSIFICATION FOR FLAMESPREAD,
FUEL CONTRIBUTION, AND SMOKE DEVELOPMENT, PROVIDE PANELS WHICH HAVE BEEN TESTED, RATED, AND LABELED BY UL
FOR THE REQUIRED RATINGS AS LISTED IN THE "CLASSIFIED BUILDING MATERIALS INDEX" BY UL.

09500-1 PROVIDE MANUFACTURER'S STANDARD UNITS FOR CONFIGURATION INDICATED WHICH ARE PREPARED FOR MOUNTING METHOD
DESIGNATED AND WHICH COMPLY WITH FS 55-5-11& REQUIREMENTS, INCLUDING THOSE INDICATED BY REFERENCE TO TYPE,
FORM, PATTERN, GRADE, LIGHT REFLECTANCE COEFFICIENT, EDGE DETAIL, AND JOINT DETAIL.

09500-& OBTAIN UNITS FROM ONE MANUFACTURER, CURED BY ONE PROCESS, AND OF UNIFORM TEXTURE AND COLOR FOR EACH TYPE
REQUIRED, FOR EACH CONTINUOUS, VISUALLY RELATED AREA. DO NOT CHANGE BRANDS OF MATERIALS DURING THE COURSE
OF THE WORK WITHOUT APPROVAL.

O9500-9 NECESSARY COMPONENTS FOR A COMPLETE SUSPENSION SYSTEM SHALL BE SUPPLIED, INCLUDING BUT NOT LIMITED TO
INSERTS, ANCHORS, HANGERS, CARRYING CHANNELS, MAIN RUNNERS, CROSS RUNNERS, SPLINES, EDGE MOLDINGS, SPLICES,
CLIPS, FASTENERS, TIRE WIRES, HOLD-DOWN DEVICES, AND ACCESSORIES AND DEVICES AS APPLICABLE.

09500-10 PROVIDE MANUFACTURER'S STANDARD UNITS OF METAL, FINISH, AND SHAPES RECOMMENDED FOR THE APPLICATIONS
INDICATED, UNLESS OTHERWISE NOTED.

09500~ PROVIDE EXPOSED SINGLE-FLANGE MOLDINGS FOR SUPPORT AT EDEGES OF CEILING, AT WALLS, PENETRATIONS, ETC.

09500-12 PROVIDE SUSPENSION MANUFACTURER'S SPECIAL EDGE-TRIM MOLDING OF TYPES INDICATED FOR INTERRUPTIONS IN CEILING
WHERE EDGES OF TILE WOULD OTHERWISE BE EXPOSED. CIRCULAR PENETRATIONS TO CEILING SHALL HAVE EDGE MOLDINGS
FABRICATED TO DIAMETER REQUIRED TO FIT PENETRATION EXACTLY.

09500-13 SUBIECT TO COMPLIANCE WITH REQUIREMENTS; PROVIDE PRODUCTS BY ONE OF THE FOLLOWING MANUFACTURERS:
REFER TO RCP

09500-14 SUBMIT MANUFACTURER'S PRODUCT SPECIFICATIONS AND INSTALLATION INSTRUCTIONS FOR EACH ACOUSTICAL CEILING
MATERIAL REQUIRED AND FOR EACH SUSPENSION SYSTEM, INCLUDING CERTIFIED LABORATORY TEST REPORTS AND OTHER
DATA AS REQUIRED TO SHOW COMPLIANCE WITH THESE SPECIFICATIONS. INCLUDE MANUFACTURER'S RECOMMENDATION FOR
CLEANING AND REFINISHING ACOUSTICAL UNITS, INCLUDING PRECAUTIONS AGAINST MATERIALS AND METHODS WHICH MAY BE
DETRIMENTAL TO FINISHES AND ACOUSTICAL PERFORMANCE.

09500-15 SUBMIT SAMPLES FOR VERIFICATION PURPOSES OF EACH TYPE OF EXPOSED FINISH REQUIRED, PREPARED ON SAMPLES OF
SIZE, THICKNESS, AND MATERIAL INDICATED FOR FINAL UNIT OF WORK.

O9500-16 SUBMIT SAMPLES OF EACH TILE TYPE, PATTERN, AND COLOR REQUIRED.

O9500-1T COORDINATE LAYOUT AND INSTALLATION OF ACOUSTICAL CEILING UNITS AND SUSPENSION STSTEM COMPONENTS WITH OTHER
CONSTRUCTION THAT PENETRATES CEILINGS OR |1S SUPPORTED BY THEM, INCLUDING LIGHT FIXTURES, HYAC EQUIPMENT,
FIRE-SUPPRESSION SYSTEM COMPONENTS, AND PARTITION SYSTEM.

09500-1& DELIVER ACOUSTICAL CEILING UNITS TO PROJECT SITE IN ORIGINAL UNOPENED PACKAGES AND STORE THEM IN A FULLY
ENCLOSED SPACE WHERE THEY WILL BE PROTECTED AGAINST DAMAGE FROM MOISTURE, DIRECT SUNLIGHT, SURFACE
CONTAMINATION, OR OTHER CAUSES.

09500-19 EXAMINE SUBSTRATES AND STRUCTURAL FRAMING TO WHICH CEILING SYSTEM ATTACHES OR ABUTS, WITH INSTALLER
PRESENT, FOR COMPLIANCE WITH REQUIREMENTS SPECIFIED IN THIS AND OTHER SECTIONS THAT AFFECT INSTALLATION AND
ANCHORAGE OF CEILING SYSTEM. DO NOT PROCEED WITH INSTALLATION UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN
CORRECTED.

09500-20 DO NOT INSTALL INTERIOR ACOUSTICAL CEILINGS UNTIL SPACE 1S ENCLOSED AND WEATHERPROOF, WET WORK IN SPACE 15
COMPLETED AND NOMINALLY DRY, WORK ABOVE CEILINGS 1S COMPLETE, AND AMBIENT CONDITIONS OF TEMPERATURE AND
HUMIDITY WILL BE CONTINUOUSLY MAINTAINED AT VALUES NEAR THOSE INDICATED FOR FINAL OCCUPANCY.

09500-21 MEASURE EACH CEILING AREA AND ESTABLISH LAYOUT OF ACOUSTICAL UNITS TO BALANCE BORDER WIDTHS AT OPPOSITE
EDGES OF EACH CEILING. AVOID THE USE OF LESS-THAN- HALF WIDTH UNITS AT BORDERS AND COMPLY WITH REFLECTED
CEILING PLANS WHEREVER POSSIBLE.

09500-22 LAY OUT PANELS TO MINIMIZE WASTE; REUSE CUTOFFS WHENEVER FEASIBLE.
09500-23 DIRECTIONALLY-PATTERNED ACOUSTICAL UNITS SHALL BE ARRANGED AND ORIENTED IN THE SAME DIRECTION.

09500-24 MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S PRINTED INSTRUCTIONS AND SHALL COMPLY WITH
GOVERNING REGULATIONS, FIRE RESISTANCE RATING REQUIREMENTS AS INDICATED, AND INDUSTRY STANDARDS APPLICABLE
TO THE WORK.

09500-25 INSTALL SUSPENSION SYSTEM TO COMPLY WITH ASTM €636, WITH HANGERS SUPPORTED ONLY FROM BUILDING STRUCTURAL
MEMBERS AS INDICATED.

094500-26 HANGERS SHALL BE LOCATED NEAR EACH END (WITHIN 12") AND SPACED 4'-0" ALONG EACH CARRYING CHANNEL OR
DIRECT-HUNG RUNNERS, UNLESS OTHERWISE NOTED.

09500-27T HANGER WIRES SHALL BE INSTALLED AT RECESSED LIGHT FIXTURES RESTING ON SAME CEILING COMPONENT OR SUPPORTED
BY CROSS TEES ON MORE THAN TWO (2) SIDES. SECURE WIRE HANGERS BY LOOPING AND WIRE-TIEING EITHER DIRECTLY TO
STRUCTURES OR TO INSERTS, EYE-SCREWS OR OTHER DEVICES WHICH ARE SECURE AND APPROPRIATE FOR THE SUBSTRATE
AND WHICH WILL NOT DETERIORATE OR FAIL WITH AGE OR ELEVATED TEMPERATURE.

09500-25 EDGE TRIM MOLDINGS SHALL BE INSTALLED WHERE INDICATED, AND ELSEWHERE AS NEEDED, TO CONCEAL EDGES OF
ACOUSTICAL UNITS WHICH WOULD OTHERWISE BE EXPOSED TO VIEW AFTER COMPLETION OF THE WORK. ANCHOR WITH
FASTENER OR SECURE IN PLACE WITH PERMANENT ADHESIVE.

09500-29 INSTALL ACOUSTICAL TILE IN ACCORDANCE WITH SUSPENSION SYSTEM.

09500-30 CLEAN EXPOSED SURFACES OF ACOUSTICAL CEILINGS, INCLUDING TRIM, EDEE MOLDINES, AND SUSPENSION MEMBERS.
CLEANING AND TOUCH-UP OF MINOR FINISH DAMAGE SHALL COMPLY WITH MANUFACTURER'S INSTRUCTIONS. REMOVE AND
REPLACE WORK THAT CANNOT BE SUCCESSHULLY CLEANED AND REPAIRED TO PERMANENTLY ELIMINATE EVIDENCE OF
DAMAGE.

09500-31 VISIBLE SIENS OF TOUCH-UP OR REPAIR TO EXPOSED SURFACES WILL NOT BE ACCEPTED.

SECTION 09650 RESILIENT FLOORING TILE

09650-1 RESILIENT FLOORING TILE INCLUDES VINYL COMPOSITION TILE, RESILIENT WALL BASE, VINYL TRANSITION STRIPS, LINOLEUM
AND ANY OTHER RESILIENT FLOORING PRODUCTS AS REQUIRED TO PERFORM THE WORK.

09650-2 VINYL COMPOSITION TILE (VCT) SHALL BE FS S5-T-312, TYPE IV, 12" X 12" X 1/&" UNLESS INDICATED OTHERWISE.

09650-3 RESILIENT WALL BASE SHALL BE £S5 S5-W-40M TYPE |, IN ROLLS WITH MATCHING END STOPS AND PERFORMED OR MOLDED
CORNER UNITS, I/8" GAGE, UNLESS INDICATED OTHERWISE. INSTALL STRAIGHT BASE AT CARPET AND COVE BASE
ELSEWHERE. REFER TO FINISH LEGEND FOR BASE HEIGHT.

09650-4 VINYL TRANSITION STRIPS SHALL BE JOHNSONITE VINYL MOLDINGS OR APPROVED EQUAL. SUBMIT COLOR SAMPLES TO
ARCHITECT FOR COLOR SELECTION.

09650-5 SUBMIT 12" X 12" SAMPLES OF EACH TYPE, COLOR AND FINISH OF EACH RESILIENT TILE REQUIRED AND OF ALL
ACCESSORIES.

09650-6 INSPECT SUBFLOOR SURFACES TO DETERMINE SATISFACTORY CONDITIONS IN COMPLIANCE WITH THE MANUFACTURER'S
INSTRUCTIONS. ENSURE THAT THE SUBFLOOR 1S FREE FROM CRACKS, HOLES, RIDGES AND COATINES AND RESIDUES
PREVENTING ADHESIVE BOND AND OTHER DEFECTS IMPAIRING PERFORMANCE OR APPEARANCE.

09650-T REPAIR MINOR HOLES, CRACKS, DEPRESSIONS AND ROUGH AREAS, USING LEVELING AND PATCHING COMPOUNDS AS
RECOMMENDED BY THE VCT MANUFACTURER.

09650-& REMOVE COATINGS ON SUBFLOOR SURFACES THAT WOULD PREVENT ADHESIVE BOND, INCLUDING CURING COMPOUNDS
INCOMPATIBLE WITH VCT FLOORING ADHESIVES, PAINT, OILS, WAXES AND SEALERS.

09650-9 INSTALL RESILIENT FLOORING IN STRICT COMPLIANCE WITH MANUFACTURER'S PRINTED INSTRUCTIONS.

09650-10 EXTEND RESILIENT FLOORING INTO TOE SPACES, DOOR REVEALS AND INTO CLOSETS, AND SIMILAR OPENINGS. SCRIBE, CUT
AND FIT VCT TO PERMANENT FIXTURES, BUILT-IN FURNITURE AND CABINETS, PIPES, RECEPTACLES AND PERMANENT COLUMNS,
WALLS AND PARTITIONS. RUN TILE UNDER NON-PERMANENT COLUMNS AND POWER POLES PRIOR TO THEIR INSTALLATION.

09650-11 LAY TILE FROM CENTER MARKS ESTABLISHED WITH PRINCIPAL WALLS, DISCOUNTING MINOR OFFSETS, SO THAT TILES AT
OPPOSITE ENDS OF ROOM ARE OF EQUAL WIDTH. ADIUST AS NECESSARY TO AVOID USE OF CUT WIDTHS LESS I/2 TILE AT
ROOM PERIMETERS. LAY TILE SQUARE TO ROOM AXIS UNLESS SHOWN OTHERWISE.

09650-12 MATCH TILES FOR COLOR AND PATTERN BY USING TILE FROM CARTONS IN SAME SEQUENCE AS MANUFACTURED AND
PACKAGED, IF SO NUMBERED. CUT TILE NEATLY AROUND ALL FIXTURES. BROKEN, CRACKED, CHIPPED, DAMAGED OR
DEFORMED TILES ARE NOT ACCEPTABLE.

09650-13 LAY TILE WITH GRAIN RUNNING IN ONE DIRECTION, UNLESS NOTED OTHERWISE.
09650-14 INSTALL ALL RESILIENT FLOORING PRODUCTS WITH WATERPROOF, STABILIZED, LOW YOC TYPE ADHESIVES.

0965015 ADHERE RESILIENT FLOORING TO SUBSTRATES USING FULL SPREAD OF ADHESIVE APPLIED IN COMPLIANCE WITH FLOORING
MANUFACTURER'S PRINTED INSTRUCTIONS.

09650-16 IMMEDIATELY UPON COMPLETION OF RESILIENT FLOORING INSTALLATION, SWEEP OR VACUWM FLOOR THOROUEHLY. REMOVE
ANY EXCESS ADHESIVE OR OTHER BLEMISHES USING CLEANER RECOMMENDED BY TILE MANUFACTURER.

09650-T THE CONTRACTOR SHALL WAX AND POLISH ALL RESILIENT FLOORING ACCORDING TO THE MANUFACTURER'S INSTRUCTIONS,
UNLESS NOTED OTHERWISE.

09650-1&5 PROTECT FLOORING AGAINST DAMAGE DURING CONSTRUCTION TO COMPLY WITH RESILIENT TILE MANUFACTURER'S
INSTRUCTIONS.

09650-19 PROTECT FLOORING AGAINST DAMAGE FROM ROLLING LOADS FOR INITIAL PERIOD FOLLONWING INSTALLATION BY COVERING
WITH PLYWOOD OR HARDBOARD. USE DOLLIES TO MOVE STATIONARY EQUIPMENT OR FURNISHINGS ACROSS FLOORS.

09650-20 APPLY PROTECTIVE FLOOR POLISH TO RESILIENT TILE FLOORING SURFACES FREE FROM SOIL, EXCESS ADHESIVE, OR
SURFACE BLEMISHES. USE COMMERCIALLY AVAILABLE PRODUCT ACCEPTABLE TO RESILIENT TILE MANUFACTURER. POLISH
RESILIENT FLOORING IMMEDIATELY PRIOR TO SUBSTANTIAL COMPLETION.

09650-21 NOT USED

09650-22 EXTRA STOCK: FURNISH EXTRA STOCK OF QUANTITY EQUAL TO 5% OF AMOUNT INSTALLED, IN FULL-SIZE UNITS, FOR EACH
TYPE, COLOR, SIZE AND FINISH INCLUDED IN THE WORK. ALL PRODUCTS SUPPLIED SHALL BE DELIVERED IN ORIGINAL,
UNOPENED PACKAGES WITH LABELS IDENTIFYING PRODUCTS LEGIBLE AND INTACT.

09650-23 ALL PRODUCTS SUPPLIED SHALL BE STORED IN A DRY ENCLOSURE AND PROTECTED FROM THE WEATHER, DIRECT SUNLIGHT,
SURFACE CONTAMINATION, AGING, DAMAGING TEMPERATURES, DAMAGE FROM CONSTRUCTION TRAFFIC, AND OTHER
POTENTIAL ADVERSITIES. DAMAGED MATERIALS SHALL BE REMOVED FROM THE JOBSITE.

SECTION 09680 CARPET / CARPET TILE

09680-1 THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR THE SCHEDULING, RECEIVING, INSPECTION AND INSTALLATION OF THE
GO0DS AND MATERIALS TO BE USED IN THIS WORK. CARPET GOODS SHALL BE DELIVERED TO THE JOB SITE IN THE
MANUFACTURER'S ROLLS OR PACKAGES AND SHALL BE CLEARLY MARKED AS TO SIZE, DYE LOT AND MATERIAL.

09660-2 THE CONTRACTOR SHALL VISIT THE SITE AND SHALL VERIFY ALL DIMENSIONS AND OTHER CONDITIONS AS REQUIRED TO
ACCURATELY LAY OUT AND FIT ALL ITEMS SPECIFIED.

096860-3 THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING ANY DISCREPANCIES BETWEEN ACTUAL CONDITIONS AND
THOSE SHOWN ON THE DRAWINGS. ANY DIFFERENCE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR CONSIDERATION
PRIOR TO PROCEEDING WITH THE WORK.

09680-4 THE CONTRACTOR SHALL BE TOTALLY RESPONSIBLE FOR THE ACCURACY OF HIS MEASUREMENTS ON TOTAL YARDAGE
REQUIREMENTS TO BE FURNISHED.

096860-5 THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SECURITY OF ALL 600DS STORED ON THE JOB SITE.

09660-6 BEFORE ORDERING ANY MATERIALS OR FABRICATING ANY WORK, THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS
AND CONDITIONS AT THE SITE FOR ALL WORK WHICH MUST BE ACCURATELY FITTED TO OTHER CONSTRUCTION, INCLUDING
WALL-TO-WALL, OFFSET, DOOR AND OTHER DIMENSIONS CONTROLLED BY OTHER TRADES AND SHALL BE RESPONSIBLE FOR
THE CORRECTNESS OF THE SAME.

09650-T COMPLY WITH CARPET MANUFACTURER'S INSTALLATION RECOMMENDATIONS TO PREPARE SUBSTRATES INDICATED TO
RECEIVE CARPET INSTALLATION. LEVEL SUBFLOOR TO WITHIN I/4" IN |O FEET, NONCUMULATIVE, IN ALL DIRECTIONS. SAND
OR EGRIND PROTRUSIONS, BUMPS AND RIDGES TO BE SMOOTH. PATCH AND REPAIR CRACKS AND RoUeH AREAS. FILL
DEPRESSIONS. USE LEVELING AND PATCHING COMPOUNDS TO FILL CRACKS AND DEPRESSIONS IN SUBFLOOR AS
RECOMMENDED BY THE CARPET MANUFACTURER.

09680-& AlLL CARPET OF THE SAME SPECIFICATION SHALL COME FROM THE SAME DYE LOT AND MUST MEET INDUSTRY STANDARDS
FOR SIDE TO SIDE MATCH.

09680-9 THE CONTRACTOR SHALL USE LOW VOC ADHESIVE (LESS THAN 50 g/l) AS RECOMMENDED BY THE MANUFACTURER.

09680-10 SUBMIT THE MANUFACTURER'S INSTALLATION MANUAL, MAINTENANCE GUIDE AND STANDARD WARRANTY FOR ALL SPECIFIED
CARPETS.

09650-I1 SUBMIT THREE 24" X 24" SAMPLES OF ALL ORDERED DYE LOTS FOR SPECIFIED CARPETS.

09680-12 SUBMIT SEAMING LAYOUT SHOP DRAWINGS FOR REVIEW AND APPROVAL BY THE ARCHITECT PRIOR TO INSTALLATION.
DIRECTION OF SEAMING AND VARIOUS COLOR AND PATTERN LOCATIONS SHALL BE SHOWN ON THE SHOP DRAWINGS.

09680-13 CARPET SHALL BE INSTALLED BY THE 'DIRECT GLUE DOWN' METHOD USING THE MANUFACTURER'S MOST STRINGENT
RECOMMENDATIONS AND REQUIREMENTS. INSTALL STABILIZED, LOW YOC TYPE ADHESIVE. VERIFY COMPATIBILITY OF
ADHESIVE AND SUBSTRATE BEFORE INSTALLATION.

096860-14 INSTALLATION SHALL BE PERFORMED BY SKILLED MECHANICS IN ACCORDANCE WITH CRI STANDARD 104, @STANDARD
PRACTICE FOR INSTALLATION OF TEXTILE FLOOR COVERING MATERIALS" BY THE CARPET AND RUG INSTITUTE AND WITH THE
MANUFACTURER'S RECOMMENDATIONS AND INSTRUCTIONS. THE MOST STRINGENT REQUIREMENTS SHALL APPLY.
INSTALLATION SHALL BE WITH THE HIGHEST DEGREE OF WORKMANSHIP. INSTALLATION CRAFTSMEN SHALL BE REQUIRED TO
SHOW EVIDENCE OF AT LEAST THREE YEARS EXPERIENCE IN CARPET INSTALLATION WORK OF A SIMILAR QUALITY.

09680-15 EXTEND CARPET UNDER OPEN-BOTTOMED AND RAISED-BOTTOMED OBSTRUCTIONS AND UNDER REMOVABLE FLANGES OF
OBSTRUCTIONS. EXTEND CARPET INTO CLOSETS AND ALCOVES OF ROOMS INDICATED TO BE CARPETED, UNLESS ANOTHER
FLOOR FINISH IS INDICATED FOR SUCH SPACES. EXTEND CARPET UNDER ALL MOVABLE FURNITURE AND EQUIPMENT, UNLESS
NOTED OTHERWISE.

09680-16 SEAMS SHALL BE PRESSED BY HAND AND/OR SUITABLE TOOL TO PRODUCE THE BEST POSSIBLE EVEN TOP PILE
WIDTH-TO-WIDTH. SEAMS SHALL BE SEALED WITH APPROPRIATE SEAM SEALER. ADJACENT WIDTHS OF CARPET MUST BE
INSTALLED TO FINISH AT EXACTLY THE SAME ELEVATION, OR THE WORK WILL BE REJECTED AND REPLACED AT NO
ADDITIONAL COST TO THE OWNER.

09680-IT ALL CARPET WIDTHS SHALL BE INSTALLED WITH ALL ROWS OF PILE RUNNING IN THE SAME DIRECTION, UNLESS SHOWN
OTHERWISE ON THE APPROVED SHOP DRAWINGS.

09680-18& THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FLASH PATCHING AND TO HAVE THE FLOOR IN CONDITION TO RECEIVE
THE SCHEDULED FLOORING.

09680-19 NOT USED

09080-20 EXTRA STOCK: FURNISH EXTRA STOCK OF QUANTITY EQUAL TO 5% OF AMOUNT INSTALLED, IN FULL-SIZE UNITS, FOR EACH
TYPE, COLOR, SIZE AND FINISH INCLUDED IN THE WORK. ALL PRODUCTS SUPPLIED SHALL BE DELIVERED IN ORIGINAL,
UNOPENED PACKAGES WITH LABELS IDENTIFYING PRODUCTS LEGIBLE AND INTACT.

09680-21 ALL PRODUCTS SUPPLIED SHALL BE STORED IN A DRY ENCLOSURE AND PROTECTED FROM THE WEATHER, DIRECT SUNLIGHT,
SURFACE CONTAMINATION, AGING, DAMAGING TEMPERATURES, DAMAGE FROM CONSTRUCTION TRAFFIC, AND OTHER
POTENTIAL ADVERSITIES. DAMAGED MATERIALS SHALL BE REMOVED FROM THE JOBSITE.

09680-22 NOT USED

04650-23 VACUWM-CLEAN SURFACES THOROUGHLY, IMMEDIATELY BEFORE INSTALLATION.

09680-24 CLEAN NEW CARPET THOROUGHLY WITH A HIGH-EFFICIENCY PARTICULATE AIR (HEPA) FILTRATION VACUUM.

09680-25 CHECK SUBSTRATES TO ENSURE THAT NO DUSTING WILL OCCUR THROUGH INSTALLED CARPET. APPLY SEALER ON POROUS
CONCRETE SURFACES WHERE REQUIRED TO PREVENT DUSTING.

09660-26 PRE-VENTILATE CARPET. UNROLL AND AIR OUT CARPET IN A WELL-VENTILATED, UNINHABITED SPACE FOR A MINIMUM OF
SEVERAL HOURS, PREFERABLY A FEW DAYS, PRIOR TO INSTALLATION.

09680-21 INSTALL CARPET AFTER ALL WET WORK IN SPACES 1S COMPLETE AND DRY, AND AMBIENT TEMPERATURE AND HUMIDITY
CONDITIONS ARE MAINTAINED AT THE LEVELS INDICATED FOR PROJECT WHEN OCCUPIED FOR ITS INTENDED USE.

09680-25 PROVIDE MAXIMUM VENTILATION DURING INSTALLATION.

09680-29 VACATE AND VENTILATE SPACE FOR AS LONG AS POSSIBLE (UP TO TWO WEEKS) AFTER INSTALLATION.

SECTION 09700 WALL COVERING

O9100-1  VINYL WALL COVERING SHALL COMPLY WITH FS CCC-W-4056A FOR THE TYPE AND CLASS REQUIRED AND AS SCHEDULED.
PROVIDE CLASS 2 MILDEW-RESISTANT OSNABURG OR DRILL BACKING. COMPLY WITH ASTM D 1308 FOR DETERMINING STAIN
RESISTANCE.

O9100-2 WALL COVERINGS SHALL BE CLASS A WITH A FLAME SPREAD OF 25 OR LESS AND SMOKE DEVELOPMENT OF 450 OR LESS
AS PER ASTM E 84.

O9100-3 VINYL WALL COVERING SHALL NOT BE INSTALLED ON EXTERIOR BUILDING WALLS UNLESS SPECIFIED TO BE MICROVENTED BY
MANUFACTURER. NOTIFY THE ARCHITECT IN THE CASE OF CONFLICTS WITHIN THE CONTRACT DOCUMENTS.

O9700-4 INSTALL MANUFACTURER'S RECOMMENDED ADHESIVE, PRIMER AND SEALER, MANUFAGCTURED EXPRESSLY FOR USE WITH THE
SELECTED WALL COVERING. PROVIDE MATERIALS WHICH ARE MILDEW AND ALKALI RESISTANT, STRIPPABLE AND
NON-STAINING TO THE WALL COVERING.

O9100-5 SUBMIT MANUFACTURER'S PRODUCT DATA FOR EACH TYPE OF PRODUCT SPECIFIED. INCLUDE DATA ON PHYSICAL
CHARACTERISTICS, FIRE AND SMOKE RATED CHARACTERISTICS, DURABILITY, AND FADE RESISTANCE. PROVIDE SHOP
DRANINGS SHOWING LOCATION AND EXTENT OF EACH WALL COVERING AND TERMINATION POINTS.

O9100-6 PROVIDE SAMPLE OF EACH WALL COVERING SPECIFIED. THE SAMPLES SHALL BE LARGE ENOUGH TO SHOW THE FULL
PATTERN REPEAT. SMALL PATTERN SAMPLES SHALL BE & 1/2" X |I" MINIMUM SIZE.

O9700-1 SUBMIT MANUFACTURER'S INSTRUCTION ON MAINTENANCE, CLEANING PRODUCTS AND METHODS TO BE USED ON EACH WALL
COVERING USED.

O9100-6 CLIMATIZE WALL COVERINES BY REMOVING THEM FROM THE PACKAGING IN THE INSTALLATION AREA NOT LESS THAN 24
HOURS PRIOR TO INSTALLATION.

O9100-9 FOLLOW MANUFACTURER'S PRINTED INSTRUCTIONS FOR SURFACE PREPARATION. PRIME NEW GYPSUM BOARD WITH A
RECOMMENDED LOW VOC PRIMER. ALLOW NEW PLASTER TO CURE AND TREAT AREAS OF HIGH ALKALINITY.

O9700-10 COMPLY WITH MANUFACTURER'S PRINTED INSTRUCTIONS FOR INSTALLATION OF WALL COVERINGS, ACCESSORIES AND
RELATED PRODUCTS.

O9100-I1  INSTALL WALL COVERINGS WITH NO GAPS, OVERLAPS OR FRAYING SEAMS. PLACE WALL COVERINGS CONTINUOUSLY OVER
OUTSIDE AND INSIDE CORNERS. INSTALL SEAMS VERTICAL AND PLUMB AT NO LESS THAN & INCHES FROM OUTSIDE CORNERS
AND 3 INCHES FROM INSIDE CORNERS. NO HORIZONTAL SEAMS. REMOVE AIR BUBBLES, WRINKLES AND OTHER DEFECTS.
TRIM EDGES FOR PATTERN MATCH AND TIGHT CLOSURE AT SEAMS AND EDGES.

O9100-12 REMOVE EXCESS ADHESIVE AT FINISHED SEAMS, EDGES AND ADJACENT SURFACES.

O9100-13 ALL WALL COVERING SHALL TERMINATE AT AN APPROPRIATE REVEAL, BREAK OR INSIDE CORNER. ANY WALLCOVERING

TERMINATING AT AN OUTSIDE CORNER SHALL RECEIVE A FLOOR TO CEILING CORNER GUARD, APPROVED BY THE ARCHITECT.

SECTION 09900 PAINTING

09900-1  ALL INTERIOR PAINTS AND COATING APPLIED ON-SITE MUST MEET THE LIMITATIONS AND RESTRICTIONS CONCERNING

CHEMICAL COMPONENTS SET BY THE FOLLOWING STANDARDS.

A.  "TOPCOAT PAINTS: GREEN SEAL STANDARD &S-lI, PAINTSY, FIRST EDITION, MAY 20, 1993.

B. "ANTI-CORROSIVE AND ANTI-RUST PAINTS: GREEN SEAL STANDARD 65-03, ANTI-CORROSIVE PAINTS". SECOND
EDITION, JANUARY 7, 1997. FOR APPLICATIONS ON FERROUS METAL SUBTRATES.

C. "ALL OTHER ARCHITECTURAL COATINGS, PRIMERS AND UNDERCOATINGS, PRIMERS AND UNDERCOATS: SOUTH COAST
AIR QUALITY MANAGEMENT DISTRICT (5CAGMD) RULE 1113, ARCHITECTURAL COATINGS," RULES IN EFFECT ON JANUARY |,
2004.

09900-2 PAINT EXPOSED SURFACES WHETHER OR NOT COLORS ARE DESIGNATED IN SCHEDULES, EXCEPT WHERE A SURFACE OR
MATERIAL 1S SPECIFICALLY INDICATED NOT TO BE PAINTED OR 1S TO REMAIN NATURAL. WHERE AN ITEM OR SURFACE IS
NOT SPECIFICALLY MENTIONED, PAINT THE SAME AS SIMILAR ADJACENT MATERIALS OR SURFACES. IF FINISH IS NOT
DESIGNATED, REQUEST THAT THE ARCHITECT SELECT FINISH FROM STANDARD COLORS AND FINISHES AVAILABLE.

09900-3 PAINTING INCLUDES FIELD PAINTING EXPOSED BARE AND COVERED PIPE AND DUCTS (INCLUDING COLOR CODING), HANGERS,
EXPOSED STEEL AND IRON WORK, AND PRIMED METAL SURFACES OF MECHANICAL AND ELECTRICAL EQUIPMENT.

09900-4 DO NOT PAINT OVER UNDERWRITER'S LABORATORIES, FACTORY MUTUAL OR OTHER CODE REQUIRED LABELS OR EQUIPMENT
NAME, IDENTIFICATION, PERFORMANCE RATING OR NOMENCLATURE PLATES.

09900-5 SUBMIT PRODUCT DATA FOR EACH PAINT SYSTEM SPECIFIED, INCLUDING BLOCK FILLERS AND PRIMERS. PRODUCT DATA
SHALL INCLUDE THE MANUFACTURER'S TECHNICAL INFORMATION AND CERTIFICATION BY THE MANUFACTURER THAT ALL
PRODUCTS SUPPLIED COMPLY WITH ALL REGULATIONS CONTROLLING USE OF VOLATILE ORGANIC COMPOUNDS (VOC'S).

09900-6 SUBMIT SAMPLES TO INCLUDE BUT NOT LIMITED TO:
A.  PAINTED WOOD: PROVIDE TWO 12" SQUARE SAMPLES OF EACH COLOR AND MATERIAL ON IT'S SCHEDULED SUBSTRATE.
IDENTIFY EACH FINISH AND SCHEDULED LOCATION.
B. STAINED OR NATURAL WOOD: PROVIDE TWO 12" SQUARE SAMPLES OF THE SPECIFIED FINISH ON THE ACTUAL VENEERS
AND SOLID STOCK WOOD SPECIES NOTED. IDENTIFY EACH FINISH AND SCHEDULED LOCATION.

09900-T EXAMINE SUBSTRATES AND CONDITIONS UNDER WHICH PAINTING WILL BE PERFORMED FOR COMPLIANCE WITH
MANUFACTURER'S REQUIREMENTS FOR APPLICATION OF PAINT. DO NOT BEGIN PAINT APPLICATION UNTIL UNSATISFACTORY
CONDITIONS HAVE BEEN CORRECTED.

09900-8% TEST EXISTING FINISHES FOR LEAD BEFORE SANDING, SCRAPING, OR REMOVING. IF LEAD IS PRESENT, CONFORM TO
PROCEDURES APPLICABLE WHEN HAZARDOUS OR CONTAMINATED MATERIALS ARE DISCOVERED.

09900-9 PROVIDE THE MANUFACTURER'S BEST COMMERCIAL GRADE QUALITY PAINT MATERIAL ON THE VARIOUS COATING TYPES
SPECIFIED. PAINT MATERIAL CONTAINERS NOT DISPLAYING THE MANUFACTURER'S PRODUCT IDENTIFICATION WILL NOT BE
ACCEPTABLE.

09900-10 PROVIDE COMPATIBLE PRIMERS AND UNDERCOAT PAINT AS SPECIFIED BY THE MANUFACTURER OF THE FINISH COATS.

09900-II  APPLY PAINT ACCORDING TO MANUFACTURER'S INSTRUCTIONS. USE APPLICATORS AND TECHNIQUES BEST SUITED FOR
SUBSTRATE AND TYPE OF MATERIAL BEING APPLIED.

09900-12 PAINT ANY REUSED HVAC DIFFUSERS AND RETURN AIR GRILLES TO MATCH ADJACENT CEILING GRID, UNLESS NOTED
OTHERWISE. CONTRACTOR TO VERIFY IN FIELD.

09900-13 DO NOT PAINT OVER DIRT, RUST SCALE, GREASE, MOISTURE, SCUFFED SURFACES, OR CONDITIONS DETRIMENTAL TO
FORMATION OF A DURABLE PAINT FILM.

09900-14 APPLY ADDITIONAL COATS IF UNDERCOATS, STAINS, OR OTHER CONDITIONS SHOW THROUGH FINAL COAT OF PAINT UNTIL
PAINT FILM |1S OF UNIFORM FINISH, COLOR AND APPEARANCE.

09900-15 ENSURE THAT SURFACES, INCLUDING EDGES, CORNERS, CREVICES, WELDS, AND EXPOSED FASTENERS RECEIVE A DRY FILM
THICKNESS EQUIVALENT TO THAT SPECIFIED.

09900-16  APPLY WATER BASED PAINTS ONLY WHEN THE TEMPERATURE OF THE SURFACES TO BE PAINTED AND SURROUNDING AIR
TEMPERATURES ARE BETWEEN 50° F AND 90° F. APPLY SOLVENT THINNED PAINTS ONLY WHEN THE TEMPERATURE OF
SURFACES TO BE PAINTED AND SURROUNDING AIR TEMPERATURES ARE BETWEEN 45° £ AND 95° F.

09900-17 PROVIDE PRODUCTS FROM ONE OF THE FOLLOWING MANUFACTURERS:
A.  PORTER PAINTS ONLY.

09900-1& PROVIDE PAINT OR COATING SYSTEM WITH THE LEAST TOXIC ALTERNATIVE.

09900-19 FOR ALL GYPSUM WALL BOARD SURFACES, APPLY ONE COAT OF PRIMER AND TWO COATS OF ACRYLIC LATEX FOR FLAT
SHEEN WALLS, UNLESS NOTED OTHERWISE. APPLY ONE COAT OF PRIMER AND TWO COATS OF LATEX ENAMEL FOR
SEMI-GLOSS OR EGESHELL SHEEN WALLS, UNLESS NOTED OTHERWISE.

09900-20 OPAQUE FINISHES FOR WOOD DOORS SHALL BE ONE COAT OF FACTORY APPLIED PRIMER AND TWO COATS OF SEMI-GLOSS
LATEX ENAMEL, UNLESS NOTED OTHERWISE.

09900-21 WEAR PROATECTIVE CLOTHING AND RESPIRATORS WHEN APPLYING OIL-BASED PAINTS OR USING SPRAY EQUIPMENT WITH
ANY PAINTS.

09900-22 MAXIMIZE VENTILATION DURING APPLICATION AND DRYING.
09900-23 |ISOLATE AREA OF APPLICATION FROM REST OF BUILDING.

09900-24 VACATE SPACE FOR AS LONG AS POSSIBLE AFTER APPLICATION. WAIT A MINIMUM OF 48 HOURS BEFORE OCCUPYING
FRESHLY PAINTED ROOMS.

09900-25 SEPARATE WASTE IN ACCORDANCE WITH THE WASTE MANAGEMENT PLAN, IF APPLICABLE. SET ASIDE EXTRA PAINT FOR
FUTURE COLOR MATCHES, OR REUSE BY ONWNER, SCHOOL THEATER SET DESIEGNERS, HABITAT FOR HUMANITY, ETC.

09900-26 CLOSE AND TIGHTLY SEAL ALL PARTLY USED PAINT AND FINISH CONTAINERS AND STORE PROTECTED IN WELL-VENTILATED,
FIRE-SAFE AREA AT MODERATE TEMPERATURE.

09900-21 PLACE EMPTY CONTAINERS OF SOLVENT-BASED PAINTS IN AREAS DESIGNATED FOR HAZARDOUS MATERIALS.

09900-25 DO NOT DISPOSE OF PAINTS OF SOLVENTS BY POURING ON THE GROUND. PLACE IN DESIGNATED CONTAINERS FOR PROPER
DISPOSAL.
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This drawing is the property of Associated Space
Design, Inc. and is not to be reproduced or copied in
whole or in part. It is not to be used on any other project
and is to be returned upon request. Scales as stated
herein are for reference only as normal reproduction
processes may alter the accuracy of original drawings.
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