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This drawing is the property of Associated Space
Design, Inc. and is not to be reproduced or copied in
whole or in part. It is not to be used on any other project
and is to be returned upon request. Scales as stated
herein are for reference only as normal reproduction
processes may alter the accuracy of original drawings.
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2 | NOT UsED | | PART. PLAN TYP. NOTES /8" = |'-O"
SYMBOL DESCRIPTION DETAIL NO/REMARKS @ PROVIDE WOOD BLOCKING IN WALL FOR WALL MOUNTED ITEMS (1.E. OVERHEAD FURNITURE CABINETS
i O CLOSET COAT ROD/SHELF WITH ADA HEIGHT .0 GENERAL REQUIREMENTS: 116 DIMENSIONS:
————— EXISTING PARTITION TO REMAIN PLASMA SCREEN). COORDINATE EXACT LOCATION & HEIGHT WITH FURNITURE VENDOR. - ALALLSTOBE Vo ROD - REFER TO DETAIL 12 / AT.Il A. ALL DIMENSIONS ARE FINISH FACE TO FINISH FACE
1.0.2 CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SHOP UNO.
NEN PARTITION (@ FUR OUT EXISTING WALL AT THIS LOCATION 2 O N R e B et DRAWINGS AND SUBMITTALS REQUIRED BY JURISDICTION FOR B. SCALES AS STATED ARE VALID ON THE ORIGINAL
@ CROVIDE NOOD BLOCKING IN WALL FOR WALL MOUNTED ART WORK. AT THIS LOCATION 2501 FOR NEW STAIN FINISH COLOR. PERMITTING AND FINAL INSPECTIONS. THESE MAY INCLUDE BUT DRAWING ONLY. DO NOT SCALE FROM THESE
| NALL TYPE 1. DETAIL: /ATl - ARE LIMITED TO FIRE ALARM, SPRINKLER, LOW VOLTAGE WORK DRAWINGS. WRITTEN DIMENSIONS TAKE PRECEDENCE
NALL TYPE 3 SETAIL: 2/AT00 R R D e oot - MULLION. FULL PRODUCT SUBMITTALS. TAKE PRECEDENCE OVER PLAN DIMENSIONS.
<2> NON-RATED MALL 70 STRUCTURE W SOUND BATTS ACOUSTICAL CAILE € Z-BOoT - .03 INSTALLATION, SUBMITTAL REQUIREMENTS AND ADMINISTRATIVE C. NOTIFY ARCHITECT OF ANY DIMENSIONAL
. REQUIREMENTS ARE TO BE PROVIDED PER SPECIFICATIONS DISCREPANCIES. ANY MODIFICATIONS OR DEVIATION
<3> WALL TYPE 3: DETAIL: 3/A1.0I @ MATCH BUILDING STANDARD DOOR STAIN COLOR ON COMMON CORRIDOR SIDE AND TENANT STAIN SHEET OR MANUAL. IF NEITHER 1S PROVIDED, PLEASE CONTACT TO BE BROUGHT TO THE ATTENTION OF THE ARCHITECT
NON-RATED WALL TO CEILING &RID WITH SOUND ATTENUATION AND SOUND BATT COLOR ON TENANT SIDE. ARCHITECT IMMEDIATELY FOR VERIFICATION. FOR REVIEW AND APPROVAL.
EXTENDED 2' ON EITHER SIDE OF PARTITION ABOVE CEILING GRID .04 CONTRACTOR TO THOROUGHLY FIELD VERIFY SPACE PRIOR TO D. ALL VERTICAL DIMENSIONS SHALL BE TAKEN FROM A
WALL TYPE 4: DETAIL: 4/A1.0I @ PATCH AND REPAIR ALL SURFACES AND CEILING ON MULTI-TENANT CORRIDOR SIDE. PREPARE TO PRICING TO INSURE FIELD CONDITIONS, DIMENSIONS AND "BENCH MARK" OR OTHER SIMILAR GUIDE ESTABLISHED
<4>_ PARTIAL HEIGHT WALL W/ STONE TRANSACTION TOP - 3'-6" AFF RECEIVE BLDG. STD. FINISHES. LANDLORD IS RESPONSIBLE FOR PROVIDING FINISHES. QUANTITIES ARE CONSIDERED IN PREPARATION OF FINAL PRIOR TO THE START OF CONSTRUCTION. HIGH POINTS,
@ WNALL TYPE 5. DETAIL: 5/A10] . COSTS. LOW POINTS, IRREGULARITIES IN FLOOR SLAB WHICH
FRAMELESS GLASS FROM FLOOR TO CEILING W/ TOP & BOTTOM CHANNEL, GYPSUM (@ &c To PROVIDE FIRE RETARDANT PLYWOOD ALONG ENTIRE WALL AT THIS LOCATION. RUN 4' WIDE 105 CONTRACTOR TO VERIFY PENETRATIONS THROUGH PARTITIONS COULD AFFECT FABRICATION / INSTALLATION, WORK
BOARD & SOUND BATTS TO STRUCTURE ABOVE PLYWOOD HORIZONTALLY 30" TO 18" AFF. (SUCH AS DUCTWORK. ETC.) TO INSURE THAT ADEQUATE OF OTHER TRADES OR VENDORS SHALL BE BROUGHT
BRACING AND REINFORCEMENT ARE PROVIDED. TO THE ATTENTION OF ARCHITECT.
& L‘OA]&LR:;‘;E f;lA 5 RS N Sr B SN o E SIoE DETAIL: 6/AT10l 6C TO CHECK EXISTING WALL CONSTRUCTION AND MODIFY, IF NECESSARY, TO MEET 106 CONTRACTOR SHALL PROVIDE LABOR + MATERIAL AS 17 MATERIALS:
~ ALL TYPED - D NEETSTE] REQUIREMENTS FOR NEW WALL TYPE. IF WALL TYPE EXCEEDS REQUIREMENTS, CONDITION REQUIRED FOR WORK WHICH MAY NOT FALL INTO JURISDICTION A. INSTALL MOISTURE RESISTANT GIWB AT AREAS
<-,> : DETAIL: T/A1O CAN REMAIN. OF A SPECIFIC TRADE BUT 15 REQUIRED FOR PROPER JOB EXPOSED TO MOISTURE INCLUDED BUT NOT LIMITED TO
FRAMELESS GLASS FROM FLOOR TO CEILING W/ TOP ¢ BOTTOM CHANNEL . EXECUTION AND COMPLETION OF CONSTRUCTION. TOILETS, BREAKROOM COUNTERS AND OTHER SINK
@ WALL TYPE &: DETAIL: &/A1.0I @ PROVIDE 6" STUD AT THIS LOCATION. .07 CONTRACTOR AND VENDORS SHALL DETERMINE AVAILABILITY LOCATIONS.
NON-RATED WALL TO STRUCTURE WITH GIWNB ON ONE SIDE W/ SOUND BATTS OF ALL MATERIALS. ANY DELIVERY SCHEDULE THAT B. ALL NECESSARY WOOD BLOCKING / GROUNDS ETC.
@ WALL TYPE 4: DETAIL: 9/AT.0 @ TV TO BE MOUNTED AT THE CENTER OF WALL, BETWEEN DOOR AND ADJACENT WALL - COORDINATE POTENTIALLY MAY CAUSE COORDINATION PROBLEMS DURING ARE TO BE FIRE RETARDANT TREATED GC SHALL
ONE HOUR RATED WALL TO STRUCTURE WITH FIRE DAMPER, 5.AB, MOUNTING HEIGHT WITH TENANT. THE CONSTRUCTION / INSTALLATION SCHEDULE SHALL BE FULLY COORDINATE SETTING AND PLACEMENT TO
FIRE DAMPERS, AND ACOUSTICAL CAULK. ) ) BROUGHT TO THE ATTENTION OF THE ARCHITECT EARLY ON, THESE ELEMENTS AND INSURE THAT LOCAL CODE /
@ ADD /8" HAT CHANNEL AT 20" O.C. VERT. ON ONE SIDE BETWEEN METAL STUD AND &YPSUM BOARD. FOR POSSIBLE REEVALUATION OF MATERIAL DESIGNATION. BUILDING REQUIREMENTS ARE MET.
C. GROUNDS / BLOCKING MAY NOT BE WHOLLY SHOWN ON
Il GENERAL PARTITION NOTES: DRAWING. GOOD CONSTRUCTION PRACTICE SHALL
GOVERN / DETERMINE SAID USE.
Il REFER TO GENERAL PARTITION PLAN TYPICALS FOR TYPICAL D. INTERNAL WOOD BLOCKING SHALL BE PROVIDED FOR
INFORMATION. STURDY ANCHORAGE AT INTERSECTIONS OF WOOD /
& | CONSTRUCTION PLAN CODED NOTES 6 | PART. PLAN TYP. NOTES 112 THE PARTITION ABOVE DOORS SHALL BE OF SAME ELASS BORROWED LIGHT PARTITIONS AND ADJACENT
CONSTRUCTION AS THE ADJACENT PARTITION. DRYWALL CONSTRUCTION.
INDICATES MILLWORK PROVIDED AND 113  CAULK GAPS WHERE INTERSECTIONS OF CONSTRUCTION
INSTALLED BY &.C. . PROVIDE ONE PARTNER OFFICE, LOCATION TBD., WITH DOOR HARDWARE 'B3'. WHERE WALL TYPE "3" IS INDICATED AT EXISTING ELEMENTS ARE NOT CRISP AND CONSISTENT. COORDINATE
OFFI%E HAPIXL5|;$AET TA(ﬁE o;i:_cl_E cogglzpﬁ &R%EE CAULKING ¢ SEALING WITH SPECIFICATIONS SHEET OR MANUAL,
- ; ; PRICE TO MOD XISTING TO MEET INSTALL PER MANUFACTURERS INSTRUCTIONS.
o FIRE EXTINGUISHER CABINET - LARSEN "OCCULT SERIES"; SOLID DOOR; FLAT TRIM FIRE EXTINGUISHER - DRY CHEMICAL
FEC FULLY RECESSED; STEEL CABINET; COLOR: PAINT TO MATCH WALL COLOR TYPE; CLASS: B-C; SIZE: 10 REQUIREMENTS. 1.4 :éfggAll-\lEchl ﬁgggg%ﬁ;ﬁg“&éﬁ&i@%'ﬁ%Tgoglggqﬁ
* . .
N DOOR AND HARDWARE : AND FRAMES FOR SCRIBE TO INSURE THAT UNDERCUT
1T/ REFER TO DOOR SCHEDULE SHEET AS.OI CLEARANCE PER DETAILS
115 CONTRACTOR SHALL VERIFY EXISTING WALL / DEMISING WALL
/ CORE WALLS TO INFILL AND PATCH ANY OPENING TO MEET
REQUIRED FIRE RATINGS.
d | CONSTRUCTION LEGEND T | DOOR HARDWARE NOTES 5 ALTERNATES: 4 MILLWORK NOTES 3 | CONSTRUCTION PLAN GENERAL NOTES
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