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ALL ARCHITECTURAL, STRUCTURAL, ELECTRICAL, MECHANICAL, AND PLUMBING WORK SHALL BE PERFORMED IN STRICT
ACCORDANCE WITH ALL APPLICABLE NATIONAL AND LOCAL CODES AND ORDINANCES, WHETHER LISTED HEREIN OR NOT.

ANY & ALL GOVERNING LOCAL LABOR LAWS, REGULATIONS ¢ REQUIREMENTS AND THOSE SET AS BUILDING REQUIREMENTS
SHALL BE OBSERVED & FOLLOWED AS THEY RELATE TO THIS PROJECT. ARRANGEMENTS PRECLUDE ANY LABOR RELATED
JOB DISPUTES COMPLIANCE WITH THESE REQUIREMENTS SHALL BE MADE BY GC TO ¢ RELATED DELAYS/PROBLEMS ¢ COSTS.

CONTRACTOR SHALL OBTAIN ALL REQUIRED BUILDING PERMITS AND CERTIFICATE OF OCCUPANCY PERMIT AS WELL AS
SEPARATE MECHANICAL, ELECTRICAL, AND PLUMBING PERMITS PRIOR TO AND DURING CONSTRUCTION.

MATERIALS, DIMENSIONS, AND OTHER CONDITIONS NOT OTHERWISE INDICATED IN THESE DRAWINGS SHALL BE INTERPRETED
AS HAVING THE SAME MEANING AS THOSE MOST SIMILARLY DETAILED AND MORE FULLY DEFINED ELSEWHERE IN THE
DRANINGS.

THE EXTENT OF WORK SHALL BE LIMITED TO THAT INDICATED IN THE CONTRACT DOCUMENTS. NO ADDITIONAL WORK SHALL
BE DONE WITHOUT WRITTEN APPROVAL OF OWNER. ANY ADDITIONAL WORK PERFORMED WITHOUT PRIOR WRITTEN APPROVAL
BY OWNER SHALL BE AT THE CONTRACTOR'S EXPENSE.

E6C SHALL BE RESPONSIBLE FOR FIELD MEASURING OF EXISTING CONDITIONS PRIOR TO START OF WORK & DURING
CONSTRUCTION AS NECESSARY TO ASSURE CONSTRUCTION ADHERENCE TO DRAWINGS. BY ENTERING INTO A CONSTRUCTION
CONTRACT FOR THIS WORK, GC SHALL INDICATE HIS FAMILIARITY WITH THE SITE/FIELD CONDITIONS.

FLOOR TOLERANCE: IN LAYING OUT THE WORK TO BE COMPLETED, CONSIDERATION SHALL BE GIVEN TO VARIATIONS IN THE
FLOOR LEVEL RESULTING FROM THE CONSTRUCTION QUALITY AND LIVE AND DEAD LOADS IMPOSED ON THE STRUCTURE.
FIELD VERIFICATIONS SHALL BE MADE OF CONDITIONS TO VERIFY CONSTRUGTION TOLERANCES AND ALIGNMENT OF DOOR
HEADS. OTHER HORIZONTAL ELEMENTS SHALL BE MAINTAINED AT CONSTANT LEVEL AND SHALL NOT FOLLOW VARIATIONS IN
FLOOR PLANE. LEVEL FLOORS AS REQUIRED BY USING AN APPROVED LEVELING COMPOUND.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TAKING ADEQUATE PRECAUTIONS TO PROTECT BUILDING OCCUPANTS,
MATERIALS, ¢ EXISTING FINISHES THROUGHOUT ALL PHASES OF CONSTRUCTION. NOISE, SECURITY, AND DUST BARRIERS
BETWEEN CONSTRUCTION AREAS AND OCCUPIED AND PUBLIC AREAS SHALL BE MAINTAINED BY CONTRACTOR.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING BUILDING CORRIDORS CLEAR OF PROJECT MATERIALS AND
EQUIPMENT. CONTRACTOR TO KEEP EXIT WAYS AND STAIRWAYS UNOBSTRUCTED AND AVAILABLE FOR USE AT ALL TIMES
DURING DEMOLITION OPERATION.

6C SHALL PROVIDE GENERAL CARPENTRY AS REQUIRED FOR WORK WHICH MAY NOT FALL UNDER THE JURISDICTION OF A
SPECIFIED TRADE BUT 1S REQUIRED FOR PROPER JOB EXECUTION AND COMPLETION OF CONSTRUGTION.

NO MODIFICATIONS/REVISIONS/CHANGES SHALL BE UNDERTAKEN UNLESS SPECIFICALLY SO INSTRUCTED ¢ APPROVED BY
ONNER.

CONTRACTOR |5 RESPONSIBLE FOR CHECKING ALL CONTRACT DOCUMENTS, FIELD CONDITIONS AND DIMENSIONS FOR
ACCURACY AND CONFIRMING THAT WORK 1S BUILDABLE AS SHOWN BEFORE PROCEEDING WITH CONSTRUCTION. IF THERE ARE
ANY QUESTIONS, THE CONTRACTOR |5 RESPONSIBLE FOR OBTAINING A CLARIFICATION FROM THE ARCHITECT BEFORE
PROCEEDING WITH WORK IN QUESTION.

THE INTENT OF THE CONTRACT DOCUMENTS 1S TO EXCLUDE ALL MATERIALS WHICH CONTAIN KNOWN HAZARDOUS SUBSTANCES.
THESE INCLUDE MATERIALS CONTAINING ASBESTOS, POLYCHLORINATED BIPHENYL(PCB), OR ANY OTHER KNOWN SUBSTANCES
DETERMINED TO BE A HEALTH HAZARD BY THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) AND OTHER
RECOGNIZED AGENCIES. IN STUDYING THE CONTRACT DOCUMENTS, AND AT ANY TIME DURING EXECUTION OF THE WORK, THE
CONTRACTOR SHALL AT ONCE REPORT TO THE ARCHITECT ANY MATERIALS CONTAINING HAZARDOUS SUBSTANCES THAT
HE/SHE MAY DISCOVER. DO NOT PROCEED WITH INSTALLATION OF HAZARDOUS MATERIALS.

CONTRACTOR SHALL VERIFY PRESENCE OF HAZARDOUS MATERIALS WITH OWNER. ARCHITECT AND ITS CONSULTANTS SHALL
HAVE NO RESPONSIBILITY FOR THE DISCOVERY, PRESENCE, HANDLING, REMOVAL, OR DISPOSAL OF OR EXPOSURE OF
PERSONS TO HAZARDOUS MATERIALS IN ANY FORM AT THE PROJECT SITE, INCLUDING BUT NOT LIMITED TO, ASBESTOS,
POLYCHLORINATED BIPHENYL (PCB) OR OTHER TOXIC SUBSTANCES.

WHERE PRODUCTS ARE SPECIFIED BY REFERENCE STANDARD OR IN DESCRIPTIVE MANNER WITHOUT MANUFACTURER'S NAME,
MODEL NUMBER OR TRADE NAME, CONTRACTOR SHALL SELECT MATERIALS MEETING SPECIFIED REQUIREMENTS WHICH DO
NOT CONTAIN KNOWN HAZARDOUS SUBSTANCES IN ANY FORM AND SUBMIT TO ARCHITECT FOR APPROVAL.

INSTALL ALL MANUFACTURED ITEMS, MATERIALS AND EQUIPMENT IN STRICT ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDED SPECIFICATIONS, EXCEPT THAT THE SPECIFICATIONS HEREIN, WHERE MORE STRINGENT, SHALL BE COMPLIED
WITH.

IN MAKING REQUESTS FOR SUBSTITUTION, CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THAT MATERIALS
REQUESTED FOR SUBSTITUTION ARE FREE OF KNOWN HAZARDOUS SUBSTANCES IN ANY FORM.

WARRANTY SHALL BE EXTENDED FOR ALL CONSTRUCTION COMPONENTS, EQUIPMENT AND INSTALLATIONS INCLUDED IN THIS
CONTRACT FOR A MINIMUM OF | YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION.

6C SHALL RE-EXECUTE ANY WORK THAT FAILS TO CONFORM TO THE DRANWINGS/DETAILS AS SHOWN AND ANY DEFECTS DUE
TO FAULTY MATERIALS OR WORKMANSHIP WHICH APPEAR WITHIN A PERIOD OF ONE (1) YEAR.

SHOP DRAWINGS SHALL BE SUBMITTED TO ARCHITECT IN TRIPLICATE FOR REVIEW. SHOP DRAWINGS ENHANCE THESE
SPECIFICATIONS: APPROVAL OF SHOP DRANINGS SHALL NOT RELEASE CONTRACTOR FROM RESPONSIBILITY FOR THE WORK
AS SPECIFIED.

THESE DOCUMENTS INDICATE MATERIALS AND METHODS OF CONSTRUCTION TO ESTABLISH STANDARDS OF QUALITY AND/ OR
PERFORMANCE. OTHER MATERIALS AND/OR METHODS WILL BE CONSIDERED BY THE ARCHITECT FOR ACCEPTANCE
PROVIDED THAT THEY DO NOT AFFECT THE VISIBLE APPEARANCE. MATERIAL SUBSTITUTIONS SHALL BE APPROVED BY THE
ARCHITECT IN WRITING PRIOR TO ORDERING AND/OR FABRICATION.

ALL REQUESTS FOR SUBSTITUTIONS SHALL BE SUBMITTED IN WRITING TO THE ARCHITECT AND WILL BE CONSIDERED ONLY |F
BETTER SERVICE FACILITIES, A MORE ADVANTAGEOUS DELIVERY DATE, OR LOWER PRICE WITH CREDIT TO THE OWNER IS
PROVIDED WITHOUT SACRIFICING QUALITY, APPEARANCE AND FUNCTION. UNDER NO CIRCUMSTANCES WILL THE ARCHITECT BE
REQUIRED TO PROVE THAT A PRODUCT PROPOSED FOR SUBSTITUTION IS OR 1S NOT OF EQUAL QUALITY TO THE PRODUCT
SPECIFIED.

CONTRACTOR SHALL SUBMIT TO THE ARCHITECT, IMMEDIATELY FOLLOWING DIRECTIVE TO PROCEED WITH WORK,
CONFIRMATION WITH DELIVERY DATES FOR ORDERS OF MATERIALS AND EQUIPMENT AND ANY LONG LEAD TIME ITEMS.

DAMAGE: CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIRS OF ANY ACCIDENTAL DAMAGE HE/SHE INFLICTS UPON
THE EXISTING WORK WHICH WILL REMAIN. IF FOR ANY REASON DAMAGE TO EXISTING WORK OR UTILITIES 1S CONSIDERED TO
BE UNAVOIDABLE, SUBMIT WRITTEN NOTIFICATION OF THIS BEFORE SIGNING THE CONTRACT. IN THE ABSENCE OF SUCH
NOTIFICATION, CONTRACTOR ASSUMES FULL RESPONSIBILITY FOR DAMAGE AND THE COSTS OF SATISFACTORILY REPAIRING
OR REPLACING DAMAGED WORK.

FINAL CLEANING AT COMPLETION SHALL INCLUDE DUSTING OF ALL FINISHED SURFACES, VACUWMING, REMOVAL OF SPOTS,
STAINS, LABELS, FINGERPRINTS, SPILLS, AND CLEANING OF ALL INTERIOR GLASS.

NOT USED
JOB SITE CLEAN-UP SPECIFIED IN Ol0OOO-14 SHALL CONTINVE BEYOND DATE OF SUBSTANTIAL COMPLETION TO MOVE-IN DAY
AND SHALL INCLUDE REMOVAL OF ACCUMULATED DEBRIS RESULTING FROM WORK BY TELECOMMUNICATIONS CONTRACTORS

AND OTHER VENDORS UNDER CONTRACT TO THE OWNER. (NOTE: FURNITURE PACKING MATERIALS WILL BE RESPONSIBILITY OF
FURNITURE VENDOR.)

FIRE RATED PARTITIONS SHALL BE NOTED IN STENCIL ABOVE FINISHED CEILING PER APPLICABLE CODE.

GENERAL CONDITIONS (AlA DOCUMENT A20I) APPLIES TO THIS PROJECT AND IS A PART OF THIS CONTRACT.

OlO00-30 VERIFY SPECIFIC SECURITY REQUIREMENTS WITH TENANT.

Ol00O-3|

SPRINKLER HEAD LOCATIONS SHALL BE COORDINATED WITH OTHER TRADES BY GC AND SHALL BE AS SPECIFIED BY
ENGINEER OR AS REQUIRED BY CODE. SPRINKLERS SHALL BE CENTERED WITHIN EACH CEILING TILE TO PROVIDE A UNIFIED,
CONSISTENT AND AESTHETIC ARRANGEMENT. HEADS SHALL BE WHITE FLUSH TYPE OR BUILDING STANDARD IF EQUAL OR
BETTER.
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ALT ALTERNATE MSR MANAGER A.  TYPE OF CONSTRUCTION: TYPE IB, SPRINKLED (EXISTING)
ALUM ALUMINUM MISC MISCELLANEOUS B. BUILDING HEIGHT: 134.22' (EXISTING)
APPROX APPROXIMATE MIN MINIMUM C. NO. OF STORIES: IO (EXISTING)
ARCH ARCHITECTURAL D. BUILDING AREA: 11986 SF GROSS (EXISTING) TOTAL FLOOR
AVG AVYERAGE NIC NOT IN CONTRACT E. NO. OF EXITS/FLOOR: 2
NTS NOT TO SCALE F. PARTY AND FIRE WALLS: N/A
BLD& BUILDING NOM NOMINAL 6. INTERIOR BEARING WALLS: N/A
BOT BOTTOM H.  INTERIOR NON-BEARING WALLS
oc ON CENTER . SHAFT ENCLOSURES: N/A
cPT CARPET OH OPPOSITE HAND 2.  OCCUPANCY SEPARATION: N/A
CAB CABINET OPNG OPENING 3. TENANT SEPARATION: | HOUR
cL CENTERLINE OPP OPPOSITE 4.  HORIZONTAL EXIT: 2 HOURS
cLe CEILING 5. EXIT ACCESS CORRIDORS: O HOURS
CLEHT CEILING HEIGHT PL PLASTIC LAMINATE . COLUMNS: N/A
CLR CLEAR PLAM PLASTIC LAMINATE J.  BEAMS, GIRDERS, TRUSSES: N/A
CONF CONFERENCE PLYIWD PLYWOOD K. FLOOR/CEILING ASSEMBLIES: N/A
CONT CONTINUOUS PT PAINT L. ROOF/CEILING ASSEMBLIES: N/A
CORR CORRIDOR M. EXTERIOR BEARING WALLS: N/A
QTY QUANTITY N. EXTERIOR NON-BEARING WALLS:  N/A
DIA DIAMETER OCCUPANCY CLASSIFICATION
DIM DIMENSION
REF REFRIGERATOR
DN DOWN A.  CLASSIFICATION TYPE: BUSINESS, CLASS B BUSINESS
REFRIG REFRIGERATOR
DR DOOR REQ REQUIRED B. CONSTRUCTION AREA: PARTIAL 6TH FLOOR 5,274 SQ. FT.
DTL/DET DETAIL REV REVISION/REVISED C. OCCUPANT LOAD: | PERSON / 100 SF. = 53 PERSONS
DG DRAWING =M ROOM D. TOTAL FLOOR AREA: 6TH FLOOR 11202 5Q. FT.
E.  OCCUPANT LOAD: | PERSON / 100 SF. = 112 PERSONS
EL ELEVATION a
ELEV ELEVATOR
EQ EQUAL SAN SANITARY MECHANICAL -
EQUIP EQUIPMENT ZenED. ety A %I%Mﬁﬁa%@mg EXIT 225' (SPRINKLED) - BCJ
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FEC FIRE EXTINGUISHER CABINET sQ SQUARE E. MINIMUM CORRIDOR WIDTH 44" NFPA 133 MU PENTHOUSE PIPING PLANS 05/04/2012 = L O
FL FLOOR S5 STAINLESS STEEL F.  MINIMUM OPENING OF EXIT DOORS 32" NFPA 133 VM5Ol DETALLS 05/09/2012 =S k=
FURN FURNITURE STD STANDARD G.  MINIMUM EXIT RAMP/STAIRS WIDTH 44" (SPRINKLED) 60 SPECIEICATIONS AND SCHEDULES 05/09/2012 T Z -
STOR STORAGE H. EGRESS CAPACITY (WIDTH PER PERSON) : 0 D" Ll i g
GA GAUGE S SWITCH = < S
GALV GALVANIZED nY% TELEVISION . LEVEL 2 - 34" DIVIDED BY .2 = 160 PERSONS @ EACH EXIT 3L S 3y
GNB GYPSUM WALL BOARD YP TYPICAL 6TH FLOOR - 2 EXITS @ 110 PERSONS EACH o L =0 »Z
GYP BD GYPSUM BOARD - OO E =2
HDW HARDWARE UNO UNLESS NOTED OTHERWISE 2. STAIRS 3 - 44" DIVIDED BY 3 = 147 PERSONS @ EACH EXIT STAIR W= s U g
HVAC HEATING, VENTILATING, AIR 6TH FLOOR - 2 EXIT STAIRS @ 146 PERSONS EACH T o L = Z
CONDITIONING veT VINYL COMPOSITION TILE ko) W - 22
VENT VENTILATION INTERIOR FINISH CERTIFICATES ELECTRICAL — Z — S %
INT INTERIOR Vol NS A.  FINISH REQUIREMENTS BASED UPON IBC TABLE 8034 (SPRINKLED) “-a Oo m°
VINC VINTYL WALLCOVERING : SH REQ TS BASED UPON IBC T. 034 (SPR D
VEST VESTIBULE B. EXITS: CLASS-B, FLAME SPREAD 26-T5 ; SMOKE DEVELOPED 0-450 EOOI  LEGEND AND GENERAL NOTES 05/09/2012
JAN JANITOR C. EXIT ACCESS: CLASS-C, FLAME SPREAD 16-200; SMOKE DEVELOPED 0-450 E0.02  SPECIFICATIONS 05/09/2012
JUNC JUNCTION W/ WITH D. OTHER SPACES: CLASS-C, FLAME SPREAD 16-200; SMOKE DEVELOPED 0-450 ELIO6  LIGHTING PLAN 05/04/2012
WC WALLCOVERING EPlL.O6  POWER PLAN 05/04/2012
LAB LABORATORY WD WOOD FIRE PROTECTION REQUIREMENTS EYI.O6  SYSTEMS PLANS 05/09/2012
LAM LAMINATED Wo WITHOUT EP6.Ol _ ONE-LINE DIAGRAMS 05/09/2012
LAYV LAVATORY A.  MANUAL FIRE ALARM BOXES: MIN. 5 FT. FROM EACH EXIT
B. VISIBLE ALARMS REQUIRED IN PUBLIC AREAS
C. REFER TO MEP DOCUMENTS
D. FIRE EXTINGUISHER REQUIREMENTS PER: NFPA 10 (1-6)
E. MAXIMUM AREA PER EXTINGUISHER: 1250 SQ. FT.
F. MAXIMUM TRAVEL DISTANCE TO EXTINGUISHER: 5 FT.
HANDICAPPED ACCESSIBILITY REQUIREMENTS PLUMBING
THIS PROJECT MEETS 2006 INTERNATIONAL BUILDING CODE, ADAAG
A. A MINIMUM 60" x 60" LANDING FOR DIRECTION CHANGE AT TOP OF RAMP.
B. A MINIMUM [&" UNOBSTRUCTED MANEUVERING CLEARANCE ON PULL SIDE OF DOOR(S).
C. A MINIMUM 2" UNOBSTRUCTED MANEUWERING CLEARANCE ON PUSH SIDE OF DOOR(S) IF
DOOR HAS BOTH A CLOSER AND LATCH.
D. RESTROOM ACCESS AND CLEARANCES PER APPLICABLE PROVISIONS FOR WATER, URINALS, LAVATORIES,
AND BATHROOMS.
E. ACCESS AND CLEARANCES FOR SHOWER.
F. ACCESSIBLE COUNTER/TRANSACTION SURFACE NO MORE THAN 36" AFF.
G. A MINIMUM 36" WIDE REAR GRAB BAR.
H. A MINIMUM 42" LONG SIDE GRAB BAR.
. LEVER HARDWARE ON NEW OR RE-HUNG DOORS.
J. NO KEY LOCKS ON EGRESS SIDE OF DOOR.
This drawing is the property of Associated Space
EastEnd Design, Inc. and is not to be reproduced or copied in
Y @ Gommunty Eastern whole or in part. It is not to be used on any other project
ARCH ITECTU RAL SYM BOLS KEY PLAN BéckiCove ) X ] Promfnade and is to be returned upon request. Scales as stated
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