SECTION 08200 WOOD DOORS

056200-1 QUALITY SHALL COMPLY WITH THE FOLLOWING STANDARDS:

08200-2 "INDUSTRY STANDARD (1.5.) FOR WOOD FLUSH DOORS," OF THE NATIONAL WOOD WINDOW AND DOOR ASSOCIATION (NANDA)

05200-3 "ARCHITECTURAL WOODWORK QUALITY STANDARDS" AND SECTION 1300 "ARCHITECTURAL FLUSH DOORS," OF THE
ARCHITECTURAL WOODWORK INSTITUTE (AIWI) FOR GRADE OF DOOR, CORE CONSTRUCTION, FINISH AND OTHER REQUIREMENTS
EXCEEDING THOSE OF THE NAMA STANDARD.

08200-4 DOORS SHALL COMPLY WITH REFERENCE AWl QUALITY STANDARD INCLUDING SECTION 1500, "FACTORY FINISHING." WOOD
VENEERED DOORS WITH TRANSPARENT FINISH SHALL BE PREFINISHED AT FACTORY. TRANSPARENT FINISH SHALL COMPLY
WITH REQUIREMENTS INDICATED FOR GRADE, FINISH SYSTEM, STAINING EFFECT AND SHEEN:

A. ANl GRADE: PREMIUM

B. SPECIES: AS LISTED IN DOOR SCHEDULE

C. VENEER LEAF MATCHING: MATCH BUILDING STANDARD

D. STAIN: MATCH ARCHITECT'S SAMPLE

E. EFFECT: FILLED FINISH

F.  SHEEN: 40% OR AS DETERMINED BY APPROVED SAMPLE.

08200-5 ALL WOOD DOORS SHALL BE MANUFACTURED TWO INCHES (2") LONGER THAN SHOWN ON DRAWINGS AND/OR SCHEDULES.
BOTTOM OF DOOR ONLY WILL BE TRIMMED TO EACH OPENING FOR REQUIRED CLEARANCE.

06200-0 FIRE-RATED DOORS SHALL BE INSTALLED IN CORRESPONDING FIRE-RATED FRAMES IN ACCORDANCE WITH REQUIREMENTS
OF NFPA NO. &0. PROVIDE UL LABEL ON EACH FIRE- RATED DOOR.

086200-1T FIRE RATED WOOD DOORS SHALL BE IDENTICAL IN MATERIALS AND CONSTRUCTION TO UNITS TESTED IN DOOR AND FRAME
ASSEMBLIES PER ASTM EI52 AND WHICH ARE LABELED AND LISTED FOR RATINGS INDICATED BY UL, WARNOCK HERSEY OR
OTHER TESTING AND INSPECTION AGENCY ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION.

056200-8& PROVIDE PRODUCTS TO MATCH BUILDING STANDARD, SUBJECT TO COMPLIANCE WITH REQUIREMENTS FOR SOLID CORE
DOORS WITH VENEER FACES:

086200-4 SEE PAINT SPECIFICATIONS FOR FINISH REQUIREMENTS FOR OPAQUE AND TRANSPARENT FINISHES.

06200-10 FACES AND EDGES OF DOORS SHALL BE SHOP-SEALED FOR TRANSPARENT FINISH WITH STAIN AND OTHER REQUIRED
PRE-TREATMENTS AND FIRST COAT OF FINISH.

05200-II

SUBMIT DOOR MANUFACTURER'S TECHNICAL DATA FOR EACH TYPE OF DOOR, INCLUDING DETAILS OF CORE AND EDGE
CONSTRUCTION AND FACTORY FINISHING SPECIFICATIONS.

06200-12 SUBMIT SHOP DRAWINGS INDICATING LOCATION AND SIZE OF EACH DOOR, ELEVATION OF EACH TYPE OF DOOR, DETAILS OF
CONSTRUCTION, LOCATION AND EXTENT OF HARDWARE BLOCKING, FIRE RATINGS, REQUIREMENTS FOR FACTORY FINISHING,
AND OTHER PERTINENT DATA.

08200-I13 SUBMIT WRITTEN WARRANTY AGREEMENT IN DOOR MANUFACTURER'S STANDARD FORM, SIGNED BY MANUFACTURER,
INSTALLER, AND CONTRACTOR, AGREEING TO REPAIR OR REPLACE DEFECTIVE DOORS THAT HAVE WARPED (BOW, CUP OR
TWIST) OR THAT SHOW PHOTOGRAPHING OF CORE CONSTRUCTION BELOW FACE, DO NOT CONFORM TO TOLERANCE
LIMITATIONS OF NWADA OR DELAMINATE. THE WARRANTY SHALL BE IN EFFECT FOR LIFETIME OF INSTALLATION AND SHALL
COMMENCE UPON SUBSTANTIAL COMPLETION.

08200-|14 OFFSET TOLERANCE AT MEETING EDGE OF PAIR OF DOORS SHALL NOT EXCEED 1/8" EVEN IF SINGLE DOORS COMPLY WITH
WARP TOLERANCE.

08200-15 WARRANTY SHALL INCLUDE REINSTALLATION WHICH MAY BE REQUIRED DUE TO REPAIR OR REPLACEMENT OF DEFECTIVE
DOORS WHERE DEFECT WAS NOT APPARENT PRIOR TO HANGING.

05200-16 WOOD DOORS SHALL BE PROTECTED DURING TRANSIT, STORAGE, AND HANDLING TO PREVENT DAMAGE, SOILING, AND
DETERIORATION. COMPLY WITH THE "ON-SITE CAREA RECOMMENDATIONS OF NAWDA PAMPHLET, "CARE AND FINISHING OF
WOOD DOORS," AND WITH MANUFACTURER'S INSTRUCTIONS.

08200-IT WOOD DOORS SHALL BE CARTON AND/OR CRATED TO PROVIDE PROTECTION DURING TRANSIT AND JOB STORAGE. COMPLY
WITH MANUFACTURER'S INSTRUCTIONS FOR PRECAUTIONS REQUIRED FOR FIRE-RATED DOORS TO PREVENT MOISTURE
DETERIORATION OF FIRE-RETARDANT SALTS.

08200-1& DOORS AND PANELS SHALL BE PRE FIT IN ACCORDANCE WITH TOLERANCE REQUIREMENTS OF NWAWDA INDUSTRY STANDARD
1.5. I. PROVIDE STANDARD BEVEL OR RADIUS TO EDGES OF DOORS AS REQUIRED BY THE INSTALLATION.

056200-19 IDENTIFY EACH DOOR WITH INDIVIDUAL OPENING NUMBERS WHICH CORRELATE WITH DESIGNATION SYSTEM USED ON SHOP
DRANINES FOR DOORS, FRAMES, AND HARDWARE, USING TEMPORARY, REMOVABLE OR CONCEALED MARKINGS.

05200-20 DO NOT DELIVER OR INSTALL DOORS UNTIL CONDITIONS FOR TEMPERATURE AND RELATIVE HUMIDITY HAVE BEEN STABILIZED
AND WILL BE MAINTAINED IN STORAGE AND INSTALLATION AREAS DURING THE REMAINDER OF CONSTRUCTION PERIOD TO
COMPLY WITH THE AWl QUALITY STANDARD SECTION |00-5-3 "MOISTURE CONTENT," APPLICABLE TO THE PROJECT'S
EGEOEGRAPHICAL LOCATION. CONDITION DOORS TO AVERAGE PREVAILING HUIMIDITY IN INSTALLATION AREA PRIOR TO
HANGING.

08200-21 CONTRACTOR SHALL EXAMINE ALL INSTALLED DOOR FRAMES PRIOR TO HANGING DOOR. VERIFY THAT FRAMES COMPLY
WITH INDICATED REQUIREMENTS FOR THE SIZE, TYPE, LOCATION, AND SHING CHARACTERISTICS AND HAVE BEEN INSTALLED
WITH PLUMB JAMBS AND LEVEL HEADS. REJECT DOORS WITH DEFECTS.

08200-22 COORDINATE MEASUREMENTS OF HARDWARE MORTISES IN METAL FRAMES TO VERIFY DIMENSIONS AND ALIGNMENT BEFORE
PROCEEDING WITH FACTORY PREMACHINING.

08200-23 INSTALLATION OF WOOD DOORS SHALL COMPLY WITH MANUFACTURER'S INSTRUCTIONS, WITH REFERENCED INDUSTRY
STANDARDS, AND AS INDICATED ON CONTRACT DRANWINGS. THE MOST STRINGENT REQUIREMENTS SHALL APPLY.

05200-24 DOORS SHALL BE ALIGNED AND FIT IN FRAMES WITH UNIFORM CLEARANCES AND BEVELS AS INDICATED. DO NOT TRIM
STILES AND RAILS IN EXCESS OF LIMITS SET BY MANUFACTURER OR PERMITTED WITH FIRE-RATED DOORS. SEAL CUT
SURFACES AFTER FITTING AND MACHINING.

056200-25 REHANG OR REPLACE DOORS WHICH DO NOT SWING OR OPERATE FREELY AND REFINISH OR REPLACE ALL DOORS
DAMAGED DURING INSTALLATION.

08200-26 REPLACE OR REFINISH DOORS WHERE CONTRACTOR'S WORK CONTRIBUTED TO REJECTION OR TO VOIDING OF
MANUFACTURER'S WARRANTY.

05200-2T INSTALLER SHALL ADVISE THE CONTRACTOR OF PROPER PROCEDURES REQUIRED FOR PROTECTION OF INSTALLED WOOD
DOORS FROM DAMAGE OR DETERIORATION UNTIL TIME OF SUBSTANTIAL PROJECT COMPLETION.

SECTION 08700 FINISH HARDWARE
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FINISH HARDWARE SHALL BE PROVIDED FOR ALL DOORS INCLUDING ALL ITEMS KNOAN COMMERCIALLY AS BUILDERS
HARDWARE OR FINISH HARDIWARE. INCLUDE LOCK CYLINDERS FOR LOCKS FURNISHED IN OTHER SECTIONS WHERE SO
SPECIFIED.

ALL FINISH HARDWARE SHALL COMPLY WITH CURRENT ACCESSIBILITY AND ADA CODES. ALL LOCKS AND |LATCHES SHALL BE
LEVER TYPE. PROVIDE LOCKS WITH KNURLED LEVERS ON ENTRY SIDE TO DOORS WHICH ARE POTENTIALLY DANGEROUS TO
BLIND OR VISUALLY HANDICAPPED PERSONS.

HARDWARE FOR FIRE-RATED OPENINGS SHALL COMPLY WITH NFPA NO. 60 AND LOCAL BUILDING CODE REQUIREMENTS.
PROVIDE ONLY HARDWARE WHICH HAS BEEN TESTED AND LISTED BY UL OR FM FOR TYPES AND SIZES OF DOORS REQUIRED
AND COMPLIES WITH REQUIREMENTS OF DOOR AND DOOR FRAME LABELS.

NO NAMES, DESIENS, OR LABELS SHALL BE PERMITTED ON THE FOLLOWING ITEMS: FACE OF CYLINDERS, TURN PIECES OR
OPERATING TRIM OF LOCK SETS OR LATCH SETS, CASE COVERS OF SURFACE APPLIED CLOSING DEVICES, AND UNDERSIDE
OF DOOR HOLDER ARMS.

THE DRAWINGS SHOW THE SWING OR TRAVEL OF EACH DOOR LEAF (LEFT, RIGHT, REVERSE BEVEL, SLIDE, ETC.). FURNISH
EACH ITEM OF HARDIWARE FOR PROPER INSTALLATION AND OPERATION OF THE DOOR TRAVEL AS SHOWN.

ACCEPTABLE MANUFACTURERS:

DOOR HOLDERS:
THRESHOL DS AND WEATHER-STRIP:
STRIKE:

REFER TO DOOR SCHEDULE
REFER TO DOOR SCHEDULE
REFER TO DOOR SCHEDULE

A HINGES, BUTTS, PIVOTS: REFER TO DOOR SCHEDULE
B. LOCKAEVER SETS: REFER TO DOOR SCHEDULE
C. CLOSER: REFER TO DOOR SCHEDULE
D. DOOR TRIM: REFER TO DOOR SCHEDULE
E. DOOR STOPS: REFER TO DOOR SCHEDULE
F.
é.
H.

WHERE SEVERAL MANUFACTURERS ARE SPECIFIED FOR ONE TYPE OF HARDWARE, USE ONLY THE PRODUCTS OF ONE
MANUFACTURER.

FASTENINGS FOR INSTALLATION SHALL BE FURNISHED WITH EACH HARDWARE |ITEM. PROVIDE PHILLIPS FLATHEAD
COUNTERSUNK SCREWS UNLESS OTHERWISE NOTED. ANY EXPOSED (EXPOSED UNDER ANY CONDITION) SCREWS SHALL MATCH
HARDWARE FINISH OR, IF EXPOSED IN SURFACES OF OTHER WORK, SHALL MATCH FINISH OF SUCH OTHER WORK AS CLOSELY
AS POSSIBLE. PROVIDE HEX BOLTS AND BARRELS FOR ALL DOOR CLOSURES, EXIT DEVICES, AND DOOR HOLDERS ON
METAL DOORS AND FIRE-RATED WOOD DOORS.

CONCEALED FASTENERS SHALL BE PROVIDED FOR HARDWARE UNITS WHICH ARE EXPOSED WHEN DOOR 1S CLOSED, EXCEPT
TO THE EXTENT NO STANDARD UNITS OF THE TYPE SPECIFIED ARE AVAILABLE WITH CONCEALED FASTENERS. DO NOT USE
THRU-BOLTS FOR INSTALLATION WHERE BOLT HEAD OR NUT ON OPPOSITE FACE 1S EXPOSED IN OTHER WORK, EXCEPT WHERE
IT IS NOT FEASIBLE TO ADEQUATELY REINFORCE THE WORK. IN SUCH CASES, SLEEVES SHALL BE PROVIDED FOR EACH
THRU-BOLT OR USE HEX SCREW FASTENERS.

ALL CLOSURES SHALL BE FULLY ADJUSTABLE TYPE WITH COMPLETE SPRING POWER ADJUSTMENT, FIELD ADJUSTABLE
ACCORDING TO DOOR SIZE AND FREQUENCY OF USE. ALLOW FULL 150° OPENING OF DOORS UNLESS RESTRICTED BY WALLS.
FURNISH FLUSH MOUNT TRANSOM BRACKETS WHERE NO TRANSOM BAR EXISTS. WHERE CLOSURES ARE INDICATED TO BE
DELAYED ACTION, PROVIDE UNITS DESIGNED WITH AN ADJWUSTABLE DELAY THAT HOLDS THE DOOR OPEN BEFORE THE
CLOSING CYCLE BEGINS.

ALL CLOSURES ON DOORS ACCESSIBLE TO THE PHYSICALLY HANDICAPPED SHALL COMPLY WITH STATE AND FEDERAL
(ADA) STANDARDS FOR DOOR OPENING FORCE AND DELAYED ACTION CLOSING.

CLOSURES SHALL BE SIZED ON JOBSITE BY INSTALLATION CREW. SIZE 1S TO BE IN STRICT ACCORDANCE WITH ADA, ANSI
AllT.l, AND MANUFACTURER'S INSTRUCTIONS.

WHETHER SPECIFIED IN HARDWARE SETS OR NOT, ALL FIRE-RATED DOORS SHALL RECEIVE A CLOSER.
PROVIDE PARALLEL ARMS FOR ALL OVERHEAD CLOSURES, UNLESS OTHERWISE NOTED.

EXCEPT FIRE-RATED DOORS, EXIT DEVICES SHALL BE EQUIPPED WITH KEYED DOGGING DEVICE TO HOLD THE PUSH BAR
DONWN AND THE LATCH BOLT IN A RETRACTED POSITION. WHEN FUNCTION OF EXIT DEVICE REQUIRES CYLINDER, PROVIDE
TYPE OF CYLINDER (RIM OR MORTISE) REQUIRED AND KEYED AS PER INSTRUCTIONS. LEVER DESIGN SHALL MATCH LOCKS.

WHERE EXIT DEVICES ARE REQUIRED ON FIRE-RATED LABEL DOORS, DEVICES SHALL BE PROVIDED WITH UL LABEL
INDICATING "FIRE EXIT HARDWARE." FOR DOORS WITHOUT FIRE RATING, PROVIDE DEVICES LISTED FOR "PANIC HARDWARE."
WHETHER SPECIFIED IN HARDWARE SETS OR NOT, ALL FIRE EXIT DEVICES SHALL CARRY A UL FIRE RATED LABEL AT FIRE
DOORS AND BE IN COMPLIANCE WITH NFPA STANDARD NO. &0.

MATCHING FINISHES SHALL BE PROVIDED FOR HARDWARE UNITS AT EACH DOOR OR OPENING TO THE GREATEST EXTENT
POSSIBLE. REDUCE DIFFERENCES IN COLOR AS MUCH AS COMMERCIALLY POSSIBLE WHERE THE TEXTURES OF BASE METAL
OR METAL FORMING PROCESS |5 DIFFERENT FOR INDIVIDUAL UNITS OF HARDWARE EXPOSED AT THE SAME DOOR OR
OPENING. IN GENERAL, MATCH ITEMS TO THE MANUFACTURER'S STANDARD FINISH FOR THE LATCH AND LOCKSET (OR
PUSH-PULL UNITS) FOR COLOR AND TEXTURE. REDUCE VARIANCE IN HUE IN THE COLOR OF EACH FINISH. TYPE OF FINISH
FOR EACH HARDWARE PART IS INDICATED IN THE HARDWARE SCHEDULE.

PROVIDE NUMBER OF HINGES INDICATED, BUT NOT LESS THAN THREE (3) HINGES PER DOOR LEAF FOR DOORS 40" OR LESS
IN HEIGHT AND ONE ADDITIONAL HINGE FOR EACH 30" OF ADDITIONAL HEIGHT OR SHOWN ON SCHEDULE. ALL DOORS WITH
CLOSURES SHALL HAVE BEARING HINGES.

HINGE PINS SHALL BE PROVIDED AS FOLLOWS, UNLESS OTHERWISE INDICATED:
l. STEEL HINGES: STEEL PINS

d NONFERROUS HINGES: STAINLESS STEEL PINS
K. OUT-SHING CORRIDOR DOORS: NON-REMOVEABLE PINS
L. INTERIOR DOORS: NON-RISING PINS

05T00-20 MANUAL OR AUTOMATIC FLUSH BOLT COORDINATORS AND MOUNTING BRACKETS SHALL BE PROVIDED WHERE LISTED IN

08100-2|

HARDWARE SETS. THEY SHALL BE THE PRODUCT OF ONE MANUFACTURER. ALL BOLTS FOR FIRE-RATED DOORS SHALL
HAVE UL LABEL. PROVIDE MINIMUM 1/2" DIAMETER RODS OF BRASS, BRONZE, OR STAINLESS STEEL, WITH MINIMUM 3/4"
THROW. PROVIDE DUST PROOF STRIKE AT ALL LOCATIONS EXCEPT WHERE THRESHOLDS ARE SHOWN.

ALL FINISH HARDWARE TO BE INSTALLED ON OR IN METAL DOORS AND/OR FRAMES SHALL BE MANUFACTURED TO
TEMPLATE. TEMPLATE MACHINE SCRENWS SHALL BE FURNISHED FOR ALL SUCH MATERIALS. THIS SUPPLIER SHALL FURNISH
HARDWARE SCHEDULE AS APPROVED BY THE ARCHITECT AND ALL NECESSARY TEMPLATE TRANSMITTALS TO METAL FRAME
FABRICATORS OR OTHER SUPPLIERS REQUIRING SAME, FOR THEIR COORDINATION AND USE. UPON REQUEST, CHECK SHOP
DRANINGS OF SUCH OTHER WORK TO CONFIRM THAT ADEQUATE PROVISIONS ARE MADE FOR PROPER LOCATION AND
INSTALLATION OF HARDWARE.

05700-22 SUBMIT MANUFACTURER'S TECHNICAL PRODUCT DATA FOR EACH ITEM OF HARDWARE. INCLUDE WHATEVER INFORMATION MAY

BE NECESSARY TO SHOW COMPLIANCE WITH REQUIREMENTS AND INCLUDE INSTRUCTIONS FOR INSTALLATION AND FOR
MAINTENANCE OF OPERATING PARTS AND FINISHES.

05T700-23 SUBMIT FINAL HARDWARE SCHEDULE IN MANNER INDICATED BELOW. COORDINATE HARDWARE WITH DOORS, FRAMES, AND

RELATED WORK TO ENSURE PROPER SIZE, THICKNESS, HAND, FUNCTION, AND FINISH OF HARDWARE. ORGANIZE HARDIWARE
SCHEDULE INTO @HARDWARE SETS" INDICATING COMPLETE DESIENATIONS OF EVERY |ITEM REQUIRED FOR EACH DOOR OR
OPENING. INCLUDE THE FOLLOWING INFORMATION:

TYPE, STYLE, FUNCTION, SIZE, AND FINISH OF EACH HARDWARE ITEM

NAME AND MANUFACTURER OF EACH ITEM

FASTENINGS AND OTHER PERTINENT INFORMATION

LOCATION OF HARDWARE SET CROSS-REFERENCED WITH DRANWINGS AND SCHEDULE

EXPLANATION OF ALL ABBREVIATIONS, SYMBOLS, CODES, ETC CONTAINED ON SCHEDULE

MOUNTING LOCATIONS FOR HARDWARE

KEYING INFORMATION

DOOR AND FRAME SIZES AND MATERIALS.

HNARTVOZX

0&T100-24 KEYING SYSTEM SHALL BE REVIEWED WITH OWNER AND BASE BUILDING OWNER, AND PROVIDE THE TYPE REQUIRED (MASTER,

GRAND MASTER, OR GREAT-GRANDMASTER), EITHER NEW OR INTEGRATED WITH BASE BUILDING OWNER'S EXISTING SYSTEM.

08700-25 HARDWARE UNITS SHALL BE MOUNTED AT HEIGHTS INDICATED IN "RECOMMENDED LOCATIONS FOR BUILDERS HARDWARE

FOR STANDARD STEEL DOORS AND FRAMES" BY THE DOOR AND HARDWARE INSTITUTE, EXCEPT AS SPECIFICALLY
INDICATED OR AS REQUIRED TO COMPLY WITH GOVERNING REGULATIONS AND EXCEPT AS MAY BE DIRECTED BY ARCHITECT
ON DRAWINGS UNDER THE DOOR DETAILS AND TYPICAL MOUNTING HEIGHT DETAIL.

0&100-26 EACH HARDWARE ITEM SHALL BE INSTALLED IN COMPLIANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND

RECOMMENDATIONS. WHEREVER CUTTING AND FITTING 1S REQUIRED TO INSTALL HARDWARE ONTO OR INTO SURFACES WHICH
ARE LATER TO BE PAINTED OR FINISHED IN ANOTHER WAY, COORDINATE REMOVAL, STORAGE AND REINSTALLATION OR
APPLICATION OF SURFACE PROTECTIONS WITH FINISHING WORK SPECIFIED IN PAINTING SPECIFICATIONS. SURFACE-MOUNTED
ITEMS SHALL NOT BE INSTALLED UNTIL FINISHES HAVE BEEN COMPLETED ON THE SUBSTRATE.

0&5100-217 SET UNITS LEVEL, PLUMB, AND TRUE TO LINE AND LOCATION. ADJUST AND REINFORCE THE ATTACHMENT SUBSTRATE AS

NECESSARY FOR PROPER INSTALLATION AND OPERATION.

086700-286 ADIUST AND CHECK EACH OPERATING ITEM OF HARDWARE AND EACH DOOR TO ENSURE PROPER OPERATION AND FUNCTION

OF EVERY UNIT. REPLACE UNITS WHICH CANNOT BE ADWSTED TO OPERATE FREELY AND SMOOTHLY AS INTENDED FOR THE
APPLICATION MADE.

SECTION 09050 GENERAL FINISH NOTES

04050-1  SELECTED MATERIALS ARE SHOWN BY ALLOWANCES. ALLOWANCES SHALL BE FOR YARIATIONS IN MATERIALS ONLY. ALL

INSTALLATION AND RELATED PRODUCTS TO ACCOMPLISH THE COMPLETE ASSEMBLY SHALL BE INCLUDED IN THE CONTRACT

PRICING BY THE CONTRACTOR.

09050-2 RETURN UNUSED, UNOPENED MATERIALS TO THE MANUFACTURER OR SUPPLIER FOR CREDIT TO THE OWNER AFTER

INSTALLATION HAS BEEN COMPLETED AND ACCEPTED. UNUSED MATERIALS FROM OPEN PACKAGES ARE TO BE TURNED

OVER TO THE OWNER AS ATTIC STOCK. SEE SPECIFIC MATERIAL SPECIFICATION SECTIONS FOR ADDITIONAL ATTIC STOCK

MATERIAL REQUIREMENTS.

0d050-3 COMPLY WITH THE MANUFACTURER'S RECOMMENDATIONS AND INSTRUCTIONS FOR INSTALLATION FOR ALL PRODUCTS AND

MATERIALS USED IN THE PROJECT TO THE EXTENT THAT THOSE INSTRUCTIONS ARE MORE EXPLICIT AND/OR MORE STRINGENT

THAN THE REQUIREMENTS IN THE CONTRACT DOCUMENTS.

09050-4 INSPECT MATERIALS OR EQUIPMENT IMMEDIATELY UPON DELIVERY AND AGAIN PRIOR TO INSTALLATION. REJECT DAMAGED

AND/OR DEFECTIVE ITEMS. PROTECT ALL MATERIALS FROM DAMAGE AND MOISTUIRE DURING DELIVERY, INSTALLATION, AND

USE.

09050-5 PROVIDE APPROPRIATE ATTACHMENT AND CONNECTION DEVICES AND METHODS NECESSARY FOR SECURING THE WORK.

SECURE ALL WORK TRUE TO LINE AND LEVEL. ALLOW FOR BUILDING EXPANSION AND BUILDING MOVEMENT.

09050-6 PROVIDE UNIFORM JOINT WIDTHS IN EXPOSED WORK. ARRANGE JOINTS IN EXPOSED WORK TO OBTAIN THE BEST VISUAL

EFFECT.

09050-1 RECHECK MEASUREMENTS AND DIMENSIONS BEFORE STARTING EACH INSTALLATION.

09050-5 THE CONTRACTOR SHALL ENSURE THAT NO PART OF THE CONSTRUCTION, COMPLETED OR IN PROGRESS, 1S SUBJECT TO
HARMFUL, DANGEROUS, OR DAMAGING EXPOSURE DURING THE CONSTRUCTION PERIOD. SUCH EXPOSURE INCLUDES BUT 1S NOT
LIMITED TO THE FOLLOWING: EXCESSIVE HIGH OR LOW TEMPERATURES, EXCESSIVE HIGH OR LOW HUMIDITY, WATER,
ABRASION, LIGHT, STAINING, UNPROTECTED STORAGE, THEFT, FIRE, OR VANDALISM.

09050-9 SUBMIT FULL SIZE AND FULLY FABRICATED SAMPLES, CURED AND FINISHED AS SPECIFIED WITH THE MATERIAL OR PRODUCT

SPECIFIED. SAMPLES INCLUDE PARTIAL SECTIONS OR MANUFACTURED OR FABRICATED COMPONENTS, CUTS OF MATERIALS,

COLOR RANGE SETS AND SWATCHES SHOWING COLOR TEXTURE AND PATTERN.

09050-10 NHERE VARIATION IN COLOR PATTERN AND TEXTURE OR OTHER CHARACTERISTICS ARE INHERENT IN THE MATERIAL, SUBMIT
MULTIPLE UNITS (NOT LESS THAN 3) TO EXHIBIT THE FULL RANGE OF VARIATION.

09050-II PROVIDE ALL MANUFACTURER'S STANDARD WARRANTIES FOR THE VARIOUS SPECIFIED MATERIALS TO THE OWNER. IF WORK

COVERED BY A WARRANTY HAS FAILED AND BEEN CORRECTED BY REPLACEMENT, REINSTATE THE WARRANTY BY WRITTEN

ENDORSEMENT. THE REINSTATED WARRANTY SHALL BE EQUAL TO THE ORIGINAL WARRANTY WITH AN EQUITABLE

ADJUSTMENT FOR DEPRECIATION.

09050-12 THE CONTRACTOR SHALL PROVIDE A ONE YEAR WARRANTY FROM DATE OF SUBSTANTIAL COMPLETION COVERING DEFECTS
ARISING FROM BOTH MATERIALS AND WORKMANSHIP FOR WORK PERFORMED BY THE CONTRACTOR AND HIS
SUBCONTRACTORS.

04050-I13 ALL EXPOSED SURFACES SHALL BE FINISHED. WHERE THE FINISH 1S NOT INDICATED OR UNCLEAR, VERIFY THE FINISH WITH
THE ARCHITECT.

09050-14 THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONFIRMING THE DELIVERY DATE OF ALL FINISH MATERIALS AS
APPLICABLE DURING THE BIDDING PERIOD AND SHALL SUBMIT THOSE DATES IN WRITING WITH HIS BID.

04050-I5 VERIFY FINISHES WITH THE ARCHITECT IN THE FIELD PRIOR TO INSTALLATION.
04050-16 FINISH MATERIAL SUBSTRATE SHALL BE FREE OF IMPERFECTIONS AND MARKINGS SUBIECT TO BLEED-THROUGH.
09050-IT REPAIR, REFINISH AND PREPARE EXISTING SURFACES TO RECEIVE NEW OR EXISTING MATERIALS, AS APPLICABLE. THIS

INCLUDES, BUT 1S NOT LIMITED TO FLOORING, DOORS & FRAMES, BASE BUILDING PARTITIONS, FLOOR SLABS, CEILINGS, ETC.
UNLESS NOTED OTHERWISE.

SECTION 09200 GYPSUM WALL BOARD

09200-1 E6YPSUM WALL BOARD AND STEEL FRAMING INSTALLATION, APPLICATION, AND FINISHING SHALL COMPLY WITH ASTM C154
AND ASTM C8&40 STANDARDS AND SHALL BE IN ACCORDANCE WITH THE CURRENT VERSION OF UNITED STATES GYPSUM -
EYPSUM CONSTRUCTION HANDBOOK.

09200-2 MATERIALS AND INSTALLATION SHALL COMPLY WITH APPLICABLE REQUIREMENTS OF GA- 216 "APPLICATION AND FINISHING

OF G6YPSUM BOARD" BY THE GYPSUM ASSOCIATION, EXCEPT WHERE MORE DETAILED OR MORE STRINGENT REQUIREMENTS
ARE INDICATED, INCLUDING THE RECOMMENDATIONS OF THE MANUFACTURER.

09200-3 WHERE WORK IS INDICATED FOR FIRE-RESISTANT RATINGS, INCLUDING THOSE REQUIRED TO COMPLY WITH GOVERNING
REGULATIONS, PROVIDE MATERIALS AND INSTALLATIONS IDENTICAL WITH APPLICABLE ASSEMBLIES WHICH HAVE BEEN
TESTED AND LISTED BY RECOGNIZED AUTHORITIES, INCLUDING UL, GYPSUM ASSOCIATION, AlA AND OTHER TESTING AND/OR
AGENCIES ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION.

09200-4 ESTABLISH AND MAINTAIN ENVIRONMENTAL CONDITIONS FOR APPLICATION AND FINISHING 6YPSUM BOARD TO COMPLY WITH
ASTM €840 AND WITH 6YPSUM BOARD MANUFACTURER'S RECOMMENDATIONS.

09200-5 STEEL STUDS AND JOISTS SHALL COMPLY WITH ASTM €645, WITH FLANGE EDGES OF STUDS BENT BACK d0° AND DOUBLED

OVER TO FORM 3/16" MINIMUM LIP (RETURN) AND COMPLYING WITH THE FOLLOWING REQUIREMENTS FOR MINIMUM THICKNESS

OF BASE (UNCOATED) METAL AND FOR DEPTH:

A.  THICKNESS: 25-GAUGE AT STUDS AND INTERIOR CEILING JOISTS, UN.O.

B. STUD DEPTH: 3 5/8" 16" 0.C., UNLESS OTHERWISE NOTED

C. FRAMING: ALL FRAMING MEMBERS SHALL BE GALVANIZED

09200-6 FASTENERS SHALL BE PROVIDED OF TYPE, MATERIAL, SIZE, CORROSION RESISTANCE, HOLDING POWER, AND OTHER

PROPERTIES REQUIRED TO FASTEN STEEL FRAMING AND FURRING MEMBERS SECURELY TO SUBSTRATES INVOLVED.

FASTENERS SHALL COMPLY WITH RECOMMENDATIONS OF 6YPSUM DRYWALL MANUFACTURERS FOR APPLICATIONS INDICATED.

09200-T FOR FASTENERS OF METAL FRAMING: PROVIDE SCREWS AS RECOMMENDED BY MANUFACTURER. TO FACILITATE FUTURE

DISMANTLING, MINIMIZE USE OF NAILS.

09200-& &YPSUM BOARD SHALL BE PROVIDED IN ACCORDANCE WITH ASTM C36 OF TYPES INDICATED IN MAXIMUM LENGTHS
AVAILABLE TO MINIMIZE END-TO-END JOINTS. &YPSUM BOARD SHALL COMPLY WITH THE FOLLONWING REQUIREMENTS:
D.  THICKNESS: 172" THICK, UNLESS OTHERWISE NOTED

E. TYPE: REGULAR OR TYPE X FOR FIRE-RESISTANCE-RATED ASSEMBLIES
F. EDGES: TAPERED
6.  CONTENT: SYNTHETIC GYPSUM BOARD

09200-9 SELECT PANEL SIZES TO MINIMIZE WASTE. LAY OUT PANELS TO MINIMIZE WASTE AND REUSE CUTOFFS WHENEVER FEASIBLE.

09200-10 INSTALL MOISTURE-RESISTANT &YPSUM WALL BOARD PANELS IN AREAS EXPOSED TO MOISTURE AS REQUIRED.
09200-II

TRIM ACCESSORIES, INCLUDING CORNER BEADS, EDGE TRIM, AND CONTROL JOINTS SHALL COMPLY WITH ASTM ClO4T AND BE
PROVIDED AS NECESSARY. MUD, BLEND AND SAND SMOOTH INTO ADJACENT SURFACES.

09200-12 PLACE CONTROL JOINTS CONSISTENT WITH LINES OF BUILDING SPACES AND AS INDICATED. CONTROL JOINTS SHALL NOT BE
MORE THAN 30 FEET APART ON WALLS AND CEILINGS OVER 50' IN LENETH.

09200-13 WALLBOARD JOINT TREATMENT MATERIALS SHALL BE PROVIDED AND COMPLY WITH ASTM C4715, ASTM C&40, AND
RECOMMENDATIONS OF MANUFACTURERS OF BOTH GYPSUM BOARD AND JOINT TREATMENT MATERIALS FOR THE
APPLICATION INDICATED:

H.  JOINT TAPE: PAPER REINFORCING TAPE

l. DRYING-TYPE JOINT COMPOUNDS: FACTORY-PREPACKAGED VINYL-ASED PRODUCTS
ALL-PURPOSE COMPOUND FORMULATED FOR USE AS BOTH TAPING AND TOPPING COMPOUND

4 AVOID PREMIXED JOINT COMPOUNDS CONTAINING ADDITIVES. PRODUCTS SHALL BE FREE OF ANTIFREEZE, VINYL
ADHESIVES, PRESERVATIVES, BIOCIDES, AND OTHER SLOW-RELEASING COMPOUNDS.

09200-14 AUXILIARY MATERIALS FOR GYPSUM DRYWALL CONSTRUCTION SHALL COMPLY WITH REFERENCED STANDARDS AND THE
RECOMMENDATIONS OF THE MANUFACTURER OF THE &YPSUM BOARD.

09200-15 PARTITIONS ARE DIMENSIONED FINISH FACE TO FINISH FACE UNLESS NOTED OTHERWISE. DIMENSIONS NOTED 'CLEAR' (CLR)
OR 'HOLD' ARE NOT ADWSTABLE WITHOUT THE APPROVAL OF THE ARCHITECT.

09200-16 HEIGHTS ARE DIMENSIONED FROM THE TOP OF FINISHED FLOOR, UNLESS NOTED OTHERWISE.

09200-17 ALL PARTITIONS SHOWN ABUTTING INTO EXISTING WALLS SHALL ALIEN WITH FACE OF FINISHED SURFACES UNLESS NOTED
OTHERWISE.

09200-1& SUBMIT MANUFACTURER'S PRODUCT SPECIFICATIONS FOR EACH TYPE OF 6YPSUM BOARD, STEEL FRAME, AND TRIM
ACCESSORY INDICATED.

09200-19 EXAMINE SUBSTRATE TO WHICH DRYWALL CONSTRUCTION ATTACHES OR ABUTS. PRESET HOLLOW METAL FRAMES,
CAST-IN-ANCHORS, AND STRUCTURAL FRAMING SHALL BE IN COMPLIANCE WITH REQUIREMENTS FOR INSTALLATION
TOLERANCES AND OTHER CONDITIONS AFFECTING PERFORMANCE OF DRYWALL CONSTRUCTION. DO NOT PROCEED WITH
INSTALLATION UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED.

09200-20 STORE MATERIALS INSIDE UNDER COVER AND KEEP THEM DRY AND PROTECTED AGAINST DAMAGE FROM WEATHER, DIRECT
SUNLIGHT, SURFACE CONTAMINATION, CORROSION, CONSTRUCTION TRAFFIC, AND OTHER CAUSES. GYPSUM BOARD SHALL BE
STACKED NEATLY AND FLAT TO PREVENT SAGGING.

09200-21 HANDLE GYPSUM BOARDS TO PREVENT DAMAGE TO EDGES, ENDS, AND SURFACES. DO NOT BEND OR OTHERWISE DAMAGE
METAL CORNER BEADS AND TRIM.

09200-22 MINIMUM ROOM TEMPERATURE FOR NON-ADHESIVE ATTACHMENT OF &6YPSUM BOARD SHALL NOT BE LESS THAN 40° F.
MINIMUM ROOM TEMPERATURE FOR ADHESIVE ATTACHMENT AND FINISHING OF GYPSUM BOARD SHALL NOT BE LESS THAN 50°
F FOR 45 HOURS PRIOR TO APPLICATION AND CONTINUOUS THEREAFTER UNTIL DRYING IS COMPLETE.

09200-23 BUILDING SPACES SHALL BE VENTILATED TO REMOVE WATER NOT REQUIRED FOR DRYING JOINT TREATMENT MATERIALS.
AVOID DRAFTS DURING DRY, HOT WEATHER TO PREVENT MATERIALS FROM DRYING TOO RAPIDLY.

SECTION 09200 GYPSUM WALL BOARD (CONT.)

09200-24 COORDINATE INSTALLATION OF CEILING SUSPENSION SYSTEM WITH INSTALLATION OF OVERHEAD STRUCTURAL SYSTEMS TO
ENSURE THAT INSERTS AND OTHER STRUCTURAL ANCHORAGE PROVISIONS HAVE BEEN INSTALLED TO RECEIVE CEILING
ANCHORS IN A MANNER THAT WILL DEVELOP THEIR FULL STRENEGTH AND AT SPACING REQUIRED TO SUPPORT CEILING.

09200-25 VERIFY PARTITION THICKNESS FOR INTERNAL INCLUSIONS SUCH AS PLUMBING, TOILET ACCESSORIES, PANEL BOXES, ETC.
NOTIFY THE ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES BETWEEN THE SCHEDULED PARTITION AND ANY INTERNAL
INCLUSIONS.

09200-26 STEEL FRAMING INSTALLATION SHALL COMPLY WITH ASTM C154 AND ASTM C&40 REQUIREMENTS THAT APPLY TO FRAMING
INSTALLATION. LIGHT GAGE STEEL COMPONENTS SHALL CONTAIN A MINIMUM OF &0% RECYCLED STEEL AS MANUFACTURED
BY CLARKE STEEL.

09200-271 ALL PARTITIONS SHALL BE INSTALLED PLUMB, TAPED, AND SANDED SMOOTH SO THAT THERE ARE NO VISIBLE JOINTS.

09200-28 SUPPLEMENTARY FRAMING, BLOCKING, AND BRACING SHALL BE INSTALLED AT TERMINATION IN THE WORK AND FOR SUPPORT
OF FIXTURES, EQUIPMENT SERVICES, HEAVY TRIM, GRAB BARS, TOILET ACCESSORIES, FURNISHINGS, AND SIMILAR
CONSTRUCTION TO COMPLY WITH DETAILS INDICATED AND WITH RECOMMENDATIONS OF GYPSUM BOARD MANUFACTURER, OR
IF NONE AVAILABLE, WITH "&YPSUM CONSTRUCTION HANDBOOK" PUBLISHED BY UNITED STATES GYPSUM CO.

09200-29 DO NOT BRIDGE BUILDING EXPANSION AND CONTROL JOINTS WITH STEEL FRAMING OR FURRING MEMBERS. BOTH SIDES OF
JOINTS SHALL BE FRAMED OR FURRED INDEPENDENTLY AS INDICATED.

09200-30 HANGERS SHALL BE SECURED TO STRUCTURAL SUPPORT BY CONNECTING DIRECTLY TO STRUCTURE WHERE POSSIBLE.
OTHERWISE, HANGERS SHALL CONNECT TO CAST-IN-CONCRETE INSERTS OR OTHER ANCHORAGE DEVICES OR FASTENERS AS
INDICATED. DO NOT ATTACH HANGERS TO METAL DECK TABS OR TO METAL ROOF DECK.

09200-31 DO NOT CONNECT OR SUSPEND STEEL FRAMING FROM DUCTS, PIPES, OR CONDUIT. HANGERS AND BRACES SHALL BE AT
LEAST 2" CLEAR OF DUCTS, PIPES OR CONDUIT.

09200-32 RUNNERS (TRACKS) SHALL BE INSTALLED AT FLOORS, CEILINGS, AND STRUCTURAL WALLS AND COLUMNS WHERE GYPSUM
DRYWALL STUD SYSTEM ABUTS OTHER CONSTRUCTION.

09200-33 EXTEND PARTITION FRAMING FULL HEIGHT TO STRUCTURAL SUPPORTS OR SUBSTRATES ABOVE SUSPENDED CEILINGS, EXCEPT
WHERE PARTITIONS ARE INDICATED TO TERMINATE AT SUSPENDED CEILINGS. CONTINUE FRAMING OVER FRAMES FOR DOORS
AND OPENINGS AND FRAME AROUND DUCTS PENETRATING PARTITIONS ABOVE CEILING TO PROVIDE SUPPORT FOR &YPSUM
BOARD.

09200-34 DO NOT CONTINUE DRYWALL JOINT ABOVE THE JAMB AT DOORS AND SIMILAR OPENINGS. OFFSET DRYWALL JOINT TO
CENTER OF OPENING WHERE POSSIBLE.

09200-35 ATTACH &6YPSUM BOARD TO SUPPLEMENTARY FRAMING AND BLOCKING PROVIDED FOR ADDITIONAL SUPPORT AT OPENINGS
AND CUTOUTS.

09200-36 COVER BOTH FACES OF STEEL STUD PARTITION FRAMING WITH 6YPSUM BOARD IN CONCEALED SPACES (ABOVE CEILINGS,
ETC.), EXCEPT IN CHASE WALLS WHICH ARE BRACED INTERNALLY. EXCEPT WHERE CONCEALED APPLICATION IS INDICATED
OR REQUIRED FOR SOUND, FIRE, AIR, OR SMOKE RATINGS; COVERAGE MAY BE ACCOMPLISHED WITH SCRAPS NOT LESS THAN
& SQ. FT. AREA, AND MAY BE LIMITED TO NOT LESS THAN T5% OF FULL COVERAGE.

09200-31 WHERE FEASIBLE, USE THE SAME FASTENERS TO ANCHOR TRIM ACCESSORY FLANEES AS REQUIRED TO FASTEN GYPSUM
BOARD TO THE SUPPORTS. OTHERWISE, FASTEN FLANGES TO COMPLY WITH MANUFACTURER'S RECOMMENDATIONS.

09200-35 SOUND ATTENUATION BLANKETS SHALL BE INSTALLED PRIOR TO GYPSUM BOARD WHERE INDICATED UNLESS READILY
INSTALLED AFTER BOARD HAS BEEN INSTALLED.

09200-39 JOINT TREATMENT SHALL BE APPLIED AT GYPSUM BOARD JOINTS (BOTH DIRECTIONS); FLANGES OF CORNER BEAD, EDGE
TRIM, AND CONTROL JOINTS, PENETRATIONS, FASTENER HEADS, SURFACE DEFECTS AND ELSEWHERE AS REQUIRED TO
PREPARE WORK FOR DECORATION.

09200-40 PREFILL OPEN JOINTS AND ROUNDED OR BEVELED EDEES USING SETTING-TYPE JOINT COMPOUND.

09200-41 APPLY JOINT TAPE AT JOINTS BETWEEN GYPSUM BOARDS, EXCEPT WHERE TRIM ACCESSORIES ARE INDICATED.

09200-42 CAULK GAPS WHERE INTERSECTION OF CONSTRUCTION ELEMENTS 1S NOT CRISP AND CONSISTENT AS APPLICABLE, UNLESS
OTHERWISE NOTED. COLOR OF CAULKING SHALL MATCH ADJACENT MATERIALS AND SHALL BE APPLIED AS
INCONSPICIOUSLY AS POSSIBLE.

09200-43 FINISH INTERIOR GYPSUM WALLBOARD BY APPLYING JOINT COMPOUNDS IN 3 COATS (NOT INCLUDING PREFILL OF OPENINGS
IN BASE); SAND BETWEEN COATS AND AFTER LAST COAT. ONLY ONE COAT IS REQUIRED ON CONCEALED DRYWALL
CONSTRUCTION.

09200-44 PROVIDE FINAL PROTECTION AND MAINTAIN CONDITIONS, IN A MANNER SUITABLE TO INSTALLER, WHICH ENSURES GYPSUM
DRYWALL CONSTRUCTION BEING WITHOUT DAMAGE OR DETERIORATION AT TIME OF SUBSTANTIAL COMPLETION.

SECTION 09380 INTERIOR STONEWORK

09380-1  INTERIOR GRANITE SHALL COMPLY WITH ASTM C503 AND HAVE A MINIMUM HARDNESS AND ABRASION RESISTANCE OF 12
PER ASTM C24I.

09360-2 GROUT COLORS SHALL MATCH THE COLOR OF THE STONE. SAND-PORTLAND CEMENT GROUT SHALL COMPLY WITH ANSI
AlO&.10.

09380-3 ANCHORS, DOWELS, RELIEVING ANGLES AND OTHER ANCHORING DEVICES SHALL COMPLY WITH ASTM Al6T, TYPE 304,
THICKNESS AS REQUIRED TO SUSTAIN IMPOSED LOADS AND IN NO CASE LESS THAN 3/16" THICK.

09380-4 PROVIDE ULTRA FLOOR, MEDIUM BED DRY SET MORTAR BY MAPI OR OTHER EQUAL. INSTALL PER MANUFACTURER'S
INSTRUCTIONS. PROVIDE ANTI-FRACTURE MEMBRANTE AS REQUIRED.

093860-5 SOUNDNESS (HARDNESS AND DENSITY), TEXTURE, GRAINING, COLOR, TONE, SIZE, AND FREQUENCY OF VOIDS SHALL MATCH THE
DESIGNER'S SAMPLE AND BE SUBJECT TO DESIGNER'S APPROVAL. STONEWORK SHALL BE SOUND AND FREE FROM DEFECTS
WHICH WILL IMPAIR STRENGTH, DURABILITY, OR APPEARANCE. PROVIDE STONE FROM SINGLE QUARRY SOURCES TO SATISFY
THE TOTAL REQUIREMENTS OF THE PROJECT.

09360-6 ALL STONE OF EACH TYPE SHALL BE FROM THE SAME SEQUENTIAL SERIES OF SLABS.

09380-1 SEALER SHALL BE COLORLESS, SLIP AND STAIN RESISTANT, AND NOT AFFECT THE COLOR OR PHYSICAL PROPERTIES OF

THE STONE SURFACE. USE STONE PRODUCER'S RECOMMENDED SEALER FOR APPLICATION AS INDICATED.

09380-& STONE THICKNESS AT COUNTERS SHALL BE AS SPECIFED IN FINISH SCHEDULE. ALL VISIBLE EDGES SHALL BE POLISHED.
REFER TO FINISH LEGEND FOR SPECIFICATION.

09380-9 STONE FLOORING TILES SHALL BE A MINIMUM OF 3/8" THICK. JOINTS SHALL BE NO MORE THAN /8" WIDE. REFER TO FINISH

LEGEND FOR SPECIFICATION.

094380-10 SUBMIT MANUFACTURER'S TECHNICAL DATA FOR EACH TYPE OF STONE.

O94380-II
SUBMITTAL SHALL INCLUDE ANY DEVIATION FROM DETAILS AS SHOWN ON DRAWINGS WHICH RELATE TO STONE FLOORING OR
BASE CONDITIONS. SUBMITTAL SHALL INCLUDE MATERIAL SAMPLES OF ALL MATERIALS USED THAT ARE VISIBLE. THIS
INCLUDES, BUT IS NOT LIMITED TO GROUT, CAULKING, SEALANT, METAL SEPARATORS, ETC.

09380-12 SUBMIT CUTTING AND SETTING DRAWINGS SHOWING SIZES, DIMENSIONS, SECTIONS, AND PROFILES OF STONE UNITS,
ARRANGEMENT AND PROVISIONS FOR JOINTING, ANCHORING, DOWELING, FASTENING AND SUPPORTS AND OTHER NECESSARY
DETAILS FOR LIFTING DEVICES AND RECEPTION OF OTHER WORK.

09380-13 SUBMIT RANGE OF SAMPLES OF EACH STONE INDICATING COLOR, ERADE, FINISH, TYPE, AND VARIETY IN A SIZE NOT LESS
THAN 12" X 12"

09380-14 STONEWORK REQUIREMENTS SHOWN BY THE DETAILS ARE INTENDED TO ESTABLISH BASIC DIMENSIONS OF UNITS OR MODULES,
PROFILES, AND SIGHT LINES. WITHIN THESE LIMITATIONS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DESIEN OF THE
ENTIRE STONEWORK SYSTEM AND TO MAKE WHATEVER MODIFICATIONS AND/OR ADDITIONS TO THE DETAILS AS MAY BE
REQUIRED TO FULFILL THE PERFORMANCE REQUIREMENTS.

09380-I5 DESIENER'S REVIEW WILL BE FOR COLOR AND TEXTURE ONLY. COMPLIANCE WITH OTHER REQUIREMENTS SHALL BE THE
EXCLUSIVE RESPONSIBILITY OF THE CONTRACTOR.

09380-16 STONE FLOORING CONTRACTOR SHALL BE RESPONSIBLE FOR ORDERING SUFFICIENT QUANTITIES OF MATERIAL TO ACCOUNT
FOR THE AMOUNT OF MATERIAL HE ANTICIPATES WILL BE REJECTED DUE TO VARIANCE OF VEINING, COLOR, TEXTURE,
THICKNESS, ETC.

09380-IT THE VISUAL DESIEN CONCEPT SHALL BE MAINTAINED AS SHOWN IN THE DRAWINGS, INCLUDING SIZES, PROFILES, AND
ALIGNMENT OF COMPONENTS AS NEAR AS POSSIBLE.

09380-1& CAREFULLY PACK AND LOAD FINISHED STONE FOR SHIPMENT AND TAKE NECESSARY PRECAUTIONS AGAINST DAMAGE IN
TRANSIT. DO NOT USE MATERIAL FOR BLOCKING AND PACKING WHICH WOULD CAUSE STAINING OR DISCOLORATION.
EXERCISE CARE TO PREVENT WETTING, SOILING, AND STAINING DURING THE STORAGE PERIOD.

09380-19 DELIVER PACKAGED SETTING MATERIALS IN THE ORIGINAL PACKAGES AND CONTAINERS OF THE MANUFACTURER. KEEP
AGGREGATE DRY AND FREE FROM SOILING.

09380-20 PROTECT STONE DURING STORAGE AND CONSTRUCTION AGAINST MOISTURE, SOILING, STAINING, AND PHYSICAL DAMAGE.

09380-21 HANDLE STONE TO PREVENT CHIPPING, BREAKAGE, SOILING OR OTHER DAMAGE. DO NOT USE PINCH OR WRECKING BARS
WITHOUT PROTECTING EDGES OF STONE WITH WOOD OR OTHER RIGID MATERIALS. LIFT WITH WIDE-BELT TYPE SLINGS
WHEREVER POSSIBLE; DO NOT USE WIRE ROPE OR ROPES CONTAINING TAR OR OTHER SUBSTANCES WHICH MIGHT CAUSE
STAINING. |IF REQUIRED, USE WOOD ROLLERS AND PROVIDE CUSHION AT END OF WOOD SLIDES.

09360-22 STONE SHALL BE STORED ON WOOD SKIDS OR PALLETS, COVERED WITH NON-STAINING, WATERPROOF MEMBRANE. PLACE
AND STACK SKIDS AND STONES TO DISTRIBUTE WEIGHT EVENLY AND TO PREVENT BREAKAGE OR CRACKING OF STONES.
PROTECT STORED STONE FROM WEATHER WITH WATERPROOF, NON-STAINING COVERS OR ENCLOSURES, BUT ALLOW AIR TO
CIRCULATE AROUND STONES.

09380-23 MIX MORTAR IN SMALL BATCHES, TO A STIFF PLASTIC MASS, THOROUGHLY HOMOGENOUS. MORTAR MAY BE USED ONLY TO |
I/2 HOURS AFTER MIXING. RETEMPERING OF MORTAR SHALL NOT BE PERMITTED; NOR WILL THE USE OF PARTIALLY SET
MORTAR BE PERMITTED. DO NOT APPLY MORE MORTAR THAN CAN BE COVERED IN 30 MINUTES.

09380-24 INSTALLER SHALL REVIEW INSTALLATION PROCEDURES AND COORDINATION WITH OTHER WORK WITH CONTRACTORS AND
SUBCONTRACTORS WHOSE WORK WILL BE AFFECTED BY STONEWORK.

09380-25 STONE INSTALLATION WORK SHALL COMPLY WITH ANSI 108 AS RECOMMENDED BY PROPRIETARY MORTAR AND GROUT
MATERIALS MANUFACTURER.

093860-26 GROUT SHALL BE LATEX CEMENT-BASED, PETROLEUM AND PLASTIC-FREE GROUT.
09380-27 COMPLY WITH THE MANUFACTURER'S INSTRUCTIONS FOR MIXING AND INSTALLATION OF PROPRIETARY MATERIALS.
09380-286 STONE SHALL EXTEND INTO RECESSES AND UNDER OR BEHIND EQUIPMENT AND FIXTURES TO FORM COMPLETE COVERING.

09380-29 STONE SHALL BE SET IN ACCORDANCE WITH DRANWINGS AND FINAL SHOP DRANWINGS FOR STONEWORK. PROVIDE ANCHORS,
SUPPORTS, FASTENERS AND OTHER ATTACHMENTS SHOWN, OR AS NECESSARY, TO SECURE STONEWORK IN PLACE. SHIM AND
ADWUST ACCESSORIES AS REQUIRED FOR PROPER SETTING OF STONE. COMPLETELY FILL HOLES, SLOTS, AND OTHER
SINKAGES FOR ANCHORS, DOWELS, FASTENERS, AND SUPPORTS WITH MORTAR DURING SETTING OF STONES.

09380-30 PROVIDE STONE CLEANERS OF PROPER FORMULATION FOR KINDS OF STONES, FINISHES, AND APPLICATIONS INDICATED, AS
RECOMMENDED BY STONE PRODUCER, AND AS RECOMMENDED BY SEALER MANUFACTURER. DO NOT USE ACID-TYPE
CLEANING AGENTS OR OTHER CLEANING COMPOUNDS CONTAINING CAUSTIC OR HARSH FILLERS UNLESS EXPRESSLY
APPROVED BY STONE PRODUCER FOR TYPE OF CONDITION INVOLVED.
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SUBMIT SHOP DRAWINGS SHOWING TILE PATTERNS AND PROPOSED JOINT LOCATIONS BASED ON VERIFIED FIELD DIMENSIONS.
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